
Fiberli - PSL Elektronik

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 0000306

NAME: CD664 WW 8W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 148X90mm SERIAL No.:24576553

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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DATA OF LAMP PHOTOMETRIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

ηηηη

ηηηη

S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)

ηηηη

ηηηη

ηηηη

ηηηη

CD664 WW 8W 220VAC 50HZ IP44

12

220

629.3

1

220.6

250.4

100.0

629.25

DIRECT

2.9

97.1

1.21

1.24

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

AVERAGE AND CENTER E Figure

Report number: 0000306

NAME: CD664 WW 8W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 148X90mm SERIAL No.:24576553

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

1.50m1.50m1.50m1.50m
345.43cm345.43cm345.43cm345.43cm42.86lx42.86lx42.86lx42.86lx 111.15lx111.15lx111.15lx111.15lx

2.00m2.00m2.00m2.00m
460.57cm460.57cm460.57cm460.57cm24.11lx24.11lx24.11lx24.11lx 62.52lx62.52lx62.52lx62.52lx

4.00m4.00m4.00m4.00m
921.13cm921.13cm921.13cm921.13cm6.03lx6.03lx6.03lx6.03lx 15.63lx15.63lx15.63lx15.63lx

4.50m4.50m4.50m4.50m
1036.28cm1036.28cm1036.28cm1036.28cm4.76lx4.76lx4.76lx4.76lx 12.35lx12.35lx12.35lx12.35lx

6.00m6.00m6.00m6.00m
1381.70cm1381.70cm1381.70cm1381.70cm2.68lx2.68lx2.68lx2.68lx 6.95lx6.95lx6.95lx6.95lx

HeightHeightHeightHeight AVR EAVR EAVR EAVR E CENTER ECENTER ECENTER ECENTER E DiameterDiameterDiameterDiameter

Angle:98.1degAngle:98.1degAngle:98.1degAngle:98.1deg

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000306

NAME: CD664 WW 8W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 148X90mm SERIAL No.:24576553

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

249.9249.9249.9249.9 249.7249.7249.7249.7 249.5249.5249.5249.5 248.2248.2248.2248.2 246.9246.9246.9246.9 247.6247.6247.6247.6 247.1247.1247.1247.1 248.2248.2248.2248.2 5.9535.9535.9535.953 5.9535.9535.9535.953

246.3246.3246.3246.3 246.5246.5246.5246.5 246.4246.4246.4246.4 243.3243.3243.3243.3 240.7240.7240.7240.7 241.9241.9241.9241.9 241.8241.8241.8241.8 243.2243.2243.2243.2 17.5717.5717.5717.57 23.5223.5223.5223.52

239.7239.7239.7239.7 240.5240.5240.5240.5 240.4240.4240.4240.4 235.2235.2235.2235.2 231.1231.1231.1231.1 233.8233.8233.8233.8 233.5233.5233.5233.5 235.2235.2235.2235.2 28.3728.3728.3728.37 51.9051.9051.9051.90

229.9229.9229.9229.9 231.6231.6231.6231.6 231.7231.7231.7231.7 224.3224.3224.3224.3 219.0219.0219.0219.0 223.0223.0223.0223.0 222.6222.6222.6222.6 224.2224.2224.2224.2 37.9037.9037.9037.90 89.8189.8189.8189.81

217.5217.5217.5217.5 220.2220.2220.2220.2 220.6220.6220.6220.6 211.0211.0211.0211.0 204.4204.4204.4204.4 209.8209.8209.8209.8 209.4209.4209.4209.4 210.6210.6210.6210.6 45.7345.7345.7345.73 135.5135.5135.5135.5

202.6202.6202.6202.6 206.2206.2206.2206.2 207.1207.1207.1207.1 195.3195.3195.3195.3 187.6187.6187.6187.6 194.6194.6194.6194.6 193.9193.9193.9193.9 195.0195.0195.0195.0 51.5851.5851.5851.58 187.1187.1187.1187.1

185.6185.6185.6185.6 190.5190.5190.5190.5 191.5191.5191.5191.5 178.0178.0178.0178.0 169.5169.5169.5169.5 177.6177.6177.6177.6 176.7176.7176.7176.7 177.4177.4177.4177.4 55.2655.2655.2655.26 242.3242.3242.3242.3

167.5167.5167.5167.5 172.7172.7172.7172.7 174.6174.6174.6174.6 159.6159.6159.6159.6 150.6150.6150.6150.6 159.3159.3159.3159.3 158.4158.4158.4158.4 158.7158.7158.7158.7 56.6956.6956.6956.69 299.0299.0299.0299.0

148.2148.2148.2148.2 153.7153.7153.7153.7 156.2156.2156.2156.2 140.3140.3140.3140.3 131.2131.2131.2131.2 140.6140.6140.6140.6 139.0139.0139.0139.0 139.4139.4139.4139.4 55.9755.9755.9755.97 355.0355.0355.0355.0

128.6128.6128.6128.6 134.2134.2134.2134.2 137.0137.0137.0137.0 121.2121.2121.2121.2 111.9111.9111.9111.9 121.3121.3121.3121.3 119.3119.3119.3119.3 120.0120.0120.0120.0 53.2953.2953.2953.29 408.3408.3408.3408.3

109.3109.3109.3109.3 114.4114.4114.4114.4 117.7117.7117.7117.7 102.3102.3102.3102.3 93.5693.5693.5693.56 102.2102.2102.2102.2 100.0100.0100.0100.0 100.7100.7100.7100.7 48.9548.9548.9548.95 457.3457.3457.3457.3

90.1990.1990.1990.19 94.5694.5694.5694.56 98.1298.1298.1298.12 84.0084.0084.0084.00 75.6175.6175.6175.61 83.6383.6383.6383.63 80.9080.9080.9080.90 82.2682.2682.2682.26 43.2443.2443.2443.24 500.5500.5500.5500.5

71.7971.7971.7971.79 75.3475.3475.3475.34 78.8078.8078.8078.80 66.5966.5966.5966.59 58.6758.6758.6758.67 65.5065.5065.5065.50 62.4062.4062.4062.40 64.2364.2364.2364.23 36.5036.5036.5036.50 537.0537.0537.0537.0

54.3954.3954.3954.39 56.5756.5756.5756.57 60.3160.3160.3160.31 50.0150.0150.0150.01 42.9142.9142.9142.91 48.1048.1048.1048.10 45.0945.0945.0945.09 47.1047.1047.1047.10 29.0529.0529.0529.05 566.1566.1566.1566.1

37.8037.8037.8037.80 38.9038.9038.9038.90 42.4542.4542.4542.45 34.4334.4334.4334.43 28.3328.3328.3328.33 32.1632.1632.1632.16 29.0629.0629.0629.06 31.5231.5231.5231.52 21.2521.2521.2521.25 587.3587.3587.3587.3

23.0523.0523.0523.05 23.1423.1423.1423.14 26.1426.1426.1426.14 20.7720.7720.7720.77 15.8515.8515.8515.85 18.1318.1318.1318.13 15.3915.3915.3915.39 17.8517.8517.8517.85 13.6613.6613.6613.66 601.0601.0601.0601.0

11.4711.4711.4711.47 10.4710.4710.4710.47 13.0213.0213.0213.02 9.7489.7489.7489.748 6.7416.7416.7416.741 8.2908.2908.2908.290 6.1046.1046.1046.104 8.1998.1998.1998.199 7.1617.1617.1617.161 608.2608.2608.2608.2

4.2824.2824.2824.282 3.0063.0063.0063.006 5.0105.0105.0105.010 3.1883.1883.1883.188 2.1862.1862.1862.186 3.6443.6443.6443.644 2.0952.0952.0952.095 3.5533.5533.5533.553 2.9212.9212.9212.921 611.1611.1611.1611.1

3.4623.4623.4623.462 2.1862.1862.1862.186 3.5533.5533.5533.553 2.1862.1862.1862.186 2.2772.2772.2772.277 3.4623.4623.4623.462 2.1862.1862.1862.186 3.3703.3703.3703.370 1.5761.5761.5761.576 612.7612.7612.7612.7

3.3703.3703.3703.370 2.2772.2772.2772.277 3.3703.3703.3703.370 2.2772.2772.2772.277 2.2772.2772.2772.277 3.3703.3703.3703.370 2.2772.2772.2772.277 3.2793.2793.2793.279 1.5241.5241.5241.524 614.2614.2614.2614.2

3.2793.2793.2793.279 2.3682.3682.3682.368 3.2793.2793.2793.279 2.3682.3682.3682.368 2.2772.2772.2772.277 3.2793.2793.2793.279 2.2772.2772.2772.277 3.1883.1883.1883.188 1.4831.4831.4831.483 615.7615.7615.7615.7

3.1883.1883.1883.188 2.3682.3682.3682.368 3.0973.0973.0973.097 2.3682.3682.3682.368 2.3682.3682.3682.368 3.1883.1883.1883.188 2.3682.3682.3682.368 3.2793.2793.2793.279 1.4501.4501.4501.450 617.1617.1617.1617.1

3.1883.1883.1883.188 2.5502.5502.5502.550 3.0973.0973.0973.097 2.5502.5502.5502.550 2.5502.5502.5502.550 3.1883.1883.1883.188 2.4592.4592.4592.459 3.1883.1883.1883.188 1.4221.4221.4221.422 618.5618.5618.5618.5

3.1883.1883.1883.188 2.6422.6422.6422.642 3.1883.1883.1883.188 2.6422.6422.6422.642 2.6422.6422.6422.642 3.1883.1883.1883.188 2.5502.5502.5502.550 3.0973.0973.0973.097 1.3931.3931.3931.393 619.9619.9619.9619.9

3.1883.1883.1883.188 2.6422.6422.6422.642 3.1883.1883.1883.188 2.7332.7332.7332.733 2.7332.7332.7332.733 3.1883.1883.1883.188 2.6422.6422.6422.642 3.0973.0973.0973.097 1.3451.3451.3451.345 621.3621.3621.3621.3

3.1883.1883.1883.188 2.6422.6422.6422.642 3.2793.2793.2793.279 2.7332.7332.7332.733 2.7332.7332.7332.733 3.0973.0973.0973.097 2.6422.6422.6422.642 3.0973.0973.0973.097 1.2761.2761.2761.276 622.6622.6622.6622.6

3.0063.0063.0063.006 2.7332.7332.7332.733 3.0973.0973.0973.097 2.8242.8242.8242.824 2.6422.6422.6422.642 3.0973.0973.0973.097 2.6422.6422.6422.642 3.0973.0973.0973.097 1.1921.1921.1921.192 623.7623.7623.7623.7

3.0063.0063.0063.006 2.8242.8242.8242.824 3.0063.0063.0063.006 2.8242.8242.8242.824 2.7332.7332.7332.733 3.1883.1883.1883.188 2.6422.6422.6422.642 3.0973.0973.0973.097 1.0951.0951.0951.095 624.8624.8624.8624.8

3.0063.0063.0063.006 2.9152.9152.9152.915 3.0973.0973.0973.097 2.9152.9152.9152.915 2.7332.7332.7332.733 3.1883.1883.1883.188 2.7332.7332.7332.733 3.0973.0973.0973.097 0.9900.9900.9900.990 625.8625.8625.8625.8

3.0063.0063.0063.006 3.0063.0063.0063.006 3.0063.0063.0063.006 3.0063.0063.0063.006 2.8242.8242.8242.824 3.1883.1883.1883.188 2.7332.7332.7332.733 3.0063.0063.0063.006 0.8770.8770.8770.877 626.7626.7626.7626.7

3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 3.0063.0063.0063.006 2.8242.8242.8242.824 3.1883.1883.1883.188 2.8242.8242.8242.824 2.9152.9152.9152.915 0.7540.7540.7540.754 627.5627.5627.5627.5

3.0973.0973.0973.097 3.0063.0063.0063.006 3.0973.0973.0973.097 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 2.8242.8242.8242.824 3.0063.0063.0063.006 0.6260.6260.6260.626 628.1628.1628.1628.1

3.0063.0063.0063.006 2.9152.9152.9152.915 3.0973.0973.0973.097 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 2.8242.8242.8242.824 3.0063.0063.0063.006 0.4890.4890.4890.489 628.6628.6628.6628.6

3.0063.0063.0063.006 2.8242.8242.8242.824 3.0063.0063.0063.006 2.9152.9152.9152.915 2.9152.9152.9152.915 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 0.3510.3510.3510.351 628.9628.9628.9628.9

3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 0.2120.2120.2120.212 629.1629.1629.1629.1

3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 0.0710.0710.0710.071 629.2629.2629.2629.2

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000306

NAME: CD664 WW 8W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 148X90mm SERIAL No.:24576553

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000306

NAME: CD664 WW 8W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 148X90mm SERIAL No.:24576553

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000306

NAME: CD664 WW 8W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 148X90mm SERIAL No.:24576553

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 250

5.0 250

10.0 246

15.0 240

20.0 230

25.0 218

30.0 203

35.0 186

40.0 168

45.0 148

50.0 129

55.0 109

60.0 90.1

65.0 71.7

70.0 54.3

75.0 37.8

80.0 23.0

85.0 11.4

90.0 4.28

95.0 3.46

100.0 3.37

105.0 3.27

110.0 3.18

115.0 3.18

120.0 3.18

125.0 3.18

130.0 3.18

135.0 3.00

140.0 3.00

145.0 3.00

150.0 3.00

155.0 3.00

160.0 3.09

165.0 3.00

170.0 3.00

175.0 3.00

180.0 3.00

15

250

250

246

239

230

217

202

186

167

148

128

109

89.2

70.6

52.9

36.1

21.5

9.74

2.73

2.18

2.27

2.27

2.45

2.55

2.64

2.73

2.82

2.82

2.91

2.91

2.91

2.91

2.91

2.91

2.91

2.91

2.91

30

250

250

247

241

232

221

207

191

173

155

135

115

95.7

76.6

58.3

40.8

24.9

12.3

4.64

3.55

3.37

3.27

3.18

3.27

3.27

3.27

3.27

3.27

3.27

3.27

3.27

3.27

3.27

3.09

3.09

3.00

3.00

45

250

250

247

241

232

220

206

191

173

154

134

114

94.5

75.3

56.5

38.9

23.1

10.4

3.00

2.18

2.27

2.36

2.36

2.55

2.64

2.64

2.64

2.73

2.82

2.91

3.00

2.91

3.00

2.91

2.82

2.91

2.91

60

250

250

247

242

233

223

210

194

177

159

139

120

100

80.3

61.3

43.0

26.4

13.0

4.91

3.55

3.37

3.27

3.18

3.09

3.09

3.09

3.09

3.18

3.18

3.09

3.18

3.18

3.09

3.09

3.00

3.00

3.00

75

250

249

246

240

232

220

207

191

174

155

136

116

96.2

76.8

57.8

39.9

23.8

10.8

3.18

2.18

2.27

2.27

2.36

2.45

2.55

2.55

2.64

2.73

2.73

2.73

2.82

2.73

2.82

2.91

2.91

2.91

2.91

90

250

250

246

240

232

221

207

192

175

156

137

118

98.1

78.8

60.3

42.4

26.1

13.0

5.01

3.55

3.37

3.27

3.09

3.09

3.18

3.18

3.27

3.09

3.00

3.09

3.00

3.00

3.09

3.09

3.00

3.00

3.00

105

250

249

245

238

228

216

202

186

168

149

130

111

91.2

72.7

54.7

37.8

22.7

10.4

3.18

2.18

2.18

2.27

2.36

2.45

2.55

2.64

2.73

2.82

2.91

2.82

2.91

2.82

2.91

2.91

2.91

2.91

2.91

120

250

249

245

238

228

216

201

184

167

148

129

110

91.1

72.8

55.6

39.1

24.3

12.2

5.01

3.55

3.27

3.27

3.09

3.09

3.09

3.09

3.09

3.18

3.18

3.18

3.18

3.18

3.18

3.09

3.00

3.00

3.00

135

250

248

243

235

224

211

195

178

160

140

121

102

84.0

66.5

50.0

34.4

20.7

9.74

3.18

2.18

2.27

2.36

2.36

2.55

2.64

2.73

2.73

2.82

2.82

2.91

3.00

3.00

3.00

3.00

2.91

2.91

2.91

150

250

248

244

236

225

211

196

178

160

141

122

103

84.9

67.6

51.4

36.1

22.4

11.5

4.73

3.46

3.37

3.18

3.18

3.18

3.27

3.27

3.27

3.27

3.27

3.27

3.27

3.37

3.27

3.09

3.00

3.00

3.00

165

250

248

242

234

222

208

192

174

155

136

117

98.1

80.1

63.3

47.2

32.5

19.4

9.20

2.91

2.18

2.27

2.36

2.45

2.55

2.64

2.82

2.82

2.91

2.91

2.91

3.00

3.00

3.00

2.82

2.91

2.91

2.91

180

250

247

241

231

219

204

188

170

151

131

112

93.5

75.6

58.6

42.9

28.3

15.8

6.74

2.18

2.27

2.27

2.27

2.36

2.55

2.64

2.73

2.73

2.64

2.73

2.73

2.82

2.82

2.91

2.91

2.91

3.00

3.00

195

250

247

242

233

221

207

191

174

155

136

117

98.4

80.4

63.0

46.5

31.4

18.2

8.56

3.64

3.46

3.27

3.18

3.18

3.18

3.27

3.18

3.18

3.18

3.09

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

210

250

247

241

232

220

206

190

173

154

135

116

96.8

78.3

60.6

44.1

28.8

15.7

6.46

2.18

2.18

2.27

2.36

2.45

2.45

2.64

2.64

2.73

2.82

2.82

2.82

2.91

2.82

2.82

2.82

2.82

2.91

2.91

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000306

NAME: CD664 WW 8W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 148X90mm SERIAL No.:24576553

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 250

5.0 248

10.0 242

15.0 234

20.0 223

25.0 210

30.0 195

35.0 178

40.0 159

45.0 141

50.0 121

55.0 102

60.0 83.6

65.0 65.5

70.0 48.1

75.0 32.1

80.0 18.1

85.0 8.29

90.0 3.64

95.0 3.46

100.0 3.37

105.0 3.27

110.0 3.18

115.0 3.18

120.0 3.18

125.0 3.18

130.0 3.09

135.0 3.09

140.0 3.18

145.0 3.18

150.0 3.18

155.0 3.18

160.0 3.00

165.0 3.00

170.0 3.00

175.0 3.00

180.0 3.00

240

250

247

241

233

222

209

193

176

158

139

119

100

81.0

62.7

45.4

29.4

15.7

6.19

2.18

2.18

2.27

2.36

2.36

2.45

2.55

2.64

2.73

2.73

2.73

2.82

2.82

2.82

2.82

2.91

2.91

2.91

2.91

255

250

248

243

235

224

211

197

180

162

143

124

104

85.1

66.5

48.7

32.4

18.0

8.10

3.73

3.46

3.27

3.18

3.18

3.18

3.09

3.18

3.18

3.18

3.09

3.09

3.00

3.00

3.00

3.00

3.00

3.00

3.00

270

250

247

242

234

223

209

194

177

158

139

119

100

80.9

62.4

45.0

29.0

15.3

6.10

2.09

2.18

2.27

2.27

2.36

2.45

2.55

2.64

2.64

2.64

2.64

2.73

2.73

2.82

2.82

2.82

2.91

2.91

2.91

285

250

248

243

235

224

211

196

179

161

141

122

103

83.7

65.3

47.8

31.7

17.7

8.01

3.64

3.46

3.27

3.18

3.09

3.09

3.09

3.09

3.09

3.09

3.00

3.00

3.00

3.00

3.09

3.00

3.00

3.00

3.00

300

250

248

242

234

222

209

193

175

157

137

117

97.9

79.0

61.0

44.1

28.5

15.2

6.19

2.18

2.18

2.27

2.27

2.36

2.36

2.55

2.55

2.64

2.64

2.73

2.73

2.73

2.73

2.73

2.82

2.82

2.91

2.91

315

250

248

243

235

224

211

195

177

159

139

120

101

82.2

64.2

47.1

31.5

17.8

8.19

3.55

3.37

3.27

3.18

3.27

3.18

3.09

3.09

3.09

3.09

3.09

3.09

3.00

2.91

3.00

3.00

3.00

3.00

3.00

330

250

248

243

234

223

209

193

175

156

136

116

97.0

78.4

60.5

44.0

28.6

15.6

6.46

2.18

2.18

2.27

2.27

2.45

2.55

2.55

2.64

2.73

2.73

2.82

2.82

2.73

2.73

2.82

2.82

2.91

2.91

2.91

345

250

249

244

236

225

212

196

179

160

141

121

102

82.9

64.9

47.9

32.2

18.4

8.65

3.64

3.37

3.27

3.18

3.18

3.18

3.18

3.18

3.09

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44CD664 WW 8W 220VAC 50HZ IP44
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