Fiberli - PSL Elektronik

F-= I8
Fiberli

ELECTRONIC

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 0000323

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CD668 WW 24W 220VAC 50HZ IP44 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN 66 DIMENSION: @210 SERIAL No.:31969269
DATA OF LAMP PHOTOMETRIC DATA

MODEL CD668 WW 24WmAX(GAF 50HZ IP44 | 573.6 S/MH (C0/180) 1.12
NOMINAL POWER (W) 26 EFFICIENCY (%) 100.0 S/MH (C90/270) 1.10
RATED VOLTAGE (V) 220 TOTAL FLUX(1lm) 1204.5 n UP(C0-180)

NOMINAL FLUX (1m) 1204.6 EFFICIENCY (1m/W) DIRECT n DN(C0-180)

LAMPS QUANTITY 1 n up (%) 1.8 n UP(C180-360)

TEST VOLTAGE (V) 220.5 n down (%) 98.2 n DN(C180-360)

LUMINOUS INTENSITY DISTRIBUTION
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Test System:LSG-1600
Temperature:20DEG

Operators:FATMA KARA
Test Date:03-05-2014

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:61%

Test Distance:9.545 m

Remarks: CD668 WW 24W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

Fr.a I8

ELECTRONIC

Report number:

AVERAGE AND CENTER E Figure

0000323

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CD668 WW 24W 220VAC 50HZ IP44

TYPE : CROMA DOWN

WEIGHT:

SPECIFICATION:CROMA DOWN 66

DIMENSION: @210

SERIAL No.:31969269

Height AVR E CENTER E Diameter
116.391x 254.741x 271.47cm

1.50m
65.471x [ 5 143.291x 361.96cm

2.00m
16.371x Z{///\\\\x 35.821x 723.92cm

4.00m
12.931x Z/””ﬂﬂ__—____““‘\x 28.301x 814.41cm

4.50m
7.271x 5.921x 1085.88cm

6.00m \

Angle:84.3deg

Test System:LSG-1600
Temperature:20DEG

Operators:FATMA KARA
Test Date:03-05-2014

Test Set: 2.0deg/s
Humidity:61%

Test Distance:9.545 m

Remarks: CD668 WW 24W 220VAC 50HZ IP44

C-Gamma (TYPE C)
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Fiberli

PSL Elektronik

L

ELECTROMIC

ZONAL FLUX DIAGRAM

Report number:

0000323

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CD668 WW 24W 220VAC 50HZ IP44

TYPE : CROMA DOWN

WEIGHT:

SPECIFICATION:CROMA DOWN 66

DIMENSION: @210

SERIAL No.:31969269

v co C45 C90 C135 C180 C225 c270 C315 ¥ ® zone @ total

5.0 571.2 567.4 565.4 563.0 564.4 562.0 560.8 562.5 0- 5 13.53 13.53
10.0 559.0 554.6 551.5 547.1 545.2 544.0 542.6 546.3 5- 10 39.68 53.22
15.0 536.8 531.9 527.6 521.4 517.3 516.6 514.8 520.2 10- 15 63.24 116.4
20.0 505.9 500.5 495.1 486.8 480.9 481.2 478.4 485.3 15- 20 82.81 199.2
25.0 467.4 462.1 454.8 445.7 438.4 440.0 435.4 444.0 20- 25 97.37 296.6
30.0 423.5 418.1 409.3 399.2 392.3 394.4 388.5 397.6 25- 30 106.4 403.0
35.0 376.9 370.9 361.6 350.2 344.1 347.2 339.4 349.0 30- 35 109.9 513.0
40.0 328.8 323.5 312.8 305.8 300.2 300.0 295.0 301.1 35- 40 108.6 621.6
45.0 281.7 280.3 270.5 258.3 254.0 258.4 248.6 259.1 40- 45 103.9 725.5
50.0 241.7 235.5 227.4 215.3 211.1 216.2 206.0 216.4 45- 50 95.98 821.5
55.0 200.9 195.2 188.3 177.7 172.8 177.9 168.2 178.6 50- 55 85.72 907.3
60.0 164.5 158.9 153.8 144.2 139.3 143.6 135.3 144.9 55- 60 74.47 981.7
65.0 132.1 126.6 123.7 114.7 108.9 113.3 105.9 115.2 60- 65 62.78 1045
70.0 102.4 98.03 96.48 88.46 81.44 85.73 79.62 88.19 65- 70 50.90 1095
75.0 75.52 71.97 71.88 64.59 56.85 60.22 56.03 63.50 70- 75 39.01 1134
80.0 51.29 48.19 49.65 42.82 34.16 37.17 34.07 40.99 75- 80 27.34 1162
85.0 28.33 26.69 28.24 22.41 12.93 15.12 12.48 19.22 80- 85 15.84 1178
90.0 7.561 6.195 7.744 3.644 2.459 4.464 2.368 4.555 85- 90 5.390 1183
95.0 4.373 2.368 4.282 2.277 2.368 4.099 2.368 4.190 90- 95 1.878 1185
100.0 4.099 2.459 4.008 2.459 2.550 3.917 2.459 3.917 95-100 1.773 1187
105.0 3.917 2.550 3.826 2.459 2.733 3.826 2.550 3.735 100-105 1.714 1188
110.0 3.826 2.550 3.826 2.642 2.824 3.735 2.642 3.735 105-110 1.672 1190
115.0 3.826 2.733 3.735 2.733 2.915 3.644 2.733 3.644 110-115 1.629 1192
120.0 3.826 2.824 3.826 2.824 3.006 3.644 2.915 3.644 115-120 1.585 1193
125.0 3.826 2.915 3.826 2.915 3.188 3.644 3.006 3.644 120-125 1.533 1195
130.0 3.826 3.097 3.826 3.006 3.279 3.644 3.097 3.735 125-130 1.471 1196
135.0 3.917 3.188 3.917 3.097 3.370 3.735 3.279 3.735 130-135 1.398 1198
140.0 3.826 3.279 3.917 3.279 3.553 3.826 3.370 3.735 135-140 1.312 1199
145.0 3.917 3.370 4.008 3.370 3.644 3.826 3.462 3.826 140-145 1.207 1200
150.0 4.008 3.462 4.008 3.462 3.735 3.826 3.553 3.917 145-150 1.090 1201
155.0 4.008 3.644 4.099 3.644 3.826 4.008 3.644 4.008 150-155 0.959 1202
160.0 4.099 3.735 4.099 3.735 3.917 4.008 3.826 4.008 155-160 0.812 1203
165.0 4.190 3.826 4.099 3.735 3.917 4.008 3.917 4.008 160-165 0.648 1204
170.0 4.190 3.917 4.099 3.917 4.099 4.099 3.917 4.099 165-170 0.473 1204
175.0 4.190 3.917 4.190 3.917 4.190 4.099 4.008 4.099 170-175 0.288 1205
180.0 4.190 4.008 4.190 4.008 4.190 4.099 4.099 4.099 175-180 0.097 1205
DEG LUMINOUS INTENSITY:cd UNIT:1lm

Test System:LSG-1600

Temperature:20DEG

Operators:FATMA KARA
Test Date:03-05-2014

Test Set: 2.0deg/s

Humidity:61%

Test Distance:9.545 m

Remarks:
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C-Gamma (TYPE C)

CD668 WW 24W 220VAC 50HZ IP44




ELECTROMIC

Fiberli - PSL Elektronik 'IEJ l= PSL

ISOCANDELA DIAGRAM

Report number: 0000323

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CD668 WW 24W 220VAC 50HZ IP44 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN 66 DIMENSION: @210 SERIAL No.:31969269
UNIT: cd
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:20DEG Humidity:61%

Operators:FATMA KARA Test Distance:9.545 m

Test Date:03-05-2014 Remarks: CD668 WW 24W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik Id .'=
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ISOLUX DIAGRAM

Report number: 0000323

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA

NAME: CD668 WW 24W 220VAC 50HZ IP44 TYPE : CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: @210 SERIAL No.:31969269
CO PLANE ISOLUX DIAGRAM (UNIT:1x) PLANAR ISOLUX DIAGRAM (UNIT:1lx)

MH (m) C (DEG)

Ean
A
RPN
Al

| —

_/
8
ol 1+
10 L
11
0.0 5.0 10.0
86.00  14.00 S (m) 450 170
: 4. — 400 — 57.0
- 72.00 ——— 11.00 340 _ 28.0
57.00 - 7.200 S 280 e 17.0
— 43.00 __ 5.700 230 5.70
29.00 4.300
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:20DEG Humidity:61%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:03-05-2014 Remarks: CD668 WW 24W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik
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ELECTRONIC

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number:

0000323

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CD668 WW 24W 220VAC 50HZ IP44

TYPE : CROMA DOWN

WEIGHT:

SPECIFICATION:CROMA DOWN 66

DIMENSION: @210

SERIAL No.:31969269

UNIT: cd
C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 573 572 571 570 570 569 569 569 569 568 569 569 573 572 571
5.0 571 570 569 567 567 566 565 564 564 563 564 563 564 564 562
10.0 559 557 557 555 555 552 552 549 549 547 548 546 545 546 543
15.0 537 535 535 532 532 528 528 524 525 521 523 520 517 518 515
20.0 506 503 505 501 501 495 495 490 491 487 489 486 481 483 479
25.0 467 465 467 462 462 456 455 449 450 446 449 444 438 442 437
30.0 424 421 424 418 418 410 409 403 404 399 403 398 392 396 392
35.0 377 374 378 371 371 362 362 353 356 350 355 349 344 349 344
40.0 329 327 330 324 323 314 313 309 306 306 307 305 300 302 301
45.0 282 284 284 280 2717 271 271 261 264 258 265 259 254 260 255
50.0 242 238 244 236 237 227 227 218 221 215 222 215 211 218 212
55.0 201 198 203 195 197 188 188 180 183 178 183 177 173 179 174
60.0 165 16l 166 159 16l 153 154 147 150 144 149 142 139 145 139
65.0 132 128 133 127 130 121 124 117 121 115 119 112 109 114 109
70.0 102 98.5 103 98.0 101 93.9 96.4 90.5 94.2 88.4 92.2 85.0 81.4 86.4 80.9
75.0 75.5 71.9 76.2 71.9 75.0 69.1 71.8 66.5 69.6 64.5 67.8 60.4 56.8 60.9 56.0
80.0 51.2 47.8 52.0 48.1 51.5 46.3 49.6 44.7 47.6 42.8 45.8 38.0 34.1 37.9 33.1
85.0 28.3 26.1 29.4 26.6 29.4 25.7 28.2 24.3 26.4 22.4 24.4 16.6 12.9 15.9 11.8
90.0 7.56 5.64 8.47 6.19 8.56 5.73 7.74 4.64 6.55 3.64 5.46 2.36 2.45 4.55 2.36
95.0 4.37 2.45 4.37 2.36 4.37 2.36 4.28 2.36 4.28 2.27 4.28 2.45 2.36 4.19 2.36

100.0 4.09 2.45 4.09 2.45 4.09 2.45 4.00 2.45 4.00 2.45 4.00 2.45 2.55 4.00 2.55
105.0 3.91 2.64 3.91 2.55 3.91 2.45 3.82 2.55 3.82 2.45 3.82 2.55 2.73 3.82 2.55
110.0 3.82 2.64 3.82 2.55 3.73 2.64 3.82 2.64 3.73 2.64 3.73 2.64 2.82 3.82 2.73
115.0 3.82 2.73 3.73 2.73 3.73 2.73 3.73 2.73 3.64 2.73 3.73 2.73 2.91 3.73 2.82
120.0 3.82 2.82 3.73 2.82 3.73 2.82 3.82 2.82 3.64 2.82 3.64 2.82 3.00 3.73 2.91
125.0 3.82 3.00 3.73 2.91 3.73 3.00 3.82 2.91 3.64 2.91 3.64 2.91 3.18 3.82 3.00
130.0 3.82 3.09 3.73 3.09 3.73 3.09 3.82 3.09 3.64 3.00 3.73 3.09 3.27 3.82 3.18
135.0 3.91 3.18 3.82 3.18 3.82 3.18 3.91 3.18 3.73 3.09 3.73 3.18 3.37 3.91 3.27
140.0 3.82 3.37 3.82 3.27 3.73 3.37 3.91 3.27 3.73 3.27 3.82 3.27 3.55 3.82 3.37
145.0 3.91 3.46 3.82 3.37 3.82 3.37 4.00 3.46 3.82 3.37 3.82 3.46 3.64 3.91 3.46
150.0 4.00 3.55 3.91 3.46 3.91 3.55 4.00 3.55 3.91 3.46 3.91 3.55 3.73 4.00 3.55
155.0 4.00 3.73 4.00 3.64 3.91 3.64 4.09 3.73 4.00 3.64 3.91 3.73 3.82 4.00 3.64
160.0 4.09 3.82 4.00 3.73 4.00 3.73 4.09 3.82 4.00 3.73 4.00 3.73 3.91 4.09 3.73
165.0 4.19 3.91 4.09 3.82 4.00 3.82 4.09 3.91 4.00 3.73 4.00 3.82 3.91 4.09 3.82
170.0 4.19 4.00 4.09 3.91 4.09 3.91 4.09 3.91 4.09 3.91 4.09 3.91 4.09 4.09 3.91
175.0 4.19 4.00 4.09 3.91 4.09 3.91 4.19 4.00 4.09 3.91 4.09 3.91 4.19 4.09 4.00
180.0 4.19 4.00 4.09 4.00 4.09 4.00 4.19 4.00 4.09 4.00 4.09 4.00 4.19 4.09 4.00

Test System:LSG-1600
Temperature:20DEG

Operators:FATMA KARA
Test Date:03-05-2014

Test Set: 2.0deg/s

Humidity:61%

C-Gamma (TYPE C)

Test Distance:9.545 m
Remarks: CD668 WW 24W 220VAC 50HZ IP44
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ELECTRONIC

Fiberli - PSL Elektronik Im=

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000323

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CD668 WW 24W 220VAC 50HZ IP44 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN 66 DIMENSION: @210 SERIAL No.:31969269
UNIT: cd
C (DEG)
, (DEG) 225 240 255 270 285 300 315 330 345
0.0 570 570 569 569 569 569 568 569 569
5.0 562 561 562 561 562 562 563 563 564
10.0 544 543 544 543 545 544 546 546 548
15.0 517 515 517 515 518 517 520 520 523
20.0 481 479 481 478 482 481 485 486 489
25.0 440 436 439 435 440 438 444 444 449
30.0 394 390 393 389 393 391 398 398 403
35.0 347 342 344 339 344 342 349 349 355
40.0 300 298 297 295 296 297 301 305 307
45.0 258 251 255 249 254 250 259 259 265
50.0 216 209 213 206 212 208 216 215 222
55.0 178 171 175 168 175 171 179 177 183
60.0 144 137 141 135 142 138 145 142 149
65.0 113 107 111 106 112 108 115 112 119
70.0 85.7 79.9 84.4 79.6 85.4 81.8 88.1 85.0 92.2
75.0 60.2 55.3 59.7 56.0 61.4 57.9 63.5 60.4 67.8
80.0 37.1 32.6 37.3 34.0 38.9 35.8 40.9 38.0 45.8
85.0 15.1 11.4 15.3 12.4 16.9 14.3 19.2 16.6 24.4
90.0 4.46 2.27 4.46 2.36 4.46 2.36 4.55 2.36 5.46
95.0 4.09 2.36 4.09 2.36 4.19 2.36 4.19 2.45 4.28
100.0 3.91 2.45 3.91 2.45 3.91 2.45 3.91 2.45  4.00
105.0 3.82 2.55 3.73 2.55 3.73 2.55 3.73 2.55 3.82
110.0 3.73 2.64 3.64 2.64 3.73 2.64 3.73 2.64 3.73
115.0 3.64 2.73 3.64 2.73 3.64 2.73 3.64 2.73 3.73
120.0 3.64 2.82 3.64 2.91 3.64 2.82 3.64 2.82 3.64
125.0 3.64 3.00 3.64 3.00 3.64 2.91 3.64 2.91 3.64
130.0 3.64 3.00 3.64 3.09 3.73 3.00 3.73 3.09 3.73
135.0 3.73  3.18 3.73 3.27 3.73 3.18 3.73 3.18 3.73
140.0 3.82  3.27 3.73 3.37 3.82 3.27 3.73 3.27 3.82
145.0 3.82 3.37 3.82 3.46 3.82 3.37 3.82 3.46 3.82
150.0 3.82 3.46 3.82 3.55 3.91 3.46 3.91 3.55 3.91
155.0 4.00 3.64 4.00 3.64 4.00 3.64 4.00 3.73 3.91
160.0 4.00 3.73 4.00 3.82 4.00 3.73 4.00 3.73  4.00
165.0 4.00 3.82 4.09 3.91 4.00 3.82 4.00 3.82 4.00
170.0 4.09 3.91 4.09 3.91 4.09 3.82 4.09 3.91 4.09
175.0 4.09 4.00 4.09 4.00 4.09 3.91 4.09 3.91 4.09
180.0 4.09 4.00 4.09 4.09 4.09 4.00 4.09 4.00 4.09
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:20DEG Humidity:61%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:03-05-2014 Remarks: CD668 WW 24W 220VAC 50HZ IP44
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