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Fiberli - PSL Elektronik Fiberli

ELECTRONIC

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 0000304

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA

NAME: CD666 WW 16W 220VAC 50HZ IP44 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN 66 DIMENSION: 197X90mm SERIAL No.:31950814

DATA OF LAMP PHOTOMETRIC DATA

MODEL CD666 WW [6WmAXQEAY 50HZ IP44 | 386.1 S/MH (C0/180) 1.22
NOMINAL POWER (W) 16 EFFICIENCY (%) 100.0 S/MH (C90/270) 1.17
RATED VOLTAGE (V) 220 TOTAL FLUX(1lm) 996.66 n UP(C0-180)

NOMINAL FLUX (1m) 996.7 EFFICIENCY (1m/W) DIRECT n DN(C0-180)

LAMPS QUANTITY 1 n up (%) 2.1 n UP(C180-360)

TEST VOLTAGE (V) 220.6 n down (%) 97.9 n DN(C180-360)

LUMINOUS INTENSITY DISTRIBUTION

LUMINOUS INTENSITY DISTRIBUTION

386 7T
co/1B80
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309 90/27
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UNIT:cd
c0/180
—— C30/210
-30 30 C60/240 77
0 —— C90/270
AVERAGE BEAM ANGLE (50%) :103.8 DEG
: \
-90 -60 -30 0 30 60 90
ANGLE (DEG)
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:53%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:02-28-2014 Remarks: CD666 WW 16W 220VAC 50HZ IP44
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Fr.a I8

Flberli - PSL Elektronlk F“:IEI'“ ELECTROMIC

AVERAGE AND CENTER E Figure

Report number: 0000304

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CD666 WW 16W 220VAC 50HZ IP44 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN 66 DIMENSION: 197X90mm SERIAL No.:31950814
Height AVR E CENTER E Diameter
62.761x 171.561x 365.95cm
1.50m
35.301x { 5 96.511x 487.93cm
2.00m
8.831x Z{///\\\\x 24.131x 975.86cm
4.00m
6.971x Z/””—-__—____—‘“‘\X 19.061x 1097.85cm
4.50m
3.921x 0.721x 1463.80cm

Angle:101.3deg

Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:53%

Operators:FATMA KARA Test Distance:9.545 m

Test Date:02-28-2014 Remarks: CD666 WW 16W 220VAC 50HZ IP44
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Fiberli

PSL Elektronik

L

ELECTROMIC

ZONAL FLUX DIAGRAM

Report number:

0000304

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CD666 WW 16W 220VAC 50HZ IP44

TYPE : CROMA DOWN

WEIGHT:

SPECIFICATION:CROMA DOWN 66

DIMENSION: 197X90mm

SERIAL No.:31950814

v co C45 C90 C135 C180 C225 c270 C315 ¥ ® zone @ total
5.0 383.9 381.6 381.7 381.9 384.1 383.9 383.1 382.4 0- 5 9.168 9.168
10.0 377.6 373.4 373.6 375.4 377.6 378.8 376.7 375.4 5- 10 27.08 36.25
15.0 367.0 361.3 361.3 364.0 367.3 368.8 365.3 364.5 10- 15 43.80 80.05
20.0 352.9 345.2 344.9 348.8 353.2 354.7 349.7 349.6 15- 20 58.62 138.6
25.0 335.1 325.4 324.3 330.2 335.0 337.1 330.2 330.6 20- 25 70.97 209.6
30.0 313.8 306.9 301.1 308.0 314.1 315.6 307.3 308.3 25- 30 80.40 290.0
35.0 290.4 281.2 275.5 286.7 293.7 291.2 284.9 283.2 30- 35 87.01 377.0
40.0 267.7 253.9 251.6 259.7 266.6 268.6 256.5 259.8 35- 40 90.27 467.3
45.0 239.5 224.9 222.6 230.8 238.1 239.8 227.1 230.6 40- 45 90.00 557.3
50.0 210.3 195.3 193.6 201.4 208.0 210.0 196.7 200.7 45- 50 86.37 643.7
55.0 180.3 165.9 164.4 171.9 177.3 179.9 166.2 170.8 50- 55 79.96 723.6
60.0 149.8 136.2 135.8 142.2 146.6 149.3 136.5 140.6 55- 60 71.17 794.8
65.0 119.8 107.1 108.2 113.1 115.9 119.4 107.2 111.1 60- 65 60.46 855.3
70.0 90.10 79.35 81.17 85.27 86.00 89.83 79.08 82.17 65- 70 48.31 903.6
75.0 61.49 52.75 55.57 58.39 57.76 61.58 52.84 54.66 70- 75 35.33 938.9
80.0 35.80 28.97 32.52 33.98 32.06 35.98 29.06 30.42 75- 80 22.40 961.3
85.0 15.30 11.11 14.21 14.39 11.84 15.48 11.02 12.39 80- 85 11.01 972.3
90.0 4.464 2.277 4.373 3.370 2.368 4.464 2.277 4.282 85- 90 3.675 976.0
95.0 4.008 2.368 4.008 2.277 2.368 4.008 2.368 3.917 90- 95 1.763 977.8
100.0 3.917 2.368 3.735 2.368 2.459 3.826 2.459 3.735 95-100 1.700 979.5
105.0 3.735 2.550 3.644 2.550 2.550 3.735 2.459 3.644 100-105 1.656 981.1
110.0 3.735 2.642 3.644 2.642 2.733 3.644 2.642 3.553 105-110 1.624 982.8
115.0 3.735 2.733 3.644 2.824 2.915 3.553 2.733 3.553 110-115 1.594 984.4
120.0 3.826 2.915 3.644 2.915 3.006 3.553 2.915 3.553 115-120 1.555 985.9
125.0 3.826 3.006 3.644 2.915 3.097 3.553 3.097 3.553 120-125 1.507 987.4
130.0 3.917 3.097 3.644 3.097 3.188 3.553 3.188 3.462 125-130 1.443 988.9
135.0 3.644 3.188 3.553 3.188 3.188 3.462 3.006 3.462 130-135 1.359 990.2
140.0 3.553 3.370 3.553 3.279 3.188 3.462 3.006 3.553 135-140 1.259 991.5
145.0 3.644 3.462 3.553 3.370 3.279 3.462 3.188 3.553 140-145 1.148 992.6
150.0 3.644 3.553 3.644 3.462 3.279 3.553 3.279 3.644 145-150 1.026 993.7
155.0 3.644 3.553 3.553 3.370 3.370 3.553 3.279 3.644 150-155 0.893 994.5
160.0 3.644 3.462 3.644 3.462 3.462 3.553 3.279 3.553 155-160 0.740 995.3
165.0 3.644 3.462 3.644 3.462 3.462 3.553 3.370 3.553 160-165 0.580 995.9
170.0 3.644 3.370 3.644 3.462 3.553 3.553 3.462 3.553 165-170 0.416 996.3
175.0 3.644 3.462 3.644 3.462 3.644 3.553 3.462 3.553 170-175 0.252 996.5
180.0 3.644 3.462 3.644 3.462 3.644 3.553 3.553 3.553 175-180 0.084 996.6
DEG LUMINOUS INTENSITY:cd UNIT:1lm

Test System:LSG-1600

Temperature:22DEG

Operators:FATMA KARA
Test Date:02-28-2014

Test Set: 2.0deg/s

Humidity:53%

Test Distance:9.545 m
Remarks:
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C-Gamma (TYPE C)

CD666 WW 16W 220VAC 50HZ IP44




ELECTROMIC

Fiberli - PSL Elektronik 'IEJ l= PSL

ISOCANDELA DIAGRAM

Report number: 0000304

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CD666 WW 16W 220VAC 50HZ IP44 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN 66 DIMENSION: 197X90mm SERIAL No.:31950814
UNIT: cd
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:53%

Operators:FATMA KARA Test Distance:9.545 m

Test Date:02-28-2014 Remarks: CD666 WW 16W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

FE = INSI

ISOLUX DIAGRAM

Report number: 0000304

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CD666 WW 16W 220VAC 50HZ IP44

TYPE : CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66

DIMENSION: 197X90mm SERIAL No.:31950814

CO PLANE ISOLUX DIAGRAM (UNIT:1x)
MH (m)

PLANAR ISOLUX DIAGRAM (UNIT:1x)
C (DEG)

NE VAR
eI

LA

10 —

11
0.0 5.0 10.0

S (m) 310 —_— 120
58.00 - 9.700 270 38.0
—  48.00 - 7.700 230 — 19.0
39.00 - 4.800 e 190 — 12.0
— 29.00 -~ 3.900 150 3.80

19.00 2.900

Test System:LSG-1600
Temperature:22DEG

Operators:FATMA KARA
Test Date:02-28-2014

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:53%

Test Distance:9.545 m

Remarks: CD666 WW 16W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

L]

ELECTRONIC

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number:

0000304

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CD666 WW 16W 220VAC 50HZ IP44

TYPE : CROMA DOWN

WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 197X90mm SERIAL No.:31950814

UNIT: cd

C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 386 385 385 385 385 385 385 384 384 384 384 384 386 385 385
5.0 384 382 383 382 382 381 382 381 382 382 383 383 384 384 384
10.0 378 375 375 373 374 373 374 373 375 375 377 377 378 379 378
15.0 367 364 364 361 362 360 361 360 364 364 367 368 367 369 368
20.0 353 349 349 345 345 343 345 344 348 349 353 354 353 355 354
25.0 335 331 330 325 326 322 324 324 329 330 335 337 335 338 336
30.0 314 309 309 307 303 302 301 304 306 308 315 316 314 318 315
35.0 290 289 284 281 278 276 276 278 281 287 291 296 294 294 294
40.0 268 262 261 254 254 248 252 250 258 260 269 270 267 272 267
45.0 240 233 233 225 225 219 223 221 229 231 241 242 238 243 238
50.0 210 203 204 195 196 189 194 191 200 201 212 212 208 214 208
55.0 180 173 174 166 167 160 164 162 171 172 182 182 177 183 177
60.0 150 143 145 136 138 131 136 133 142 142 152 152 147 152 147
65.0 120 113 115 107 110 103 108 105 114 113 123 122 116 122 116
70.0 90.1 83.9 86.1 79.3 81.9 76.4 81.1 78.5 86.0 85.2 93.6 92.3 86.0 91.9 86.3
75.0 61.4 56.0 58.4 52.7 55.5 51.1 55.5 53.1 59.6 58.3 65.6 64.0 57.7 62.9 58.3
80.0 35.8 30.9 33.6 28.9 32.0 28.4 32.5 30.1 35.6 33.9 39.9 37.9 32.0 36.6 32.7
85.0 15.3 11.9 14.1 11.1 13.5 11.1 14.2 12.2 15.9 14.3 18.4 16.4 11.8 15.3 12.5
90.0 4.46 2.36 4.37 2.27 4.28 2.27 4.37 2.64 5.19 3.37 6.10 4.09 2.36 4.46 2.45
95.0 4.00 2.36 4.00 2.36 4.00 2.36 4.00 2.27 4.00 2.27 4.09 2.36 2.36 4.00 2.36

100.0 3.91 2.45 3.82 2.36 3.73 2.36 3.73 2.36 3.82 2.36 3.82 2.45 2.45 3.82 2.45
105.0 3.73 2.55 3.73 2.55 3.64 2.55 3.64 2.45 3.64 2.55 3.64 2.55 2.55 3.73 2.45
110.0 3.73 2.73 3.73 2.64 3.64 2.64 3.64 2.55 3.55 2.64 3.64 2.64 2.73 3.55 2.64
115.0 3.73 2.82 3.73 2.73 3.55 2.73 3.64 2.64 3.55 2.82 3.64 2.82 2.91 3.55 2.73
120.0 3.82 3.00 3.73 2.91 3.55 2.91 3.64 2.73 3.55 2.91 3.73 3.00 3.00 3.55 2.82
125.0 3.82 3.18 3.73 3.00 3.55 2.91 3.64 2.82 3.55 2.91 3.73 3.18 3.09 3.55 2.91
130.0 3.91 3.27 3.82 3.09 3.64 3.18 3.64 3.00 3.55 3.09 3.82 3.27 3.18 3.55 2.91
135.0 3.64 3.46 3.82 3.18 3.64 3.18 3.55 3.00 3.55 3.18 3.82 3.37 3.18 3.55 3.00
140.0 3.55 3.55 3.91 3.37 3.73 3.37 3.55 3.09 3.64 3.27 3.73 3.46 3.18 3.55 3.09
145.0 3.64 3.55 3.91 3.46 3.64 3.46 3.55 3.18 3.64 3.37 3.82 3.55 3.27 3.55 3.09
150.0 3.64 3.55 3.91 3.55 3.73 3.46 3.64 3.18 3.64 3.46 3.82 3.64 3.27 3.55 3.18
155.0 3.64 3.64 3.91 3.55 3.73 3.55 3.55 3.27 3.64 3.37 3.82 3.64 3.37 3.55 3.27
160.0 3.64 3.55 3.82 3.46 3.73 3.46 3.64 3.37 3.64 3.46 3.82 3.55 3.46 3.55 3.27
165.0 3.64 3.46 3.73 3.46 3.64 3.37 3.64 3.37 3.64 3.46 3.64 3.37 3.46 3.55 3.37
170.0 3.64 3.46 3.64 3.37 3.55 3.46 3.64 3.46 3.55 3.46 3.55 3.37 3.55 3.64 3.46
175.0 3.64 3.46 3.64 3.46 3.55 3.46 3.64 3.46 3.55 3.46 3.55 3.46 3.64 3.64 3.46
180.0 3.64 3.46 3.55 3.46 3.55 3.55 3.64 3.46 3.55 3.46 3.55 3.46 3.64 3.55 3.55

Test System:LSG-1600
Temperature:22DEG

Operators:FATMA KARA
Test Date:02-28-2014

Test Set: 2.0deg/s

Humidity:53%

C-Gamma (TYPE C)

Test Distance:9.545 m
Remarks: CD666 WW 16W 220VAC 50HZ IP44
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ELECTRONIC

Fiberli - PSL Elektronik Im=

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000304

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CD666 WW 16W 220VAC 50HZ IP44 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN 66 DIMENSION: 197X90mm SERIAL No.:31950814
UNIT: cd
C (DEG)
, (DEG) 225 240 255 270 285 300 315 330 345
0.0 385 385 385 385 384 384 384 384 384
5.0 384 384 384 383 383 382 382 381 382
10.0 379 377 378 377 376 375 375 374 374
15.0 369 367 367 365 366 364 365 363 363
20.0 355 352 353 350 351 348 350 347 349
25.0 337 333 334 330 331 329 331 328 330
30.0 316 311 311 307 308 306 308 306 308
35.0 291 290 286 285 283 284 283 284 284
40.0 269 262 263 257 259 255 260 256 261
45.0 240 233 234 227 230 226 231 227 232
50.0 210 202 204 197 200 196 201 197 202
55.0 180 172 174 166 170 165 171 167 172
60.0 149 142 144 137 140 135 141 136 142
65.0 119 112 114 107 111 106 111 106 112
70.0 89.8 82.9 85.7 79.0 82.8 77.4 82.1 77.2 82.1
75.0 61.5 55.8 58.4 52.8 55.8 50.9 54.6 50.1 54.1
80.0 35.9 31.2 33.8 29.0 31.8 27.4 30.4 26.2 29.4
85.0 15.4 12.0 14.5 11.0 13.3 10.0 12.3 9.01 11.4
90.0 4.46 2.27 4.37 2.27 4.19 2.27 4.28 2.27 4.28
95.0 4.00 2.36 3.91 2.36 3.91 2.36 3.91 2.27 4.00
100.0 3.82 2.36 3.73 2.45 3.73 2.36 3.73 2.36 3.82
105.0 3.73  2.45 3.64 2.45 3.64 2.45 3.64 2.45 3.64
110.0 3.64 2.55 3.55 2.64 3.55 2.55 3.55 2.55 3.55
115.0 3.55 2.64 3.55 2.73 3.55 2.64 3.55 2.64 3.55
120.0 3.55 2.73 3.55 2.91 3.55 2.73 3.55 2.73  3.55
125.0 3.55 2.73 3.46 3.09 3.55 2.82 3.55 2.82 3.55
130.0 3.55 2.82 3.55 3.18 3.64 2.91 3.46 2.91  3.55
135.0 3.46  2.91 3.55 3.00 3.64 3.00 3.46 3.00 3.55
140.0 3.46  3.09 3.46 3.00 3.64 3.18 3.55 3.09 3.55
145.0 3.46 3.09 3.46 3.18 3.73 3.18 3.55 3.18 3.55
150.0 3.55 3.18 3.55 3.27 3.64 3.27 3.64 3.18 3.64
155.0 3.55 3.27 3.55 3.27 3.64 3.37 3.64 3.27 3.64
160.0 3.55 3.37 3.64 3.27 3.55 3.27 3.55 3.27 3.64
165.0 3.55 3.37 3.64 3.37 3.55 3.37 3.55 3.37 3.64
170.0 3.55 3.37 3.64 3.46 3.55 3.37 3.55 3.37 3.64
175.0 3.55 3.46 3.55 3.46 3.55 3.37 3.55 3.37 3.55
180.0 3.55 3.46 3.64 3.55 3.55 3.46 3.55 3.46  3.55
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:53%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:02-28-2014 Remarks: CD666 WW 16W 220VAC 50HZ IP44
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