
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000025

NAME: ERL50 PT90 CW 120D 36W 24V DC IP44D TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:24.00V I:0.283A P:36.00W PF:0.588Test:U:24.00V I:0.283A P:36.00W PF:0.588Test:U:24.00V I:0.283A P:36.00W PF:0.588Test:U:24.00V I:0.283A P:36.00W PF:0.588

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:48.0%Humidity:48.0%Humidity:48.0%Humidity:48.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016 Remarks:Remarks:Remarks:Remarks: ERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000025

NAME: ERL50 PT90 CW 120D 36W 24V DC IP44D TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

590.5590.5590.5590.5 589.7589.7589.7589.7 591.1591.1591.1591.1 587.4587.4587.4587.4 590.9590.9590.9590.9 590.8590.8590.8590.8 591.4591.4591.4591.4 589.0589.0589.0589.0 14.1414.1414.1414.14 14.1414.1414.1414.14

567.7567.7567.7567.7 571.7571.7571.7571.7 578.7578.7578.7578.7 569.2569.2569.2569.2 568.5568.5568.5568.5 574.0574.0574.0574.0 579.4579.4579.4579.4 572.7572.7572.7572.7 41.4341.4341.4341.43 55.5855.5855.5855.58

532.0532.0532.0532.0 543.3543.3543.3543.3 558.8558.8558.8558.8 540.9540.9540.9540.9 533.2533.2533.2533.2 546.9546.9546.9546.9 559.4559.4559.4559.4 545.9545.9545.9545.9 65.9165.9165.9165.91 121.4121.4121.4121.4

485.6485.6485.6485.6 506.0506.0506.0506.0 531.6531.6531.6531.6 503.9503.9503.9503.9 488.1488.1488.1488.1 510.4510.4510.4510.4 532.5532.5532.5532.5 509.6509.6509.6509.6 86.1086.1086.1086.10 207.6207.6207.6207.6

433.3433.3433.3433.3 461.4461.4461.4461.4 497.7497.7497.7497.7 459.9459.9459.9459.9 436.6436.6436.6436.6 467.1467.1467.1467.1 498.7498.7498.7498.7 466.1466.1466.1466.1 101.0101.0101.0101.0 308.6308.6308.6308.6

380.3380.3380.3380.3 412.8412.8412.8412.8 458.9458.9458.9458.9 412.1412.1412.1412.1 383.8383.8383.8383.8 420.0420.0420.0420.0 459.3459.3459.3459.3 418.6418.6418.6418.6 110.4110.4110.4110.4 419.0419.0419.0419.0

329.6329.6329.6329.6 363.6363.6363.6363.6 415.6415.6415.6415.6 363.6363.6363.6363.6 333.2333.2333.2333.2 370.9370.9370.9370.9 415.9415.9415.9415.9 369.4369.4369.4369.4 114.4114.4114.4114.4 533.4533.4533.4533.4

283.1283.1283.1283.1 315.1315.1315.1315.1 369.7369.7369.7369.7 315.7315.7315.7315.7 289.7289.7289.7289.7 322.7322.7322.7322.7 369.6369.6369.6369.6 321.0321.0321.0321.0 113.8113.8113.8113.8 647.3647.3647.3647.3

245.1245.1245.1245.1 272.7272.7272.7272.7 323.1323.1323.1323.1 273.6273.6273.6273.6 246.9246.9246.9246.9 277.4277.4277.4277.4 322.3322.3322.3322.3 275.9275.9275.9275.9 109.7109.7109.7109.7 757.1757.1757.1757.1

207.5207.5207.5207.5 230.5230.5230.5230.5 276.6276.6276.6276.6 231.5231.5231.5231.5 208.6208.6208.6208.6 237.9237.9237.9237.9 278.7278.7278.7278.7 236.6236.6236.6236.6 102.7102.7102.7102.7 859.8859.8859.8859.8

173.2173.2173.2173.2 191.4191.4191.4191.4 234.2234.2234.2234.2 192.0192.0192.0192.0 173.7173.7173.7173.7 198.1198.1198.1198.1 232.5232.5232.5232.5 197.1197.1197.1197.1 93.1893.1893.1893.18 953.0953.0953.0953.0

142.2142.2142.2142.2 155.4155.4155.4155.4 190.9190.9190.9190.9 155.8155.8155.8155.8 141.7141.7141.7141.7 161.6161.6161.6161.6 188.5188.5188.5188.5 160.9160.9160.9160.9 81.5481.5481.5481.54 1035103510351035

113.2113.2113.2113.2 122.3122.3122.3122.3 149.6149.6149.6149.6 122.6122.6122.6122.6 112.4112.4112.4112.4 127.6127.6127.6127.6 147.5147.5147.5147.5 127.2127.2127.2127.2 68.5668.5668.5668.56 1103110311031103

86.1886.1886.1886.18 91.5691.5691.5691.56 111.4111.4111.4111.4 91.5691.5691.5691.56 85.0085.0085.0085.00 96.0296.0296.0296.02 109.0109.0109.0109.0 96.0296.0296.0296.02 54.7854.7854.7854.78 1158115811581158

61.6761.6761.6761.67 63.5963.5963.5963.59 76.8076.8076.8076.80 63.3163.3163.3163.31 60.0360.0360.0360.03 67.5167.5167.5167.51 74.7074.7074.7074.70 67.7867.7867.7867.78 40.8040.8040.8040.80 1199119911991199

39.3539.3539.3539.35 39.2639.2639.2639.26 46.3746.3746.3746.37 38.9038.9038.9038.90 37.9937.9937.9937.99 42.1842.1842.1842.18 44.5544.5544.5544.55 42.5442.5442.5442.54 27.3527.3527.3527.35 1226122612261226

20.1320.1320.1320.13 18.9518.9518.9518.95 22.0422.0422.0422.04 18.5818.5818.5818.58 19.1319.1319.1319.13 21.0421.0421.0421.04 20.4020.4020.4020.40 21.4121.4121.4121.41 15.3215.3215.3215.32 1241124112411241

6.9246.9246.9246.924 5.1015.1015.1015.101 4.1904.1904.1904.190 4.9194.9194.9194.919 6.9246.9246.9246.924 6.3776.3776.3776.377 3.0063.0063.0063.006 6.4686.4686.4686.468 5.7865.7865.786 1500

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:48.0%Humidity:48.0%Humidity:48.0%Humidity:48.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016 Remarks:Remarks:Remarks:Remarks: ERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000025

NAME: ERL50 PT90 CW 120D 36W 24V DC IP44D TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:48.0%Humidity:48.0%Humidity:48.0%Humidity:48.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016 Remarks:Remarks:Remarks:Remarks: ERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000025

NAME: ERL50 PT90 CW 120D 36W 24V DC IP44D TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0300.0300.0300.030 0.0600.0600.0600.060 0.1800.1800.1800.180 0.3000.3000.3000.300 0.6000.6000.6000.600

1.81.81.81.8 2.42.42.42.4 3.03.03.03.0 3.63.63.63.6 4.84.84.84.8

ILLUMINANCE AT MH=10 m,Enadir  = 5.95 lxILLUMINANCE AT MH=10 m,Enadir  = 5.95 lxILLUMINANCE AT MH=10 m,Enadir  = 5.95 lxILLUMINANCE AT MH=10 m,Enadir  = 5.95 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:48.0%Humidity:48.0%Humidity:48.0%Humidity:48.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016 Remarks:Remarks:Remarks:Remarks: ERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000025

NAME: ERL50 PT90 CW 120D 36W 24V DC IP44D TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0

γ 0γ 0γ 0γ 0

180
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170
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160
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130
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UNIT:cd

Imax=100%    598

 5%     30

10%     60

20%    120

30%    180

40%    239

50%    299

60%    359

70%    419

80%    479

90%    539

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:48.0%Humidity:48.0%Humidity:48.0%Humidity:48.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016 Remarks:Remarks:Remarks:Remarks: ERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000025

NAME: ERL50 PT90 CW 120D 36W 24V DC IP44D TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

C0 C15
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C45
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C135
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C345

Max @   = 0.0DEGγγγγ

HOUSE SIDE

STREET SIDE

0

120

240

360

480

600

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:48.0%Humidity:48.0%Humidity:48.0%Humidity:48.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016 Remarks:Remarks:Remarks:Remarks: ERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000025

NAME: ERL50 PT90 CW 120D 36W 24V DC IP44D TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 598

5.0 591

10.0 568

15.0 532

20.0 486

25.0 433

30.0 380

35.0 330

40.0 283

45.0 245

50.0 208

55.0 173

60.0 142

65.0 113

70.0 86.1

75.0 61.6

80.0 39.3

85.0 20.1

90.0 6.92

15

597

589

567

531

486

434

381

331

287

245

207

172

140

111

84.1

59.2

37.3

18.4

5.83

30

597

590

570

538

496

448

397

346

299

259

219

183

149

119

89.8

63.7

40.3

20.4

6.65

45

596

590

572

543

506

461

413

364

315

273

231

191

155

122

91.5

63.5

39.2

18.9

5.10

60

596

591

576

552

520

481

437

390

342

295

254

211

172

136

101

70.7

43.6

21.3

5.55

75

595

590

577

556

527

491

450

406

359

311

269

223

181

142

105

71.4

42.8

19.6

3.46

90

595

591

579

559

532

498

459

416

370

323

277

234

191

150

111

76.8

46.3

22.0

4.19

105

595

590

576

555

526

490

450

405

359

312

269

224

181

142

105

71.3

42.6

19.4

3.46

120

594

589

574

550

518

479

436

389

341

295

254

212

173

136

102

70.6

43.3

21.0

5.46

135

594

587

569

541

504

460

412

364

316

274

232

192

156

123

91.5

63.3

38.9

18.5

4.91

150

594

587

566

535

494

446

396

347

299

260

220

183

150

118

89.4

63.3

39.8

20.0

6.55

165

593

585

562

527

483

432

380

331

288

245

207

172

140

111

83.4

58.3

36.5

17.8

5.64

180

598

591

569

533

488

437

384

333

290

247

209

174

142

112

85.0

60.0

37.9

19.1

6.92

195

597

591

570

536

492

442

390

340

293

254

214

179

147

116

88.3

62.9

39.9

20.4

7.19

210

597

590

570

538

497

450

399

349

301

260

220

182

148

117

88.1

61.5

38.4

18.8

5.73

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:48.0%Humidity:48.0%Humidity:48.0%Humidity:48.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016 Remarks:Remarks:Remarks:Remarks: ERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000025

NAME: ERL50 PT90 CW 120D 36W 24V DC IP44D TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 596

5.0 591

10.0 574

15.0 547

20.0 510

25.0 467

30.0 420

35.0 371

40.0 323

45.0 277

50.0 238

55.0 198

60.0 162

65.0 128

70.0 96.0

75.0 67.5

80.0 42.1

85.0 21.0

90.0 6.37

240

596

591

576

552

520

481

437

390

342

299

253

210

170

134

99.3

68.2

41.4

19.4

4.46

255

595

591

579

559

530

495

455

411

364

318

271

229

187

147

110

75.8

46.1

22.0

4.82

270

595

591

579

559

533

499

459

416

370

322

279

233

189

148

109

74.7

44.5

20.4

3.00

285

595

591

579

559

531

496

456

412

365

318

272

230

187

147

110

76.2

46.5

22.3

4.91

300

594

590

575

552

520

481

437

390

342

298

253

210

170

134

99.5

68.6

41.8

19.8

4.55

315

594

589

573

546

510

466

419

369

321

276

237

197

161

127

96.0

67.7

42.5

21.4

6.46

330

594

587

568

536

495

447

396

346

298

257

217

181

147

117

87.8

61.7

38.7

19.2

5.83

345

593

587

566

533

488

438

385

335

288

250

211

177

145

115

87.9

62.8

40.2

20.8

7.10

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:48.0%Humidity:48.0%Humidity:48.0%Humidity:48.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016Test Date:02-09-2016 Remarks:Remarks:Remarks:Remarks: ERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44DERL50 PT90 CW 120D 36W 24V DC IP44D
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