Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000021

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT90 CW 120D 72W 24V DCIP44D TYPE : ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
TEST DATA:
MODEL: ERL75 Imax(cd) : 870.3 n street_up(%): 0.0
NOMINAL POWER (W) : 72 MAXIMUM(C, ¥: 180,1.0 n street down (%) : 53.5
RATED VOLTAGE (V) : 24 TOTAL FLUX (1m) : 3333 n house_up (%) 0.0
NOMINAL FLUX (1lm) : 3333.1 EFFICIENCY (%) : 100.0 n house down(%): 46.5
TEST FLUX(1lm: 3333 n up(%): 0.0
LAMPS QUANTITY: 1 n down(%): 100.0
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Test:U:24.00V I:0.487A P:72.00W PF:0.623
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL75 PT90 CW 120D 72W 24V DCIP44I
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 2016000021

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT90 CW 120D 72W 24V DCIP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
¥ co Cc45 C90 C135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 864.2 857.2 855.4 854.2 866.8 859.9 856.2 853.8 0- 5 20.53 20.53
10.0 848.9 842.0 841.4 840.8 854.1 847.6 843.0 840.0 5- 10 60.73 81.27
15.0 824.7 818.3 818.8 818.8 832.8 826.4 821.2 817.5 10- 15 98.47 179.7
20.0 793.0 786.5 788.6 788.8 803.1 797.0 791.2 787.0 15- 20 132.3 312.0
25.0 753.9 747.8 750.9 751.9 766.2 760.8 754.0 749.8 20- 25 161.1 473.2
30.0 708.3 702.9 707.1 708.6 723.2 717.7 710.9 705.8 25- 30 183.9 657.2
35.0 658.3 652.7 658.3 659.9 674.3 669.3 661.7 656.6 30- 35 200.2 857.4
40.0 603.3 598.4 604.4 607.1 620.7 616.7 607.8 603.1 35- 40 209.5 1067
45.0 544.8 540.2 546.8 550.1 563.6 559.7 550.7 545.6 40- 45 211.8 1279
50.0 484.0 479.1 486.7 489.7 502.8 499.7 489.7 485.1 45- 50 207.2 1486
55.0 420.7 416.1 423.7 427.6 439.4 437.5 426.1 422.5 50- 55 196.1 1682
60.0 355.6 351.3 358.8 363.2 375.1 373.0 361.6 358.0 55- 60 178.9 1861
65.0 290.7 289.0 293.8 300.1 309.3 307.9 300.1 293.3 60- 65 156.7 2018
70.0 229.1 223.6 231.8 235.9 246.6 246.8 232.4 231.5 65- 70 131.3 2150
75.0 165.5 160.0 168.0 172.0 182.6 182.5 168.7 167.7 70- 75 102.3 2252
80.0 105.8 100.4 108.9 111.8 121.0 121.4 108.6 108.1 75- 80 71.78 2324
85.0 49.83 46.28 54.29 57.30 64.04 65.23 54.20 52.93 80- 85 41.85 2365
90.0 6.286 4.190 5.557 7.561 14.12 13.02 4.646 6.013 85- 90 13.77 3333
95.0 90- 95
100.0 95-100
105.0 100-105
110.0 105-110
115.0 110-115
120.0 115-120
125.0 120-125
130.0 125-130
135.0 130-135
140.0 135-140
145.0 140-145
150.0 145-150
155.0 150-155
160.0 155-160
165.0 160-165
170.0 165-170
175.0 170-175
180.0 175-180
DEG LUMINOUS INTENSITY:cd UNIT:1m
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL75 PT90 CW 120D 72W 24V DCIP44I
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000021

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT90 CW 120D 72W 24V DCIP44D TYPE : ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mq SERIAL No.:
UNIT: cd
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Operators:REGAIP DASTAN Test Distance:9.545 m

Test Date:02-09-2016 Remarks: ERL75 PT90 CW 120D 72W 24V DCIP44]
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number:

2016000021

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL75 PT90 CW 120D 72W 24V DCIP44D

TYPE:ERL

WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR

SERIAL No.:

DIMENSION: 1020x86x52mq

ILLUMINANCE AT

STREET SIDE D/MH HOUSE SIDE
=

RATIO OF DISTANCE TO MOUNTING HEIGHT

0.086 0.260 0.430

3.4 4.3 5.2

0.860

Test System:LSG-1600
Temperature:25.3DEG

Test Set: 2.0deg/s
Humidity:65.0%

C-Gamma (TYPE C)

Operators:REGAIP DASTAN
Test Date:02-09-2016

Test Distance:9.545 m

Remarks: ERL75 PT90 CW 120D 72W 24V DCIP44I
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000021

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT90 CW 120D 72W 24V DCIP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
180 170
160
150
140
130
UNIT:cd
120
5% 44
110 __ 10% 87
20% 174
100 308 261
40% 348
__ 50% 435
___ 60% 522
_ 70% 609
___ 80% 696
20% 783
Imax=100% 870
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL75 PT90 CW 120D 72W 24V DCIP44I
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000021

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT90 CW 120D 72W 24V DCIP44D TYPE:ERL WEIGHT:---
LESS RECESSED LINEAR DIMENSION: 1020x86x52m SERIAL No.:

NS,
;\s\}\\\\\\~
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C330 900 C30
C345 co C15
Max @ y = 1.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL75 PT90 CW 120D 72W 24V DCIP44I
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000021

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT90 CW 120D 72W 24V DCIP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
UNIT: cd
C (DEG)

4 (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 870 867 865 863 862 861 860 860 859 859 858 857 870 867 865
5.0 864 861 859 857 856 855 855 855 855 854 854 853 867 864 862
10.0 849 846 844 842 842 841 841 841 841 841 841 840 854 852 849
15.0 825 821 820 818 819 818 819 818 819 819 820 818 833 831 828
20.0 793 789 789 787 788 787 789 788 790 789 790 789 803 801 798
25.0 754 750 750 748 749 749 751 750 753 752 754 752 766 765 761
30.0 708 705 705 703 705 704 707 707 709 709 711 709 723 722 718
35.0 658 654 655 653 656 655 658 657 661 660 663 661 674 673 670
40.0 603 599 600 598 602 600 604 604 608 607 610 608 621 620 616
45.0 545 541 542 540 544 543 547 546 551 550 554 551 564 563 559
50.0 484 479 482 479 484 481 487 485 491 490 495 491 503 503 499
55.0 421 416 419 416 421 418 424 422 429 428 433 430 439 441 436
60.0 356 351 354 351 356 353 359 357 364 363 369 366 375 377 372
65.0 291 289 290 289 291 291 294 295 299 300 304 301 309 311 306
70.0 229 224 228 224 229 225 232 229 238 236 243 240 247 250 244
75.0 166 160 165 160 166 162 168 165 174 172 180 176 183 186 180
80.0 106 100 105 100 106 102 109 106 114 112 120 116 121 125 119
85.0 49.8 45.7 49.6 46.2 51.1 48.3 54.2 52.4 58.8 57.3 63.3 60.7 64.0 67.6 62.1
90.0 6.28 4.37 6.19 4.19 5.92 3.82 5.55 3.73 7.65 7.56 11.9 11.0 14.1 15.0 12.1
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL75 PT90 CW 120D 72W 24V DCIP44I
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Fiberli

PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number:

2016000021

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL75 PT90 CW 120D 72W 24V DCIP44D

TYPE:ERL

WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR

DIMENSION: 1020x86x52mq SERIAL No.:

UNIT: cd
C (DEG)

y (DEG) 225 240 255 270 285 300 315 330 345
0.0 863 862 861 860 860 859 859 858 857
5.0 860 858 857 856 855 854 854 853 852
10.0 848 845 845 843 842 840 840 838 838
15.0 826 824 823 821 821 818 818 815 815
20.0 797 794 794 791 791 788 787 784 784
25.0 761 758 757 754 754 750 750 746 746
30.0 718 715 714 711 710 706 706 702 702
35.0 669 666 666 662 661 657 657 652 652
40.0 617 612 613 608 608 603 603 598 599
45.0 560 555 556 551 551 545 546 540 541
50.0 500 495 495 490 490 484 485 479 481
55.0 438 431 433 426 428 421 423 416 419
60.0 373 367 369 362 363 356 358 352 355
65.0 308 302 303 300 298 294 293 290 290
70.0 247 239 241 232 235 227 232 224 229
75.0 183 175 177 169 171 164 168 lel 166
80.0 121 114 117 109 112 104 108 102 106
85.0 65.2 58.5 60.8 54.2 56.6 50.0 52.9 47.2 50.9
90.0 13.0 9.01 8.92 4.64 5.83 3.91 6.01 4.19 6.19

Test System:LSG-1600

Temperature:25.3DEG
Operators:REGAIP DASTAN

Test Date:02-09-2016

Test Set: 2.0deg/s
Humidity:65.0%

Test Distance:9.545 m
Remarks:
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ERL75 PT90

C-Gamma (TYPE C)

CW 120D 72W 24V DCIP44]



