Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000019

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT45 CW 120D 36W 24V DC IP44D TYPE : ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
TEST DATA:
MODEL: ERL100 Imax(cd) : 506.6 n street_up(%): 0.0
NOMINAL POWER (W) : 36 MAXIMUM(C, ¥: 0,0.0 n street down (%) : 54.2
RATED VOLTAGE (V) : 24 TOTAL FLUX (1m) : 1600 n house_up (%) 0.0
NOMINAL FLUX (1lm) : 1600.1 EFFICIENCY (%) : 100.0 n house down(%): 45.8
TEST FLUX(1lm: 1600 n up(%): 0.0
LAMPS QUANTITY: 1 n down(%): 100.0
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Test:U:24.00V I:0.315A P:36.00W PF:0.596
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT45 CW 120D 36W 24V DC IP44I
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 2016000019

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT45 CW 120D 36W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
¥ co Cc45 C90 C135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 504.0 502.1 502.1 501.3 503.6 503.2 503.0 502.8 0- 5 12.03 12.03
10.0 495.8 493.5 493.8 492.7 495.6 495.8 495.5 495.5 5- 10 35.60 47.64
15.0 482.7 479.9 480.4 478.8 482.2 483.2 482.8 483.3 10- 15 57.73 105.3
20.0 464.8 461.7 462.3 460.7 464.1 465.7 465.3 466.0 15- 20 77.58 182.9
25.0 442.8 439.1 440.3 438.1 442.3 444.1 443.8 444.4 20- 25 94.47 277.4
30.0 416.9 413.0 414.5 412.2 416.3 419.0 418.2 419.2 25- 30 107.8 385.2
35.0 387.9 384.2 385.6 383.4 387.4 390.4 389.3 390.7 30- 35 117.3 502.6
40.0 356.5 352.4 354.4 351.9 356.1 359.1 358.0 359.2 35- 40 122.8 625.5
45.0 322.8 318.4 320.6 318.3 322.3 325.9 323.9 325.8 40- 45 124.2 749.7
50.0 287.4 286.4 285.1 286.5 290.1 290.7 291.5 290.5 45- 50 121.8 871.6
55.0 254.2 248.9 251.9 249.1 253.0 257.0 254.0 256.8 50- 55 116.0 987.6
60.0 216.0 210.7 213.5 210.9 214.8 219.0 215.1 218.9 55- 60 106.3 1094
65.0 177.4 172.4 174.8 172.7 176.2 180.2 175.7 180.0 60- 65 93.09 1187
70.0 139.5 134.1 136.7 134.4 138.3 141.5 137.0 141.2 65- 70 77.45 1265
75.0 102.4 97.02 99.57 97.57 101.2 104.4 99.39 103.8 70- 75 60.27 1325
80.0 67.23 62.68 64.95 63.31 66.41 68.96 64.59 68.23 75- 80 42.49 1367
85.0 34.62 30.79 33.52 31.52 33.98 36.07 32.70 35.34 80- 85 25.06 1392
90.0 6.286 4.099 4.646 4.373 6.650 6.559 3.553 6.104 85- 90 8.615 1600
95.0 90- 95
100.0 95-100
105.0 100-105
110.0 105-110
115.0 110-115
120.0 115-120
125.0 120-125
130.0 125-130
135.0 130-135
140.0 135-140
145.0 140-145
150.0 145-150
155.0 150-155
160.0 155-160
165.0 160-165
170.0 165-170
175.0 170-175
180.0 175-180
DEG LUMINOUS INTENSITY:cd UNIT:1m
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT45 CW 120D 36W 24V DC IP44I
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000019

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL75 PT45 CW 120D 36W 24V DC IP44D TYPE : ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mq SERIAL No.:
UNIT: cd
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Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:02-08-2016

Test Set: 2.0deg/s
Humidity:65.0%
Test Distance:9.545 m

Remarks: ERL75 PT45 CW 120D 36W 24V DC

C-Gamma (TYPE C)
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number:

2016000019

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL75 PT45 CW 120D 36W 24V DC IP44D

TYPE:ERL

WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR

SERIAL No.:

DIMENSION: 1020x86x52mq

ILLUMINANCE AT

MH=10 m,Enadir = 5.05 1lx

STREET SIDE D/MH HOUSE SIDE
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Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:02-08-2016

Test Set: 2.0deg/s
Humidity:65.0%
Test Distance:9.545 m

Remarks: ERL75 PT45 CW 120D 36W 24V DC IP44l

C-Gamma (TYPE C)
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000019

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT45 CW 120D 36W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
180 170
160
150
140
130
UNIT:cd
120
5% 25
110 __ 10% 51
20% 101
100 308 152
40% 203
__ 50% 253
___ 60% 304
_ 70% 355
___ 80% 405
20% 456
Imax=100% 507
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT45 CW 120D 36W 24V DC IP44I
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000019

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT45 CW 120D 36W 24V DC IP44D TYPE:ERL WEIGHT:---
ATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52m SERIAL No.:

C345 co C15
Max @ y = 0.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT45 CW 120D 36W 24V DC IP44I
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000019

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT45 CW 120D 36W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
UNIT: cd
C (DEG)

4 (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 507 506 505 505 505 505 505 505 505 505 505 504 507 506 505
5.0 504 503 503 502 502 502 502 502 502 501 502 501 504 504 503
10.0 496 495 495 494 494 493 494 493 493 493 493 492 496 496 495
15.0 483 481 481 480 481 479 480 479 480 479 480 478 482 483 482
20.0 465 463 463 462 463 461 462 461 462 461 462 460 464 465 464
25.0 443 440 441 439 441 439 440 438 440 438 440 438 442 443 442
30.0 417 414 415 413 415 413 415 412 414 412 414 412 416 418 416
35.0 388 385 386 384 386 384 386 384 385 383 385 383 387 390 387
40.0 357 353 355 352 355 352 354 352 354 352 355 352 356 358 356
45.0 323 319 322 318 321 318 321 318 321 318 321 318 322 325 323
50.0 287 287 286 286 286 286 285 286 286 287 286 286 290 290 290
55.0 254 250 253 249 252 248 252 248 253 249 253 249 253 256 253
60.0 216 212 215 211 214 210 214 210 214 211 215 211 215 218 215
65.0 177 173 177 172 176 171 175 171 176 173 177 173 176 180 176
70.0 140 135 139 134 138 133 137 133 138 134 139 135 138 142 138
75.0 102 98.1 101  97.0 100  95.9 99.5 96.1 101  97.5 102  98.4 101 105 101
80.0 67.2 63.5 66.3 62.6 65.3 61.8 64.9 62.1 65.8 63.3 67.1 64.1 66.4 69.3  65.7
85.0 34.6 31.3 33.9 30.7 33.5 30.3 33.5 30.7 34.0 31.5 34.9 32.0 33.9 36.2 33.4
90.0 6.28 4.55 5.83 4.09 5.19 3.37 4.64 3.37 5.28 4.37 6.28 5.10 6.65 7.19 5.37
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT45 CW 120D 36W 24V DC IP44I
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LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000019

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL75 PT45 CW 120D 36W 24V DC IP44D

TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR

DIMENSION: 1020x86x52mq SERIAL No.:

UNIT: cd
C (DEG)

y (DEG) 225 240 255 270 285 300 315 330 345
0.0 505 505 505 505 505 505 505 505 504
5.0 503 503 503 503 503 503 503 502 502
10.0 496 495 496 496 496 495 496 495 495
15.0 483 482 484 483 484 483 483 482 482
20.0 466 465 466 465 467 465 466 464 465
25.0 444 443 445 444 445 444 444 442 443
30.0 419 418 420 418 420 418 419 417 418
35.0 390 389 391 389 392 389 391 388 389
40.0 359 357 360 358 360 357 359 356 358
45.0 326 323 327 324 327 324 326 322 324
50.0 291 291 291 292 291 291 291 290 289
55.0 257 254 257 254 257 254 257 253 256
60.0 219 215 219 215 219 215 219 215 218
65.0 180 176 180 176 180 176 180 176 179
70.0 142 138 141 137 141 137 141 137 141
75.0 104 100 104 99.3 103 99.6 104 99.8 104
80.0 68.9 65.1 68.1 64.5 68.0 64.6 68.2 65.0 68.4
85.0 36.0 32.9 35.5 32.7 35.4 32.5 35.3 32.6 35.3
90.0 6.55 4.46 5.46 3.55 5.28 4.09 6.10 4.82 6.65

Test System:LSG-1600

Temperature:25.3DEG
Operators:REGAIP DASTAN

Test Date:02-08-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:65.0%

Test Distance:9.545 m

Remarks: ERL75 PT45 CW 120D 36W 24V DC IP44l
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