
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000065

NAME: LLB33 T90 CW 120D 7.2W 220V AC IP44  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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LLB33

7.2

220

592.6

592.5

1

161.4

100.0

592.5

30,0.0

11.7

88.3

6.0

47.1

5.7

41.2

Test:U:220.8V I:0.127A P:7.200W PF:0.519Test:U:220.8V I:0.127A P:7.200W PF:0.519Test:U:220.8V I:0.127A P:7.200W PF:0.519Test:U:220.8V I:0.127A P:7.200W PF:0.519

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEG Humidity:54.0%Humidity:54.0%Humidity:54.0%Humidity:54.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000065

NAME: LLB33 T90 CW 120D 7.2W 220V AC IP44  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

160.3160.3160.3160.3 160.4160.4160.4160.4 160.7160.7160.7160.7 160.7160.7160.7160.7 160.8160.8160.8160.8 160.7160.7160.7160.7 159.8159.8159.8159.8 160.1160.1160.1160.1 3.8433.8433.8433.843 3.8433.8433.8433.843

158.2158.2158.2158.2 157.8157.8157.8157.8 158.2158.2158.2158.2 158.5158.5158.5158.5 159.2159.2159.2159.2 158.5158.5158.5158.5 156.4156.4156.4156.4 157.4157.4157.4157.4 11.3711.3711.3711.37 15.2215.2215.2215.22

155.0155.0155.0155.0 153.9153.9153.9153.9 153.8153.8153.8153.8 154.6154.6154.6154.6 156.5156.5156.5156.5 154.6154.6154.6154.6 151.2151.2151.2151.2 153.2153.2153.2153.2 18.4718.4718.4718.47 33.6933.6933.6933.69

150.9150.9150.9150.9 148.5148.5148.5148.5 147.7147.7147.7147.7 149.5149.5149.5149.5 152.6152.6152.6152.6 149.5149.5149.5149.5 144.4144.4144.4144.4 147.6147.6147.6147.6 24.8824.8824.8824.88 58.5858.5858.5858.58

145.9145.9145.9145.9 142.1142.1142.1142.1 140.0140.0140.0140.0 142.9142.9142.9142.9 147.7147.7147.7147.7 143.2143.2143.2143.2 136.2136.2136.2136.2 141.0141.0141.0141.0 30.4130.4130.4130.41 88.9988.9988.9988.99

140.3140.3140.3140.3 134.7134.7134.7134.7 131.1131.1131.1131.1 135.3135.3135.3135.3 141.9141.9141.9141.9 135.8135.8135.8135.8 126.9126.9126.9126.9 133.4133.4133.4133.4 34.9034.9034.9034.90 123.9123.9123.9123.9

133.9133.9133.9133.9 126.4126.4126.4126.4 121.0121.0121.0121.0 126.6126.6126.6126.6 135.3135.3135.3135.3 127.6127.6127.6127.6 116.4116.4116.4116.4 125.1125.1125.1125.1 38.2438.2438.2438.24 162.1162.1162.1162.1

126.8126.8126.8126.8 117.5117.5117.5117.5 110.0110.0110.0110.0 117.3117.3117.3117.3 127.8127.8127.8127.8 118.7118.7118.7118.7 105.2105.2105.2105.2 116.2116.2116.2116.2 40.3940.3940.3940.39 202.5202.5202.5202.5

119.3119.3119.3119.3 108.3108.3108.3108.3 98.5798.5798.5798.57 107.5107.5107.5107.5 119.7119.7119.7119.7 109.3109.3109.3109.3 93.5693.5693.5693.56 107.0107.0107.0107.0 41.3641.3641.3641.36 243.9243.9243.9243.9

111.2111.2111.2111.2 98.7698.7698.7698.76 86.6486.6486.6486.64 97.5797.5797.5797.57 111.1111.1111.1111.1 99.6799.6799.6799.67 81.8181.8181.8181.81 97.8497.8497.8497.84 41.1941.1941.1941.19 285.0285.0285.0285.0

102.8102.8102.8102.8 89.1989.1989.1989.19 74.5274.5274.5274.52 87.6487.6487.6487.64 102.1102.1102.1102.1 90.0190.0190.0190.01 69.7869.7869.7869.78 88.4688.4688.4688.46 40.0040.0040.0040.00 325.1325.1325.1325.1

94.3894.3894.3894.38 79.9079.9079.9079.90 62.4962.4962.4962.49 77.8977.8977.8977.89 93.1193.1193.1193.11 80.4480.4480.4480.44 57.7657.7657.7657.76 79.1779.1779.1779.17 37.9337.9337.9337.93 363.0363.0363.0363.0

86.0086.0086.0086.00 70.8870.8870.8870.88 50.5650.5650.5650.56 68.6068.6068.6068.60 84.4584.4584.4584.45 71.3371.3371.3371.33 46.2846.2846.2846.28 70.4270.4270.4270.42 35.1835.1835.1835.18 398.2398.2398.2398.2

77.9877.9877.9877.98 62.3162.3162.3162.31 39.0839.0839.0839.08 59.8559.8559.8559.85 76.2576.2576.2576.25 62.6862.6862.6862.68 34.9834.9834.9834.98 61.9561.9561.9561.95 31.9431.9431.9431.94 430.1430.1430.1430.1

70.3370.3370.3370.33 54.4854.4854.4854.48 28.4228.4228.4228.42 52.0252.0252.0252.02 68.4268.4268.4268.42 54.7554.7554.7554.75 24.5924.5924.5924.59 54.2054.2054.2054.20 28.4728.4728.4728.47 458.6458.6458.6458.6

63.1363.1363.1363.13 47.2847.2847.2847.28 18.7618.7618.7618.76 44.9144.9144.9144.91 61.1361.1361.1361.13 47.6447.6447.6447.64 15.4815.4815.4815.48 47.1947.1947.1947.19 24.9124.9124.9124.91 483.5483.5483.5483.5

56.4856.4856.4856.48 40.8140.8140.8140.81 10.5610.5610.5610.56 38.5338.5338.5338.53 54.4854.4854.4854.48 41.1841.1841.1841.18 7.7447.7447.7447.744 40.7240.7240.7240.72 21.4721.4721.4721.47 505.0505.0505.0505.0

50.2950.2950.2950.29 34.8934.8934.8934.89 4.0084.0084.0084.008 32.7932.7932.7932.79 48.2848.2848.2848.28 35.2535.2535.2535.25 2.2772.2772.2772.277 34.8934.8934.8934.89 18.2818.2818.2818.28 523.3523.3523.3523.3

44.1844.1844.1844.18 29.6029.6029.6029.60 3.0063.0063.0063.006 27.6927.6927.6927.69 42.3642.3642.3642.36 29.9729.9729.9729.97 2.1862.1862.1862.186 29.7029.7029.7029.70 15.4715.4715.4715.47 538.7538.7538.7538.7

38.7238.7238.7238.72 24.5924.5924.5924.59 2.9152.9152.9152.915 22.4122.4122.4122.41 36.9836.9836.9836.98 24.2324.2324.2324.23 2.2772.2772.2772.277 23.9623.9623.9623.96 12.9112.9112.9112.91 551.6551.6551.6551.6

31.8831.8831.8831.88 18.2218.2218.2218.22 2.8242.8242.8242.824 17.1217.1217.1217.12 29.9729.9729.9729.97 18.9518.9518.9518.95 2.2772.2772.2772.277 18.5818.5818.5818.58 10.2710.2710.2710.27 561.9561.9561.9561.9

25.5025.5025.5025.50 13.9313.9313.9313.93 2.8242.8242.8242.824 13.4813.4813.4813.48 24.4124.4124.4124.41 14.4814.4814.4814.48 2.2772.2772.2772.277 14.3914.3914.3914.39 7.5057.5057.5057.505 569.4569.4569.4569.4

21.9521.9521.9521.95 11.2011.2011.2011.20 2.8242.8242.8242.824 10.2010.2010.2010.20 21.0421.0421.0421.04 11.5711.5711.5711.57 2.4592.4592.4592.459 11.3811.3811.3811.38 6.0616.0616.0616.061 575.5575.5575.5575.5

18.5818.5818.5818.58 9.3849.3849.3849.384 2.8242.8242.8242.824 8.7468.7468.7468.746 17.8517.8517.8517.85 9.7489.7489.7489.748 2.4592.4592.4592.459 9.6579.6579.6579.657 4.9954.9954.9954.995 580.5580.5580.5580.5

15.6715.6715.6715.67 8.1998.1998.1998.199 2.8242.8242.8242.824 7.6527.6527.6527.652 15.0315.0315.0315.03 8.5648.5648.5648.564 2.5502.5502.5502.550 8.3818.3818.3818.381 4.1204.1204.1204.120 584.6584.6584.6584.6

12.9312.9312.9312.93 7.0157.0157.0157.015 2.8242.8242.8242.824 6.2866.2866.2866.286 12.4812.4812.4812.48 7.1977.1977.1977.197 2.5502.5502.5502.550 7.1067.1067.1067.106 3.3293.3293.3293.329 587.9587.9587.9587.9

10.6510.6510.6510.65 5.7395.7395.7395.739 2.7332.7332.7332.733 5.2845.2845.2845.284 10.2910.2910.2910.29 5.8305.8305.8305.830 2.6422.6422.6422.642 5.7395.7395.7395.739 2.6152.6152.6152.615 590.6590.6590.6590.6

8.3818.3818.3818.381 4.6464.6464.6464.646 2.7332.7332.7332.733 4.2824.2824.2824.282 8.1998.1998.1998.199 4.7374.7374.7374.737 2.6422.6422.6422.642 4.6464.6464.6464.646 1.9881.9881.9881.988 592.5592.5592.5592.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 592.5592.5592.5592.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 592.5592.5592.5592.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 592.5592.5592.5592.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 592.5592.5592.5592.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 592.5592.5592.5592.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 592.5592.5592.5592.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 592.5592.5592.5592.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 592.5592.5592.5592.5

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEG Humidity:54.0%Humidity:54.0%Humidity:54.0%Humidity:54.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000065

NAME: LLB33 T90 CW 120D 7.2W 220V AC IP44  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEG Humidity:54.0%Humidity:54.0%Humidity:54.0%Humidity:54.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000065

NAME: LLB33 T90 CW 120D 7.2W 220V AC IP44  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0080.0080.0080.008 0.0160.0160.0160.016 0.0480.0480.0480.048 0.0810.0810.0810.081 0.1600.1600.1600.160

0.4800.4800.4800.480 0.6400.6400.6400.640 0.8100.8100.8100.810 0.9700.9700.9700.970 1.31.31.31.3

ILLUMINANCE AT MH=10 m,Enadir  = 1.61 lxILLUMINANCE AT MH=10 m,Enadir  = 1.61 lxILLUMINANCE AT MH=10 m,Enadir  = 1.61 lxILLUMINANCE AT MH=10 m,Enadir  = 1.61 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEG Humidity:54.0%Humidity:54.0%Humidity:54.0%Humidity:54.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000065

NAME: LLB33 T90 CW 120D 7.2W 220V AC IP44  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0

γ 0γ 0γ 0γ 0
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Imax=100%    161
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80%    129

90%    145
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000065

NAME: LLB33 T90 CW 120D 7.2W 220V AC IP44  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000065

NAME: LLB33 T90 CW 120D 7.2W 220V AC IP44  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 161

5.0 160

10.0 158

15.0 155

20.0 151

25.0 146

30.0 140

35.0 134

40.0 127

45.0 119

50.0 111

55.0 103

60.0 94.3

65.0 86.0

70.0 77.9

75.0 70.3

80.0 63.1

85.0 56.4

90.0 50.2

95.0 44.1

100.0 38.7

105.0 31.8

110.0 25.5

115.0 21.9

120.0 18.5

125.0 15.6

130.0 12.9

135.0 10.6

140.0 8.38

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

161

160

158

155

150

145

139

132

125

117

109

100

91.5

83.0

74.9

67.4

60.3

53.5

47.3

41.6

36.1

29.2

21.0

18.7

16.3

13.9

11.6

9.56

7.74

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

161

161

159

155

151

145

138

131

123

115

106

97.4

88.7

80.0

71.7

64.2

57.0

50.3

44.1

38.4

33.2

22.1

18.8

15.9

13.8

12.0

10.2

8.38

6.74

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

161

160

158

154

149

142

135

126

118

108

98.7

89.1

79.9

70.8

62.3

54.4

47.2

40.8

34.8

29.6

24.5

18.2

13.9

11.2

9.38

8.19

7.01

5.73

4.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

161

161

158

154

149

142

133

124

115

104

93.8

83.3

73.2

63.4

54.1

45.7

38.0

31.4

25.8

21.0

14.6

12.4

9.20

7.28

6.46

5.55

4.64

3.73

3.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

161

160

158

153

147

139

130

120

109

98.1

86.5

74.9

63.5

52.6

42.2

32.8

24.5

17.8

12.7

9.11

6.37

5.10

4.28

3.37

2.82

2.55

2.64

2.64

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

161

161

158

154

148

140

131

121

110

98.5

86.6

74.5

62.4

50.5

39.0

28.4

18.7

10.5

4.00

3.00

2.91

2.82

2.82

2.82

2.82

2.82

2.82

2.73

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

161

160

158

153

147

139

130

120

109

97.5

85.8

73.9

62.4

51.1

40.4

30.8

22.5

15.6

10.8

7.56

5.37

4.19

3.37

2.73

2.45

2.55

2.55

2.55

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

161

161

159

155

149

142

134

124

114

104

92.6

81.7

71.2

61.1

51.6

43.0

35.5

28.9

23.5

18.9

13.3

11.1

8.19

6.92

5.83

5.01

4.09

3.46

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

161

161

159

155

150

143

135

127

117

108

97.5

87.6

77.8

68.6

59.8

52.0

44.9

38.5

32.7

27.6

22.4

17.1

13.4

10.2

8.74

7.65

6.28

5.28

4.28

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

161

161

159

156

152

146

139

132

124

115

106

96.3

87.1

78.2

69.8

62.2

55.1

48.3

42.4

36.7

31.7

23.2

18.0

15.3

13.2

11.4

9.65

7.92

6.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

161

161

159

156

152

147

141

134

126

118

109

99.5

90.6

81.8

73.7

66.1

58.8

52.2

46.0

40.2

35.0

27.7

20.2

17.9

15.7

13.4

11.2

9.29

7.19

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

161

161

159

157

153

148

142

135

128

120

111

102

93.1

84.4

76.2

68.4

61.1

54.4

48.2

42.3

36.9

29.9

24.4

21.0

17.8

15.0

12.4

10.2

8.19

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

161

161

159

157

153

148

142

135

128

120

111

102

93.1

84.3

76.1

68.4

61.1

54.2

48.0

42.1

36.8

29.3

21.5

19.3

16.7

14.3

12.0

9.83

7.74

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

161

161

159

155

151

145

138

131

123

114

105

95.6

86.5

77.7

69.5

61.7

54.6

48.0

41.9

36.2

31.1

21.0

17.4

14.8

12.9

11.2

9.47

7.74

6.28

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEG Humidity:54.0%Humidity:54.0%Humidity:54.0%Humidity:54.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000065

NAME: LLB33 T90 CW 120D 7.2W 220V AC IP44  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 161

5.0 161

10.0 159

15.0 155

20.0 150

25.0 143

30.0 136

35.0 128

40.0 119

45.0 109

50.0 99.6

55.0 90.0

60.0 80.4

65.0 71.3

70.0 62.6

75.0 54.7

80.0 47.6

85.0 41.1

90.0 35.2

95.0 29.9

100.0 24.2

105.0 18.9

110.0 14.4

115.0 11.5

120.0 9.74

125.0 8.56

130.0 7.19

135.0 5.83

140.0 4.73

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

161

160

157

153

147

139

131

122

111

101

90.3

79.8

69.5

59.7

50.5

42.2

35.0

28.7

23.4

18.8

13.2

11.0

8.29

6.55

5.83

4.82

4.00

3.37

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

161

160

157

153

146

139

130

120

109

97.6

86.3

74.7

63.3

52.4

42.0

32.6

24.4

17.7

12.9

9.47

6.83

5.55

4.37

3.55

3.00

2.82

2.82

2.82

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

161

160

156

151

144

136

127

116

105

93.5

81.8

69.7

57.7

46.2

34.9

24.5

15.4

7.74

2.27

2.18

2.27

2.27

2.27

2.45

2.45

2.55

2.55

2.64

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

161

160

157

152

146

138

129

119

108

96.6

85.3

73.8

62.5

51.5

41.1

31.7

23.5

16.8

11.9

8.65

6.28

5.10

4.19

3.37

3.00

2.82

2.82

2.82

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

161

160

157

152

145

138

129

120

109

99.1

88.6

78.2

68.1

58.5

49.5

41.2

34.0

27.8

22.5

18.0

12.2

10.5

7.65

6.28

5.55

4.64

3.91

3.18

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

161

160

157

153

148

141

133

125

116

107

97.8

88.4

79.1

70.4

61.9

54.2

47.1

40.7

34.8

29.7

23.9

18.5

14.3

11.3

9.65

8.38

7.10

5.73

4.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

161

160

157

153

148

142

136

128

120

112

103

94.4

85.7

77.2

69.1

61.5

54.5

48.1

42.0

36.4

31.2

21.2

17.5

14.8

12.7

11.0

9.38

7.74

6.19

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

161

160

158

155

151

145

139

133

126

118

110

101

92.9

84.6

76.5

68.8

61.7

55.0

48.7

42.9

37.3

30.3

21.7

19.3

16.8

14.3

12.0

10.0

7.92

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEGTemperature:23.3DEG Humidity:54.0%Humidity:54.0%Humidity:54.0%Humidity:54.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016Test Date:03-05-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 LLB33 T90 CW 120D 7.2W 220V AC IP44 

Page 8 Of 8Page 8 Of 8Page 8 Of 8Page 8 Of 8


