
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000070

NAME: LLB33 PT15 CW 120D 6 W 220 V AC IP44D TYPE:LED LINE BOLD WEIGHT:---

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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6
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Test:U:220.8V I:0.093A P:6.000W PF:0.478Test:U:220.8V I:0.093A P:6.000W PF:0.478Test:U:220.8V I:0.093A P:6.000W PF:0.478Test:U:220.8V I:0.093A P:6.000W PF:0.478

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016 Remarks:Remarks:Remarks:Remarks: LLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44D
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000070

NAME: LLB33 PT15 CW 120D 6 W 220 V AC IP44D TYPE:LED LINE BOLD WEIGHT:---

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

86.8286.8286.8286.82 87.0087.0087.0087.00 87.4687.4687.4687.46 87.6487.6487.6487.64 87.6487.6487.6487.64 87.3787.3787.3787.37 86.6486.6486.6486.64 87.0087.0087.0087.00 2.0892.0892.0892.089 2.0892.0892.0892.089

85.5485.5485.5485.54 85.5485.5485.5485.54 86.1886.1886.1886.18 86.6486.6486.6486.64 86.9186.9186.9186.91 86.1886.1886.1886.18 84.8284.8284.8284.82 85.2785.2785.2785.27 6.1846.1846.1846.184 8.2738.2738.2738.273

83.7283.7283.7283.72 83.4583.4583.4583.45 84.0084.0084.0084.00 84.8284.8284.8284.82 85.5485.5485.5485.54 84.3684.3684.3684.36 81.9081.9081.9081.90 82.8182.8182.8182.81 10.0410.0410.0410.04 18.3118.3118.3118.31

81.3581.3581.3581.35 80.5380.5380.5380.53 80.8180.8180.8180.81 82.0882.0882.0882.08 83.6383.6383.6383.63 81.7281.7281.7281.72 78.1678.1678.1678.16 79.6279.6279.6279.62 13.5413.5413.5413.54 31.8531.8531.8531.85

78.6278.6278.6278.62 76.9876.9876.9876.98 76.8076.8076.8076.80 78.7178.7178.7178.71 81.1781.1781.1781.17 78.4478.4478.4478.44 73.6173.6173.6173.61 75.8975.8975.8975.89 16.5516.5516.5516.55 48.4148.4148.4148.41

75.4375.4375.4375.43 73.0673.0673.0673.06 71.9771.9771.9771.97 74.6174.6174.6174.61 78.1678.1678.1678.16 74.5274.5274.5274.52 68.5168.5168.5168.51 71.6171.6171.6171.61 19.0119.0119.0119.01 67.4367.4367.4367.43

71.9771.9771.9771.97 68.6068.6068.6068.60 66.5966.5966.5966.59 69.9769.9769.9769.97 74.7074.7074.7074.70 70.3370.3370.3370.33 62.8662.8662.8662.86 67.0567.0567.0567.05 20.8520.8520.8520.85 88.2888.2888.2888.28

68.0568.0568.0568.05 63.8663.8663.8663.86 60.7660.7660.7660.76 64.9564.9564.9564.95 70.7970.7970.7970.79 65.5965.5965.5965.59 56.8556.8556.8556.85 62.1362.1362.1362.13 22.0422.0422.0422.04 110.3110.3110.3110.3

63.8663.8663.8663.86 58.9458.9458.9458.94 54.5754.5754.5754.57 59.6759.6759.6759.67 66.5066.5066.5066.50 60.6760.6760.6760.67 50.5650.5650.5650.56 57.1257.1257.1257.12 22.5922.5922.5922.59 132.9132.9132.9132.9

59.4959.4959.4959.49 53.8453.8453.8453.84 48.1048.1048.1048.10 54.2054.2054.2054.20 61.9561.9561.9561.95 55.5755.5755.5755.57 44.2744.2744.2744.27 51.9351.9351.9351.93 22.5322.5322.5322.53 155.4155.4155.4155.4

54.9354.9354.9354.93 48.8348.8348.8348.83 41.5441.5441.5441.54 48.8348.8348.8348.83 57.1257.1257.1257.12 50.3850.3850.3850.38 37.7137.7137.7137.71 46.9246.9246.9246.92 21.9121.9121.9121.91 177.3177.3177.3177.3

50.4750.4750.4750.47 43.8243.8243.8243.82 34.9834.9834.9834.98 43.4543.4543.4543.45 52.2952.2952.2952.29 45.2845.2845.2845.28 31.3431.3431.3431.34 41.9041.9041.9041.90 20.8220.8220.8220.82 198.2198.2198.2198.2

46.0046.0046.0046.00 38.9938.9938.9938.99 28.6028.6028.6028.60 38.3538.3538.3538.35 47.5547.5547.5547.55 40.4540.4540.4540.45 25.0525.0525.0525.05 37.1737.1737.1737.17 19.3519.3519.3519.35 217.5217.5217.5217.5

41.7241.7241.7241.72 34.4334.4334.4334.43 22.3222.3222.3222.32 33.4333.4333.4333.43 43.0943.0943.0943.09 35.8035.8035.8035.80 19.1319.1319.1319.13 32.6132.6132.6132.61 17.6317.6317.6317.63 235.2235.2235.2235.2

37.7137.7137.7137.71 30.2430.2430.2430.24 16.4916.4916.4916.49 29.1529.1529.1529.15 38.9038.9038.9038.90 31.6131.6131.6131.61 13.5713.5713.5713.57 28.5128.5128.5128.51 15.7815.7815.7815.78 250.9250.9250.9250.9

33.8933.8933.8933.89 26.4226.4226.4226.42 11.2911.2911.2911.29 25.2325.2325.2325.23 34.8934.8934.8934.89 27.7827.7827.7827.78 8.8378.8378.8378.837 24.7824.7824.7824.78 13.8813.8813.8813.88 264.8264.8264.8264.8

30.4230.4230.4230.42 23.0523.0523.0523.05 6.8336.8336.8336.833 21.7721.7721.7721.77 31.2431.2431.2431.24 24.2324.2324.2324.23 4.8284.8284.8284.828 21.4121.4121.4121.41 12.0512.0512.0512.05 276.9276.9276.9276.9

27.0527.0527.0527.05 19.7719.7719.7719.77 3.7353.7353.7353.735 18.6718.6718.6718.67 27.8727.8727.8727.87 21.1321.1321.1321.13 2.5502.5502.5502.550 18.3118.3118.3118.31 10.3610.3610.3610.36 287.2287.2287.2287.2

23.9623.9623.9623.96 16.9416.9416.9416.94 2.7332.7332.7332.733 15.8515.8515.8515.85 24.5024.5024.5024.50 18.2218.2218.2218.22 2.1862.1862.1862.186 15.5715.5715.5715.57 8.8518.8518.8518.851 296.1296.1296.1296.1

21.0421.0421.0421.04 14.3914.3914.3914.39 2.5502.5502.5502.550 13.2113.2113.2113.21 21.5921.5921.5921.59 15.3915.3915.3915.39 2.0952.0952.0952.095 12.2912.2912.2912.29 7.4697.4697.4697.469 303.6303.6303.6303.6

17.4917.4917.4917.49 10.6510.6510.6510.65 2.5502.5502.5502.550 9.5669.5669.5669.566 18.3118.3118.3118.31 11.6611.6611.6611.66 2.1862.1862.1862.186 9.6579.6579.6579.657 6.0376.0376.0376.037 309.6309.6309.6309.6

13.7513.7513.7513.75 9.2019.2019.2019.201 2.4592.4592.4592.459 8.4728.4728.4728.472 14.1214.1214.1214.12 9.4759.4759.4759.475 2.1862.1862.1862.186 8.1088.1088.1088.108 4.4714.4714.4714.471 314.1314.1314.1314.1

11.9311.9311.9311.93 7.0157.0157.0157.015 2.4592.4592.4592.459 6.4686.4686.4686.468 12.3912.3912.3912.39 7.3797.3797.3797.379 2.1862.1862.1862.186 6.0136.0136.0136.013 3.6503.6503.6503.650 317.7317.7317.7317.7

10.2910.2910.2910.29 5.7395.7395.7395.739 2.4592.4592.4592.459 5.3755.3755.3755.375 10.7510.7510.7510.75 6.4686.4686.4686.468 2.2772.2772.2772.277 5.3755.3755.3755.375 3.0433.0433.0433.043 320.8320.8320.8320.8

8.7468.7468.7468.746 5.1015.1015.1015.101 2.4592.4592.4592.459 4.8284.8284.8284.828 9.2019.2019.2019.201 5.7395.7395.7395.739 2.2772.2772.2772.277 4.8284.8284.8284.828 2.5822.5822.5822.582 323.3323.3323.3323.3

7.4707.4707.4707.470 4.5554.5554.5554.555 2.4592.4592.4592.459 4.1904.1904.1904.190 7.9267.9267.9267.926 5.1015.1015.1015.101 2.3682.3682.3682.368 4.1904.1904.1904.190 2.1492.1492.1492.149 325.5325.5325.5325.5

6.2866.2866.2866.286 3.8263.8263.8263.826 2.4592.4592.4592.459 3.6443.6443.6443.644 6.7416.7416.7416.741 4.4644.4644.4644.464 2.3682.3682.3682.368 3.6443.6443.6443.644 1.7621.7621.7621.762 327.3327.3327.3327.3

5.1015.1015.1015.101 3.3703.3703.3703.370 2.4592.4592.4592.459 3.1883.1883.1883.188 5.5575.5575.5575.557 3.7353.7353.7353.735 2.3682.3682.3682.368 3.1883.1883.1883.188 1.4091.4091.4091.409 395.4

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016 Remarks:Remarks:Remarks:Remarks: LLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000070

NAME: LLB33 PT15 CW 120D 6 W 220 V AC IP44D TYPE:LED LINE BOLD WEIGHT:---

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016 Remarks:Remarks:Remarks:Remarks: LLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44D
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000070

NAME: LLB33 PT15 CW 120D 6 W 220 V AC IP44D TYPE:LED LINE BOLD WEIGHT:---

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0040.0040.0040.004 0.0090.0090.0090.009 0.0260.0260.0260.026 0.0440.0440.0440.044 0.0880.0880.0880.088

0.2600.2600.2600.260 0.3500.3500.3500.350 0.4400.4400.4400.440 0.5300.5300.5300.530 0.7000.7000.7000.700

ILLUMINANCE AT MH=10 m,Enadir  = 0.88 lxILLUMINANCE AT MH=10 m,Enadir  = 0.88 lxILLUMINANCE AT MH=10 m,Enadir  = 0.88 lxILLUMINANCE AT MH=10 m,Enadir  = 0.88 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016 Remarks:Remarks:Remarks:Remarks: LLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000070

NAME: LLB33 PT15 CW 120D 6 W 220 V AC IP44D TYPE:LED LINE BOLD WEIGHT:---

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000070

NAME: LLB33 PT15 CW 120D 6 W 220 V AC IP44D TYPE:LED LINE BOLD WEIGHT:---

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000070

NAME: LLB33 PT15 CW 120D 6 W 220 V AC IP44D TYPE:LED LINE BOLD WEIGHT:---

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 87.5

5.0 86.8

10.0 85.5

15.0 83.7

20.0 81.3

25.0 78.6

30.0 75.4

35.0 71.9

40.0 68.0

45.0 63.8

50.0 59.4

55.0 54.9

60.0 50.4

65.0 46.0

70.0 41.7

75.0 37.7

80.0 33.8

85.0 30.4

90.0 27.0

95.0 23.9

100.0 21.0

105.0 17.4

110.0 13.7

115.0 11.9

120.0 10.2

125.0 8.74

130.0 7.47

135.0 6.28

140.0 5.10

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

87.4

86.7

85.3

83.4

81.0

78.0

74.8

71.1

67.1

62.8

58.3

53.7

49.1

44.6

40.3

36.3

32.6

29.0

25.7

22.6

19.8

16.0

11.3

10.3

9.11

7.92

6.83

5.73

4.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

87.6

87.0

85.8

84.0

81.4

78.4

74.9

71.0

66.8

62.4

57.7

53.0

48.2

43.6

39.2

35.1

31.3

27.8

24.5

21.4

18.7

13.6

10.6

9.11

8.10

7.10

6.19

5.37

4.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

87.5

87.0

85.5

83.4

80.5

76.9

73.0

68.6

63.8

58.9

53.8

48.8

43.8

38.9

34.4

30.2

26.4

23.0

19.7

16.9

14.3

10.6

9.20

7.01

5.73

5.10

4.55

3.82

3.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

87.6

87.2

86.0

83.8

80.8

77.1

72.7

67.9

62.7

57.3

51.7

46.1

40.8

35.5

30.6

26.0

22.0

18.4

15.4

12.7

9.11

7.74

6.55

5.19

4.55

3.91

3.46

3.00

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

87.5

87.1

85.7

83.2

79.9

75.8

71.0

65.6

60.0

53.9

47.7

41.5

35.5

29.7

24.1

19.1

14.7

11.2

8.47

6.46

5.01

3.91

3.37

2.91

2.55

2.36

2.36

2.36

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

87.5

87.4

86.1

84.0

80.8

76.8

71.9

66.5

60.7

54.5

48.1

41.5

34.9

28.6

22.3

16.4

11.2

6.83

3.73

2.73

2.55

2.55

2.45

2.45

2.45

2.45

2.45

2.45

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

87.6

87.3

86.0

83.8

80.4

76.4

71.6

66.1

60.2

54.0

47.6

41.0

34.7

28.5

22.5

17.2

12.4

8.74

6.19

4.55

3.55

2.91

2.55

2.36

2.27

2.27

2.36

2.36

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

87.6

87.7

86.7

84.7

81.9

78.1

73.7

68.7

63.3

57.4

51.5

45.6

39.8

34.1

28.9

24.1

19.9

16.3

13.3

10.8

8.10

6.74

5.46

4.82

4.19

3.64

3.09

2.73

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

87.7

87.6

86.6

84.8

82.0

78.7

74.6

69.9

64.9

59.6

54.2

48.8

43.4

38.3

33.4

29.1

25.2

21.7

18.6

15.8

13.2

9.56

8.47

6.46

5.37

4.82

4.19

3.64

3.18

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

87.7

87.8

87.1

85.6

83.5

80.6

77.1

73.1

68.7

64.0

59.1

53.9

48.9

44.0

39.4

35.2

31.3

27.6

24.3

21.2

18.4

14.2

11.3

8.92

7.74

7.01

6.10

5.28

4.46

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

87.8

87.8

87.0

85.5

83.5

80.8

77.6

73.9

69.8

65.4

60.6

55.7

50.8

46.1

41.6

37.5

33.5

29.8

26.4

23.2

20.4

16.7

11.2

10.1

9.11

8.10

7.01

6.01

4.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

87.5

87.6

86.9

85.5

83.6

81.1

78.1

74.7

70.7

66.5

61.9

57.1

52.2

47.5

43.0

38.9

34.8

31.2

27.8

24.5

21.5

18.3

14.1

12.3

10.7

9.20

7.92

6.74

5.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

87.4

87.5

86.9

85.6

83.7

81.2

78.2

74.7

70.8

66.5

62.0

57.3

52.4

47.7

43.3

39.1

35.0

31.4

27.9

24.6

21.6

18.0

12.4

11.5

10.2

8.92

7.74

6.55

5.46

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

87.6

87.3

86.3

84.6

82.3

79.4

75.9

72.0

67.7

63.1

58.3

53.4

48.6

43.9

39.4

35.3

31.4

27.8

24.5

21.4

18.5

13.3

10.2

8.92

8.01

7.10

6.28

5.46

4.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016 Remarks:Remarks:Remarks:Remarks: LLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000070

NAME: LLB33 PT15 CW 120D 6 W 220 V AC IP44D TYPE:LED LINE BOLD WEIGHT:---

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 87.5

5.0 87.3

10.0 86.1

15.0 84.3

20.0 81.7

25.0 78.4

30.0 74.5

35.0 70.3

40.0 65.5

45.0 60.6

50.0 55.5

55.0 50.3

60.0 45.2

65.0 40.4

70.0 35.8

75.0 31.6

80.0 27.7

85.0 24.2

90.0 21.1

95.0 18.2

100.0 15.3

105.0 11.6

110.0 9.47

115.0 7.37

120.0 6.46

125.0 5.73

130.0 5.10

135.0 4.46

140.0 3.73

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

87.6

87.0

85.5

83.0

79.9

75.9

71.4

66.5

61.1

55.5

50.0

44.3

38.9

33.7

28.8

24.5

20.7

17.3

14.4

12.0

8.29

7.47

6.10

4.73

4.19

3.82

3.37

3.00

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

87.5

87.0

85.4

82.9

79.6

75.4

70.6

65.3

59.5

53.5

47.4

41.2

35.2

29.5

23.9

18.9

14.7

11.2

8.65

6.74

5.28

4.37

3.82

3.18

2.82

2.55

2.45

2.55

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

87.5

86.6

84.8

81.9

78.1

73.6

68.5

62.8

56.8

50.5

44.2

37.7

31.3

25.0

19.1

13.5

8.83

4.82

2.55

2.18

2.09

2.18

2.18

2.18

2.27

2.27

2.36

2.36

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

87.6

86.9

85.0

82.4

78.8

74.4

69.4

64.0

58.1

52.0

45.8

39.6

33.4

27.5

21.8

16.7

12.2

8.83

6.37

4.82

3.82

3.18

2.73

2.55

2.45

2.55

2.45

2.45

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

87.6

86.6

84.7

81.9

78.3

73.9

69.1

63.9

58.3

52.6

47.0

41.3

35.8

30.7

25.8

21.4

17.6

14.3

11.6

9.38

6.46

5.64

4.46

3.82

3.37

3.00

2.73

2.36

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

87.7

87.0

85.2

82.8

79.6

75.8

71.6

67.0

62.1

57.1

51.9

46.9

41.9

37.1

32.6

28.5

24.7

21.4

18.3

15.5

12.2

9.65

8.10

6.01

5.37

4.82

4.19

3.64

3.18

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

87.7

86.8

85.0

82.8

79.9

76.4

72.6

68.4

64.0

59.4

54.6

49.8

45.1

40.6

36.3

32.4

28.6

25.3

22.1

19.2

16.5

11.8

8.92

7.56

6.74

6.10

5.28

4.64

3.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

87.8

87.0

85.7

83.7

81.2

78.3

75.0

71.3

67.3

63.0

58.6

54.1

49.4

45.0

40.7

36.7

32.8

29.4

26.0

22.9

20.1

16.1

11.2

10.1

9.11

7.92

6.83

5.83

4.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEGTemperature:25.4DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016Test Date:03-09-2016 Remarks:Remarks:Remarks:Remarks: LLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44DLLB33 PT15 CW 120D 6 W 220 V AC IP44D
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