Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000963

MANUFACTURER: FIBERLI Address:PSL ELETRONIK ANTALYA
NAME: LLET 120 NW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mq SERIAL No.:
TEST DATA:
MODEL: LLET Imax(cd) : 1382 n street_up(%): 2.3
NOMINAL POWER (W) : 42 MAXIMUM(C, ¥: 180,1.0 n street down (%) : 51.9
RATED VOLTAGE (V) : 220 TOTAL FLUX (1m) : 4070 n house_up (%) 2.2
NOMINAL FLUX (1lm) : 4069.6 EFFICIENCY (%) : 100.0 n house down(%): 43.6
TEST FLUX(1lm: 4070 n up(%): 4.5
LAMPS QUANTITY: 1 n down(%): 95.5
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Test:U:220.8V I:0.191A P:41.25W PF:0.973
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:26.5DEG Humidity:52.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66D
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000963

MANUFACTURER: FIBERLI Address:PSL ELETRONIK ANTALYA
NAME: LLET 120 NW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mm SERIAL No.:
¥ Co Cc45 C90 C135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 1373 1369 1363 1360 1376 1368 1366 1369 0- 5 32.75 32.75

10.0 1351 1348 1337 1333 1358 1345 1343 1351 5- 10 96.85 129.6
15.0 1317 1313 1297 1292 1325 1308 1305 1318 10- 15 156.9 286.5
20.0 1269 1263 1242 1238 1281 1258 1252 1271 15- 20 210.6 497.2
25.0 1210 1202 1174 1172 1225 1196 1185 1212 20- 25 256.1 753.4
30.0 1142 1132 1097 1098 1159 1124 1108 1142 25- 30 291.9 1045
35.0 1065 1053 1010 1015 1085 1044 1022 1064 30- 35 316.9 1362
40.0 981.4 965.4 917.8 925.4 1003 956.5 929.2 976.5 35- 40 330.7 1693
45.0 893.3 874.6 821.6 832.1 915.5 863.6 830.8 883.8 40- 45 333.5 2026
50.0 801.1 779.3 721.3 734.9 824.5 768.4 729.3 788.2 45- 50 325.6 2352
55.0 707.6 681.5 619.3 636.3 730.7 669.3 624.9 689.0 50- 55 308.0 2660
60.0 615.7 585.0 517.1 538.7 637.0 570.6 519.2 589.4 55- 60 282.1 2942
65.0 526.4 488.9 414.4 442.7 546.9 475.2 414.1 492.0 60- 65 249.3 3192
70.0 442.4 397.7 313.4 352.4 461.4 384.4 309.7 397.3 65- 70 212.0 3404
75.0 366.0 315.5 220.9 275.2 382.9 302.8 212.0 310.6 70- 75 173.2 3577
80.0 297.0 245.0 133.5 205.1 313.2 235.7 122.9 238.3 75- 80 135.2 3712
85.0 239.7 182.4 62.49 147.6 254.1 175.7 51.74 173.9 80- 85 100.7 3813
90.0 188.1 132.5 11.02 103.4 200.6 127.6 5.193 122.8 85- 90 71.90 3885
95.0 144.7 93.65 5.648 70.79 156.1 91.28 3.370 84.91 90- 95 50.84 3936
100.0 109.6 65.23 5.193 48.56 119.8 64.77 3.553 57.85 95-100 36.43 3972
105.0 82.26 45.91 5.284 35.07 91.28 47.10 3.917 40.45 100-105 26.37 3999
110.0 58.12 30.15 5.466 24.78 69.97 34.89 4.282 28.42 105-110 18.98 4018
115.0 43.91 23.59 5.648 19.31 49.38 26.23 4.646 21.13 110-115 13.43 4031
120.0 36.26 20.49 6.013 17.67 40.72 22.41 5.101 18.95 115-120 10.66 4042
125.0 31.15 18.22 6.286 15.94 34.80 19.86 5.557 16.85 120-125 8.851 4051
130.0 27.05 16.76 6.559 14.75 30.52 18.03 5.830 15.48 125-130 7.524 4058
135.0 23.32 15.03 6.833 13.39 26.69 16.21 6.195 13.93 130-135 6.335 4064
140.0 19.77 13.11 7.015 12.02 23.32 14.39 6.468 12.20 135-140 5.220 4070
145.0 0 0 0 0 0 0 0 0 140-145 0 4070
150.0 0 0 0 0 0 0 0 0 145-150 0 4070
155.0 0 0 0 0 0 0 0 0 150-155 0 4070
160.0 0 0 0 0 0 0 0 0 155-160 0 4070
165.0 0 0 0 0 0 0 0 0 160-165 0 4070
170.0 0 0 0 0 0 0 0 0 165-170 0 4070
175.0 0 0 0 0 0 0 0 0 170-175 0 4070
180.0 0 0 0 0 0 0 0 0 175-180 0 4070
DEG LUMINOUS INTENSITY:cd UNIT:1m

Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)

Temperature:26.5DEG Humidity:52.0%

Operators:REGAIP DASTAN Test Distance:9.545 m

Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66D
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000963

MANUFACTURER: FIBERLI Address:PSL ELETRONIK ANTALYA
NAME: LLET 120 NW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mm SERIAL No.:
UNIT: cd
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:26.5DEG Humidity:52.0%

Operators:REGAIP DASTAN Test Distance:9.545 m

Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66D
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Fiberli -

PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000963

MANUFACTURER: FIBERLI

Address:PSL ELETRONIK ANTALYA

NAME: LLET 120 NW 120D 42W 220V AC IP66D

TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET

SERIAL No.:

DIMENSION: 1215x94x80mq

ILLUMINANCE AT MH=10 m,Enadir = 13.73 1x

STREET SIDE D/MH HOUSE SIDE
=

RATIO OF DISTANCE TO MOUNTING HEIGHT

0.140 0.410 0.690 1.4

5.5 6.9 8.2 11

Test System:LSG-1600
Temperature:26.5DEG

Test Set: 2.0deg/s
Humidity:52.0%

C-Gamma (TYPE C)

Operators:REGAIP DASTAN
Test Date:05-02-2016

Test Distance:9.545 m
Remarks: LLET 120 NW 120D 42W 220V AC IP66D
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000963

MANUFACTURER: FIBERLI Address:PSL ELETRONIK ANTALYA
NAME: LLET 120 NW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mn} SERIAL No.:

UNIT:cd
5% 69
— 10% 138
20% 276
__ 30% 415
40% 553
__ 50% 691
0% 829
__ 70% 967
_ 80% 1105
920% 1244
Imax=100% 1382
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:26.5DEG Humidity:52.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66D
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000963

MANUFACTURER: FIBERLI Address:PSL ELETRONIK ANTALYA

NAME: LLET 120 NW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:

DIMENSION: 1215x94x80mq SERIAL No.:

C180 C165 HOUSE SIDE
C150

C195

C345 co C15
Max @ y = 1.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:26.5DEG Humidity:52.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66D
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Fiberli -

PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number:

0000963

MANUFACTURER: FIBERLI

Address:PSL ELETRONIK ANTALYA

Temperature:26.5DEG
Operators:REGAIP DASTAN
Test Date:05-02-2016

Humidity:52.0%
Test Distance:9.545 m
Remarks:

Page 7 Of 8

NAME: LLET 120 NW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mm SERIAL No.:
UNIT: cd
C (DEG)

; (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 1382 1379 1377 1376 1375 1374 1373 1373 1373 1372 1372 1372 1382 1379 1377
5.0 1373 1372 1371 1369 1368 1365 1363 1362 1361 1360 1361 1361 1376 1373 1370
10.0 1351 1350 1350 1348 1345 1340 1337 1334 1334 1333 1336 1336 1358 1354 1348
15.0 1317 1315 1316 1313 1308 1301 1297 1292 1292 1292 1297 1300 1325 1321 1313
20.0 1269 1268 1269 1263 1257 1247 1242 1236 1237 1238 1245 1250 1281 1277 1265
25.0 1210 1209 1211 1202 1194 1181 1174 1168 1170 1172 1183 1190 1225 1220 1206
30.0 1142 1142 1142 1132 1121 1105 1097 1090 1093 1098 1111 1121 1159 1154 1137
35.0 1065 1064 1065 1053 1039 1020 1010 1003 1009 1015 1031 1043 1085 1079 1059
40.0 981 980 980 965 950 928 918 910 917 925 945 958 1003 997 974
45.0 893 893 892 875 857 833 822 813 822 832 854 870 916 909 884
50.0 801 800 798 779 760 733 721 713 723 735 760 778 825 818 790
55.0 708 706 703 682 661 631 619 610 622 636 664 683 731 724 694
60.0 616 614 610 585 562 530 517 508 523 539 570 591 637 629 598
65.0 526 523 517 489 463 428 414 405 424 443 478 501 547 539 505
70.0 442 438 430 398 369 329 313 306 329 352 393 418 461 454 418
75.0 366 361 351 316 281 239 221 214 245 275 316 344 383 376 339
80.0 297 295 280 245 206 155 134 131 168 205 252 280 313 306 273
85.0 240 233 221 182 142  87.9 62.4 64.4 108 148 194 221 254 248 212
90.0 188 182 170 133  93.6 43.7 11.0 24.5 66.0 103 146 172 201 195 162
95.0 145 139 127  93.6 59.6 20.4 5.64 9.11 39.0 70.7 109 131 156 151 122

100.0 110 104 93.9 65.2 38.2 11.2 5.19 6.74 24.5 48.5 79.9 99.2 120 116  90.5
105.0 82.2 77.5 68.8 45.9 25.8 9.38 5.28 6.10 17.9 35.0 59.2 75.0 91.2 87.9 67.3
110.0 58.1 50.6 46.1 30.1 18.2 8.01 5.46 6.01 14.8 24.7 40.5 55.8 69.9 67.6 45.0
115.0 43.9  40.3 35.1 23.5 15.9 7.74 5.64 6.10 12.3 19.3 32.4 40.6 49.3 47.8 35.9
120.0 36.2 33.3 28.3 20.4 14.1 7.83 6.01 6.10 11.2 17.6 26.6 33.5 40.7 39.0 29.0
125.0 31.1 28.5 25.0 18.2 13.1 7.83 6.28 6.28 10.6 15.9 23.5 28.6 34.8 33.1 25.6
130.0 27.0 25.1 22.4 16.7 12.1 7.65 6.55 6.55 10.1 14.7 21.2 25.6 30.5 29.2 23.2
135.0 23.3 21.9 19.8 15.0 10.8 7.56 6.83 6.92 9.47 13.3 19.0 22.6 26.6 25.6 20.7
140.0 19.7 19.0 17.3 13.1 10.0 7.56 7.01 7.19 9.01 12.0 16.7 19.8 23.3 22.2 18.4
145.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 ©0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
155.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
165.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.0 0.00 0.00 ©0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
175.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)

LLET 120 NW 120D 42W 220V AC IP66D




Fiberli

PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000963

MANUFACTURER: FIBERLI

Address:PSL ELETRONIK ANTALYA

NAME: LLET 120 NW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mq SERIAL No.:
UNIT: cd
C (DEG)

y (DEG) 225 240 255 270 285 300 315 330 345
0.0 1376 1375 1374 1373 1373 1373 1372 1372 1372
5.0 1368 1366 1366 1366 1368 1368 1369 1369 1368
10.0 1345 1343 1343 1343 1346 1348 1351 1352 1352
15.0 1308 1304 1304 1305 1309 1313 1318 1320 1321
20.0 1258 1252 1251 1252 1258 1263 1271 1276 1278
25.0 1196 1187 1185 1185 1194 1201 1212 1219 1223
30.0 1124 1112 1109 1108 1118 1128 1142 1151 1157
35.0 1044 1029 1024 1022 1034 1045 1064 1075 1083
40.0 957 938 932 929 942 955 9717 990 1000
45.0 864 842 835 831 845 860 884 899 913
50.0 768 744 735 729 745 761 788 806 822
55.0 669 642 632 625 641 659 689 709 727
60.0 571 540 528 519 537 556 589 612 633
65.0 475 440 425 414 434 455 492 518 542
70.0 384 344 324 310 331 355 397 427 455
75.0 303 259 233 212 236 265 311 345 375
80.0 236 184 149 123 148 184 238 275 304
85.0 176 124 83.2 51.7 75.8 118 174 211 244
90.0 128 79.6 41.0 5.19 30.6 70.8 123 159 190
95.0 91.2 50.1 20.1 3.37 12.7 41.2 84.9 117 145
100.0 64.7 32.4 13.1 3.55 9.11 24.9 57.8 84.5 109
105.0 47.1 23.3 10.5 3.91 7.83 16.7 40.4 61.0 81.1
110.0 34.8 17.7 9.20 4.28 7.37 14.2 28.4 39.9 52.9
115.0 26.2 15.3 8.56 4.64 7.10 11.5 21.1 30.5 41.5
120.0 22.4 13.4 8.01 5.10 6.83 10.4 18.9 24.9 33.7
125.0 19.8 12.3 7.83 5.55 6.83 10.1 16.8 22.2 28.7
130.0 18.0 11.5 7.56 5.83 6.83 9.65 15.4 20.0 25.4
135.0 16.2 10.6 7.37 6.19 6.83 8.92 13.9 17.8 22.3
140.0 14.3 9.93 7.37 6.46 7.01 8.38 12.2 15.7 19.2
145.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
155.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
165.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
175.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Test System:LSG-1600

Temperature:26.5DEG
Operators:REGAIP DASTAN

Test Date:05-02-2016
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Test Set: 2.0deg/s

C-Gamma (TYPE C)

Humidity:52.0%
Test Distance:9.545 m
Remarks:

LLET 120 NW 120D 42W 220V AC IP66D




