
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000114

NAME: LLET CW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1200mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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LLET

42

220

4560

4560

1

1518

100.0

4560

180,1.0

2.3

97.7

1.1

51.7

1.2

46.0

Test:U:220.6V I:0A P:42.00W PF:0Test:U:220.6V I:0A P:42.00W PF:0Test:U:220.6V I:0A P:42.00W PF:0Test:U:220.6V I:0A P:42.00W PF:0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015 Remarks:Remarks:Remarks:Remarks: LLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66D

Page 1 Of 8Page 1 Of 8Page 1 Of 8Page 1 Of 8



Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000114

NAME: LLET CW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1200mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

1508150815081508 1502150215021502 1502150215021502 1503150315031503 1513151315131513 1508150815081508 1502150215021502 1497149714971497 36.0136.0136.0136.01 36.0136.0136.0136.01

1484148414841484 1477147714771477 1478147814781478 1482148214821482 1493149314931493 1488148814881488 1478147814781478 1471147114711471 106.5106.5106.5106.5 142.5142.5142.5142.5

1445144514451445 1436143614361436 1437143714371437 1446144614461446 1455145514551455 1451145114511451 1437143714371437 1430143014301430 172.8172.8172.8172.8 315.4315.4315.4315.4

1390139013901390 1381138113811381 1381138113811381 1394139413941394 1402140214021402 1399139913991399 1380138013801380 1374137413741374 232.1232.1232.1232.1 547.6547.6547.6547.6

1316131613161316 1310131013101310 1312131213121312 1326132613261326 1334133413341334 1332133213321332 1308130813081308 1302130213021302 282.0282.0282.0282.0 829.6829.6829.6829.6

1215121512151215 1221122112211221 1227122712271227 1245124512451245 1243124312431243 1250125012501250 1221122112211221 1217121712171217 319.9319.9319.9319.9 1150115011501150

1117111711171117 1113111311131113 1131113111311131 1152115211521152 1142114211421142 1150115011501150 1121112111211121 1118111811181118 344.2344.2344.2344.2 1494149414941494

1023102310231023 1008100810081008 1025102510251025 1048104810481048 1046104610461046 1041104110411041 1011101110111011 1003100310031003 355.8355.8355.8355.8 1850185018501850

928.2928.2928.2928.2 903.4903.4903.4903.4 910.2910.2910.2910.2 932.3932.3932.3932.3 949.3949.3949.3949.3 935.4935.4935.4935.4 892.6892.6892.6892.6 886.1886.1886.1886.1 355.4355.4355.4355.4 2205220522052205

832.3832.3832.3832.3 800.0800.0800.0800.0 790.4790.4790.4790.4 815.6815.6815.6815.6 851.7851.7851.7851.7 828.6828.6828.6828.6 769.5769.5769.5769.5 770.1770.1770.1770.1 343.8343.8343.8343.8 2549254925492549

734.4734.4734.4734.4 695.0695.0695.0695.0 669.9669.9669.9669.9 700.3700.3700.3700.3 752.5752.5752.5752.5 721.1721.1721.1721.1 646.4646.4646.4646.4 655.5655.5655.5655.5 321.9321.9321.9321.9 2871287128712871

632.3632.3632.3632.3 589.2589.2589.2589.2 549.5549.5549.5549.5 586.9586.9586.9586.9 649.5649.5649.5649.5 613.6613.6613.6613.6 523.8523.8523.8523.8 542.8542.8542.8542.8 290.9290.9290.9290.9 3162316231623162

526.8526.8526.8526.8 485.2485.2485.2485.2 432.7432.7432.7432.7 477.4477.4477.4477.4 544.8544.8544.8544.8 506.0506.0506.0506.0 405.2405.2405.2405.2 432.4432.4432.4432.4 252.4252.4252.4252.4 3414341434143414

418.5418.5418.5418.5 382.9382.9382.9382.9 322.7322.7322.7322.7 372.1372.1372.1372.1 437.6437.6437.6437.6 402.0402.0402.0402.0 297.0297.0297.0297.0 328.6328.6328.6328.6 208.3208.3208.3208.3 3623362336233623

320.1320.1320.1320.1 289.0289.0289.0289.0 222.7222.7222.7222.7 277.5277.5277.5277.5 336.8336.8336.8336.8 305.5305.5305.5305.5 193.1193.1193.1193.1 238.6238.6238.6238.6 162.1162.1162.1162.1 3785378537853785

241.1241.1241.1241.1 207.2207.2207.2207.2 131.4131.4131.4131.4 192.7192.7192.7192.7 255.5255.5255.5255.5 225.3225.3225.3225.3 104.4104.4104.4104.4 159.1159.1159.1159.1 118.4118.4118.4118.4 3903390339033903

175.0175.0175.0175.0 141.7141.7141.7141.7 60.4960.4960.4960.49 124.8124.8124.8124.8 187.2187.2187.2187.2 157.8157.8157.8157.8 39.7239.7239.7239.72 98.0398.0398.0398.03 80.5180.5180.5180.51 3984398439843984

122.0122.0122.0122.0 91.6591.6591.6591.65 18.4918.4918.4918.49 74.9874.9874.9874.98 132.5132.5132.5132.5 106.2106.2106.2106.2 8.6558.6558.6558.655 55.2155.2155.2155.21 51.2051.2051.2051.20 4035403540354035

81.1781.1781.1781.17 55.3955.3955.3955.39 5.6485.6485.6485.648 41.6341.6341.6341.63 90.5690.5690.5690.56 67.6967.6967.6967.69 2.8242.8242.8242.824 27.6027.6027.6027.60 31.3431.3431.3431.34 4066406640664066

50.7450.7450.7450.74 30.3330.3330.3330.33 5.1015.1015.1015.101 18.4918.4918.4918.49 59.1259.1259.1259.12 37.9037.9037.9037.90 3.1883.1883.1883.188 11.8411.8411.8411.84 18.5418.5418.5418.54 4085408540854085

27.7827.7827.7827.78 12.6612.6612.6612.66 5.1015.1015.1015.101 9.1109.1109.1109.110 33.2533.2533.2533.25 18.8518.8518.8518.85 3.4623.4623.4623.462 6.5596.5596.5596.559 10.1810.1810.1810.18 4095409540954095

14.7514.7514.7514.75 7.1977.1977.1977.197 5.2845.2845.2845.284 5.3755.3755.3755.375 17.9417.9417.9417.94 11.0211.0211.0211.02 3.9173.9173.9173.917 5.6485.6485.6485.648 5.6075.6075.6075.607 4101410141014101

9.1109.1109.1109.110 5.4665.4665.4665.466 5.5575.5575.5575.557 4.9194.9194.9194.919 10.5610.5610.5610.56 7.3797.3797.3797.379 4.3734.3734.3734.373 5.7395.7395.7395.739 3.7663.7663.7663.766 4104410441044104

7.1067.1067.1067.106 5.5575.5575.5575.557 5.9215.9215.9215.921 5.2845.2845.2845.284 6.9246.9246.9246.924 6.3776.3776.3776.377 4.8284.8284.8284.828 5.8305.8305.8305.830 3.0043.0043.0043.004 4107410741074107

6.9246.9246.9246.924 5.8305.8305.8305.830 6.2866.2866.2866.286 5.5575.5575.5575.557 6.1046.1046.1046.104 6.3776.3776.3776.377 5.2845.2845.2845.284 6.0136.0136.0136.013 2.7632.7632.7632.763 4110411041104110

6.9246.9246.9246.924 6.1046.1046.1046.104 6.5596.5596.5596.559 5.8305.8305.8305.830 6.1046.1046.1046.104 6.3776.3776.3776.377 5.6485.6485.6485.648 6.1956.1956.1956.195 2.6652.6652.6652.665 4113411341134113

7.0157.0157.0157.015 6.2866.2866.2866.286 6.8336.8336.8336.833 6.1046.1046.1046.104 6.1956.1956.1956.195 6.5596.5596.5596.559 6.0136.0136.0136.013 6.4686.4686.4686.468 2.5662.5662.5662.566 4115411541154115

7.1067.1067.1067.106 6.5596.5596.5596.559 7.1067.1067.1067.106 6.3776.3776.3776.377 6.4686.4686.4686.468 6.6506.6506.6506.650 6.4686.4686.4686.468 6.7416.7416.7416.741 2.4402.4402.4402.440 4118411841184118

7.2887.2887.2887.288 6.8336.8336.8336.833 7.3797.3797.3797.379 6.7416.7416.7416.741 6.5596.5596.5596.559 6.8336.8336.8336.833 6.8336.8336.8336.833 6.9246.9246.9246.924 2.2762.2762.2762.276 4120412041204120

7.3797.3797.3797.379 7.1067.1067.1067.106 7.5617.5617.5617.561 7.0157.0157.0157.015 6.9246.9246.9246.924 7.0157.0157.0157.015 7.1977.1977.1977.197 7.1977.1977.1977.197 2.0802.0802.0802.080 4122412241224122

7.6527.6527.6527.652 7.3797.3797.3797.379 7.7447.7447.7447.744 7.2887.2887.2887.288 7.1977.1977.1977.197 7.2887.2887.2887.288 7.5617.5617.5617.561 7.3797.3797.3797.379 1.8461.846 4124412441244124

7.7447.7447.7447.744 7.5617.5617.5617.561 7.9267.9267.9267.926 7.5617.5617.5617.561 7.5617.5617.5617.561 7.4707.4707.4707.470 7.7447.7447.7447.744 7.5617.5617.5617.561 1.5811.581 4480

7.9267.9267.9267.926 7.7447.7447.7447.744 8.1088.1088.1088.108 7.7447.7447.7447.744 7.8357.8357.8357.835 7.7447.7447.7447.744 8.0178.0178.0178.017 7.8357.8357.8357.835 1.2791.279 4500

8.1088.1088.1088.108 7.9267.9267.9267.926 8.1998.1998.1998.199 7.9267.9267.9267.926 8.1088.1088.1088.108 7.9267.9267.9267.926 8.1088.1088.1088.108 7.9267.9267.9267.926 0.9440.944 4520

8.2908.2908.2908.290 8.1088.1088.1088.108 8.2908.2908.2908.290 8.0178.0178.0178.017 8.2908.2908.2908.290 8.1088.1088.1088.108 8.1998.1998.1998.199 8.1088.1088.1088.108 0.580

8.3818.3818.3818.381 8.1088.1088.1088.108 8.2908.2908.2908.290 8.1088.1088.1088.108 8.2908.2908.2908.290 8.1998.1998.1998.199 8.1998.1998.1998.199 8.1088.1088.1088.108 0.1960.196 4560

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015 Remarks:Remarks:Remarks:Remarks: LLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66D
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0.196 45600.196 4560

454045404540454045408.108 0.5808.108 0.580

0.944 45200.944 45200.944 45200.944 4520

1.279 45001.279 45001.279 4500

1.581 44801.581 44801.581 4480



Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000114

NAME: LLET CW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1200mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015 Remarks:Remarks:Remarks:Remarks: LLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66D
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000114

NAME: LLET CW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1200mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0760.0760.0760.076 0.1500.1500.1500.150 0.4500.4500.4500.450 0.7600.7600.7600.760 1.51.51.51.5

4.54.54.54.5 6.06.06.06.0 7.67.67.67.6 9.19.19.19.1 12121212

ILLUMINANCE AT MH=10 m,Enadir  = 15.10 lxILLUMINANCE AT MH=10 m,Enadir  = 15.10 lxILLUMINANCE AT MH=10 m,Enadir  = 15.10 lxILLUMINANCE AT MH=10 m,Enadir  = 15.10 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000114

NAME: LLET CW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1200mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000114

NAME: LLET CW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1200mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000114

NAME: LLET CW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1200mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 1518

5.0 1508

10.0 1484

15.0 1445

20.0 1390

25.0 1316

30.0 1215

35.0 1117

40.0 1023

45.0 928

50.0 832

55.0 734

60.0 632

65.0 527

70.0 419

75.0 320

80.0 241

85.0 175

90.0 122

95.0 81.1

100.0 50.7

105.0 27.7

110.0 14.7

115.0 9.11

120.0 7.10

125.0 6.92

130.0 6.92

135.0 7.01

140.0 7.10

145.0 7.28

150.0 7.37

155.0 7.65

160.0 7.74

165.0 7.92

170.0 8.10

175.0 8.29

180.0 8.38

15

1516

1505

1480

1440

1385

1310

1207

1111

1016

922

827

728

626

521

412

314

235

169

117

77.6

47.9

25.3

13.3

7.83

6.01

6.01

6.19

6.37

6.65

6.83

7.10

7.37

7.65

8.01

8.29

8.38

8.38

30

1514

1504

1479

1439

1384

1312

1214

1111

1014

918

819

720

618

514

409

311

232

166

114

74.2

45.1

24.0

12.4

8.01

6.83

6.74

6.83

7.01

7.19

7.28

7.47

7.65

7.83

8.01

8.19

8.29

8.19

45

1512

1502

1477

1436

1381

1310

1221

1113

1008

903

800

695

589

485

383

289

207

142

91.6

55.3

30.3

12.6

7.19

5.46

5.55

5.83

6.10

6.28

6.55

6.83

7.10

7.37

7.56

7.74

7.92

8.10

8.10

60

1512

1502

1477

1437

1381

1312

1228

1130

1018

903

790

680

570

462

360

267

185

120

71.7

38.9

17.6

9.11

6.37

6.10

6.28

6.46

6.55

6.83

6.92

7.19

7.37

7.56

7.74

7.92

8.10

8.19

8.19

75

1511

1501

1476

1435

1379

1309

1225

1129

1022

906

785

663

545

432

325

229

145

81.1

38.6

15.3

5.37

4.09

4.37

4.82

5.19

5.64

5.92

6.28

6.65

6.92

7.19

7.37

7.65

7.83

7.92

8.10

8.10

90

1510

1502

1478

1437

1381

1312

1227

1131

1025

910

790

670

550

433

323

223

131

60.4

18.4

5.64

5.10

5.10

5.28

5.55

5.92

6.28

6.55

6.83

7.10

7.37

7.56

7.74

7.92

8.10

8.19

8.29

8.29

105

1510

1502

1478

1438

1383

1313

1229

1132

1025

910

790

669

548

432

321

219

128

55.5

12.0

3.09

3.37

3.73

4.28

4.73

5.19

5.73

6.10

6.46

6.74

7.19

7.47

7.74

7.92

8.10

8.29

8.38

8.29

120

1509

1503

1481

1443

1390

1322

1239

1144

1040

927

809

689

569

453

345

248

159

89.8

44.0

18.8

7.83

5.55

5.46

5.64

5.92

6.19

6.46

6.65

7.01

7.28

7.47

7.74

7.92

8.01

8.19

8.19

8.19

135

1508

1503

1482

1446

1394

1326

1245

1152

1048

932

816

700

587

477

372

278

193

125

74.9

41.6

18.4

9.11

5.37

4.91

5.28

5.55

5.83

6.10

6.37

6.74

7.01

7.28

7.56

7.74

7.92

8.01

8.10

150

1508

1504

1486

1451

1400

1335

1255

1160

1053

945

838

732

626

520

418

321

238

168

113

72.1

43.0

21.4

11.9

7.83

6.74

6.55

6.65

6.74

6.92

7.10

7.28

7.47

7.65

7.83

7.92

8.10

8.19

165

1507

1504

1486

1452

1402

1337

1255

1155

1053

953

854

752

649

547

443

343

259

188

131

88.5

56.5

31.1

15.9

9.29

6.46

5.92

6.10

6.19

6.37

6.65

6.83

7.01

7.28

7.56

7.74

7.92

8.10

180

1518

1513

1493

1455

1402

1334

1243

1142

1046

949

852

753

650

545

438

337

256

187

133

90.5

59.1

33.2

17.9

10.5

6.92

6.10

6.10

6.19

6.46

6.55

6.92

7.19

7.56

7.83

8.10

8.29

8.29

195

1516

1511

1492

1456

1404

1336

1246

1146

1050

955

859

759

657

552

445

345

263

194

139

96.0

63.5

36.8

20.9

12.5

8.47

7.10

6.83

6.83

6.92

7.01

7.10

7.28

7.47

7.74

8.01

8.19

8.38

210

1514

1510

1490

1453

1401

1333

1246

1144

1044

944

843

742

636

531

425

326

245

177

123

82.0

51.7

24.2

14.1

8.38

6.10

5.73

5.92

6.10

6.28

6.46

6.65

6.92

7.19

7.56

7.74

8.01

8.10

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015 Remarks:Remarks:Remarks:Remarks: LLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000114

NAME: LLET CW 120D 42W 220V AC IP66D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1200mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 1512

5.0 1508

10.0 1488

15.0 1451

20.0 1399

25.0 1332

30.0 1250

35.0 1150

40.0 1041

45.0 935

50.0 829

55.0 721

60.0 614

65.0 506

70.0 402

75.0 306

80.0 225

85.0 158

90.0 106

95.0 67.6

100.0 37.9

105.0 18.8

110.0 11.0

115.0 7.37

120.0 6.37

125.0 6.37

130.0 6.37

135.0 6.55

140.0 6.65

145.0 6.83

150.0 7.01

155.0 7.28

160.0 7.47

165.0 7.74

170.0 7.92

175.0 8.10

180.0 8.19

240

1512

1506

1484

1446

1392

1324

1241

1145

1037

919

802

688

573

462

356

262

180

116

69.8

38.4

17.2

8.29

5.01

4.73

5.01

5.28

5.55

5.92

6.19

6.46

6.83

7.10

7.37

7.65

7.83

8.01

8.10

255

1511

1504

1481

1443

1388

1318

1234

1136

1029

915

793

670

550

434

324

228

143

79.9

39.7

15.6

7.47

5.37

5.19

5.37

5.55

5.83

6.10

6.37

6.65

6.92

7.19

7.47

7.65

7.92

8.01

8.19

8.19

270

1510

1502

1478

1437

1380

1308

1221

1121

1011

893

770

646

524

405

297

193

104

39.7

8.65

2.82

3.18

3.46

3.91

4.37

4.82

5.28

5.64

6.01

6.46

6.83

7.19

7.56

7.74

8.01

8.10

8.19

8.19

285

1510

1501

1476

1434

1377

1304

1218

1118

1008

891

769

646

524

406

294

195

105

37.9

7.74

4.73

4.64

4.73

4.91

5.19

5.55

5.83

6.28

6.55

6.83

7.10

7.37

7.56

7.74

8.01

8.10

8.29

8.38

300

1509

1498

1472

1430

1373

1301

1214

1115

1006

888

764

640

519

403

298

199

117

58.8

23.7

6.83

3.55

3.64

4.09

4.46

4.82

5.28

5.64

6.01

6.37

6.65

7.01

7.19

7.47

7.74

7.92

8.01

8.10

315

1508

1497

1471

1430

1374

1302

1217

1118

1003

886

770

656

543

432

329

239

159

98.0

55.2

27.6

11.8

6.55

5.64

5.73

5.83

6.01

6.19

6.46

6.74

6.92

7.19

7.37

7.56

7.83

7.92

8.10

8.10

330

1508

1496

1470

1428

1371

1298

1207

1097

991

884

777

670

562

455

354

262

184

123

76.3

43.7

20.9

9.38

5.64

5.01

5.19

5.55

5.73

6.01

6.37

6.65

6.83

7.10

7.37

7.65

7.92

8.01

8.10

345

1507

1495

1469

1428

1370

1295

1195

1093

995

897

797

695

592

486

381

287

212

149

100

63.4

36.5

17.2

10.0

7.01

6.46

6.46

6.55

6.65

6.83

7.01

7.19

7.47

7.74

7.92

8.10

8.19

8.19

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEGTemperature:24.6DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015Test Date:10-15-2015 Remarks:Remarks:Remarks:Remarks: LLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66DLLET CW 120D 42W 220V AC IP66D
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