Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000962

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLET 120 NW 120D 42W 220V AC IP66S TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mq SERIAL No.:
TEST DATA:
MODEL: LLET Imax(cd) : 1790 n street_up(%): 2.0
NOMINAL POWER (W) : 42 MAXIMUM(C, ¥: 0,5.0 n street down (%): 51.2
RATED VOLTAGE (V) : 220 TOTAL FLUX (1m) : 4881 n house_up (%) 2.1
NOMINAL FLUX (1lm) : 4880.7 EFFICIENCY (%) : 100.0 n house down(%): 44 .8
TEST FLUX(1lm: 4881 n up(%): 4.1
LAMPS QUANTITY: 1 n down(%): 95.9

INTENSITY DISTRIBUTION DIAGRAM INTENSITY DISTRIBUTION DIAGRAM

IN C PLANS IN C PLANS

LUMINOUS INTENSITY DISTRIBUTION

1790
c0/180 A
c30421 Ahkh\kk
C60/240 ;7 N
1432 €90/27p
-120 20 \
: \
9
3 1074
= \
-90 920 3
%) \
: / 0
g 716 A
“ \
-60
UNIT:cd
c0/180 358 \
—— C30/210 Y,
C60/240 \’\
0 —
AVERAGE BEAM ANGLE (50%) :107.4 DEG ©90/270
0
-90 -60 -30 0 30 60 20
ANGLE (DEG)
Test:U:220.8V I:0.191A P:41.24W PF:0.973
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:26.2DEG Humidity:52.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66S
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000962

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLET 120 NW 120D 42W 220V AC IP66S TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mm SERIAL No.:
¥ Co Cc45 C90 Cl135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 1790 1689 1669 1684 1700 1691 1675 1651 0- 5 40.22 40.22
10.0 1658 1754 1644 1692 1723 1712 1660 1763 5- 10 121.4 161.6
15.0 1540 1626 1602 1598 1615 1625 1627 1668 10- 15 195.1 356.8
20.0 1476 1501 1550 1516 1545 1545 1574 1540 15- 20 258.7 615.6
25.0 1407 1406 1482 1429 1477 1453 1512 1432 20- 25 313.3 928.9
30.0 1271 1318 1414 1352 1411 1388 1449 1339 25- 30 355.3 1284
35.0 1190 1218 1337 1240 1240 1280 1373 1240 30- 35 383.2 1668
40.0 1086 1098 1237 1135 1123 1167 1273 1130 35- 40 395.6 2063
45.0 997.4 1007 1099 984.1 1049 1011 1131 1041 40- 45 395.8 2459
50.0 913.2 883.3 921.6 830.8 990.0 875.5 955.0 934.3 45- 50 383.7 2843
55.0 912.3 741.2 721.9 742.1 969.1 783.1 753.9 784.2 50- 55 367.5 3210
60.0 793.2 642.7 542.1 639.7 888.3 679.8 567.1 656.2 55- 60 341.7 3552
65.0 690.4 549.9 384.0 551.6 751.3 600.0 405.2 564.9 60- 65 300.6 3853
70.0 540.2 483.9 246.0 489.0 676.5 535.1 260.0 468.5 65- 70 255.0 4108
75.0 440.2 371.2 134.4 368.8 510.0 409.4 140.8 398.8 70- 75 202.0 4310
80.0 363.9 258.2 61.77 254.7 399.2 289.9 63.95 274.5 75- 80 149.5 4459
85.0 426.4 187.8 20.13 186.3 411.9 218.2 20.04 196.2 80- 85 120.0 4579
90.0 293.2 177.9 5.284 156.2 284.2 187.1 3.279 165.7 85- 90 102.5 4682
95.0 90.01 130.6 4.828 102.4 242.2 124.9 3.188 127.4 90- 95 68.62 4751
100.0 62.95 113.4 5.101 65.68 93.74 85.91 3.644 127.8 95-100 41.32 4792
105.0 45.46 40.99 5.557 66.32 60.85 70.60 4.190 48.37 100-105 23.43 4815
110.0 35.07 24.32 6.195 29.51 43.00 37.08 4.828 28.15 105-110 15.18 4831
115.0 32.16 20.40 6.741 20.04 36.35 24.50 5.193 21.59 110-115 11.10 4842
120.0 31.52 20.49 7.197 18.22 33.16 21.68 5.648 20.68 115-120 9.624 4851
125.0 30.61 19.67 7.379 17.12 32.43 19.67 6.013 19.49 120-125 8.745 4860
130.0 28.69 19.31 7.561 15.85 28.78 17.94 6.559 19.49 125-130 7.863 4868
135.0 26.51 17.40 7.835 14.75 25.96 16.30 7.015 17.40 130-135 6.927 4875
140.0 23.14 14.94 8.108 13.57 23.87 14.66 7.470 15.12 135-140 5.843 4881
145.0 0 0 0 0 0 0 0 0 140-145 0 4881
150.0 0 0 0 0 0 0 0 0 145-150 0 4881
155.0 0 0 0 0 0 0 0 0 150-155 0 4881
160.0 0 0 0 0 0 0 0 0 155-160 0 4881
165.0 0 0 0 0 0 0 0 0 160-165 0 4881
170.0 0 0 0 0 0 0 0 0 165-170 0 4881
175.0 0 0 0 0 0 0 0 0 170-175 0 4881
180.0 0 0 0 0 0 0 0 0 175-180 0 4881
DEG LUMINOUS INTENSITY:cd UNIT:1m
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:26.2DEG Humidity:52.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66S
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000962

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLET 120 NW 120D 42W 220V AC IP66S TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET

DIMENSION: 1215x94x80mq SERIAL No.:
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Test System:LSG-1600
Temperature:26.2DEG
Operators:REGAIP DASTAN
Test Date:05-02-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:52.0%

Test Distance:9.545 m

Remarks: LLET 120 NW 120D 42W 220V AC
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Fiberli -

PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000962

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLET 120 NW 120D 42W 220V AC IP66S

TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET

SERIAL No.:

DIMENSION: 1215x94x80mq

ILLUMINANCE AT MH=10 m,Enadir = 16.78 1x

STREET SIDE D/MH HOUSE SIDE
=

0.084

-3 -2 -1 0

RATIO OF DISTANCE TO MOUNTING HEIGHT

0.170 0.500 0.840 1.7

6.7 8.4 10 13

Test System:LSG-1600
Temperature:26.2DEG

Test Set: 2.0deg/s
Humidity:52.0%

C-Gamma (TYPE C)

Operators:REGAIP DASTAN
Test Date:05-02-2016

Test Distance:9.545 m
Remarks: LLET 120 NW 120D 42W 220V AC IP66S
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000962

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLET 120 NW 120D 42W 220V AC IP66S TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mn} SERIAL No.:

UNIT:cd
5% 89
— 10% 179
20% 358
___ 30% 537
40% 716
__ 50% 895
___ 60% 1074
_ 70% 1253
___ 80% 1432
20% 1611
Imax=100% 1790
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:26.2DEG Humidity:52.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66S
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000962

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

NAME: LLET 120 NW 120D 42W 220V AC IP66S TYPE:LED LINE WEIGHT:

DIMENSION: 1215x94x80mq SERIAL No.:

C180 C165 HOUSE SIDE
C150

C195

C345 co C15
Max @ y = 5.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:26.2DEG Humidity:52.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66S
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Fiberli -

PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number:

0000962

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

Temperature:26.2DEG
Operators:REGAIP DASTAN
Test Date:05-02-2016

Humidity:52.0%
Test Distance:9.545 m
Remarks:

Page 7 Of 8

NAME: LLET 120 NW 120D 42W 220V AC IP66S TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mm SERIAL No.:
UNIT: cd
C (DEG)

; (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 1653 1652 1662 1668 1675 1676 1678 1677 1676 1673 1666 1654 1653 1652 1662
5.0 1790 1782 1746 1689 1637 1638 1669 1673 1678 1684 1690 1691 1700 1699 1698
10.0 1658 1670 1718 1754 1718 1608 1644 1658 1683 1692 1681 1675 1723 1715 1712
15.0 1540 1542 1579 1626 1715 1620 1602 1634 1641 1598 1581 1584 1615 1608 1605
20.0 1476 1473 1472 1501 1584 1632 1550 1593 1540 1516 1507 1501 1545 1538 1536
25.0 1407 1419 1408 1406 1455 1566 1482 1507 1452 1429 1439 1433 1477 1472 1470
30.0 1271 1249 1322 1318 1340 1450 1414 1381 1342 1352 1357 1361 1411 1404 1387
35.0 1190 1224 1201 1218 1227 1312 1337 1249 1261 1240 1242 1195 1240 1242 1265
40.0 1086 1091 1121 1098 1110 1155 1237 1126 1146 1135 1081 1082 1123 1110 1109
45.0 997 1010 996 1007 966 1020 1099 991 1003 984 982 1004 1049 1044 1011
50.0 913 899 898 883 875 883 922 871 869 831 875 944 990 969 909
55.0 912 855 787 741 761 726 722 731 743 742 819 911 969 932 854
60.0 793 803 737 643 613 570 542 572 592 640 777 827 888 869 819
65.0 690 677 665 550 487 410 384 403 465 552 674 700 751 737 704
70.0 540 554 543 484 373 279 246 269 352 489 551 621 677 655 585
75.0 440 430 414 371 262 172 134 160 253 369 444 463 510 497 468
80.0 364 354 329 258 182  92.1 61.7 83.0 169 255 329 364 399 386 349
85.0 426 401 308 188 111  42.9 20.1 35.7 99.4 186 309 374 412 394 326
90.0 293 355 291 178  66.7 19.7 5.28 14.0 61.1 156 252 252 284 280 264
95.0 90.0 102 215 131  55.3 11.2 4.82 7.83 40.3 102 157 221 242 226 168
100.0 62.9 59.4 69.6 113  34.3 9.83 5.10 6.92 27.4 65.6 121  85.0 93.7 100 125
105.0 45.4 41.4 43,0 40.9 35.9 8.83 5.55 6.83 19.3 66.3 53.3 54.2 60.8 60.6 54.1
110.0 35.0  30.4 30.1 24.3 22.8 8.0l 6.19 7.19 18.4 29.5 33.9 38.7 43.0 43.3 32.4
115.0 32.1  29.3 27.0 20.4 16.1 8.19 6.74 7.74 15.3 20.0 27.8 32.2 36.3 35.4 28.0
120.0 31.5 28.6 25.5 20.4 14.4 8.38 7.19 8.47 12.8 18.2 25.4 28.8 33.1 31.7 25.3
125.0 30.6 28.0 25.2 19.6 14.1 8.56 7.37 9.0l 12.4 17.1 22.6 27.9 32.4 29.8 23.5
130.0 28.6 26.6 24.8 19.3 13.3 8.56 7.56 9.38 11.9 15.8 21.5 25.1 28.7 27.1 22.0
135.0 26.5 25.5 23.6 17.4 12.0 8.65 7.83 9.65 11.2 14.7 19.5 22.7 25.9 24.4 20.0
140.0 23.1 22.3 20.7 14.9 10.9 8.83 8.10 9.93 10.7 13.5 18.0 21.0 23.8 22.3 18.4
145.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
155.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
165.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
175.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)

LLET 120 NW 120D 42W 220V AC IP66S




Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000962

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLET 120 NW 120D 42W 220V AC IP66S TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE ET DIMENSION: 1215x94x80mm SERIAL No.:
UNIT: cd
C (DEG)
; (DEG) 225 240 255 270 285 300 315 330 345
0.0 1668 1675 1676 1678 1677 1676 1673 1666 1654
5.0 1691 1684 1679 1675 1649 1633 1651 1706 1746
10.0 1712 1698 1671 1660 1614 1690 1763 1740 1694
15.0 1625 1663 1657 1627 1595 1731 1668 1605 1554
20.0 1545 1560 1616 1574 1602 1633 1540 1493 1469
25.0 1453 1469 1522 1512 1583 1488 1432 1421 1427
30.0 1388 1362 1399 1449 1494 1367 1339 1345 1265
35.0 1280 1291 1287 1373 1367 1268 1240 1188 1256
40.0 1167 1160 1160 1273 1221 1146 1130 1151 1107
45.0 1011 1034 1038 1131 1072 1002 1041 1017 1027
50.0 876 915 928 955 930 866 934 906 907
55.0 783 770 776 754 778 784 784 798 841
60.0 680 610 609 567 612 641 656 720 823
65.0 600 498 442 405 447 495 565 675 691
70.0 535 385 306 260 299 381 469 557 589
75.0 409 284 196 141 185 270 399 425 444
80.0 290 195 111 63.9 101 174 275 328 366
85.0 218 118  53.7 20.0 47.0 107 196 275 403
90.0 187  72.0 24.6 3.27 20.1 62.5 166 280 395
95.0 125  49.5 13.4 3.18 11.2 47.9 127 258 129
100.0 85.9 31.2 10.6 3.64 9.74 31.4 128  71.1  68.0
105.0 70.6 22.1 9.29 4.19 8.92 26.6 48.3 41.6 45.6
110.0 37.0 23.7 8.74 4.82 8.10 22.1 28.1 27.6 33.2
115.0 24.5 17.0 8.65 5.19 7.92 14.2 21.5 24.8 30.3
120.0 21.6 13.4 8.83 5.64 7.74 12.4 20.6 23.3 29.1
125.0 19.6 12.5 9.01 6.01 7.65 12.1 19.4 23.4 29.1
130.0 17.9 12.0 9.20 6.55 7.74 11.7 19.4 23.5 26.4
135.0 16.3 11.1 9.38 7.01 7.92 10.9 17.4 22.2 25.6
140.0 14.6 10.6 9.47 7.47 7.92 9.83 15.1 19.8 22.5
145.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
155.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
165.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
175.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:26.2DEG Humidity:52.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:05-02-2016 Remarks: LLET 120 NW 120D 42W 220V AC IP66S
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