Proje 1

Isiklik: FIBERLI --- LLGEN 100 CW 120D 3W 220V AC IP44
Lambalar: 1 x LLGEN 100 CW 120D 3W 220V AC 1P44

isleyen
Telefon
Faks
e-Posta

DIALuUX

FIBERLI --- LLGEN 100 CW 120D 3W 220V AC IP44 / LVK (Polar)

105° 105°
90° 90°
75° 75°
60° 60°
45° 45°
600
30° 15° 0° 15° 30°
cd/kim n=100%

—C0-C180 —(C90-C270

DIALux 4.12 by DIAL GmbH

Sayfa 1



Proje 1

isleyen
Telefon
Faks
e-Posta

DIALuUX

FIBERLI --- LLGEN 100 CW 120D 3W 220V AC IP44 / Koni diyagrami

Isiklik: FIBERLI --- LLGEN 100 CW 120D 3W 220V AC IP44
Lambalar: 1 x LLGEN 100 CW 120D 3W 220V AC 1P44

E(0°) 209

E(C90)  30.5° 67

E(CO)  43.8° 39

E(0°) 52

E(C90)  30.5° 17

E(CO)  43.8° 10

E(0°) 23

E(C90)  30.5° 7

E(CO)  43.8° 4

E(0°) 13

E(C90)  30.5° 4

E(CO)  43.8° 2

E(0°) 8

2.95 E(C90)  30.5° 3

2.5 4.79 E(CO)  43.8° 2
E(0°) 6

3.53 E(C90)  30.5° 2

3.0 5.75 E(CO)  43.8° 1
Acikhk [m] Koni capi [m] Aydinlik [Ix]

CO0 - C180 (Yari deger agisi: 87.6°)
— (90 - C270 (Yari deger agisi: 61.0°)
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