
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000115

NAME: LLGEN 100 CW 120D 3W 220V AC IP44 TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE GEN DIMENSION: 101x94x62mm SERIAL No.:---

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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3
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Test:U:220.8V I:0.037A P:3.000W PF:0.488Test:U:220.8V I:0.037A P:3.000W PF:0.488Test:U:220.8V I:0.037A P:3.000W PF:0.488Test:U:220.8V I:0.037A P:3.000W PF:0.488

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016 Remarks:Remarks:Remarks:Remarks: LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000115

NAME: LLGEN 100 CW 120D 3W 220V AC IP44 TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE GEN DIMENSION: 101x94x62mm SERIAL No.:---

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

23.5023.5023.5023.50 22.8622.8622.8622.86 23.3223.3223.3223.32 23.2323.2323.2323.23 23.8723.8723.8723.87 24.7824.7824.7824.78 25.6925.6925.6925.69 24.6924.6924.6924.69 0.5750.5750.5750.575 0.5750.5750.5750.575

22.6822.6822.6822.68 21.3121.3121.3121.31 21.4121.4121.4121.41 21.8621.8621.8621.86 23.3223.3223.3223.32 25.7825.7825.7825.78 27.2427.2427.2427.24 25.4125.4125.4125.41 1.7041.7041.7041.704 2.2792.2792.2792.279

21.4121.4121.4121.41 19.0419.0419.0419.04 19.4019.4019.4019.40 19.7719.7719.7719.77 22.4122.4122.4122.41 26.6026.6026.6026.60 28.7828.7828.7828.78 26.0526.0526.0526.05 2.7582.7582.7582.758 5.0385.0385.0385.038

20.0420.0420.0420.04 16.8516.8516.8516.85 16.8516.8516.8516.85 17.6717.6717.6717.67 21.2221.2221.2221.22 27.1427.1427.1427.14 30.3330.3330.3330.33 26.5126.5126.5126.51 3.7023.7023.7023.702 8.7408.7408.7408.740

18.4918.4918.4918.49 14.4814.4814.4814.48 14.4814.4814.4814.48 15.3015.3015.3015.30 19.6719.6719.6719.67 27.6027.6027.6027.60 31.7031.7031.7031.70 26.8726.8726.8726.87 4.5164.5164.5164.516 13.2513.2513.2513.25

16.7616.7616.7616.76 12.5712.5712.5712.57 12.2912.2912.2912.29 13.3913.3913.3913.39 18.0318.0318.0318.03 27.8727.8727.8727.87 33.1633.1633.1633.16 27.0527.0527.0527.05 5.2105.2105.2105.210 18.4618.4618.4618.46

15.0315.0315.0315.03 10.7510.7510.7510.75 10.3810.3810.3810.38 11.4711.4711.4711.47 16.3916.3916.3916.39 28.1528.1528.1528.15 34.6234.6234.6234.62 27.2427.2427.2427.24 5.7905.7905.7905.790 24.2524.2524.2524.25

13.3013.3013.3013.30 9.2019.2019.2019.201 8.6558.6558.6558.655 9.8399.8399.8399.839 14.6614.6614.6614.66 28.4228.4228.4228.42 36.3536.3536.3536.35 27.2427.2427.2427.24 6.2836.2836.2836.283 30.5430.5430.5430.54

11.6611.6611.6611.66 7.7447.7447.7447.744 7.1067.1067.1067.106 8.3818.3818.3818.381 12.9312.9312.9312.93 28.5128.5128.5128.51 38.5338.5338.5338.53 27.3327.3327.3327.33 6.7076.7076.7076.707 37.2437.2437.2437.24

10.1110.1110.1110.11 6.5596.5596.5596.559 5.8305.8305.8305.830 7.1067.1067.1067.106 11.2011.2011.2011.20 28.6028.6028.6028.60 41.0841.0841.0841.08 27.4227.4227.4227.42 7.0917.0917.0917.091 44.3444.3444.3444.34

8.5648.5648.5648.564 5.6485.6485.6485.648 4.8284.8284.8284.828 5.9215.9215.9215.921 9.6579.6579.6579.657 28.6928.6928.6928.69 44.0044.0044.0044.00 27.4227.4227.4227.42 7.4397.4397.4397.439 51.7851.7851.7851.78

7.1977.1977.1977.197 4.7374.7374.7374.737 4.0994.0994.0994.099 5.0105.0105.0105.010 8.1088.1088.1088.108 28.6028.6028.6028.60 47.2847.2847.2847.28 27.1427.1427.1427.14 7.7587.7587.7587.758 59.5359.5359.5359.53

6.0136.0136.0136.013 4.0084.0084.0084.008 3.5533.5533.5533.553 4.2824.2824.2824.282 6.7416.7416.7416.741 28.1528.1528.1528.15 50.2950.2950.2950.29 26.5126.5126.5126.51 8.0178.0178.0178.017 67.5567.5567.5567.55

5.0105.0105.0105.010 3.4623.4623.4623.462 3.0973.0973.0973.097 3.5533.5533.5533.553 5.4665.4665.4665.466 26.9626.9626.9626.96 51.3851.3851.3851.38 24.9624.9624.9624.96 8.1028.1028.1028.102 75.6575.6575.6575.65

4.2824.2824.2824.282 2.8242.8242.8242.824 2.6422.6422.6422.642 3.0063.0063.0063.006 4.4644.4644.4644.464 24.0524.0524.0524.05 46.2846.2846.2846.28 21.5921.5921.5921.59 7.6777.6777.6777.677 83.3383.3383.3383.33

3.5533.5533.5533.553 2.3682.3682.3682.368 2.2772.2772.2772.277 2.5502.5502.5502.550 3.7353.7353.7353.735 17.4917.4917.4917.49 28.6928.6928.6928.69 14.5714.5714.5714.57 6.1436.1436.1436.143 89.4889.4889.4889.48

2.5502.5502.5502.550 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0952.0952.0952.095 2.7332.7332.7332.733 8.1088.1088.1088.108 8.6558.6558.6558.655 6.0136.0136.0136.013 3.3793.3793.3793.379 92.8592.8592.8592.85

1.7311.7311.7311.731 1.7311.7311.7311.731 1.8221.8221.8221.822 1.7311.7311.7311.731 1.9131.9131.9131.913 2.2772.2772.2772.277 1.8221.8221.8221.822 2.0952.0952.0952.095 1.4091.4091.4091.409 94.2694.2694.2694.26

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016 Remarks:Remarks:Remarks:Remarks: LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000115

NAME: LLGEN 100 CW 120D 3W 220V AC IP44 TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE GEN DIMENSION: 101x94x62mm SERIAL No.:---

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016 Remarks:Remarks:Remarks:Remarks: LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000115

NAME: LLGEN 100 CW 120D 3W 220V AC IP44 TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE GEN DIMENSION: 101x94x62mm SERIAL No.:---

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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0.0010.0010.0010.001 0.0030.0030.0030.003 0.0080.0080.0080.008 0.0130.0130.0130.013 0.0260.0260.0260.026

0.0780.0780.0780.078 0.1000.1000.1000.100 0.1300.1300.1300.130 0.1600.1600.1600.160 0.2100.2100.2100.210

ILLUMINANCE AT MH=10 m,Enadir  = 0.24 lxILLUMINANCE AT MH=10 m,Enadir  = 0.24 lxILLUMINANCE AT MH=10 m,Enadir  = 0.24 lxILLUMINANCE AT MH=10 m,Enadir  = 0.24 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016 Remarks:Remarks:Remarks:Remarks: LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000115

NAME: LLGEN 100 CW 120D 3W 220V AC IP44 TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE GEN DIMENSION: 101x94x62mm SERIAL No.:---

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0
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Imax=100%     51

 5%      3

10%      5

20%     10

30%     15

40%     21

50%     26

60%     31

70%     36

80%     41

90%     46

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016 Remarks:Remarks:Remarks:Remarks: LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000115

NAME: LLGEN 100 CW 120D 3W 220V AC IP44 TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE GEN DIMENSION: 101x94x62mm SERIAL No.:---

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

C0 C15
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C45
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C75
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C120

C135

C150

C165C180C195

C210

C225
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C255
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C285

C300

C315

C330

C345

Max @   = 69.0DEGγγγγ

HOUSE SIDE

STREET SIDE

0.0

11.0

22.0

33.0

44.0

55.0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016 Remarks:Remarks:Remarks:Remarks: LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000115

NAME: LLGEN 100 CW 120D 3W 220V AC IP44 TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE GEN DIMENSION: 101x94x62mm SERIAL No.:---

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 23.9

5.0 23.5

10.0 22.6

15.0 21.4

20.0 20.0

25.0 18.4

30.0 16.7

35.0 15.0

40.0 13.3

45.0 11.6

50.0 10.1

55.0 8.56

60.0 7.19

65.0 6.01

70.0 5.01

75.0 4.28

80.0 3.55

85.0 2.55

90.0 1.73

15

23.8

23.2

22.1

20.6

19.0

17.0

15.0

13.1

11.2

9.74

8.19

6.92

5.83

4.91

4.09

3.46

2.91

2.27

1.73

30

24.0

23.3

22.1

20.1

17.9

16.0

13.9

11.9

10.3

8.74

7.47

6.46

5.46

4.64

3.82

3.27

2.73

2.18

1.73

45

23.7

22.8

21.3

19.0

16.8

14.4

12.5

10.7

9.20

7.74

6.55

5.64

4.73

4.00

3.46

2.82

2.36

2.00

1.73

60

24.1

23.2

21.4

19.3

16.6

14.5

12.3

10.5

8.92

7.65

6.37

5.46

4.55

4.00

3.37

2.82

2.36

2.09

1.82

75

23.8

22.8

20.8

18.6

16.1

13.8

11.8

9.93

8.19

6.83

5.73

4.82

4.09

3.46

3.00

2.55

2.27

1.91

1.73

90

24.2

23.3

21.4

19.4

16.8

14.4

12.2

10.3

8.65

7.10

5.83

4.82

4.09

3.55

3.09

2.64

2.27

2.00

1.82

105

23.8

22.9

21.0

19.0

16.4

14.2

12.1

10.1

8.47

7.01

5.83

4.82

4.09

3.46

3.00

2.55

2.27

1.91

1.73

120

24.1

23.5

21.7

19.8

17.3

15.1

12.9

11.1

9.38

7.92

6.74

5.64

4.73

4.09

3.46

2.91

2.55

2.09

1.82

135

23.8

23.2

21.8

19.7

17.6

15.3

13.3

11.4

9.83

8.38

7.10

5.92

5.01

4.28

3.55

3.00

2.55

2.09

1.73

150

24.1

23.5

22.7

21.1

19.0

17.1

14.9

12.8

11.2

9.56

8.19

7.01

5.92

5.01

4.19

3.46

2.82

2.27

1.82

165

23.9

23.6

22.8

21.6

20.1

18.3

16.3

14.3

12.5

10.8

9.20

7.83

6.55

5.46

4.55

3.73

3.00

2.36

1.73

180

23.9

23.8

23.3

22.4

21.2

19.6

18.0

16.3

14.6

12.9

11.2

9.65

8.10

6.74

5.46

4.46

3.73

2.73

1.91

195

23.8

24.1

24.0

23.6

23.0

22.1

21.1

19.9

18.6

17.4

16.0

14.6

13.1

11.5

9.93

8.19

6.37

3.91

2.00

210

24.0

24.5

25.0

25.1

25.1

24.9

24.5

24.0

23.4

22.6

21.7

20.8

19.6

18.3

16.6

14.1

10.1

5.19

1.91

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016 Remarks:Remarks:Remarks:Remarks: LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000115

NAME: LLGEN 100 CW 120D 3W 220V AC IP44 TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE GEN DIMENSION: 101x94x62mm SERIAL No.:---

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 23.7

5.0 24.7

10.0 25.7

15.0 26.6

20.0 27.1

25.0 27.6

30.0 27.8

35.0 28.1

40.0 28.4

45.0 28.5

50.0 28.6

55.0 28.6

60.0 28.6

65.0 28.1

70.0 26.9

75.0 24.0

80.0 17.4

85.0 8.10

90.0 2.27

240

24.1

25.4

26.6

27.8

28.9

29.8

30.7

31.7

32.6

33.7

34.8

36.2

37.6

38.7

38.5

34.7

23.9

8.74

1.82

255

23.8

25.2

26.8

28.2

29.7

31.0

32.3

33.7

35.2

37.0

39.3

41.9

44.7

47.5

49.0

45.1

30.1

10.3

2.45

270

24.2

25.6

27.2

28.7

30.3

31.7

33.1

34.6

36.3

38.5

41.0

44.0

47.2

50.2

51.3

46.2

28.6

8.65

1.82

285

23.8

25.2

26.6

28.0

29.5

30.7

32.0

33.4

34.9

36.8

39.0

41.6

44.4

47.1

48.2

43.6

27.6

9.01

2.36

300

24.1

25.3

26.4

27.5

28.5

29.4

30.2

31.0

31.9

32.9

34.2

35.4

36.6

37.3

36.5

31.7

20.4

6.83

1.82

315

23.8

24.6

25.4

26.0

26.5

26.8

27.0

27.2

27.2

27.3

27.4

27.4

27.1

26.5

24.9

21.5

14.5

6.01

2.09

330

24.1

24.4

24.5

24.5

24.3

23.9

23.5

22.8

22.1

21.4

20.4

19.4

18.3

16.9

15.1

12.3

8.29

3.91

1.73

345

23.9

23.9

23.5

22.9

22.1

21.0

19.9

18.7

17.4

16.1

14.7

13.3

11.9

10.4

9.01

7.47

5.46

3.27

1.82

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016Test Date:11-07-2016 Remarks:Remarks:Remarks:Remarks: LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44LLGEN 100 CW 120D 3W 220V AC IP44
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