
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000055

NAME: LLW1 BT30 CW 120D 7.2W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE w1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd

C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):136.0 DEG

0.0

15.1

30.2

45.3

60.4

75.5

INTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAM

IN C PLANSIN C PLANSIN C PLANSIN C PLANS

INTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAM

IN C PLANSIN C PLANSIN C PLANSIN C PLANS

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

15

30

45

60

76

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180

C30/210

C60/240

C90/270

TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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LLW1

7.2

220

315.5

315.4

1

75.70

100.0

315.4

345,3.0

12.5

87.5

6.2

46.6

6.3

40.9

Test:U:220.6V I:0.086A P:7.200W PF:0.508Test:U:220.6V I:0.086A P:7.200W PF:0.508Test:U:220.6V I:0.086A P:7.200W PF:0.508Test:U:220.6V I:0.086A P:7.200W PF:0.508

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44D
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000055

NAME: LLW1 BT30 CW 120D 7.2W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE w1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

75.5275.5275.5275.52 75.1675.1675.1675.16 75.1675.1675.1675.16 75.2575.2575.2575.25 75.4375.4375.4375.43 75.3475.3475.3475.34 75.0775.0775.0775.07 75.4375.4375.4375.43 1.8021.8021.8021.802 1.8021.8021.8021.802

74.9874.9874.9874.98 74.2574.2574.2574.25 74.2574.2574.2574.25 74.5274.5274.5274.52 74.9874.9874.9874.98 74.7974.7974.7974.79 74.0774.0774.0774.07 74.7074.7074.7074.70 5.3575.3575.3575.357 7.1607.1607.1607.160

73.8873.8873.8873.88 72.8872.8872.8872.88 72.5272.5272.5272.52 73.0673.0673.0673.06 73.8873.8873.8873.88 73.5273.5273.5273.52 72.4372.4372.4372.43 73.5273.5273.5273.52 8.7508.7508.7508.750 15.9115.9115.9115.91

72.4372.4372.4372.43 70.8870.8870.8870.88 70.2470.2470.2470.24 71.0671.0671.0671.06 72.4372.4372.4372.43 71.7971.7971.7971.79 69.9769.9769.9769.97 71.6171.6171.6171.61 11.8711.8711.8711.87 27.7827.7827.7827.78

70.6970.6970.6970.69 68.3368.3368.3368.33 67.2367.2367.2367.23 68.5168.5168.5168.51 70.5170.5170.5170.51 69.4269.4269.4269.42 66.9666.9666.9666.96 69.3369.3369.3369.33 14.6514.6514.6514.65 42.4442.4442.4442.44

68.5168.5168.5168.51 65.4165.4165.4165.41 63.8663.8663.8663.86 65.5965.5965.5965.59 68.3368.3368.3368.33 66.5966.5966.5966.59 63.5063.5063.5063.50 66.5066.5066.5066.50 17.0017.0017.0017.00 59.4559.4559.4559.45

66.0566.0566.0566.05 62.2262.2262.2262.22 59.8559.8559.8559.85 62.3162.3162.3162.31 65.8765.8765.8765.87 63.5063.5063.5063.50 59.4059.4059.4059.40 63.4163.4163.4163.41 18.8818.8818.8818.88 78.3378.3378.3378.33

63.4163.4163.4163.41 58.6758.6758.6758.67 55.3055.3055.3055.30 58.7658.7658.7658.76 63.1363.1363.1363.13 59.9459.9459.9459.94 54.8454.8454.8454.84 59.9459.9459.9459.94 20.2520.2520.2520.25 98.5898.5898.5898.58

60.5860.5860.5860.58 54.8454.8454.8454.84 50.4750.4750.4750.47 54.9354.9354.9354.93 60.2260.2260.2260.22 56.3056.3056.3056.30 49.8349.8349.8349.83 56.2156.2156.2156.21 21.0921.0921.0921.09 119.6119.6119.6119.6

57.4857.4857.4857.48 50.9250.9250.9250.92 45.1845.1845.1845.18 50.9250.9250.9250.92 57.1257.1257.1257.12 52.3852.3852.3852.38 44.5544.5544.5544.55 52.3852.3852.3852.38 21.4221.4221.4221.42 141.1141.1141.1141.1

54.2954.2954.2954.29 46.9246.9246.9246.92 39.5439.5439.5439.54 46.8246.8246.8246.82 53.9353.9353.9353.93 48.2848.2848.2848.28 38.9038.9038.9038.90 48.2848.2848.2848.28 21.2321.2321.2321.23 162.3162.3162.3162.3

51.0151.0151.0151.01 42.8242.8242.8242.82 33.7033.7033.7033.70 42.7242.7242.7242.72 50.5650.5650.5650.56 44.2744.2744.2744.27 32.8832.8832.8832.88 44.1844.1844.1844.18 20.5920.5920.5920.59 182.9182.9182.9182.9

47.6447.6447.6447.64 38.7238.7238.7238.72 27.6027.6027.6027.60 38.6238.6238.6238.62 47.2847.2847.2847.28 40.1740.1740.1740.17 26.8726.8726.8726.87 40.0840.0840.0840.08 19.5319.5319.5319.53 202.4202.4202.4202.4

44.1844.1844.1844.18 34.7134.7134.7134.71 21.4121.4121.4121.41 34.6234.6234.6234.62 43.8243.8243.8243.82 36.1636.1636.1636.16 20.5920.5920.5920.59 35.9835.9835.9835.98 18.1318.1318.1318.13 220.6220.6220.6220.6

40.8140.8140.8140.81 30.8830.8830.8830.88 15.3015.3015.3015.30 30.8830.8830.8830.88 40.4540.4540.4540.45 32.3432.3432.3432.34 14.4814.4814.4814.48 32.0632.0632.0632.06 16.4916.4916.4916.49 237.1237.1237.1237.1

37.4437.4437.4437.44 27.2427.2427.2427.24 9.6579.6579.6579.657 27.2427.2427.2427.24 37.0837.0837.0837.08 28.6028.6028.6028.60 9.0199.0199.0199.019 28.4228.4228.4228.42 14.7214.7214.7214.72 251.8251.8251.8251.8

34.1634.1634.1634.16 23.7723.7723.7723.77 5.1015.1015.1015.101 23.8723.8723.8723.87 33.8033.8033.8033.80 25.1425.1425.1425.14 4.3734.3734.3734.373 24.9624.9624.9624.96 12.9212.9212.9212.92 264.7264.7264.7264.7

30.8830.8830.8830.88 20.5920.5920.5920.59 2.6422.6422.6422.642 20.7720.7720.7720.77 30.6130.6130.6130.61 22.0422.0422.0422.04 2.0042.0042.0042.004 21.6821.6821.6821.68 11.2211.2211.2211.22 275.9275.9275.9275.9

24.9624.9624.9624.96 15.3915.3915.3915.39 2.4592.4592.4592.459 15.8515.8515.8515.85 25.1425.1425.1425.14 17.0317.0317.0317.03 2.0042.0042.0042.004 16.3916.3916.3916.39 9.1269.1269.1269.126 285.1285.1285.1285.1

21.7721.7721.7721.77 12.7512.7512.7512.75 2.4592.4592.4592.459 13.3913.3913.3913.39 21.9521.9521.9521.95 14.3914.3914.3914.39 2.0042.0042.0042.004 13.6613.6613.6613.66 7.3407.3407.3407.340 292.4292.4292.4292.4

17.4917.4917.4917.49 9.4759.4759.4759.475 2.4592.4592.4592.459 10.4710.4710.4710.47 18.0318.0318.0318.03 11.5711.5711.5711.57 2.0042.0042.0042.004 10.5610.5610.5610.56 5.8705.8705.8705.870 298.3298.3298.3298.3

15.5715.5715.5715.57 7.0157.0157.0157.015 2.3682.3682.3682.368 7.5617.5617.5617.561 16.2116.2116.2116.21 8.2908.2908.2908.290 2.0952.0952.0952.095 7.7447.7447.7447.744 4.4884.4884.4884.488 302.8302.8302.8302.8

13.1113.1113.1113.11 5.5575.5575.5575.557 2.3682.3682.3682.368 6.3776.3776.3776.377 13.8413.8413.8413.84 7.0157.0157.0157.015 2.0952.0952.0952.095 6.2866.2866.2866.286 3.6803.6803.6803.680 306.4306.4306.4306.4

10.6510.6510.6510.65 4.0994.0994.0994.099 2.3682.3682.3682.368 5.1935.1935.1935.193 11.5711.5711.5711.57 5.7395.7395.7395.739 2.0952.0952.0952.095 4.5554.5554.5554.555 2.9792.9792.9792.979 309.4309.4309.4309.4

8.2908.2908.2908.290 2.2772.2772.2772.277 2.2772.2772.2772.277 3.4623.4623.4623.462 9.4759.4759.4759.475 3.9173.9173.9173.917 2.1862.1862.1862.186 2.7332.7332.7332.733 2.3132.3132.3132.313 311.7311.7311.7311.7

5.2845.2845.2845.284 2.2772.2772.2772.277 2.2772.2772.2772.277 2.2772.2772.2772.277 7.1067.1067.1067.106 2.5502.5502.5502.550 2.1862.1862.1862.186 2.4592.4592.4592.459 1.6641.6641.6641.664 313.4313.4313.4313.4

2.6422.6422.6422.642 2.2772.2772.2772.277 2.3682.3682.3682.368 2.2772.2772.2772.277 4.2824.2824.2824.282 2.4592.4592.4592.459 2.2772.2772.2772.277 2.4592.4592.4592.459 1.1511.1511.1511.151 314.5314.5314.5314.5

2.5502.5502.5502.550 2.3682.3682.3682.368 2.3682.3682.3682.368 2.2772.2772.2772.277 2.5502.5502.5502.550 2.4592.4592.4592.459 2.1862.1862.1862.186 2.3682.3682.3682.368 0.9000.9000.9000.900 315.4315.4315.4315.4

0000 0000 0000 0000 0000 0000 0000 0000 0000 315.4315.4315.4315.4

0000 0000 0000 0000 0000 0000 0000 0000 0000 315.4315.4315.4315.4

0000 0000 0000 0000 0000 0000 0000 0000 0000 315.4315.4315.4315.4

0000 0000 0000 0000 0000 0000 0000 0000 0000 315.4315.4315.4315.4

0000 0000 0000 0000 0000 0000 0000 0000 0000 315.4315.4315.4315.4

0000 0000 0000 0000 0000 0000 0000 0000 0000 315.4315.4315.4315.4

0000 0000 0000 0000 0000 0000 0000 0000 0000 315.4315.4315.4315.4

0000 0000 0000 0000 0000 0000 0000 0000 0000 315.4315.4315.4315.4

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000055

NAME: LLW1 BT30 CW 120D 7.2W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE w1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000055

NAME: LLW1 BT30 CW 120D 7.2W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE w1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444

3333

2222

1111

0000

1111

2222

RATIO OF DISTANCE TO MOUNTING HEIGHTRATIO OF DISTANCE TO MOUNTING HEIGHTRATIO OF DISTANCE TO MOUNTING HEIGHTRATIO OF DISTANCE TO MOUNTING HEIGHT

S
T
R
E
E
T
 
S
I
D
E
 
 
D
/
M
H
 
 
H
O
U
S
E
 
S
I
D
E

S
T
R
E
E
T
 
S
I
D
E
 
 
D
/
M
H
 
 
H
O
U
S
E
 
S
I
D
E

S
T
R
E
E
T
 
S
I
D
E
 
 
D
/
M
H
 
 
H
O
U
S
E
 
S
I
D
E

S
T
R
E
E
T
 
S
I
D
E
 
 
D
/
M
H
 
 
H
O
U
S
E
 
S
I
D
E

0.0040.0040.0040.004 0.0070.0070.0070.007 0.0230.0230.0230.023 0.0380.0380.0380.038 0.0750.0750.0750.075

0.2300.2300.2300.230 0.3000.3000.3000.300 0.3800.3800.3800.380 0.4500.4500.4500.450 0.6000.6000.6000.600

ILLUMINANCE AT MH=10 m,Enadir  = 0.75 lxILLUMINANCE AT MH=10 m,Enadir  = 0.75 lxILLUMINANCE AT MH=10 m,Enadir  = 0.75 lxILLUMINANCE AT MH=10 m,Enadir  = 0.75 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000055

NAME: LLW1 BT30 CW 120D 7.2W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE w1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0

γ 0γ 0γ 0γ 0

180

10

170

20

160

30

150

40

140

50

130

60

120

70

110

80

100

90

UNIT:cd

Imax=100%     76

 5%      4

10%      8

20%     15

30%     23

40%     30

50%     38

60%     45

70%     53

80%     61

90%     68

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000055

NAME: LLW1 BT30 CW 120D 7.2W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE w1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

C0 C15

C30

C45

C60

C75

C90

C105

C120

C135

C150

C165C180C195

C210

C225

C240

C255

C270

C285

C300

C315

C330

C345

Max @   = 3.0DEGγγγγ

HOUSE SIDE

STREET SIDE

0.0

16.0

32.0

48.0

64.0

80.0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000055

NAME: LLW1 BT30 CW 120D 7.2W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE w1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 75.5

5.0 75.5

10.0 74.9

15.0 73.8

20.0 72.4

25.0 70.6

30.0 68.5

35.0 66.0

40.0 63.4

45.0 60.5

50.0 57.4

55.0 54.2

60.0 51.0

65.0 47.6

70.0 44.1

75.0 40.8

80.0 37.4

85.0 34.1

90.0 30.8

95.0 24.9

100.0 21.7

105.0 17.4

110.0 15.5

115.0 13.1

120.0 10.6

125.0 8.29

130.0 5.28

135.0 2.64

140.0 2.55

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

75.5

75.3

74.6

73.4

71.8

69.8

67.6

65.0

62.2

59.2

56.0

52.6

49.2

45.8

42.2

38.9

35.5

32.1

28.7

22.9

19.9

14.3

12.9

11.1

9.20

6.92

4.19

2.36

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

75.5

75.4

74.7

73.5

71.7

69.6

67.3

64.5

61.4

58.3

54.8

51.2

47.6

43.9

40.2

36.7

33.2

29.8

26.6

20.9

17.9

12.9

10.7

8.92

7.37

5.28

2.91

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

75.4

75.1

74.2

72.8

70.8

68.3

65.4

62.2

58.6

54.8

50.9

46.9

42.8

38.7

34.7

30.8

27.2

23.7

20.5

15.3

12.7

9.47

7.01

5.55

4.09

2.27

2.27

2.27

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

75.4

75.2

74.3

72.8

70.7

68.0

64.9

61.3

57.3

53.2

48.6

44.0

39.2

34.6

30.0

25.6

21.5

18.0

14.9

10.2

8.01

6.19

4.28

2.91

2.45

2.45

2.36

2.36

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

75.4

74.9

73.9

72.1

69.7

66.7

63.3

59.3

54.9

50.1

45.0

39.6

34.1

28.6

23.2

18.0

13.5

9.74

6.92

4.19

3.09

2.09

2.09

2.18

2.18

2.18

2.27

2.27

2.27

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

75.4

75.1

74.2

72.5

70.2

67.2

63.8

59.8

55.3

50.4

45.1

39.5

33.7

27.6

21.4

15.3

9.65

5.10

2.64

2.45

2.45

2.45

2.36

2.36

2.36

2.27

2.27

2.36

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

75.5

75.0

74.0

72.2

69.8

66.9

63.4

59.4

54.9

50.1

45.0

39.6

34.1

28.5

23.0

17.9

13.3

9.47

6.74

4.28

3.27

2.27

2.09

2.18

2.18

2.18

2.18

2.18

2.27

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

75.5

75.2

74.5

72.9

70.8

68.2

65.1

61.4

57.4

53.2

48.6

43.9

39.2

34.5

29.8

25.6

21.5

17.9

14.9

10.4

8.29

6.46

4.82

3.73

2.45

2.45

2.45

2.36

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

75.5

75.2

74.5

73.0

71.0

68.5

65.5

62.3

58.7

54.9

50.9

46.8

42.7

38.6

34.6

30.8

27.2

23.8

20.7

15.8

13.3

10.4

7.56

6.37

5.19

3.46

2.27

2.27

2.27

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

75.6

75.5

74.9

73.7

72.0

69.9

67.5

64.6

61.5

58.3

54.8

51.2

47.6

44.0

40.4

36.8

33.5

30.0

26.8

21.5

18.6

13.6

11.6

9.83

8.47

6.83

4.55

2.64

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

75.6

75.5

74.8

73.7

72.1

70.1

67.8

65.2

62.3

59.4

56.1

52.8

49.4

46.0

42.6

39.2

35.8

32.5

29.3

23.7

20.8

14.9

13.8

12.2

10.3

8.56

6.28

3.55

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

75.5

75.4

74.9

73.8

72.4

70.5

68.3

65.8

63.1

60.2

57.1

53.9

50.5

47.2

43.8

40.4

37.0

33.8

30.6

25.1

21.9

18.0

16.2

13.8

11.5

9.47

7.10

4.28

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

75.5

75.5

75.0

74.0

72.5

70.6

68.5

66.0

63.2

60.3

57.2

53.9

50.4

47.1

43.7

40.3

36.9

33.6

30.4

24.8

21.8

15.8

14.4

12.8

10.9

9.01

6.65

4.00

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

75.5

75.3

74.7

73.6

71.8

69.6

67.2

64.4

61.2

57.9

54.4

50.8

47.1

43.5

39.9

36.3

32.9

29.5

26.3

20.9

18.1

13.2

11.2

9.38

8.10

6.37

4.28

2.36

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000055

NAME: LLW1 BT30 CW 120D 7.2W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE w1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 75.4

5.0 75.3

10.0 74.7

15.0 73.5

20.0 71.7

25.0 69.4

30.0 66.5

35.0 63.5

40.0 59.9

45.0 56.3

50.0 52.3

55.0 48.2

60.0 44.2

65.0 40.1

70.0 36.1

75.0 32.3

80.0 28.6

85.0 25.1

90.0 22.0

95.0 17.0

100.0 14.3

105.0 11.5

110.0 8.29

115.0 7.01

120.0 5.73

125.0 3.91

130.0 2.55

135.0 2.45

140.0 2.45

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

75.4

75.1

74.3

72.8

70.7

68.0

64.7

61.1

57.1

52.7

48.2

43.4

38.7

33.9

29.4

25.0

21.0

17.4

14.3

10.1

8.01

6.28

4.55

3.46

2.18

2.18

2.27

2.27

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

75.4

75.2

74.5

72.9

70.7

68.0

64.6

60.8

56.5

51.7

46.8

41.4

35.8

30.2

24.6

19.4

14.6

10.7

7.83

5.10

3.82

2.73

2.45

2.36

2.36

2.36

2.27

2.27

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

75.4

75.0

74.0

72.4

69.9

66.9

63.5

59.4

54.8

49.8

44.5

38.9

32.8

26.8

20.5

14.4

9.01

4.37

2.00

2.00

2.00

2.00

2.09

2.09

2.09

2.18

2.18

2.27

2.18

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

75.5

75.2

74.4

72.8

70.7

67.9

64.5

60.7

56.3

51.7

46.7

41.3

35.8

30.2

24.6

19.3

14.5

10.6

7.65

4.82

3.64

2.55

2.45

2.36

2.36

2.36

2.36

2.36

2.27

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

75.5

75.1

74.3

72.7

70.6

67.8

64.6

61.0

57.0

52.6

48.1

43.4

38.6

33.8

29.2

24.8

20.8

17.3

14.1

9.65

7.37

5.55

3.91

2.45

2.18

2.18

2.18

2.18

2.27

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

75.5

75.4

74.7

73.5

71.6

69.3

66.5

63.4

59.9

56.2

52.3

48.2

44.1

40.0

35.9

32.0

28.4

24.9

21.6

16.3

13.6

10.5

7.74

6.28

4.55

2.73

2.45

2.45

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

75.6

75.4

74.7

73.5

71.7

69.6

67.0

64.3

61.2

57.8

54.4

50.8

47.1

43.4

39.7

36.1

32.7

29.2

25.8

20.3

17.3

12.4

10.3

8.56

7.01

4.91

2.55

2.27

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

75.6

75.6

75.1

73.9

72.6

70.7

68.6

66.0

63.3

60.4

57.3

53.9

50.5

47.1

43.6

40.0

36.7

33.4

30.0

24.2

21.0

15.3

13.8

11.9

9.93

7.65

4.64

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44DLLW1 BT30 CW 120D 7.2W 220V AC IP44D
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