
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000053

NAME: LLW1 T90 CW 120D 7.2W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE W 1 DIMENSION: 1010x65x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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LLW1 

7.2

220

374.1

374.1

1

90.37

100.0
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12.2

87.8

6.0
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Test:U:220.8V I:0.093A P:7.200W PF:0.512Test:U:220.8V I:0.093A P:7.200W PF:0.512Test:U:220.8V I:0.093A P:7.200W PF:0.512Test:U:220.8V I:0.093A P:7.200W PF:0.512

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000053

NAME: LLW1 T90 CW 120D 7.2W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE W 1 DIMENSION: 1010x65x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

90.1990.1990.1990.19 89.8389.8389.8389.83 89.8389.8389.8389.83 89.9289.9289.9289.92 90.1990.1990.1990.19 90.1090.1090.1090.10 89.7489.7489.7489.74 90.1090.1090.1090.10 2.1532.1532.1532.153 2.1532.1532.1532.153

89.5589.5589.5589.55 88.7388.7388.7388.73 88.6488.6488.6488.64 89.0189.0189.0189.01 89.6489.6489.6489.64 89.3789.3789.3789.37 88.4688.4688.4688.46 89.2889.2889.2889.28 6.4006.4006.4006.400 8.5548.5548.5548.554

88.2888.2888.2888.28 87.0087.0087.0087.00 86.6486.6486.6486.64 87.2887.2887.2887.28 88.3788.3788.3788.37 87.8287.8287.8287.82 86.4686.4686.4686.46 87.7387.7387.7387.73 10.4510.4510.4510.45 19.0019.0019.0019.00

86.5586.5586.5586.55 84.5484.5484.5484.54 83.9083.9083.9083.90 84.9184.9184.9184.91 86.5586.5586.5586.55 85.6485.6485.6485.64 83.5483.5483.5483.54 85.5485.5485.5485.54 14.1814.1814.1814.18 33.1933.1933.1933.19

84.2784.2784.2784.27 81.5481.5481.5481.54 80.3580.3580.3580.35 81.9081.9081.9081.90 84.2784.2784.2784.27 82.9082.9082.9082.90 79.9979.9979.9979.99 82.7282.7282.7282.72 17.4917.4917.4917.49 50.6850.6850.6850.68

81.7281.7281.7281.72 78.0778.0778.0778.07 76.1676.1676.1676.16 78.4478.4478.4478.44 81.6381.6381.6381.63 79.4479.4479.4479.44 75.7075.7075.7075.70 79.3579.3579.3579.35 20.2920.2920.2920.29 70.9870.9870.9870.98

78.8078.8078.8078.80 74.0774.0774.0774.07 71.3371.3371.3371.33 74.4374.4374.4374.43 78.6278.6278.6278.62 75.6175.6175.6175.61 70.7970.7970.7970.79 75.6175.6175.6175.61 22.5222.5222.5222.52 93.5193.5193.5193.51

75.6175.6175.6175.61 69.7869.7869.7869.78 66.0566.0566.0566.05 70.2470.2470.2470.24 75.3475.3475.3475.34 71.4271.4271.4271.42 65.4165.4165.4165.41 71.5171.5171.5171.51 24.1524.1524.1524.15 117.6117.6117.6117.6

72.1572.1572.1572.15 65.2365.2365.2365.23 60.1360.1360.1360.13 65.5965.5965.5965.59 71.7971.7971.7971.79 66.9666.9666.9666.96 59.4959.4959.4959.49 67.0567.0567.0567.05 25.1425.1425.1425.14 142.8142.8142.8142.8

68.5168.5168.5168.51 60.4960.4960.4960.49 53.7553.7553.7553.75 60.8560.8560.8560.85 68.1468.1468.1468.14 62.1362.1362.1362.13 53.0253.0253.0253.02 62.4062.4062.4062.40 25.5125.5125.5125.51 168.3168.3168.3168.3

64.5964.5964.5964.59 55.5755.5755.5755.57 47.1047.1047.1047.10 56.0356.0356.0356.03 64.3264.3264.3264.32 57.3057.3057.3057.30 46.3746.3746.3746.37 57.5757.5757.5757.57 25.2825.2825.2825.28 193.6193.6193.6193.6

60.6760.6760.6760.67 50.5650.5650.5650.56 40.0840.0840.0840.08 51.1151.1151.1151.11 60.3160.3160.3160.31 52.3852.3852.3852.38 39.1739.1739.1739.17 52.6552.6552.6552.65 24.4924.4924.4924.49 218.1218.1218.1218.1

56.6656.6656.6656.66 45.7345.7345.7345.73 32.7032.7032.7032.70 46.1946.1946.1946.19 56.3056.3056.3056.30 47.4647.4647.4647.46 31.7931.7931.7931.79 47.7447.7447.7447.74 23.2123.2123.2123.21 241.3241.3241.3241.3

52.4752.4752.4752.47 40.9040.9040.9040.90 25.3225.3225.3225.32 41.4541.4541.4541.45 52.2052.2052.2052.20 42.6342.6342.6342.63 24.5024.5024.5024.50 42.9142.9142.9142.91 21.5321.5321.5321.53 262.8262.8262.8262.8

48.3748.3748.3748.37 36.2636.2636.2636.26 18.0318.0318.0318.03 36.8936.8936.8936.89 48.1948.1948.1948.19 37.9937.9937.9937.99 17.2117.2117.2117.21 38.2638.2638.2638.26 19.5519.5519.5519.55 282.4282.4282.4282.4

44.3644.3644.3644.36 31.8831.8831.8831.88 11.2911.2911.2911.29 32.5232.5232.5232.52 44.0944.0944.0944.09 33.6133.6133.6133.61 10.4710.4710.4710.47 33.8033.8033.8033.80 17.4217.4217.4217.42 299.8299.8299.8299.8

40.4540.4540.4540.45 27.7827.7827.7827.78 5.8305.8305.8305.830 28.5128.5128.5128.51 40.1740.1740.1740.17 29.4229.4229.4229.42 5.1015.1015.1015.101 29.7029.7029.7029.70 15.2615.2615.2615.26 315.0315.0315.0315.0

36.5336.5336.5336.53 23.9623.9623.9623.96 2.8242.8242.8242.824 24.7824.7824.7824.78 36.3536.3536.3536.35 25.6025.6025.6025.60 2.2772.2772.2772.277 25.7825.7825.7825.78 13.2213.2213.2213.22 328.3328.3328.3328.3

29.3329.3329.3329.33 17.6717.6717.6717.67 2.7332.7332.7332.733 18.8518.8518.8518.85 29.7929.7929.7929.79 19.4919.4919.4919.49 2.0952.0952.0952.095 19.4019.4019.4019.40 10.7510.7510.7510.75 339.0339.0339.0339.0

25.6025.6025.6025.60 14.5714.5714.5714.57 2.6422.6422.6422.642 15.8515.8515.8515.85 25.9625.9625.9625.96 16.4916.4916.4916.49 2.0952.0952.0952.095 16.2116.2116.2116.21 8.5988.5988.5988.598 347.6347.6347.6347.6

20.5920.5920.5920.59 10.9310.9310.9310.93 2.6422.6422.6422.642 12.4812.4812.4812.48 21.2221.2221.2221.22 13.3013.3013.3013.30 2.1862.1862.1862.186 12.6612.6612.6612.66 6.8546.8546.8546.854 354.5354.5354.5354.5

18.2218.2218.2218.22 7.7447.7447.7447.744 2.5502.5502.5502.550 9.0199.0199.0199.019 18.9518.9518.9518.95 9.3849.3849.3849.384 2.1862.1862.1862.186 9.1109.1109.1109.110 5.2035.2035.2035.203 359.7359.7359.7359.7

15.3015.3015.3015.30 6.1956.1956.1956.195 2.5502.5502.5502.550 7.5617.5617.5617.561 16.2116.2116.2116.21 7.7447.7447.7447.744 2.2772.2772.2772.277 7.3797.3797.3797.379 4.2394.2394.2394.239 363.9363.9363.9363.9

12.4812.4812.4812.48 4.2824.2824.2824.282 2.4592.4592.4592.459 6.1046.1046.1046.104 13.5713.5713.5713.57 6.2866.2866.2866.286 2.2772.2772.2772.277 5.3755.3755.3755.375 3.4113.4113.4113.411 367.3367.3367.3367.3

9.5669.5669.5669.566 2.5502.5502.5502.550 2.5502.5502.5502.550 4.0994.0994.0994.099 11.0211.0211.0211.02 4.1904.1904.1904.190 2.2772.2772.2772.277 3.0973.0973.0973.097 2.6312.6312.6312.631 370.0370.0370.0370.0

6.0136.0136.0136.013 2.4592.4592.4592.459 2.5502.5502.5502.550 2.3682.3682.3682.368 8.2908.2908.2908.290 2.7332.7332.7332.733 2.2772.2772.2772.277 2.7332.7332.7332.733 1.8711.8711.8711.871 371.8371.8371.8371.8

3.0063.0063.0063.006 2.4592.4592.4592.459 2.4592.4592.4592.459 2.4592.4592.4592.459 4.9194.9194.9194.919 2.7332.7332.7332.733 2.3682.3682.3682.368 2.6422.6422.6422.642 1.2731.2731.2731.273 373.1373.1373.1373.1

2.8242.8242.8242.824 2.5502.5502.5502.550 2.5502.5502.5502.550 2.4592.4592.4592.459 2.8242.8242.8242.824 2.6422.6422.6422.642 2.4592.4592.4592.459 2.7332.7332.7332.733 0.9790.9790.9790.979 374.1374.1374.1374.1

0000 0000 0000 0000 0000 0000 0000 0000 0000 374.1374.1374.1374.1

0000 0000 0000 0000 0000 0000 0000 0000 0000 374.1374.1374.1374.1

0000 0000 0000 0000 0000 0000 0000 0000 0000 374.1374.1374.1374.1

0000 0000 0000 0000 0000 0000 0000 0000 0000 374.1374.1374.1374.1

0000 0000 0000 0000 0000 0000 0000 0000 0000 374.1374.1374.1374.1

0000 0000 0000 0000 0000 0000 0000 0000 0000 374.1374.1374.1374.1

0000 0000 0000 0000 0000 0000 0000 0000 0000 374.1374.1374.1374.1

0000 0000 0000 0000 0000 0000 0000 0000 0000 374.1374.1374.1374.1

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000053

NAME: LLW1 T90 CW 120D 7.2W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE W 1 DIMENSION: 1010x65x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000053

NAME: LLW1 T90 CW 120D 7.2W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE W 1 DIMENSION: 1010x65x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0040.0040.0040.004 0.0090.0090.0090.009 0.0270.0270.0270.027 0.0450.0450.0450.045 0.0900.0900.0900.090

0.2700.2700.2700.270 0.3600.3600.3600.360 0.4500.4500.4500.450 0.5400.5400.5400.540 0.7200.7200.7200.720

ILLUMINANCE AT MH=10 m,Enadir  = 0.90 lxILLUMINANCE AT MH=10 m,Enadir  = 0.90 lxILLUMINANCE AT MH=10 m,Enadir  = 0.90 lxILLUMINANCE AT MH=10 m,Enadir  = 0.90 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000053

NAME: LLW1 T90 CW 120D 7.2W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE W 1 DIMENSION: 1010x65x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0

γ 0γ 0γ 0γ 0

180
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170

20

160

30

150

40

140
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130

60

120

70

110

80

100

90

UNIT:cd

Imax=100%     90

 5%      5

10%      9

20%     18

30%     27

40%     36

50%     45

60%     54

70%     63

80%     72

90%     81

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000053

NAME: LLW1 T90 CW 120D 7.2W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE W 1 DIMENSION: 1010x65x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

C0 C15

C30

C45

C60

C75

C90

C105

C120

C135

C150

C165C180C195

C210

C225

C240

C255

C270

C285

C300

C315

C330

C345

Max @   = 1.0DEGγγγγ

HOUSE SIDE

STREET SIDE

0.0

19.0

38.0

57.0

76.0

95.0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000053

NAME: LLW1 T90 CW 120D 7.2W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE W 1 DIMENSION: 1010x65x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 90.2

5.0 90.1

10.0 89.5

15.0 88.2

20.0 86.5

25.0 84.2

30.0 81.7

35.0 78.8

40.0 75.6

45.0 72.1

50.0 68.5

55.0 64.5

60.0 60.6

65.0 56.6

70.0 52.4

75.0 48.3

80.0 44.3

85.0 40.4

90.0 36.5

95.0 29.3

100.0 25.6

105.0 20.5

110.0 18.2

115.0 15.3

120.0 12.4

125.0 9.56

130.0 6.01

135.0 3.00

140.0 2.82

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

90.1

90.0

89.1

87.7

85.8

83.4

80.6

77.5

74.1

70.5

66.6

62.6

58.4

54.2

50.1

46.0

42.0

37.9

34.0

27.0

23.3

16.8

14.9

12.8

10.5

7.92

4.64

2.55

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

90.2

90.1

89.2

87.8

85.7

83.1

80.2

76.8

73.1

69.1

65.0

60.7

56.3

51.8

47.5

43.2

39.0

35.0

31.1

24.4

20.9

14.9

12.2

10.2

8.38

5.83

3.18

2.82

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

90.1

89.8

88.7

87.0

84.5

81.5

78.0

74.0

69.7

65.2

60.4

55.5

50.5

45.7

40.9

36.2

31.8

27.7

23.9

17.6

14.5

10.9

7.74

6.19

4.28

2.55

2.45

2.45

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

90.1

89.9

88.8

87.0

84.4

81.2

77.4

73.0

68.3

63.1

57.7

52.2

46.4

40.8

35.2

30.0

25.2

20.9

17.1

11.6

9.01

6.65

4.64

3.09

2.73

2.64

2.64

2.64

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

90.1

89.6

88.2

86.1

83.3

79.8

75.5

70.7

65.4

59.6

53.5

47.1

40.4

33.8

27.2

20.9

15.4

11.0

7.65

4.55

3.27

2.27

2.27

2.27

2.27

2.36

2.36

2.36

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

90.1

89.8

88.6

86.6

83.9

80.3

76.1

71.3

66.0

60.1

53.7

47.1

40.0

32.7

25.3

18.0

11.2

5.83

2.82

2.73

2.64

2.64

2.55

2.55

2.45

2.55

2.55

2.45

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

90.1

89.6

88.3

86.3

83.5

79.9

75.8

70.9

65.6

59.9

53.8

47.3

40.7

34.1

27.6

21.4

15.9

11.3

8.10

5.10

3.73

2.55

2.27

2.27

2.27

2.36

2.27

2.36

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

90.1

90.0

89.0

87.1

84.8

81.5

77.8

73.5

68.6

63.5

58.1

52.5

46.8

41.1

35.8

30.5

25.6

21.5

17.7

12.5

10.1

7.83

5.73

4.37

2.82

2.73

2.64

2.64

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

90.2

89.9

89.0

87.2

84.9

81.9

78.4

74.4

70.2

65.5

60.8

56.0

51.1

46.1

41.4

36.8

32.5

28.5

24.7

18.8

15.8

12.4

9.01

7.56

6.10

4.09

2.36

2.45

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

90.2

90.1

89.4

88.1

86.0

83.5

80.6

77.2

73.5

69.6

65.5

61.2

56.8

52.4

48.1

44.0

39.9

35.8

31.9

25.6

22.3

16.3

13.9

11.7

10.0

7.92

5.37

3.00

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

90.2

90.1

89.4

88.1

86.1

83.7

80.9

77.8

74.4

70.7

66.9

63.0

58.9

54.8

50.7

46.7

42.6

38.6

34.8

28.1

24.5

17.7

16.3

14.3

12.2

9.93

7.28

4.09

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

90.2

90.1

89.6

88.3

86.5

84.2

81.6

78.6

75.3

71.7

68.1

64.3

60.3

56.3

52.2

48.1

44.0

40.1

36.3

29.7

25.9

21.2

18.9

16.2

13.5

11.0

8.29

4.91

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

90.1

90.1

89.7

88.5

86.7

84.4

81.8

78.7

75.4

71.8

68.0

64.1

60.0

55.9

51.9

47.8

43.8

39.8

35.8

29.2

25.6

18.3

16.7

14.8

12.6

10.3

7.65

4.37

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

90.2

90.1

89.3

87.9

85.8

83.2

80.1

76.7

72.9

68.8

64.6

60.4

55.9

51.5

47.2

42.9

38.8

34.8

30.8

24.5

21.2

15.3

12.8

10.6

9.11

7.10

4.73

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000053

NAME: LLW1 T90 CW 120D 7.2W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE W 1 DIMENSION: 1010x65x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 90.1

5.0 90.1

10.0 89.3

15.0 87.8

20.0 85.6

25.0 82.9

30.0 79.4

35.0 75.6

40.0 71.4

45.0 66.9

50.0 62.1

55.0 57.3

60.0 52.3

65.0 47.4

70.0 42.6

75.0 37.9

80.0 33.6

85.0 29.4

90.0 25.6

95.0 19.4

100.0 16.4

105.0 13.3

110.0 9.38

115.0 7.74

120.0 6.28

125.0 4.19

130.0 2.73

135.0 2.73

140.0 2.64

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

90.1

89.8

88.8

87.0

84.4

81.1

77.3

72.8

68.0

62.7

57.3

51.6

45.9

40.1

34.6

29.3

24.5

20.3

16.6

11.4

9.01

6.92

4.82

3.55

2.36

2.36

2.36

2.45

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

90.1

89.9

88.9

87.0

84.5

81.1

77.1

72.5

67.4

61.7

55.5

49.1

42.5

35.8

29.0

22.6

16.9

12.2

8.74

5.55

4.19

2.91

2.64

2.64

2.55

2.55

2.55

2.55

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

90.1

89.7

88.4

86.4

83.5

79.9

75.7

70.7

65.4

59.4

53.0

46.3

39.1

31.7

24.5

17.2

10.4

5.10

2.27

2.09

2.09

2.18

2.18

2.27

2.27

2.27

2.27

2.36

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

90.1

89.9

88.8

87.0

84.3

81.0

76.9

72.4

67.3

61.6

55.6

49.3

42.7

36.0

29.4

23.1

17.4

12.7

9.20

5.73

4.19

2.82

2.64

2.64

2.55

2.55

2.45

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

90.1

89.8

88.7

86.8

84.2

80.9

77.1

72.7

67.9

62.8

57.3

51.8

46.1

40.4

34.9

29.7

24.8

20.5

16.8

11.4

8.92

6.74

4.55

2.91

2.36

2.36

2.36

2.36

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

90.2

90.1

89.2

87.7

85.5

82.7

79.3

75.6

71.5

67.0

62.4

57.5

52.6

47.7

42.9

38.2

33.8

29.7

25.7

19.4

16.2

12.6

9.11

7.37

5.37

3.09

2.73

2.64

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

90.2

90.1

89.2

87.7

85.6

83.0

80.0

76.6

72.9

69.0

64.8

60.5

56.2

51.7

47.3

43.0

38.8

34.8

30.7

24.0

20.5

14.8

12.2

10.1

8.29

5.73

2.91

2.45

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

90.2

90.2

89.6

88.3

86.5

84.3

81.7

78.7

75.4

71.8

68.1

64.2

60.1

55.9

51.8

47.6

43.5

39.5

35.6

28.6

24.7

17.9

16.3

13.9

11.5

8.83

5.37

2.91

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016Test Date:02-24-2016 Remarks:Remarks:Remarks:Remarks: LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  LLW1 T90 CW 120D 7.2W 220V AC IP44D  
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