
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000059

NAME: LLW1 PT30 CW 120D 12W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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WL1

12

220

489.5

489.5

1

119.5

100.0

489.5

0,1.0

11.9

88.1

6.0

46.7

5.8

41.4

Test:U:220.8V I:0.121A P:12.00W PF:0.531Test:U:220.8V I:0.121A P:12.00W PF:0.531Test:U:220.8V I:0.121A P:12.00W PF:0.531Test:U:220.8V I:0.121A P:12.00W PF:0.531

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016 Remarks:Remarks:Remarks:Remarks: LLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44D
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000059

NAME: LLW1 PT30 CW 120D 12W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

119.4119.4119.4119.4 118.6118.6118.6118.6 118.3118.3118.3118.3 118.3118.3118.3118.3 119.2119.2119.2119.2 118.8118.8118.8118.8 118.3118.3118.3118.3 118.7118.7118.7118.7 2.8402.8402.8402.840 2.8402.8402.8402.840

118.7118.7118.7118.7 117.3117.3117.3117.3 116.7116.7116.7116.7 116.9116.9116.9116.9 118.3118.3118.3118.3 117.8117.8117.8117.8 116.7116.7116.7116.7 117.8117.8117.8117.8 8.4428.4428.4428.442 11.2811.2811.2811.28

116.9116.9116.9116.9 114.9114.9114.9114.9 114.0114.0114.0114.0 114.7114.7114.7114.7 116.7116.7116.7116.7 115.7115.7115.7115.7 114.0114.0114.0114.0 115.7115.7115.7115.7 13.7813.7813.7813.78 25.0625.0625.0625.06

114.6114.6114.6114.6 111.7111.7111.7111.7 110.4110.4110.4110.4 111.5111.5111.5111.5 114.3114.3114.3114.3 112.8112.8112.8112.8 110.3110.3110.3110.3 112.6112.6112.6112.6 18.7018.7018.7018.70 43.7743.7743.7743.77

111.6111.6111.6111.6 107.6107.6107.6107.6 105.7105.7105.7105.7 107.5107.5107.5107.5 111.5111.5111.5111.5 109.2109.2109.2109.2 105.5105.5105.5105.5 108.9108.9108.9108.9 23.0623.0623.0623.06 66.8366.8366.8366.83

108.0108.0108.0108.0 103.0103.0103.0103.0 100.1100.1100.1100.1 103.0103.0103.0103.0 108.0108.0108.0108.0 104.8104.8104.8104.8 100.0100.0100.0100.0 104.4104.4104.4104.4 26.7526.7526.7526.75 93.5993.5993.5993.59

104.1104.1104.1104.1 97.6697.6697.6697.66 93.7493.7493.7493.74 97.8497.8497.8497.84 104.1104.1104.1104.1 99.9499.9499.9499.94 93.4793.4793.4793.47 99.3999.3999.3999.39 29.6929.6929.6929.69 123.2123.2123.2123.2

99.7699.7699.7699.76 91.9291.9291.9291.92 86.5586.5586.5586.55 92.2992.2992.2992.29 99.9499.9499.9499.94 94.4794.4794.4794.47 86.2786.2786.2786.27 93.8493.8493.8493.84 31.8131.8131.8131.81 155.1155.1155.1155.1

95.1195.1195.1195.11 85.7385.7385.7385.73 78.7178.7178.7178.71 86.2786.2786.2786.27 95.3895.3895.3895.38 88.6488.6488.6488.64 78.3578.3578.3578.35 87.8287.8287.8287.82 33.1033.1033.1033.10 188.2188.2188.2188.2

90.1990.1990.1990.19 79.4479.4479.4479.44 70.2470.2470.2470.24 80.0880.0880.0880.08 90.5690.5690.5690.56 82.5482.5482.5482.54 69.7869.7869.7869.78 81.5481.5481.5481.54 33.5833.5833.5833.58 221.7221.7221.7221.7

85.0085.0085.0085.00 72.9772.9772.9772.97 61.4061.4061.4061.40 73.7073.7073.7073.70 85.4585.4585.4585.45 76.1676.1676.1676.16 60.8560.8560.8560.85 75.0775.0775.0775.07 33.2533.2533.2533.25 255.0255.0255.0255.0

79.7179.7179.7179.71 66.4166.4166.4166.41 52.0252.0252.0252.02 67.1467.1467.1467.14 80.1780.1780.1780.17 69.6069.6069.6069.60 51.3851.3851.3851.38 68.5168.5168.5168.51 32.1832.1832.1832.18 287.2287.2287.2287.2

74.2574.2574.2574.25 59.9459.9459.9459.94 42.2742.2742.2742.27 60.6760.6760.6760.67 74.7074.7074.7074.70 63.1363.1363.1363.13 41.6341.6341.6341.63 61.8661.8661.8661.86 30.4730.4730.4730.47 317.7317.7317.7317.7

68.8768.8768.8768.87 53.5753.5753.5753.57 32.5232.5232.5232.52 54.2954.2954.2954.29 69.3369.3369.3369.33 56.7556.7556.7556.75 31.7931.7931.7931.79 55.5755.5755.5755.57 28.2328.2328.2328.23 345.9345.9345.9345.9

63.4163.4163.4163.41 47.5547.5547.5547.55 22.7722.7722.7722.77 48.1948.1948.1948.19 63.8663.8663.8663.86 50.5650.5650.5650.56 22.0422.0422.0422.04 49.3849.3849.3849.38 25.6025.6025.6025.60 371.5371.5371.5371.5

57.9457.9457.9457.94 41.8141.8141.8141.81 13.9313.9313.9313.93 42.4542.4542.4542.45 58.3958.3958.3958.39 44.5544.5544.5544.55 13.2113.2113.2113.21 43.4543.4543.4543.45 22.7622.7622.7622.76 394.3394.3394.3394.3

52.7552.7552.7552.75 36.4436.4436.4436.44 6.8336.8336.8336.833 36.9836.9836.9836.98 53.2053.2053.2053.20 39.0839.0839.0839.08 6.1046.1046.1046.104 38.0838.0838.0838.08 19.8919.8919.8919.89 414.1414.1414.1414.1

47.6447.6447.6447.64 31.5231.5231.5231.52 3.0973.0973.0973.097 31.9731.9731.9731.97 48.1048.1048.1048.10 33.9833.9833.9833.98 2.1862.1862.1862.186 33.0733.0733.0733.07 17.2017.2017.2017.20 431.4431.4431.4431.4

40.0840.0840.0840.08 23.5023.5023.5023.50 2.8242.8242.8242.824 23.9623.9623.9623.96 40.3640.3640.3640.36 25.7825.7825.7825.78 2.1862.1862.1862.186 25.1425.1425.1425.14 14.2414.2414.2414.24 445.6445.6445.6445.6

33.8033.8033.8033.80 19.4919.4919.4919.49 2.8242.8242.8242.824 19.6719.6719.6719.67 33.5233.5233.5233.52 21.3121.3121.3121.31 2.1862.1862.1862.186 20.8620.8620.8620.86 11.0911.0911.0911.09 456.7456.7456.7456.7

27.2427.2427.2427.24 15.1215.1215.1215.12 2.7332.7332.7332.733 15.5715.5715.5715.57 28.0628.0628.0628.06 17.4017.4017.4017.40 2.2772.2772.2772.277 16.9416.9416.9416.94 8.8348.8348.8348.834 465.5465.5465.5465.5

24.3224.3224.3224.32 10.7510.7510.7510.75 2.7332.7332.7332.733 10.8410.8410.8410.84 23.8723.8723.8723.87 11.8411.8411.8411.84 2.2772.2772.2772.277 11.8411.8411.8411.84 6.6176.6176.6176.617 472.2472.2472.2472.2

20.5920.5920.5920.59 8.5648.5648.5648.564 2.7332.7332.7332.733 8.3818.3818.3818.381 19.9519.9519.9519.95 9.2019.2019.2019.201 2.3682.3682.3682.368 9.4759.4759.4759.475 5.3125.3125.3125.312 477.5477.5477.5477.5

16.9416.9416.9416.94 6.4686.4686.4686.468 2.6422.6422.6422.642 6.1956.1956.1956.195 16.3016.3016.3016.30 6.9246.9246.9246.924 2.3682.3682.3682.368 7.2887.2887.2887.288 4.2064.2064.2064.206 481.7481.7481.7481.7

13.3913.3913.3913.39 3.7353.7353.7353.735 2.6422.6422.6422.642 3.2793.2793.2793.279 12.7512.7512.7512.75 3.9173.9173.9173.917 2.3682.3682.3682.368 4.2824.2824.2824.282 3.1953.1953.1953.195 484.9484.9484.9484.9

9.2929.2929.2929.292 2.5502.5502.5502.550 2.6422.6422.6422.642 2.5502.5502.5502.550 8.6558.6558.6558.655 2.9152.9152.9152.915 2.4592.4592.4592.459 2.9152.9152.9152.915 2.1952.1952.1952.195 487.1487.1487.1487.1

4.5554.5554.5554.555 2.6422.6422.6422.642 2.6422.6422.6422.642 2.5502.5502.5502.550 4.0084.0084.0084.008 2.8242.8242.8242.824 2.4592.4592.4592.459 2.8242.8242.8242.824 1.3841.3841.3841.384 488.4488.4488.4488.4

3.0973.0973.0973.097 2.7332.7332.7332.733 2.6422.6422.6422.642 2.5502.5502.5502.550 3.0063.0063.0063.006 2.8242.8242.8242.824 2.5502.5502.5502.550 2.7332.7332.7332.733 1.0221.0221.0221.022 489.5489.5489.5489.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 489.5489.5489.5489.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 489.5489.5489.5489.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 489.5489.5489.5489.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 489.5489.5489.5489.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 489.5489.5489.5489.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 489.5489.5489.5489.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 489.5489.5489.5489.5

0000 0000 0000 0000 0000 0000 0000 0000 0000 489.5489.5489.5489.5

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016 Remarks:Remarks:Remarks:Remarks: LLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000059

NAME: LLW1 PT30 CW 120D 12W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016 Remarks:Remarks:Remarks:Remarks: LLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000059

NAME: LLW1 PT30 CW 120D 12W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0060.0060.0060.006 0.0120.0120.0120.012 0.0360.0360.0360.036 0.0590.0590.0590.059 0.1200.1200.1200.120

0.3600.3600.3600.360 0.4800.4800.4800.480 0.5900.5900.5900.590 0.7100.7100.7100.710 0.9500.9500.9500.950

ILLUMINANCE AT MH=10 m,Enadir  = 1.19 lxILLUMINANCE AT MH=10 m,Enadir  = 1.19 lxILLUMINANCE AT MH=10 m,Enadir  = 1.19 lxILLUMINANCE AT MH=10 m,Enadir  = 1.19 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016 Remarks:Remarks:Remarks:Remarks: LLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000059

NAME: LLW1 PT30 CW 120D 12W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0
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Imax=100%    120
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80%     96

90%    108

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016 Remarks:Remarks:Remarks:Remarks: LLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000059

NAME: LLW1 PT30 CW 120D 12W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016 Remarks:Remarks:Remarks:Remarks: LLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000059

NAME: LLW1 PT30 CW 120D 12W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 119

5.0 119

10.0 119

15.0 117

20.0 115

25.0 112

30.0 108

35.0 104

40.0 99.7

45.0 95.1

50.0 90.1

55.0 85.0

60.0 79.7

65.0 74.2

70.0 68.8

75.0 63.4

80.0 57.9

85.0 52.7

90.0 47.6

95.0 40.0

100.0 33.8

105.0 27.2

110.0 24.3

115.0 20.5

120.0 16.9

125.0 13.3

130.0 9.29

135.0 4.55

140.0 3.09

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

119

119

118

116

114

110

107

102

97.7

92.9

87.7

82.4

76.9

71.5

65.9

60.4

55.1

49.7

44.6

36.8

30.9

22.1

20.1

17.4

14.6

11.4

7.47

3.27

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

119

119

118

116

113

110

106

101

96.3

91.0

85.3

79.7

73.8

68.0

62.3

56.6

51.2

45.9

40.8

32.7

27.6

19.9

16.7

14.0

11.7

8.74

5.01

3.09

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

119

119

117

115

112

108

103

97.6

91.9

85.7

79.4

72.9

66.4

59.9

53.5

47.5

41.8

36.4

31.5

23.5

19.4

15.1

10.7

8.56

6.46

3.73

2.55

2.64

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

119

119

117

115

111

107

102

96.2

89.8

82.9

75.7

68.2

60.6

53.2

46.0

39.0

32.7

27.2

22.4

15.3

12.2

9.38

6.19

4.37

3.00

2.82

2.73

2.82

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

119

118

117

114

110

105

99.5

93.2

86.0

78.3

70.2

61.6

52.8

44.0

35.3

27.2

20.0

14.2

9.83

6.10

4.09

2.45

2.36

2.45

2.45

2.45

2.45

2.55

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

119

118

117

114

110

106

100

93.7

86.5

78.7

70.2

61.4

52.0

42.2

32.5

22.7

13.9

6.83

3.09

2.82

2.82

2.73

2.73

2.73

2.64

2.64

2.64

2.64

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

119

118

116

114

110

105

99.4

93.1

86.0

78.4

70.2

61.7

53.1

44.2

35.5

27.3

20.0

14.0

9.65

5.92

3.82

2.27

2.27

2.27

2.36

2.36

2.45

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

119

118

117

115

111

107

102

96.3

90.1

83.2

76.1

68.7

61.2

53.7

46.4

39.4

33.0

27.4

22.5

15.3

12.2

9.20

6.10

4.00

2.91

2.82

2.73

2.73

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

119

118

117

115

112

108

103

97.8

92.2

86.2

80.0

73.7

67.1

60.6

54.2

48.1

42.4

36.9

31.9

23.9

19.6

15.5

10.8

8.38

6.19

3.27

2.55

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

119

119

118

116

113

110

106

101

96.6

91.5

86.1

80.5

74.7

68.9

63.2

57.6

52.1

46.8

41.7

33.6

28.2

20.4

17.0

14.0

11.4

8.47

4.64

3.00

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

119

119

118

116

113

110

107

102

98.1

93.3

88.3

83.0

77.7

72.3

66.8

61.4

56.0

50.7

45.6

37.7

31.4

22.1

19.8

17.2

14.3

11.2

7.19

3.00

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

119

119

118

117

114

112

108

104

99.9

95.3

90.5

85.4

80.1

74.7

69.3

63.8

58.3

53.2

48.1

40.3

33.5

28.0

23.8

19.9

16.3

12.7

8.65

4.00

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

119

119

118

117

115

112

108

104

99.9

95.2

90.3

85.1

79.8

74.3

68.8

63.4

58.0

52.6

47.4

39.8

33.0

23.5

21.2

18.4

15.3

12.1

8.01

3.55

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

119

119

118

116

113

110

106

102

96.7

91.5

86.0

80.3

74.5

68.6

62.8

57.2

51.6

46.1

41.0

32.9

27.4

19.4

16.2

13.3

10.8

7.83

4.19

2.64

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016 Remarks:Remarks:Remarks:Remarks: LLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000059

NAME: LLW1 PT30 CW 120D 12W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55mm SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 119

5.0 119

10.0 118

15.0 116

20.0 113

25.0 109

30.0 105

35.0 99.9

40.0 94.4

45.0 88.6

50.0 82.5

55.0 76.1

60.0 69.6

65.0 63.1

70.0 56.7

75.0 50.5

80.0 44.5

85.0 39.0

90.0 33.9

95.0 25.7

100.0 21.3

105.0 17.4

110.0 11.8

115.0 9.20

120.0 6.92

125.0 3.91

130.0 2.91

135.0 2.82

140.0 2.82

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

119

119

117

115

111

107

102

96.3

90.0

83.1

75.9

68.6

61.0

53.4

46.1

39.0

32.7

26.9

22.0

14.8

11.6

8.65

5.55

3.55

2.45

2.45

2.55

2.55

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

119

119

117

115

111

107

102

95.4

88.7

81.2

73.2

64.8

56.0

47.1

38.3

29.9

22.3

15.9

11.2

7.37

4.91

3.00

2.82

2.73

2.73

2.73

2.73

2.64

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

119

118

117

114

110

106

100

93.4

86.2

78.3

69.7

60.8

51.3

41.6

31.7

22.0

13.2

6.10

2.18

2.18

2.18

2.27

2.27

2.36

2.36

2.36

2.45

2.45

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

119

119

117

115

111

107

102

95.4

88.5

80.9

72.8

64.4

55.5

46.5

37.8

29.4

21.8

15.6

11.0

7.01

4.82

3.09

2.82

2.73

2.73

2.64

2.64

2.64

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

119

119

117

115

111

107

102

95.9

89.4

82.4

75.1

67.6

59.9

52.4

45.0

38.1

31.7

26.2

21.3

14.3

11.4

8.56

5.73

3.82

2.45

2.36

2.45

2.45

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

119

119

118

116

113

109

104

99.3

93.8

87.8

81.5

75.0

68.5

61.8

55.5

49.3

43.4

38.0

33.0

25.1

20.8

16.9

11.8

9.47

7.28

4.28

2.91

2.82

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

119

119

118

116

113

110

106

101

95.9

90.5

84.9

79.2

73.3

67.4

61.6

55.9

50.2

45.0

39.9

32.2

26.9

19.3

16.1

13.3

11.2

8.19

4.55

2.55

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

119

119

118

117

114

111

108

103

99.0

94.2

89.1

84.0

78.5

72.9

67.5

62.0

56.5

51.2

46.1

38.8

32.5

23.3

21.2

18.4

15.4

12.2

8.19

3.73

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016Test Date:02-26-2016 Remarks:Remarks:Remarks:Remarks: LLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44DLLW1 PT30 CW 120D 12W 220V AC IP44D
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