Fiberli - PSL Elektronik |“'=

Fiberli

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 0000314

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA

NAME: CDM3 WW 20D 15W 220VAC 50HZ IP20 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN M DIMENSION: @145 SERIAL No.:29062409

DATA OF LAMP PHOTOMETRIC DATA

MODEL CDM3 WW 20D Iina#® (28Q0VAC 50HZ IPR@083 S/MH (C0/180) 0.38
NOMINAL POWER (W) 16 EFFICIENCY (%) 100.0 S/MH (C90/270) 0.44
RATED VOLTAGE (V) 220 TOTAL FLUX(1lm) 883.09 n UP(C0-180)

NOMINAL FLUX (1m) 883.1 EFFICIENCY (1m/W) DIRECT n DN(C0-180)

LAMPS QUANTITY 1 n up (%) 2.3 n UP(C180-360)

TEST VOLTAGE (V) 220.6 n down (%) 97.7 n DN(C180-360)

LUMINOUS INTENSITY DISTRIBUTION

LUMINOUS INTENSITY DISTRIBUTION
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
T :21DEG Humidity:59%
OSZEZE?EET?ATMA KARA Tzzt ;EZtance:9.545 m
Test Date:03-03-2014 Remarks: CDM3 WW 20D 15W 220VAC 50HZ IP20
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Fr.a I8

Flberli - PSL Elektronlk F“:IEI'“ ELECTROMIC

AVERAGE AND CENTER E Figure

Report number: 0000314

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CDM3 WW 20D 15W 220VAC 50HZ IP20 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN M DIMENSION: @145 SERIAL No.:29062409
Height AVR E CENTER E Diameter
1270.891x 1780.471x 55.85cm
1.50m
714.871x [ 5 1001.521x 74.47cm
2.00m
178.721x Z{///\\\\x 250.381x 148.94cm
4.00m
141.211x Z/,»~———————-—-\\X 197.831x 167.56cm
4.50m
79.431x 1.281x 223.41cm
6.00m / \

Angle:21.1ldeg

Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:21DEG Humidity:59%

Operators:FATMA KARA Test Distance:9.545 m

Test Date:03-03-2014 Remarks: CDM3 WW 20D 15W 220VAC 50HZ IP20
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Fiberli

PSL Elektronik

L

ELECTROMIC

ZONAL FLUX DIAGRAM

Report number: 0000314

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CDM3 WW 20D 15W 220VAC 50HZ IP20

TYPE : CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN M

DIMENSION: @145 SERIAL No.:29062409

v co C45 C90 C135 C180 C225 c270 C315 ¥ ® zone @ total

5.0 3548 3773 3997 3933 3623 3215 2971 2956 0- 5 86.00 86.00
10.0 2305 2414 2585 2578 2187 1976 1807 1829 5- 10 191.6 277.6
15.0 1304 1363 1463 1386 1149 1118 1070 1045 10- 15 184.5 462.1
20.0 699.1 688.4 716.0 653.9 537.1 544.9 531.5 529.4 15- 20 135.8 598.0
25.0 398.4 391.8 397.1 379.5 368.9 364.3 347.5 356.9 20- 25 91.20 689.2
30.0 348.5 333.5 345.7 327.6 304.9 300.5 275.1 274.7 25- 30 86.01 775.2
35.0 96.39 87.18 116.3 106.4 40.26 40.36 23.59 27.87 30- 35 49.49 824.7
40.0 12.39 6.286 12.66 9.019 8.290 11.66 9.019 12.20 35- 40 5.619 830.3
45.0 7.926 5.101 10.47 6.924 6.104 8.472 7.015 10.11 40- 45 3.165 833.5
50.0 8.381 4.190 9.384 6.741 5.557 7.197 7.561 10.75 45- 50 3.073 836.5
55.0 8.290 4.190 9.110 7.379 5.375 6.741 8.655 12.75 50- 55 3.423 840.0
60.0 7.288 10.38 8.108 8.928 5.648 8.381 7.197 15.21 55- 60 4.138 844.1
65.0 6.013 4.646 6.924 10.38 5.010 6.377 5.284 14.85 60- 65 4.391 848.5
70.0 5.375 3.370 6.286 8.564 4.555 5.193 4.555 10.93 65- 70 3.678 852.2
75.0 5.010 3.188 5.648 5.648 4.190 4.737 4.373 8.108 70- 75 3.233 855.4
80.0 4.555 3.006 4.828 4.737 3.644 4.190 3.735 7.015 75- 80 2.831 858.2
85.0 4.190 3.006 4.464 4.008 3.188 3.826 3.097 6.195 80- 85 2.348 860.6
90.0 3.735 2.824 4.008 3.279 2.733 3.462 2.915 4.190 85- 90 1.989 862.6
95.0 3.188 2.642 3.188 3.097 2.368 3.279 2.277 3.917 90- 95 1.754 864.3
100.0 3.097 2.550 3.006 3.006 2.368 3.188 2.277 3.826 95-100 1.639 866.0
105.0 3.006 2.642 3.006 3.006 2.368 3.188 2.277 3.644 100-105 1.582 867.6
110.0 2.915 2.824 2.915 2.915 2.368 3.097 2.368 3.462 105-110 1.523 869.1
115.0 2.915 2.824 2.915 2.824 2.368 3.097 2.368 3.188 110-115 1.439 870.5
120.0 2.824 2.642 2.824 2.459 2.368 3.006 2.368 3.006 115-120 1.334 871.8
125.0 2.824 2.642 2.824 2.459 2.459 2.915 2.368 2.915 120-125 1.247 873.1
130.0 2.824 2.915 2.824 2.459 2.550 2.915 2.459 2.915 125-130 1.192 874.3
135.0 2.915 3.097 2.915 2.642 2.642 3.006 2.642 3.006 130-135 1.143 875.4
140.0 3.097 3.097 3.006 2.824 2.824 3.188 2.824 3.188 135-140 1.085 876.5
145.0 3.370 3.370 3.279 3.097 3.279 3.462 3.188 3.462 140-145 1.056 877.6
150.0 3.917 3.826 3.735 3.553 3.644 3.917 3.644 4.008 145-150 1.048 878.6
155.0 4.464 4.555 4.282 4.373 4.373 4.737 4.373 4.828 150-155 1.056 879.7
160.0 5.375 5.466 5.101 5.284 5.284 5.557 5.284 5.557 155-160 1.045 880.7
165.0 6.286 6.195 5.921 6.104 6.195 6.195 6.013 6.195 160-165 0.958 881.7
170.0 6.650 6.559 6.559 6.468 6.650 6.377 6.377 6.195 165-170 0.751 882.4
175.0 6.741 6.468 6.650 6.377 6.741 6.286 6.377 6.104 170-175 0.461 882.9
180.0 6.650 6.286 6.559 6.195 6.741 6.286 6.559 6.195 175-180 0.153 883.0
DEG LUMINOUS INTENSITY:cd UNIT:1lm

Test System:LSG-1600

Temperature:21DEG

Operators:FATMA KARA
Test Date:03-03-2014

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:59%

Test Distance:9.545 m

Remarks: CDM3 WW 20D 15W 220VAC 50HZ IP20
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Fiberli - PSL Elektronik 'IEJ l= PSL

ELECTROMIC

ISOCANDELA DIAGRAM

Report number: 0000314

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA

NAME: CDM3 WW 20D 15W 220VAC 50HZ IP20 TYPE : CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN M DIMENSION: @145 SERIAL No.:29062409

UNIT: cd

45 .

38 - 20%

30

23

15

Z

)

-8

VERTICAL (DEG)
o ®
—
/\s

LI

\

-15

-23

-30

-38

-45
-45 -38 -30 -23 -15 -8 0 8 15 23 30 38 45
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:21DEG Humidity:59%

Operators:FATMA KARA Test Distance:9.545 m

Test Date:03-03-2014 Remarks: CDM3 WW 20D 15W 220VAC 50HZ IP20
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Fiberli - PSL Elektronik |“'=

Fiberli

ISOLUX DIAGRAM

Report number: 0000314

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA

NAME: CDM3 WW 20D 15W 220VAC 50HZ IP20 TYPE : CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN M DIMENSION: @145 SERIAL No.:29062409
CO PLANE ISOLUX DIAGRAM (UNIT:1x) PLANAR ISOLUX DIAGRAM (UNIT:1lx)

MH (m) C (DEG)

RO

S
—

|
L/

10
11
0.0 5.0 10.0
600.0 100.0 S (m) 3100 1100
: - : e 2700 e 380
——— 500.0 —— 80.00 2300 _ 190
400.0 . 50.00 S 1900 e 110
— 300.0 — 40.00 1500 38.0
200.0 30.00
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:21DEG Humidity:59%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:03-03-2014 Remarks: CDM3 WW 20D 15W 220VAC 50HZ IP20
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Fiberli -

PSL Elektronik

L]

ELECTRONIC

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number:

0000314

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CDM3 WW 20D 15W 220VAC 50HZ IP20

TYPE : CROMA DOWN

WEIGHT:

SPECIFICATION:CROMA DOWN M

DIMENSION: @145

SERIAL No.:29062409

UNIT: cd
C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 4006 3929 3871 3804 3753 3702 3659 3633 3604 3599 3593 3608 4006 3929 3871
5.0 3548 3605 3704 3773 3873 3931 3997 4003 3995 3933 3867 3754 3623 3477 3334
10.0 2305 2320 2381 2414 2489 2527 2585 2598 2616 2578 2569 2514 2187 2129 2021
15.0 1304 1298 1341 1363 1423 1432 1463 1442 1435 1386 1371 1333 1149 1144 1111
20.0 699 684 705 688 713 692 716 684 692 654 665 640 537 548 531
25.0 398 388 400 392 401 388 397 386 394 380 388 376 369 373 358
30.0 349 335 347 334 347 334 346 332 342 328 337 323 305 311 295
35.0 96.3 84.3 99.2 87.1 107 96.4 116 105 121 106 122 106 40.2 49.5 34.9
40.0 12.3 7.19 11.1 6.28 10.8 7.01 12.6 8.47 13.6 9.01 13.6 8.74 8.29 12.2 7.37
45.0 7.92 4.46 7.74 5.10 8.47 5.92 10.4 7.28 10.7 6.92 10.0 6.19 6.10 9.29 5.83
50.0 8.38 6.92 8.74 4.19 6.83 5.83 9.38 7.01 9.93 6.74 8.92 5.64 5.55 8.56 5.92
55.0 8.29 8.56 10.2 4.19 6.46 6.65 9.11 7.56 10.1 7.37 8.83 5.46 5.37 8.38 6.74
60.0 7.28 10.5 12.8 10.3 11.3 7.74 8.10 8.19 11.4 8.92 9.56 5.73 5.64 8.83 8.10
65.0 6.01 8.38 12.9 4.64 6.19 8.29 6.92 6.92 12.7 10.3 10.2 5.92 5.01 7.37 7.83
70.0 5.37 6.83 10.7 3.37 4.73 5.46 6.28 5.46 10.2 8.56 8.83 5.19 4.55 5.92 4.73
75.0 5.01 9.93 8.38 3.18 4.55 4.28 5.64 4.64 6.92 5.64 8.47 4.55 4.19 8.74 4.00
80.0 4.55 3.73 6.74 3.00 4.09 3.64 4.82 3.73 5.73 4.73 11.8 4.00 3.64 4.55 3.55
85.0 4.19 3.37 6.46 3.00 3.82 3.18 4.46 3.37 4.82 4.00 5.28 3.46 3.18 4.00 2.91
90.0 3.73 3.00 5.10 2.82 3.64 2.91 4.00 3.09 4.19 3.27 4.28 2.91 2.73 3.64 2.73
95.0 3.18 2.64 3.73 2.64 3.46 2.36 3.18 2.55 3.91 3.09 3.82 2.73 2.36 3.18 2.64

100.0 3.09 2.64 3.55 2.55 3.27 2.45 3.00 2.36 3.82 3.00 3.82 2.73 2.36 3.09 2.55
105.0 3.00 2.64 3.55 2.64 3.27 2.45 3.00 2.36 3.64 3.00 3.73 2.64 2.36 3.00 2.55
110.0 2.91 2.64 3.46 2.82 3.37 2.45 2.91 2.45 3.64 2.91 3.46 2.55 2.36 3.00 2.55
115.0 2.91 2.64 3.27 2.82 3.27 2.45 2.91 2.36 3.37 2.82 3.27 2.45 2.36 2.91 2.45
120.0 2.82 2.73 3.09 2.64 3.00 2.45 2.82 2.36 3.00 2.45 3.00 2.36 2.36 2.91 2.45
125.0 2.82 2.82 3.18 2.64 3.00 2.55 2.82 2.45 2.91 2.45 2.91 2.36 2.45 2.73 2.55
130.0 2.82 2.64 3.37 2.91 3.37 2.55 2.82 2.55 2.91 2.45 2.91 2.45 2.55 2.82 2.55
135.0 2.91 2.64 3.37 3.09 3.18 2.73 2.91 2.55 3.00 2.64 3.00 2.64 2.64 2.91 2.73
140.0 3.09 2.82 3.27 3.09 3.27 2.82 3.00 2.82 3.09 2.82 3.09 2.82 2.82 3.09 2.91
145.0 3.37 3.18 3.55 3.37 3.55 3.09 3.27 3.09 3.37 3.09 3.37 3.09 3.27 3.37 3.27
150.0 3.91 3.73 3.91 3.82 3.91 3.64 3.73 3.55 3.82 3.55 3.73 3.55 3.64 3.73 3.73
155.0 4.46 4.46 4.64 4.55 4.55 4.28 4.28 4.19 4.46 4.37 4.46 4.19 4.37 4.46 4.55
160.0 5.37 5.37 5.55 5.46 5.37 5.10 5.10 5.10 5.19 5.28 5.28 5.10 5.28 5.28 5.37
165.0 6.28 6.28 6.37 6.19 6.19 5.92 5.92 5.92 6.10 6.10 6.10 5.92 6.19 6.10 6.10
170.0 6.65 6.65 6.65 6.55 6.55 6.37 6.55 6.46 6.46 6.46 6.46 6.37 6.65 6.37 6.28
175.0 6.74 6.65 6.55 6.46 6.55 6.46 6.65 6.55 6.46 6.37 6.46 6.37 6.74 6.46 6.28
180.0 6.65 6.46 6.37 6.28 6.37 6.37 6.55 6.37 6.28 6.19 6.19 6.28 6.74 6.46 6.37

Test System:LSG-1600
Temperature:21DEG

Operators:FATMA KARA
Test Date:03-03-2014

Test Set: 2.0deg/s

C-Gamma (TYPE C)

Humidity:59%
Test Distance:9.545 m
Remarks: CDM3 WW 20D 15W 220VAC 50HZ IP20
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ELECTRONIC

Fiberli - PSL Elektronik Im=

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000314

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CDM3 WW 20D 15W 220VAC 50HZ IP20 TYPE : CROMA DOWN WEIGHT:
SPECIFICATION:CROMA DOWN M DIMENSION: @145 SERIAL No.:29062409
UNIT: cd
C (DEG)
, (DEG) 225 240 255 270 285 300 315 330 345
0.0 3804 3753 3702 3659 3633 3604 3599 3593 3608
5.0 3215 3107 3024 2971 2946 2939 2956 2988 3046
10.0 1976 1894 1865 1807 1812 1793 1829 1814 1845
15.0 1118 1096 1096 1070 1070 1042 1045 1027 1042
20.0 545 534 546 532 538 521 529 513 528
25.0 364 351 359 348 358 347 357 348 360
30.0 301 285 291 275 282 267 275 265 279
35.0 40.3 27.9 34.8 23.5 30.2 21.4 27.8 21.3 30.5
40.0 11.6 7.92 12.7 9.01 13.4 9.01 12.2 7.65 11.7
45.0 8.47 5.37 9.01 7.0l 10.8 7.74 10.1 6.46  8.38
50.0 7.19 4.46 8.19 7.56 11.2 8.83 10.7 7.28 8.19
55.0 6.74 4.37 7.65 8.65 13.2 11.5 12.7 9.29  8.29
60.0 8.38 7.37 7.56 7.19 14.2 14.5 15.2 10.9  8.38
65.0 6.37 4.09 6.10 5.28 10.8 13.8 14.8 10.4  6.37
70.0 5.19 3.64 5.19 4.55 7.56 8.19 10.9 12.1 5.37
75.0 4.73  3.46 5.37 4.37 6.19 5.92 8.10 13.4  4.82
80.0 4.19 3.46 5.01 3.73 5.28 5.0l 7.01 4.55 4.37
85.0 3.82 3.46 4.00 3.09 4.55 3.91 6.19 3.55 3.91
90.0 3.46  2.55 3.64 2.91 4.00 3.27 4.19 2.91 3.64
95.0 3.27 2.45 3.18 2.27 3.46 3.27 3.91 2.82 3.27
100.0 3.18  2.45 3.09 2.27 3.27 3.18 3.82 2.82 3.09
105.0 3.18 2.45 3.09 2.27 3.18 3.00 3.64 2.73 3.00
110.0 3.09 2.45 3.00 2.36 3.09 2.82 3.46 2.55 2.91
115.0 3.09 2.55 2.91 2.36 3.00 2.64 3.18 2.45 2.91
120.0 3.00 2.45 2.91 2.36 2.91 2.45 3.00 2.45 2.82
125.0 2.91 2.55 2.82 2.36 2.82 2.45 2.91 2.55 2.73
130.0 2.91 2.64 2.91 2.45 2.91 2.64 2.91 2.64 2.82
135.0 3.00 2.82 2.91 2.64 2.91 2.73 3.00 2.73 2.82
140.0 3.18 2.91 3.09 2.82 3.09 2.91 3.18 2.91 3.09
145.0 3.46  3.27 3.37 3.18 3.46 3.27 3.46 3.18  3.27
150.0 3.91 3.73 3.82 3.64 3.91 3.82 4.00 3.73 3.73
155.0 4.73 4.64 4.64 4.37 4.55 4.64 4.82 4.55 4.46
160.0 5.55 5.46 5.46 5.28 5.46 5.46 5.55 5.46 5.37
165.0 6.19 6.19 6.19 6.01 6.01 6.01 6.19 6.01 6.10
170.0 6.37 6.28 6.37 6.37 6.19 6.10 6.19 6.19 6.28
175.0 6.28  6.28 6.37 6.37 6.28 6.10 6.10 6.19  6.28
180.0 6.28  6.28 6.37 6.55 6.37 6.19 6.19 6.19  6.28
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:21DEG Humidity:59%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:03-03-2014 Remarks: CDM3 WW 20D 15W 220VAC 50HZ IP20
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