
Fiberli - PSL Elektronik

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 0000491

NAME: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN PRO5 DIMENSION: 195X106mm SERIAL No.:27206625

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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DATA OF LAMP PHOTOMETRIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)
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CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44

44

220

2790.6

1

220.7

7975

100.0

2790.6

DIRECT

1.0

99.0

0.55

0.57

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:28DEGTemperature:28DEGTemperature:28DEGTemperature:28DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

AVERAGE AND CENTER E Figure

Report number: 0000491

NAME: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN PRO5 DIMENSION: 195X106mm SERIAL No.:27206625

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

1.50m1.50m1.50m1.50m
90.11cm90.11cm90.11cm90.11cm2447.61lx2447.61lx2447.61lx2447.61lx 3231.83lx3231.83lx3231.83lx3231.83lx

2.00m2.00m2.00m2.00m
120.14cm120.14cm120.14cm120.14cm1376.78lx1376.78lx1376.78lx1376.78lx 1817.90lx1817.90lx1817.90lx1817.90lx

4.00m4.00m4.00m4.00m
240.28cm240.28cm240.28cm240.28cm344.20lx344.20lx344.20lx344.20lx 454.48lx454.48lx454.48lx454.48lx

4.50m4.50m4.50m4.50m
270.32cm270.32cm270.32cm270.32cm271.96lx271.96lx271.96lx271.96lx 359.09lx359.09lx359.09lx359.09lx

6.00m6.00m6.00m6.00m
360.42cm360.42cm360.42cm360.42cm152.98lx152.98lx152.98lx152.98lx 201.99lx201.99lx201.99lx201.99lx

HeightHeightHeightHeight AVR EAVR EAVR EAVR E CENTER ECENTER ECENTER ECENTER E DiameterDiameterDiameterDiameter

Angle:33.4degAngle:33.4degAngle:33.4degAngle:33.4deg

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:28DEGTemperature:28DEGTemperature:28DEGTemperature:28DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000491

NAME: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN PRO5 DIMENSION: 195X106mm SERIAL No.:27206625

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

6625662566256625 6996699669966996 7477747774777477 7821782178217821 7952795279527952 7480748074807480 6703670367036703 6279627962796279 170.9170.9170.9170.9 170.9170.9170.9170.9

5800580058005800 6069606960696069 6667666766676667 7316731673167316 7320732073207320 7067706770677067 6188618861886188 5518551855185518 487.7487.7487.7487.7 658.6658.6658.6658.6

4191419141914191 4271427142714271 4731473147314731 5426542654265426 5384538453845384 5360536053605360 4643464346434643 4026402640264026 645.0645.0645.0645.0 1304130413041304

2594259425942594 2539253925392539 2802280228022802 3348334833483348 3342334233423342 3380338033803380 2931293129312931 2497249724972497 594.4594.4594.4594.4 1898189818981898

1328132813281328 1243124312431243 1364136413641364 1633163316331633 1578157815781578 1752175217521752 1549154915491549 1287128712871287 416.1416.1416.1416.1 2314231423142314

567.0567.0567.0567.0 474.0474.0474.0474.0 525.6525.6525.6525.6 604.4604.4604.4604.4 613.9613.9613.9613.9 713.0713.0713.0713.0 666.4666.4666.4666.4 519.7519.7519.7519.7 223.1223.1223.1223.1 2538253825382538

200.8200.8200.8200.8 155.2155.2155.2155.2 186.8186.8186.8186.8 197.5197.5197.5197.5 198.9198.9198.9198.9 237.6237.6237.6237.6 235.0235.0235.0235.0 184.8184.8184.8184.8 94.3594.3594.3594.35 2632263226322632

87.8287.8287.8287.82 77.9877.9877.9877.98 94.7594.7594.7594.75 95.2995.2995.2995.29 92.5692.5692.5692.56 100.2100.2100.2100.2 93.5693.5693.5693.56 86.7386.7386.7386.73 40.4840.4840.4840.48 2672267226722672

62.1362.1362.1362.13 57.3057.3057.3057.30 65.9665.9665.9665.96 66.3266.3266.3266.32 65.5065.5065.5065.50 68.1468.1468.1468.14 63.5063.5063.5063.50 62.4962.4962.4962.49 26.9026.9026.9026.90 2699269926992699

46.5546.5546.5546.55 40.9940.9940.9940.99 44.8244.8244.8244.82 43.9143.9143.9143.91 45.9145.9145.9145.91 51.2051.2051.2051.20 45.0945.0945.0945.09 45.4645.4645.4645.46 21.2621.2621.2621.26 2721272127212721

31.1531.1531.1531.15 26.6926.6926.6926.69 29.5129.5129.5129.51 28.2428.2428.2428.24 29.2429.2429.2429.24 34.5234.5234.5234.52 29.9729.9729.9729.97 30.5230.5230.5230.52 15.5115.5115.5115.51 2736273627362736

20.4020.4020.4020.40 16.5816.5816.5816.58 18.6718.6718.6718.67 17.9417.9417.9417.94 18.2218.2218.2218.22 22.2322.2322.2322.23 19.6719.6719.6719.67 20.4020.4020.4020.40 10.7110.7110.7110.71 2747274727472747

12.6612.6612.6612.66 9.6579.6579.6579.657 11.2011.2011.2011.20 10.4710.4710.4710.47 10.7510.7510.7510.75 13.9313.9313.9313.93 11.6611.6611.6611.66 12.4812.4812.4812.48 7.0557.0557.0557.055 2754275427542754

6.8336.8336.8336.833 4.5554.5554.5554.555 5.7395.7395.7395.739 5.1935.1935.1935.193 5.0105.0105.0105.010 7.4707.4707.4707.470 6.0136.0136.0136.013 6.4686.4686.4686.468 4.0894.0894.0894.089 2758275827582758

3.3703.3703.3703.370 2.2772.2772.2772.277 3.1883.1883.1883.188 2.2772.2772.2772.277 2.3682.3682.3682.368 3.7353.7353.7353.735 2.4592.4592.4592.459 3.2793.2793.2793.279 1.9821.9821.9821.982 2760276027602760

2.9152.9152.9152.915 1.9131.9131.9131.913 2.7332.7332.7332.733 1.9131.9131.9131.913 2.0042.0042.0042.004 2.8242.8242.8242.824 2.0042.0042.0042.004 2.7332.7332.7332.733 1.3491.3491.3491.349 2761276127612761

2.4592.4592.4592.459 1.7311.7311.7311.731 2.3682.3682.3682.368 1.8221.8221.8221.822 1.8221.8221.8221.822 2.4592.4592.4592.459 1.8221.8221.8221.822 2.4592.4592.4592.459 1.2101.2101.2101.210 2762276227622762

2.2772.2772.2772.277 1.7311.7311.7311.731 2.2772.2772.2772.277 1.6391.6391.6391.639 1.7311.7311.7311.731 2.2772.2772.2772.277 1.7311.7311.7311.731 2.1862.1862.1862.186 1.1071.1071.1071.107 2764276427642764

2.1862.1862.1862.186 1.7311.7311.7311.731 2.0952.0952.0952.095 1.6391.6391.6391.639 1.7311.7311.7311.731 2.1862.1862.1862.186 1.7311.7311.7311.731 2.0952.0952.0952.095 1.0631.0631.0631.063 2765276527652765

2.0952.0952.0952.095 1.7311.7311.7311.731 2.0952.0952.0952.095 1.7311.7311.7311.731 1.8221.8221.8221.822 2.0952.0952.0952.095 1.8221.8221.8221.822 2.0952.0952.0952.095 1.0481.0481.0481.048 2766276627662766

2.0952.0952.0952.095 1.8221.8221.8221.822 2.0952.0952.0952.095 1.8221.8221.8221.822 1.8221.8221.8221.822 2.0042.0042.0042.004 1.8221.8221.8221.822 2.0042.0042.0042.004 1.0271.0271.0271.027 2767276727672767

2.0952.0952.0952.095 1.8221.8221.8221.822 2.0042.0042.0042.004 1.8221.8221.8221.822 1.8221.8221.8221.822 2.0042.0042.0042.004 1.8221.8221.8221.822 2.0042.0042.0042.004 1.0141.0141.0141.014 2768276827682768

2.0952.0952.0952.095 1.9131.9131.9131.913 2.0952.0952.0952.095 1.9131.9131.9131.913 1.9131.9131.9131.913 2.0042.0042.0042.004 1.8221.8221.8221.822 2.0042.0042.0042.004 0.9960.9960.9960.996 2769276927692769

2.1862.1862.1862.186 2.0952.0952.0952.095 2.0952.0952.0952.095 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0952.0952.0952.095 1.9131.9131.9131.913 2.0952.0952.0952.095 0.9820.9820.9820.982 2770277027702770

2.2772.2772.2772.277 2.3682.3682.3682.368 2.2772.2772.2772.277 2.1862.1862.1862.186 2.1862.1862.1862.186 2.0952.0952.0952.095 2.0952.0952.0952.095 2.1862.1862.1862.186 0.9810.9810.9810.981 2771277127712771

2.7332.7332.7332.733 2.9152.9152.9152.915 2.7332.7332.7332.733 2.5502.5502.5502.550 2.5502.5502.5502.550 2.4592.4592.4592.459 2.4592.4592.4592.459 2.5502.5502.5502.550 1.0441.0441.0441.044 2772277227722772

3.7353.7353.7353.735 4.0084.0084.0084.008 3.7353.7353.7353.735 3.4623.4623.4623.462 3.1883.1883.1883.188 3.0063.0063.0063.006 3.1883.1883.1883.188 3.2793.2793.2793.279 1.2361.2361.2361.236 2773277327732773

5.2845.2845.2845.284 5.8305.8305.8305.830 5.1015.1015.1015.101 4.9194.9194.9194.919 4.4644.4644.4644.464 4.1904.1904.1904.190 4.4644.4644.4644.464 4.8284.8284.8284.828 1.5671.5671.5671.567 2775277527752775

7.5617.5617.5617.561 8.1998.1998.1998.199 7.1977.1977.1977.197 6.8336.8336.8336.833 6.1956.1956.1956.195 5.9215.9215.9215.921 6.2866.2866.2866.286 7.0157.0157.0157.015 2.0142.0142.0142.014 2777277727772777

10.1110.1110.1110.11 10.8410.8410.8410.84 9.6579.6579.6579.657 9.2019.2019.2019.201 8.3818.3818.3818.381 8.1998.1998.1998.199 8.6558.6558.6558.655 9.5669.5669.5669.566 2.4512.4512.4512.451 2779277927792779

12.7512.7512.7512.75 13.3013.3013.3013.30 12.2012.2012.2012.20 11.6611.6611.6611.66 10.7510.7510.7510.75 10.5610.5610.5610.56 11.2011.2011.2011.20 11.9311.9311.9311.93 2.7272.7272.7272.727 2782278227822782

14.9414.9414.9414.94 15.2115.2115.2115.21 14.6614.6614.6614.66 14.1214.1214.1214.12 13.3013.3013.3013.30 12.7512.7512.7512.75 13.5713.5713.5713.57 13.8413.8413.8413.84 2.7502.7502.7502.750 2784278427842784

16.4916.4916.4916.49 16.4916.4916.4916.49 16.7616.7616.7616.76 16.0316.0316.0316.03 15.4815.4815.4815.48 14.7514.7514.7514.75 15.5715.5715.5715.57 15.3015.3015.3015.30 2.4882.4882.4882.488 2787278727872787

17.5817.5817.5817.58 17.4017.4017.4017.40 18.0318.0318.0318.03 17.4917.4917.4917.49 17.3117.3117.3117.31 16.3016.3016.3016.30 17.2117.2117.2117.21 16.3916.3916.3916.39 1.9691.9691.9691.969 2789278927892789

18.4918.4918.4918.49 17.9417.9417.9417.94 18.9518.9518.9518.95 18.2218.2218.2218.22 18.5818.5818.5818.58 17.4017.4017.4017.40 18.3118.3118.3118.31 17.4017.4017.4017.40 1.2621.2621.2621.262 2790279027902790

18.9518.9518.9518.95 18.0318.0318.0318.03 19.0419.0419.0419.04 18.2218.2218.2218.22 18.8518.8518.8518.85 17.9417.9417.9417.94 19.0419.0419.0419.04 18.1318.1318.1318.13 0.4350.4350.4350.435 2791279127912791

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:28DEGTemperature:28DEGTemperature:28DEGTemperature:28DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000491

NAME: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN PRO5 DIMENSION: 195X106mm SERIAL No.:27206625

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:28DEGTemperature:28DEGTemperature:28DEGTemperature:28DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44

Page 4 Of 7Page 4 Of 7Page 4 Of 7Page 4 Of 7



Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000491

NAME: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN PRO5 DIMENSION: 195X106mm SERIAL No.:27206625

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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PLANAR ISOLUX DIAGRAM(UNIT:lx)
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:28DEGTemperature:28DEGTemperature:28DEGTemperature:28DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000491

NAME: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN PRO5 DIMENSION: 195X106mm SERIAL No.:27206625

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 7272

5.0 6625

10.0 5800

15.0 4191

20.0 2594

25.0 1328

30.0 567

35.0 201

40.0 87.8

45.0 62.1

50.0 46.5

55.0 31.1

60.0 20.4

65.0 12.6

70.0 6.83

75.0 3.37

80.0 2.91

85.0 2.45

90.0 2.27

95.0 2.18

100.0 2.09

105.0 2.09

110.0 2.09

115.0 2.09

120.0 2.18

125.0 2.27

130.0 2.73

135.0 3.73

140.0 5.28

145.0 7.56

150.0 10.1

155.0 12.7

160.0 14.9

165.0 16.4

170.0 17.5

175.0 18.4

180.0 18.9

15

7240

6729

5858

4172

2522

1273

507

176

80.7

57.4

40.7

26.3

17.4

10.4

5.19

2.27

2.00

1.82

1.73

1.73

1.82

1.73

1.91

1.91

2.00

2.27

2.73

3.82

5.55

8.01

10.5

13.1

15.3

16.8

17.7

18.1

18.2

30

7223

6868

5962

4213

2546

1272

499

174

84.2

61.1

42.9

28.9

18.8

11.7

6.10

3.18

2.73

2.36

2.18

2.18

2.09

2.09

2.09

2.09

2.18

2.27

2.82

3.82

5.46

7.92

10.4

12.9

15.0

16.3

17.3

17.8

17.9

45

7179

6996

6069

4271

2539

1243

474

155

77.9

57.3

40.9

26.6

16.5

9.65

4.55

2.27

1.91

1.73

1.73

1.73

1.73

1.82

1.82

1.91

2.09

2.36

2.91

4.00

5.83

8.19

10.8

13.3

15.2

16.4

17.4

17.9

18.0

60

7146

7156

6237

4393

2618

1261

489

170

86.3

62.9

44.5

29.0

18.5

10.9

5.55

3.09

2.64

2.36

2.18

2.18

2.09

2.00

2.00

2.09

2.09

2.27

2.73

3.82

5.46

7.83

10.2

12.7

14.7

16.3

17.2

17.9

18.1

75

7104

7308

6419

4527

2650

1287

482

168

86.7

60.9

40.9

25.9

16.4

9.38

4.37

2.18

1.91

1.73

1.73

1.73

1.82

1.82

1.82

1.91

2.00

2.27

2.82

3.91

5.55

7.74

10.2

12.7

14.9

16.5

17.6

18.3

18.4

90

7063

7477

6667

4731

2802

1364

526

187

94.7

65.9

44.8

29.5

18.6

11.2

5.73

3.18

2.73

2.36

2.27

2.09

2.09

2.09

2.00

2.09

2.09

2.27

2.73

3.73

5.10

7.19

9.65

12.2

14.6

16.7

18.0

18.9

19.0

105

7036

7621

6895

4938

2936

1412

544

182

87.9

62.2

43.2

27.7

16.8

9.65

4.55

2.18

2.00

1.82

1.73

1.73

1.82

1.82

1.91

1.91

2.09

2.27

2.73

3.73

5.19

7.28

9.74

12.2

14.8

16.8

18.1

18.6

18.4

120

7004

7735

7132

5201

3165

1523

591

199

96.4

67.7

48.1

30.7

19.4

11.6

6.10

3.27

2.73

2.36

2.18

2.18

2.09

2.09

2.00

2.09

2.09

2.27

2.64

3.46

4.91

6.92

9.20

11.7

14.2

16.1

17.4

18.2

18.2

135

6992

7821

7316

5426

3348

1633

604

198

95.2

66.3

43.9

28.2

17.9

10.4

5.19

2.27

1.91

1.82

1.63

1.63

1.73

1.82

1.82

1.91

2.00

2.18

2.55

3.46

4.91

6.83

9.20

11.6

14.1

16.0

17.4

18.2

18.2

150

6977

7864

7497

5674

3539

1788

686

234

106

71.9

49.1

32.1

21.1

12.9

7.01

3.37

2.82

2.45

2.18

2.09

2.09

2.00

2.00

2.00

2.09

2.18

2.55

3.27

4.46

6.28

8.56

11.0

13.4

15.6

17.1

18.0

18.1

165

6983

7869

7620

5861

3679

1877

749

247

104

68.1

49.2

31.7

19.6

11.9

6.01

2.64

2.09

1.82

1.73

1.73

1.73

1.73

1.73

1.91

1.91

2.18

2.45

3.18

4.46

6.28

8.47

10.9

13.5

15.7

17.3

18.2

18.4

180

7272

7952

7320

5384

3342

1578

614

199

92.5

65.5

45.9

29.2

18.2

10.7

5.01

2.36

2.00

1.82

1.73

1.73

1.82

1.82

1.82

1.91

2.00

2.18

2.55

3.18

4.46

6.19

8.38

10.7

13.3

15.4

17.3

18.5

18.8

195

7240

7858

7362

5477

3393

1706

665

223

102

71.7

49.2

32.9

21.4

13.0

7.01

3.46

2.82

2.45

2.18

2.09

2.09

2.09

2.00

2.00

2.09

2.18

2.36

3.09

4.19

5.92

8.01

10.2

12.5

14.7

16.3

17.5

18.1

210

7223

7707

7234

5451

3404

1724

674

219

94.4

65.8

46.4

30.6

20.0

11.8

5.83

2.45

2.00

1.82

1.73

1.73

1.73

1.73

1.73

1.91

1.91

2.09

2.36

3.09

4.37

6.10

8.29

10.6

12.9

14.8

16.3

17.4

18.0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:28DEGTemperature:28DEGTemperature:28DEGTemperature:28DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000491

NAME: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN PRO5 DIMENSION: 195X106mm SERIAL No.:27206625

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 7179

5.0 7480

10.0 7067

15.0 5360

20.0 3380

25.0 1752

30.0 713

35.0 238

40.0 100

45.0 68.1

50.0 51.2

55.0 34.5

60.0 22.2

65.0 13.9

70.0 7.47

75.0 3.73

80.0 2.82

85.0 2.45

90.0 2.27

95.0 2.18

100.0 2.09

105.0 2.00

110.0 2.00

115.0 2.00

120.0 2.09

125.0 2.09

130.0 2.45

135.0 3.00

140.0 4.19

145.0 5.92

150.0 8.19

155.0 10.5

160.0 12.7

165.0 14.7

170.0 16.3

175.0 17.4

180.0 17.9

240

7146

7227

6794

5151

3333

1681

695

234

94.9

64.4

47.8

31.7

20.0

12.1

6.19

2.64

2.00

1.82

1.63

1.73

1.73

1.73

1.82

1.91

1.91

2.09

2.36

3.00

4.37

6.19

8.47

11.0

13.2

15.2

16.6

17.6

18.1

255

7104

6959

6520

4924

3124

1661

702

251

103

68.9

49.4

33.1

22.2

13.8

7.74

3.64

2.91

2.55

2.27

2.09

2.09

2.09

2.00

2.09

2.09

2.09

2.36

3.00

4.28

6.01

8.29

10.8

13.2

15.2

16.7

17.7

18.4

270

7063

6703

6188

4643

2931

1549

666

235

93.5

63.5

45.0

29.9

19.6

11.6

6.01

2.45

2.00

1.82

1.73

1.73

1.82

1.82

1.82

1.82

1.91

2.09

2.45

3.18

4.46

6.28

8.65

11.2

13.5

15.5

17.2

18.3

19.0

285

7036

6496

5909

4407

2676

1465

638

231

95.7

64.7

48.8

33.4

21.2

13.5

7.10

3.46

2.82

2.55

2.18

2.09

2.09

2.00

2.09

2.09

2.09

2.18

2.45

3.18

4.46

6.28

8.74

11.1

13.3

15.1

16.3

17.5

18.4

300

7004

6348

5657

4196

2624

1341

559

192

84.7

59.4

44.2

29.0

18.8

11.2

5.37

2.36

2.00

1.82

1.73

1.73

1.73

1.82

1.82

1.91

2.00

2.09

2.45

3.37

4.73

6.92

9.29

11.8

13.7

15.3

16.4

17.4

18.2

315

6992

6279

5518

4026

2497

1287

520

185

86.7

62.4

45.4

30.5

20.4

12.4

6.46

3.27

2.73

2.45

2.18

2.09

2.09

2.00

2.00

2.00

2.09

2.18

2.55

3.27

4.82

7.01

9.56

11.9

13.8

15.3

16.3

17.4

18.1

330

6977

6269

5400

3859

2334

1173

471

159

76.3

57.0

40.3

27.2

17.4

10.2

4.73

2.18

1.91

1.82

1.73

1.73

1.82

1.82

1.82

1.91

2.00

2.18

2.64

3.55

5.19

7.56

10.1

12.4

14.3

15.6

16.8

17.6

18.2

345

6983

6319

5370

3767

2250

1131

465

159

78.3

58.6

43.3

29.1

18.7

11.3

5.83

3.09

2.73

2.36

2.18

2.09

2.09

2.00

2.09

2.00

2.09

2.18

2.55

3.64

5.19

7.37

9.93

12.3

14.3

16.0

17.0

17.9

18.4

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:28DEGTemperature:28DEGTemperature:28DEGTemperature:28DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014Test Date:07-11-2014 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44CDP5 Z518 WW 25D 45W 220VAC 50HZ IP44
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