
Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000639

NAME: CDP5 Z518 WW 80D 36W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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32

220

1936.1

1936

1

6432

100.0

1936

225,2.0

1.4

98.6

0.8

50.1

0.6

48.5

Test:U:220.6V I:0.150A P:31.70W PF:0.957Test:U:220.6V I:0.150A P:31.70W PF:0.957Test:U:220.6V I:0.150A P:31.70W PF:0.957Test:U:220.6V I:0.150A P:31.70W PF:0.957

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000639

NAME: CDP5 Z518 WW 80D 36W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

2553255325532553 2301230123012301 2526252625262526 3343334333433343 4055405540554055 5221522152215221 3820382038203820 2756275627562756 94.7394.7394.7394.73 94.7394.7394.7394.73

1405140514051405 1354135413541354 1400140014001400 1656165616561656 1999199919991999 2227222722272227 1961196119611961 1445144514451445 151.1151.1151.1151.1 245.8245.8245.8245.8

1294129412941294 1253125312531253 1248124812481248 1271127112711271 1349134913491349 1371137113711371 1300130013001300 1263126312631263 165.2165.2165.2165.2 411.1411.1411.1411.1

1238123812381238 1185118511851185 1180118011801180 1186118611861186 1241124112411241 1243124312431243 1229122912291229 1207120712071207 203.6203.6203.6203.6 614.7614.7614.7614.7

1133113311331133 1078107810781078 1066106610661066 1032103210321032 1125112511251125 1128112811281128 1120112011201120 1079107910791079 239.4239.4239.4239.4 854.2854.2854.2854.2

1009100910091009 947.0947.0947.0947.0 923.2923.2923.2923.2 910.7910.7910.7910.7 969.1969.1969.1969.1 1059105910591059 979.0979.0979.0979.0 942.5942.5942.5942.5 258.5258.5258.5258.5 1113111311131113

884.1884.1884.1884.1 748.9748.9748.9748.9 788.0788.0788.0788.0 832.1832.1832.1832.1 836.3836.3836.3836.3 807.4807.4807.4807.4 840.4840.4840.4840.4 862.9862.9862.9862.9 258.4258.4258.4258.4 1371137113711371

305.2305.2305.2305.2 253.9253.9253.9253.9 312.4312.4312.4312.4 559.8559.8559.8559.8 645.7645.7645.7645.7 703.9703.9703.9703.9 584.2584.2584.2584.2 333.3333.3333.3333.3 211.3211.3211.3211.3 1583158315831583

201.3201.3201.3201.3 186.1186.1186.1186.1 199.1199.1199.1199.1 208.9208.9208.9208.9 215.1215.1215.1215.1 218.2218.2218.2218.2 198.7198.7198.7198.7 197.7197.7197.7197.7 98.0598.0598.0598.05 1681168116811681

156.6156.6156.6156.6 144.0144.0144.0144.0 155.7155.7155.7155.7 164.1164.1164.1164.1 171.9171.9171.9171.9 180.4180.4180.4180.4 159.5159.5159.5159.5 153.1153.1153.1153.1 71.7271.7271.7271.72 1752175217521752

111.1111.1111.1111.1 102.3102.3102.3102.3 111.4111.4111.4111.4 111.5111.5111.5111.5 121.6121.6121.6121.6 135.7135.7135.7135.7 114.4114.4114.4114.4 104.4104.4104.4104.4 57.3757.3757.3757.37 1810181018101810

74.7974.7974.7974.79 64.9564.9564.9564.95 71.6171.6171.6171.61 75.0775.0775.0775.07 80.9980.9980.9980.99 87.7387.7387.7387.73 76.9876.9876.9876.98 70.7970.7970.7970.79 41.3941.3941.3941.39 1851185118511851

46.1046.1046.1046.10 40.6340.6340.6340.63 44.8244.8244.8244.82 47.1047.1047.1047.10 48.8348.8348.8348.83 59.7659.7659.7659.76 46.9246.9246.9246.92 45.5545.5545.5545.55 28.1128.1128.1128.11 1879187918791879

25.1425.1425.1425.14 16.6716.6716.6716.67 21.4121.4121.4121.41 24.4124.4124.4124.41 27.5127.5127.5127.51 31.5231.5231.5231.52 26.5126.5126.5126.51 22.3222.3222.3222.32 16.9416.9416.9416.94 1896189618961896

7.1067.1067.1067.106 4.1904.1904.1904.190 6.7416.7416.7416.741 5.6485.6485.6485.648 7.2887.2887.2887.288 11.5711.5711.5711.57 7.0157.0157.0157.015 6.7416.7416.7416.741 6.7806.7806.7806.780 1903190319031903

5.7395.7395.7395.739 3.5533.5533.5533.553 5.4665.4665.4665.466 3.4623.4623.4623.462 3.3703.3703.3703.370 5.7395.7395.7395.739 3.4623.4623.4623.462 5.4665.4665.4665.466 2.7052.7052.7052.705 1906190619061906

4.5554.5554.5554.555 2.6422.6422.6422.642 4.3734.3734.3734.373 2.8242.8242.8242.824 2.8242.8242.8242.824 4.6464.6464.6464.646 2.7332.7332.7332.733 4.3734.3734.3734.373 2.1582.1582.1582.158 1908190819081908

3.7353.7353.7353.735 2.2772.2772.2772.277 3.6443.6443.6443.644 2.1862.1862.1862.186 2.2772.2772.2772.277 3.8263.8263.8263.826 2.1862.1862.1862.186 3.5533.5533.5533.553 1.7441.7441.7441.744 1910191019101910

3.5533.5533.5533.553 2.2772.2772.2772.277 3.4623.4623.4623.462 2.2772.2772.2772.277 2.2772.2772.2772.277 3.5533.5533.5533.553 2.2772.2772.2772.277 3.4623.4623.4623.462 1.5911.5911.5911.591 1911191119111911

3.4623.4623.4623.462 2.3682.3682.3682.368 3.2793.2793.2793.279 2.2772.2772.2772.277 2.3682.3682.3682.368 3.3703.3703.3703.370 2.3682.3682.3682.368 3.2793.2793.2793.279 1.5551.5551.5551.555 1913191319131913

3.3703.3703.3703.370 2.4592.4592.4592.459 3.2793.2793.2793.279 2.3682.3682.3682.368 2.4592.4592.4592.459 3.3703.3703.3703.370 2.3682.3682.3682.368 3.2793.2793.2793.279 1.5331.5331.5331.533 1914191419141914

3.3703.3703.3703.370 2.6422.6422.6422.642 3.2793.2793.2793.279 2.5502.5502.5502.550 2.6422.6422.6422.642 3.3703.3703.3703.370 2.4592.4592.4592.459 3.2793.2793.2793.279 1.5131.5131.5131.513 1916191619161916

3.4623.4623.4623.462 2.8242.8242.8242.824 3.3703.3703.3703.370 2.6422.6422.6422.642 2.7332.7332.7332.733 3.3703.3703.3703.370 2.6422.6422.6422.642 3.3703.3703.3703.370 1.5111.5111.5111.511 1917191719171917

3.8263.8263.8263.826 3.1883.1883.1883.188 3.6443.6443.6443.644 3.0063.0063.0063.006 3.0063.0063.0063.006 3.4623.4623.4623.462 2.9152.9152.9152.915 3.5533.5533.5533.553 1.5541.5541.5541.554 1919191919191919

4.1904.1904.1904.190 3.6443.6443.6443.644 4.0084.0084.0084.008 3.3703.3703.3703.370 3.4623.4623.4623.462 3.8263.8263.8263.826 3.2793.2793.2793.279 3.8263.8263.8263.826 1.6281.6281.6281.628 1920192019201920

4.6464.6464.6464.646 4.2824.2824.2824.282 4.4644.4644.4644.464 3.8263.8263.8263.826 3.9173.9173.9173.917 4.1904.1904.1904.190 3.7353.7353.7353.735 4.2824.2824.2824.282 1.7211.7211.7211.721 1922192219221922

5.1935.1935.1935.193 4.8284.8284.8284.828 5.0105.0105.0105.010 4.5554.5554.5554.555 4.4644.4644.4644.464 4.6464.6464.6464.646 4.2824.2824.2824.282 4.7374.7374.7374.737 1.8001.8001.8001.800 1924192419241924

5.6485.6485.6485.648 5.2845.2845.2845.284 5.5575.5575.5575.557 5.0105.0105.0105.010 5.0105.0105.0105.010 5.0105.0105.0105.010 4.8284.8284.8284.828 5.1015.1015.1015.101 1.8401.8401.8401.840 1926192619261926

6.1956.1956.1956.195 5.9215.9215.9215.921 6.1046.1046.1046.104 5.4665.4665.4665.466 5.5575.5575.5575.557 5.4665.4665.4665.466 5.3755.3755.3755.375 5.6485.6485.6485.648 1.8241.8241.8241.824 1928192819281928

6.9246.9246.9246.924 6.8336.8336.8336.833 6.8336.8336.8336.833 6.2866.2866.2866.286 6.1046.1046.1046.104 6.0136.0136.0136.013 5.9215.9215.9215.921 6.2866.2866.2866.286 1.7901.7901.7901.790 1929192919291929

7.8357.8357.8357.835 7.9267.9267.9267.926 7.7447.7447.7447.744 7.1977.1977.1977.197 7.0157.0157.0157.015 6.8336.8336.8336.833 6.7416.7416.7416.741 7.2887.2887.2887.288 1.7511.7511.7511.751 1931193119311931

8.4728.4728.4728.472 8.5648.5648.5648.564 8.2908.2908.2908.290 8.1998.1998.1998.199 7.9267.9267.9267.926 7.9267.9267.9267.926 7.6527.6527.6527.652 8.1998.1998.1998.199 1.6411.6411.6411.641 1933193319331933

8.9288.9288.9288.928 8.9288.9288.9288.928 8.7468.7468.7468.746 8.7468.7468.7468.746 8.6558.6558.6558.655 8.6558.6558.6558.655 8.2908.2908.2908.290 8.5648.5648.5648.564 1.3971.3971.3971.397 1934193419341934

9.1109.1109.1109.110 8.8378.8378.8378.837 8.8378.8378.8378.837 8.8378.8378.8378.837 9.1109.1109.1109.110 9.0199.0199.0199.019 8.6558.6558.6558.655 8.5648.5648.5648.564 1.0401.0401.0401.040 1935193519351935

9.0199.0199.0199.019 8.3818.3818.3818.381 8.7468.7468.7468.746 8.5648.5648.5648.564 9.1109.1109.1109.110 8.7468.7468.7468.746 8.6558.6558.6558.655 8.2908.2908.2908.290 0.6230.6230.6230.623 1936193619361936

8.8378.8378.8378.837 8.3818.3818.3818.381 8.6558.6558.6558.655 8.2908.2908.2908.290 8.9288.9288.9288.928 8.3818.3818.3818.381 8.5648.5648.5648.564 8.2908.2908.2908.290 0.2040.2040.2040.204 1936193619361936

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000639

NAME: CDP5 Z518 WW 80D 36W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000639

NAME: CDP5 Z518 WW 80D 36W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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ILLUMINANCE AT MH=10 m,Enadir  = 55.36 lxILLUMINANCE AT MH=10 m,Enadir  = 55.36 lxILLUMINANCE AT MH=10 m,Enadir  = 55.36 lxILLUMINANCE AT MH=10 m,Enadir  = 55.36 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000639

NAME: CDP5 Z518 WW 80D 36W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000639

NAME: CDP5 Z518 WW 80D 36W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000639

NAME: CDP5 Z518 WW 80D 36W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 5265

5.0 2553

10.0 1405

15.0 1294

20.0 1238

25.0 1133

30.0 1009

35.0 884

40.0 305

45.0 201

50.0 157

55.0 111

60.0 74.7

65.0 46.1

70.0 25.1

75.0 7.10

80.0 5.73

85.0 4.55

90.0 3.73

95.0 3.55

100.0 3.46

105.0 3.37

110.0 3.37

115.0 3.46

120.0 3.82

125.0 4.19

130.0 4.64

135.0 5.19

140.0 5.64

145.0 6.19

150.0 6.92

155.0 7.83

160.0 8.47

165.0 8.92

170.0 9.11

175.0 9.01

180.0 8.83

15

5423

2389

1374

1273

1216

1102

987

851

272

192

147

100

66.5

40.6

19.1

4.28

3.55

2.73

2.27

2.27

2.36

2.45

2.64

2.82

3.27

3.64

4.19

4.82

5.37

6.01

6.83

7.83

8.47

8.74

8.83

8.65

8.56

30

5538

2351

1362

1267

1204

1093

984

801

255

194

151

109

70.6

44.4

20.9

6.74

5.55

4.46

3.64

3.46

3.37

3.37

3.37

3.55

3.82

4.19

4.64

5.10

5.55

6.10

7.10

8.01

8.74

9.01

8.83

8.56

8.47

45

5580

2301

1354

1253

1185

1078

947

749

254

186

144

102

64.9

40.6

16.6

4.19

3.55

2.64

2.27

2.27

2.36

2.45

2.64

2.82

3.18

3.64

4.28

4.82

5.28

5.92

6.83

7.92

8.56

8.92

8.83

8.38

8.38

60

5630

2363

1362

1252

1186

1066

916

808

279

198

151

105

70.0

42.7

19.8

6.65

5.55

4.37

3.64

3.46

3.46

3.37

3.27

3.46

3.73

4.09

4.55

5.10

5.55

6.19

7.01

7.92

8.65

8.92

8.83

8.47

8.38

75

5567

2387

1367

1246

1178

1020

907

816

293

192

145

97.9

65.3

39.1

17.3

4.19

3.46

2.73

2.27

2.27

2.36

2.45

2.55

2.82

3.18

3.64

4.19

4.73

5.28

5.92

6.74

7.65

8.19

8.56

8.56

8.47

8.38

90

5536

2526

1400

1248

1180

1066

923

788

312

199

156

111

71.6

44.8

21.4

6.74

5.46

4.37

3.64

3.46

3.27

3.27

3.27

3.37

3.64

4.00

4.46

5.01

5.55

6.10

6.83

7.74

8.29

8.74

8.83

8.74

8.65

105

5380

2644

1443

1247

1176

1063

954

746

363

194

155

109

68.6

43.5

19.4

4.64

3.55

2.73

2.18

2.27

2.27

2.45

2.55

2.73

3.09

3.55

4.09

4.64

5.28

5.83

6.65

7.65

8.47

8.83

8.92

8.65

8.38

120

5265

2906

1536

1259

1182

1068

909

820

489

210

165

116

77.8

47.7

26.0

7.28

5.64

4.55

3.64

3.55

3.37

3.37

3.27

3.37

3.55

3.91

4.46

4.91

5.37

5.83

6.65

7.56

8.38

8.92

9.01

8.65

8.38

135

5070

3343

1656

1271

1186

1032

911

832

560

209

164

112

75.0

47.1

24.4

5.64

3.46

2.82

2.18

2.27

2.27

2.36

2.55

2.64

3.00

3.37

3.82

4.55

5.01

5.46

6.28

7.19

8.19

8.74

8.83

8.56

8.29

150

4900

3802

1861

1290

1199

1086

944

829

634

217

176

128

86.6

55.2

31.3

10.8

5.64

4.64

3.82

3.46

3.27

3.27

3.27

3.27

3.46

3.82

4.28

4.73

5.28

5.64

6.28

7.19

8.10

8.65

8.74

8.65

8.38

165

4724

4458

2071

1322

1201

1092

1017

773

671

211

174

131

83.4

55.0

28.2

9.11

3.46

2.82

2.27

2.27

2.27

2.36

2.45

2.64

2.91

3.27

3.82

4.37

4.91

5.46

6.01

6.92

7.74

8.29

8.56

8.56

8.38

180

5265

4055

1999

1349

1241

1125

969

836

646

215

172

122

80.9

48.8

27.5

7.28

3.37

2.82

2.27

2.27

2.36

2.45

2.64

2.73

3.00

3.46

3.91

4.46

5.01

5.55

6.10

7.01

7.92

8.65

9.11

9.11

8.92

195

5423

4766

2152

1377

1246

1102

975

885

706

229

181

126

86.9

56.9

32.7

11.9

5.64

4.55

3.82

3.55

3.37

3.27

3.27

3.37

3.46

3.82

4.19

4.64

5.19

5.64

6.10

6.92

7.92

8.65

9.01

8.83

8.56

210

5538

5148

2186

1383

1243

1125

1001

839

690

214

174

126

83.7

52.2

29.7

9.01

3.46

2.73

2.27

2.18

2.36

2.36

2.45

2.64

2.91

3.27

3.73

4.28

4.82

5.28

5.83

6.74

7.83

8.56

8.92

8.74

8.38

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000639

NAME: CDP5 Z518 WW 80D 36W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 5580

5.0 5221

10.0 2227

15.0 1371

20.0 1243

25.0 1128

30.0 1059

35.0 807

40.0 704

45.0 218

50.0 180

55.0 136

60.0 87.7

65.0 59.7

70.0 31.5

75.0 11.5

80.0 5.73

85.0 4.64

90.0 3.82

95.0 3.55

100.0 3.37

105.0 3.37

110.0 3.37

115.0 3.37

120.0 3.46

125.0 3.82

130.0 4.19

135.0 4.64

140.0 5.01

145.0 5.46

150.0 6.01

155.0 6.83

160.0 7.92

165.0 8.65

170.0 9.01

175.0 8.74

180.0 8.38

240

5630

5020

2180

1347

1239

1123

982

884

719

211

170

122

81.6

50.1

29.5

8.83

3.46

2.73

2.27

2.27

2.27

2.36

2.55

2.64

2.91

3.27

3.73

4.28

4.73

5.19

5.83

6.74

7.74

8.47

8.83

8.65

8.29

255

5567

4468

2126

1326

1235

1106

969

892

703

217

173

121

83.5

55.0

31.0

11.1

5.73

4.64

3.82

3.55

3.37

3.37

3.27

3.27

3.55

3.73

4.19

4.55

5.10

5.55

6.10

6.92

8.01

8.56

8.83

8.65

8.47

270

5536

3820

1961

1300

1229

1120

979

840

584

199

160

114

76.9

46.9

26.5

7.01

3.46

2.73

2.18

2.27

2.36

2.36

2.45

2.64

2.91

3.27

3.73

4.28

4.82

5.37

5.92

6.74

7.65

8.29

8.65

8.65

8.56

285

5380

3395

1797

1287

1224

1118

1046

805

513

199

162

121

77.6

53.5

25.5

8.83

5.64

4.55

3.64

3.46

3.37

3.27

3.27

3.27

3.46

3.73

4.19

4.64

5.10

5.55

6.10

6.92

7.74

8.29

8.38

8.47

8.47

300

5265

3059

1583

1271

1214

1104

952

834

404

190

150

106

70.1

42.1

21.7

4.91

3.46

2.73

2.18

2.27

2.27

2.45

2.55

2.64

3.00

3.37

3.82

4.37

4.82

5.28

6.01

6.92

7.92

8.38

8.38

8.29

8.29

315

5070

2756

1445

1263

1207

1079

943

863

333

198

153

104

70.7

45.5

22.3

6.74

5.46

4.37

3.55

3.46

3.27

3.27

3.27

3.37

3.55

3.82

4.28

4.73

5.10

5.64

6.28

7.28

8.19

8.56

8.56

8.29

8.29

330

4900

2483

1353

1250

1196

1086

948

807

253

182

141

98.3

64.2

37.1

17.0

4.09

3.37

2.55

2.18

2.27

2.36

2.36

2.45

2.73

3.00

3.46

3.91

4.46

4.91

5.46

6.19

7.37

8.19

8.56

8.56

8.29

8.29

345

4724

2266

1326

1243

1190

1082

986

756

240

184

144

104

65.7

42.8

19.4

6.55

5.28

4.19

3.55

3.37

3.27

3.27

3.27

3.37

3.64

4.00

4.37

4.82

5.37

5.83

6.65

7.65

8.38

8.74

8.65

8.47

8.47

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40CDP5 Z518 WW 80D 36W 220VAC IP40

Page 8 Of 8Page 8 Of 8Page 8 Of 8Page 8 Of 8


