
Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000638

NAME: CDP5 Z518 WW 80D 45W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):9.9 DEG

0

1560

3119

4679

6238

7798

INTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAM

IN C PLANSIN C PLANSIN C PLANSIN C PLANS

INTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAM

IN C PLANSIN C PLANSIN C PLANSIN C PLANS

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

1560

3119

4679

6238

7798

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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CDP5

44

220

2449.5

2449

1

7814

100.0

2449

225,1.0

1.2

98.8

0.7

50.9

0.6

47.8

Test:U:220.5V I:0.216A P:43.73W PF:0.917Test:U:220.5V I:0.216A P:43.73W PF:0.917Test:U:220.5V I:0.216A P:43.73W PF:0.917Test:U:220.5V I:0.216A P:43.73W PF:0.917

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23DEGTemperature:23DEGTemperature:23DEGTemperature:23DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 45W 220VAC IP40CDP5 Z518 WW 80D 45W 220VAC IP40CDP5 Z518 WW 80D 45W 220VAC IP40CDP5 Z518 WW 80D 45W 220VAC IP40
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000638

NAME: CDP5 Z518 WW 80D 45W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

3307330733073307 3217321732173217 3266326632663266 4008400840084008 4445444544454445 5162516251625162 3834383438343834 3187318731873187 111.0111.0111.0111.0 111.0111.0111.0111.0

2389238923892389 2248224822482248 2326232623262326 2547254725472547 2670267026702670 2791279127912791 2555255525552555 2306230623062306 201.8201.8201.8201.8 312.9312.9312.9312.9

1728172817281728 1669166916691669 1679167916791679 1769176917691769 1841184118411841 1906190619061906 1824182418241824 1684168416841684 235.3235.3235.3235.3 548.3548.3548.3548.3

1576157615761576 1535153515351535 1520152015201520 1564156415641564 1623162316231623 1605160516051605 1565156515651565 1529152915291529 265.6265.6265.6265.6 813.9813.9813.9813.9

1425142514251425 1329132913291329 1387138713871387 1408140814081408 1409140914091409 1452145214521452 1413141314131413 1383138313831383 306.7306.7306.7306.7 1121112111211121

1249124912491249 1170117011701170 1176117611761176 1208120812081208 1247124712471247 1282128212821282 1253125312531253 1247124712471247 329.6329.6329.6329.6 1450145014501450

1108110811081108 1035103510351035 967.6967.6967.6967.6 1007100710071007 1139113911391139 1138113811381138 1041104110411041 974.4974.4974.4974.4 327.7327.7327.7327.7 1778177817781778

366.2366.2366.2366.2 324.7324.7324.7324.7 391.1391.1391.1391.1 587.8587.8587.8587.8 680.2680.2680.2680.2 767.7767.7767.7767.7 523.4523.4523.4523.4 336.0336.0336.0336.0 253.4253.4253.4253.4 2032203220322032

263.2263.2263.2263.2 245.0245.0245.0245.0 246.4246.4246.4246.4 246.9246.9246.9246.9 257.5257.5257.5257.5 267.7267.7267.7267.7 250.2250.2250.2250.2 250.0250.0250.0250.0 110.3110.3110.3110.3 2142214221422142

208.9208.9208.9208.9 183.2183.2183.2183.2 189.6189.6189.6189.6 192.4192.4192.4192.4 192.6192.6192.6192.6 211.4211.4211.4211.4 199.9199.9199.9199.9 200.5200.5200.5200.5 89.0589.0589.0589.05 2231223122312231

149.4149.4149.4149.4 123.5123.5123.5123.5 131.6131.6131.6131.6 132.1132.1132.1132.1 128.4128.4128.4128.4 144.6144.6144.6144.6 144.6144.6144.6144.6 146.3146.3146.3146.3 69.6869.6869.6869.68 2301230123012301

101.8101.8101.8101.8 83.2783.2783.2783.27 85.6485.6485.6485.64 83.3683.3683.3683.36 85.4585.4585.4585.45 97.1297.1297.1297.12 93.9393.9393.9393.93 96.1196.1196.1196.11 49.8049.8049.8049.80 2350235023502350

63.5963.5963.5963.59 51.0151.0151.0151.01 52.9352.9352.9352.93 53.0253.0253.0253.02 50.8350.8350.8350.83 61.3161.3161.3161.31 59.1259.1259.1259.12 62.2262.2262.2262.22 33.7033.7033.7033.70 2384238423842384

35.3435.3435.3435.34 22.3222.3222.3222.32 24.2324.2324.2324.23 24.1424.1424.1424.14 24.6924.6924.6924.69 32.9832.9832.9832.98 29.1529.1529.1529.15 30.9730.9730.9730.97 19.9019.9019.9019.90 2404240424042404

9.5669.5669.5669.566 5.1015.1015.1015.101 7.4707.4707.4707.470 5.9215.9215.9215.921 4.9194.9194.9194.919 9.1109.1109.1109.110 7.2887.2887.2887.288 9.2019.2019.2019.201 7.4237.4237.4237.423 2411241124112411

6.8336.8336.8336.833 4.0994.0994.0994.099 6.1046.1046.1046.104 3.9173.9173.9173.917 3.7353.7353.7353.735 6.1956.1956.1956.195 4.2824.2824.2824.282 6.6506.6506.6506.650 3.0403.0403.0403.040 2415241524152415

5.1935.1935.1935.193 3.0063.0063.0063.006 4.8284.8284.8284.828 3.0063.0063.0063.006 2.9152.9152.9152.915 4.9194.9194.9194.919 3.1883.1883.1883.188 5.0105.0105.0105.010 2.4152.4152.4152.415 2417241724172417

4.0994.0994.0994.099 2.4592.4592.4592.459 3.9173.9173.9173.917 2.4592.4592.4592.459 2.4592.4592.4592.459 4.0084.0084.0084.008 2.3682.3682.3682.368 4.0084.0084.0084.008 1.9001.9001.9001.900 2419241924192419

3.8263.8263.8263.826 2.4592.4592.4592.459 3.7353.7353.7353.735 2.4592.4592.4592.459 2.4592.4592.4592.459 3.7353.7353.7353.735 2.4592.4592.4592.459 3.7353.7353.7353.735 1.7261.7261.7261.726 2421242124212421

3.7353.7353.7353.735 2.5502.5502.5502.550 3.7353.7353.7353.735 2.5502.5502.5502.550 2.5502.5502.5502.550 3.6443.6443.6443.644 2.5502.5502.5502.550 3.6443.6443.6443.644 1.6901.6901.6901.690 2422242224222422

3.6443.6443.6443.644 2.7332.7332.7332.733 3.5533.5533.5533.553 2.6422.6422.6422.642 2.7332.7332.7332.733 3.6443.6443.6443.644 2.6422.6422.6422.642 3.5533.5533.5533.553 1.6731.6731.6731.673 2424242424242424

3.6443.6443.6443.644 2.9152.9152.9152.915 3.6443.6443.6443.644 2.8242.8242.8242.824 2.9152.9152.9152.915 3.6443.6443.6443.644 2.7332.7332.7332.733 3.5533.5533.5533.553 1.6611.6611.6611.661 2426242624262426

3.8263.8263.8263.826 3.0973.0973.0973.097 3.7353.7353.7353.735 3.0063.0063.0063.006 3.0063.0063.0063.006 3.6443.6443.6443.644 2.9152.9152.9152.915 3.6443.6443.6443.644 1.6651.6651.6651.665 2427242724272427

4.1904.1904.1904.190 3.5533.5533.5533.553 4.0084.0084.0084.008 3.3703.3703.3703.370 3.3703.3703.3703.370 3.8263.8263.8263.826 3.1883.1883.1883.188 3.9173.9173.9173.917 1.7151.7151.7151.715 2429242924292429

4.6464.6464.6464.646 4.0994.0994.0994.099 4.5554.5554.5554.555 3.9173.9173.9173.917 3.8263.8263.8263.826 4.1904.1904.1904.190 3.7353.7353.7353.735 4.3734.3734.3734.373 1.8231.8231.8231.823 2431243124312431

5.1935.1935.1935.193 4.9194.9194.9194.919 5.1015.1015.1015.101 4.5554.5554.5554.555 4.4644.4644.4644.464 4.7374.7374.7374.737 4.3734.3734.3734.373 4.9194.9194.9194.919 1.9541.9541.9541.954 2433243324332433

5.9215.9215.9215.921 5.5575.5575.5575.557 5.7395.7395.7395.739 5.2845.2845.2845.284 5.1015.1015.1015.101 5.3755.3755.3755.375 5.0105.0105.0105.010 5.5575.5575.5575.557 2.0732.0732.0732.073 2435243524352435

6.5596.5596.5596.559 6.1956.1956.1956.195 6.4686.4686.4686.468 5.9215.9215.9215.921 5.9215.9215.9215.921 5.8305.8305.8305.830 5.6485.6485.6485.648 6.0136.0136.0136.013 2.1472.1472.1472.147 2437243724372437

7.3797.3797.3797.379 7.1067.1067.1067.106 7.1977.1977.1977.197 6.6506.6506.6506.650 6.6506.6506.6506.650 6.4686.4686.4686.468 6.4686.4686.4686.468 6.7416.7416.7416.741 2.1642.1642.1642.164 2439243924392439

8.2908.2908.2908.290 8.1998.1998.1998.199 8.0178.0178.0178.017 7.5617.5617.5617.561 7.3797.3797.3797.379 7.2887.2887.2887.288 7.1977.1977.1977.197 7.6527.6527.6527.652 2.1542.1542.1542.154 2441244124412441

9.3849.3849.3849.384 9.4759.4759.4759.475 9.2019.2019.2019.201 8.7468.7468.7468.746 8.5648.5648.5648.564 8.3818.3818.3818.381 8.3818.3818.3818.381 8.8378.8378.8378.837 2.1212.1212.1212.121 2443244324432443

10.2910.2910.2910.29 10.4710.4710.4710.47 10.0210.0210.0210.02 9.9309.9309.9309.930 9.6579.6579.6579.657 9.6579.6579.6579.657 9.4759.4759.4759.475 10.0210.0210.0210.02 1.9981.9981.9981.998 2445244524452445

11.0211.0211.0211.02 11.0211.0211.0211.02 10.7510.7510.7510.75 10.7510.7510.7510.75 10.6510.6510.6510.65 10.5610.5610.5610.56 10.2910.2910.2910.29 10.6510.6510.6510.65 1.7161.7161.7161.716 2447244724472447

11.3811.3811.3811.38 11.0211.0211.0211.02 11.1111.1111.1111.11 10.9310.9310.9310.93 11.2011.2011.2011.20 10.9310.9310.9310.93 10.8410.8410.8410.84 10.7510.7510.7510.75 1.2891.2891.2891.289 2448244824482448

11.2011.2011.2011.20 10.6510.6510.6510.65 11.1111.1111.1111.11 10.7510.7510.7510.75 11.2911.2911.2911.29 10.7510.7510.7510.75 10.8410.8410.8410.84 10.3810.3810.3810.38 0.7760.7760.7760.776 2449244924492449

11.1111.1111.1111.11 10.5610.5610.5610.56 10.9310.9310.9310.93 10.3810.3810.3810.38 11.2011.2011.2011.20 10.5610.5610.5610.56 10.8410.8410.8410.84 10.4710.4710.4710.47 0.2550.2550.2550.255 2449244924492449

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23DEGTemperature:23DEGTemperature:23DEGTemperature:23DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 45W 220VAC IP40CDP5 Z518 WW 80D 45W 220VAC IP40CDP5 Z518 WW 80D 45W 220VAC IP40CDP5 Z518 WW 80D 45W 220VAC IP40
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000638

NAME: CDP5 Z518 WW 80D 45W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23DEGTemperature:23DEGTemperature:23DEGTemperature:23DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015Test Date:02-14-2015 Remarks:Remarks:Remarks:Remarks: CDP5 Z518 WW 80D 45W 220VAC IP40CDP5 Z518 WW 80D 45W 220VAC IP40CDP5 Z518 WW 80D 45W 220VAC IP40CDP5 Z518 WW 80D 45W 220VAC IP40
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000638

NAME: CDP5 Z518 WW 80D 45W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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0.3600.3600.3600.360 0.7100.7100.7100.710 2.12.12.12.1 3.63.63.63.6 7.17.17.17.1

21212121 29292929 36363636 43434343 57575757

ILLUMINANCE AT MH=10 m,Enadir  = 71.30 lxILLUMINANCE AT MH=10 m,Enadir  = 71.30 lxILLUMINANCE AT MH=10 m,Enadir  = 71.30 lxILLUMINANCE AT MH=10 m,Enadir  = 71.30 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23DEGTemperature:23DEGTemperature:23DEGTemperature:23DEG Humidity:50%Humidity:50%Humidity:50%Humidity:50%
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000638

NAME: CDP5 Z518 WW 80D 45W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000638

NAME: CDP5 Z518 WW 80D 45W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000638

NAME: CDP5 Z518 WW 80D 45W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 6726

5.0 3307

10.0 2389

15.0 1728

20.0 1576

25.0 1425

30.0 1249

35.0 1108

40.0 366

45.0 263

50.0 209

55.0 149

60.0 102

65.0 63.5

70.0 35.3

75.0 9.56

80.0 6.83
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000638

NAME: CDP5 Z518 WW 80D 45W 220VAC IP40 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN P5 DIMENSION: 220X102mm SERIAL No.:---

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd
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0.0 6946

5.0 5162

10.0 2791

15.0 1906

20.0 1605

25.0 1452

30.0 1282

35.0 1138

40.0 768

45.0 268

50.0 211

55.0 145

60.0 97.1

65.0 61.3

70.0 32.9

75.0 9.11

80.0 6.19

85.0 4.91

90.0 4.00

95.0 3.73

100.0 3.64

105.0 3.64

110.0 3.64

115.0 3.64

120.0 3.82

125.0 4.19

130.0 4.73

135.0 5.37

140.0 5.83

145.0 6.46

150.0 7.28

155.0 8.38

160.0 9.65
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175.0 10.7
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2.45
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7219
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65.0
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10.3

6.46

5.01

4.00

3.82

3.64

3.64

3.55
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3.82

4.19

4.73

5.28

5.92

6.65

7.37

8.56

9.74
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2.45
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2.73

2.91

3.18

3.73

4.37

5.01
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6.46

7.19

8.38

9.47
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3593

2495
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1377
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1093
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262
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145

98.2

62.7

34.3

9.65

6.65

5.10

4.00

3.82

3.64

3.55

3.55

3.64

3.91

4.28

4.82

5.37

6.01

6.65

7.37

8.47

9.47
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10.5

10.6
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3338
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1538

1386
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4.28

3.09
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2.45

2.55

2.64

2.73

2.91

3.27

3.82

4.46

5.10

5.64

6.37

7.37

8.56

9.65

10.2

10.4

10.3

10.3

315
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3187
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1529

1383

1247

974
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96.1

62.2

30.9

9.20

6.65

5.01

4.00

3.73

3.64

3.55

3.55

3.64

3.91

4.37

4.91

5.55

6.01

6.74

7.65

8.83
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27.2
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4.82

3.91

3.73

3.64

3.55

3.55
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4.46
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7.92
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