
Fiberli - PSL Elektronik

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 0000551

NAME: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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DATA OF LAMP PHOTOMETRIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

ηηηη

ηηηη

S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)
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CDS1 

22

220

1325.5

1

220.7

542.9

100.0

1325.4

DIRECT

1.5

98.5

1.18

1.17

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:48%Humidity:48%Humidity:48%Humidity:48%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014 Remarks:Remarks:Remarks:Remarks: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 
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Fiberli - PSL Elektronik

AVERAGE AND CENTER E Figure

Report number: 0000551

NAME: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

1.50m1.50m1.50m1.50m
353.26cm353.26cm353.26cm353.26cm88.58lx88.58lx88.58lx88.58lx 241.13lx241.13lx241.13lx241.13lx

2.00m2.00m2.00m2.00m
471.01cm471.01cm471.01cm471.01cm49.83lx49.83lx49.83lx49.83lx 135.64lx135.64lx135.64lx135.64lx

4.00m4.00m4.00m4.00m
942.02cm942.02cm942.02cm942.02cm12.46lx12.46lx12.46lx12.46lx 33.91lx33.91lx33.91lx33.91lx

4.50m4.50m4.50m4.50m
1059.77cm1059.77cm1059.77cm1059.77cm9.84lx9.84lx9.84lx9.84lx 26.79lx26.79lx26.79lx26.79lx

6.00m6.00m6.00m6.00m
1413.03cm1413.03cm1413.03cm1413.03cm5.54lx5.54lx5.54lx5.54lx 15.07lx15.07lx15.07lx15.07lx

HeightHeightHeightHeight AVR EAVR EAVR EAVR E CENTER ECENTER ECENTER ECENTER E DiameterDiameterDiameterDiameter

Angle:99.3degAngle:99.3degAngle:99.3degAngle:99.3deg

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:48%Humidity:48%Humidity:48%Humidity:48%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014 Remarks:Remarks:Remarks:Remarks: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000551

NAME: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

540.0540.0540.0540.0 538.3538.3538.3538.3 538.1538.1538.1538.1 537.7537.7537.7537.7 537.3537.3537.3537.3 536.7536.7536.7536.7 536.3536.3536.3536.3 536.8536.8536.8536.8 12.8812.8812.8812.88 12.8812.8812.8812.88

529.9529.9529.9529.9 527.6527.6527.6527.6 527.7527.7527.7527.7 526.4526.4526.4526.4 524.3524.3524.3524.3 524.4524.4524.4524.4 523.9523.9523.9523.9 524.8524.8524.8524.8 37.9637.9637.9637.96 50.8450.8450.8450.84

512.2512.2512.2512.2 509.4509.4509.4509.4 510.1510.1510.1510.1 508.1508.1508.1508.1 504.0504.0504.0504.0 505.1505.1505.1505.1 504.5504.5504.5504.5 506.0506.0506.0506.0 61.0761.0761.0761.07 111.9111.9111.9111.9

488.2488.2488.2488.2 485.4485.4485.4485.4 486.4486.4486.4486.4 483.8483.8483.8483.8 478.3478.3478.3478.3 479.4479.4479.4479.4 479.0479.0479.0479.0 480.6480.6480.6480.6 81.1681.1681.1681.16 193.0193.0193.0193.0

459.0459.0459.0459.0 455.7455.7455.7455.7 457.2457.2457.2457.2 454.0454.0454.0454.0 447.4447.4447.4447.4 448.7448.7448.7448.7 447.8447.8447.8447.8 450.1450.1450.1450.1 97.4097.4097.4097.40 290.4290.4290.4290.4

425.7425.7425.7425.7 421.8421.8421.8421.8 423.8423.8423.8423.8 420.0420.0420.0420.0 412.6412.6412.6412.6 414.4414.4414.4414.4 412.6412.6412.6412.6 415.8415.8415.8415.8 109.2109.2109.2109.2 399.7399.7399.7399.7

389.6389.6389.6389.6 385.5385.5385.5385.5 387.2387.2387.2387.2 383.7383.7383.7383.7 375.7375.7375.7375.7 377.1377.1377.1377.1 375.0375.0375.0375.0 378.5378.5378.5378.5 116.6116.6116.6116.6 516.4516.4516.4516.4

351.7351.7351.7351.7 347.2347.2347.2347.2 349.2349.2349.2349.2 345.2345.2345.2345.2 337.0337.0337.0337.0 338.1338.1338.1338.1 335.3335.3335.3335.3 339.6339.6339.6339.6 119.4119.4119.4119.4 635.8635.8635.8635.8

313.0313.0313.0313.0 311.3311.3311.3311.3 310.0310.0310.0310.0 309.3309.3309.3309.3 300.9300.9300.9300.9 299.1299.1299.1299.1 298.5298.5298.5298.5 300.4300.4300.4300.4 118.3118.3118.3118.3 754.2754.2754.2754.2

277.0277.0277.0277.0 271.6271.6271.6271.6 273.9273.9273.9273.9 269.6269.6269.6269.6 261.1261.1261.1261.1 262.5262.5262.5262.5 258.1258.1258.1258.1 264.1264.1264.1264.1 113.8113.8113.8113.8 868.1868.1868.1868.1

238.0238.0238.0238.0 231.9231.9231.9231.9 234.5234.5234.5234.5 229.8229.8229.8229.8 221.1221.1221.1221.1 222.6222.6222.6222.6 217.9217.9217.9217.9 224.3224.3224.3224.3 105.7105.7105.7105.7 973.8973.8973.8973.8

198.8198.8198.8198.8 192.6192.6192.6192.6 195.3195.3195.3195.3 190.4190.4190.4190.4 181.3181.3181.3181.3 183.4183.4183.4183.4 178.2178.2178.2178.2 185.3185.3185.3185.3 94.1494.1494.1494.14 1068106810681068

160.1160.1160.1160.1 154.2154.2154.2154.2 156.6156.6156.6156.6 151.8151.8151.8151.8 142.5142.5142.5142.5 144.4144.4144.4144.4 139.8139.8139.8139.8 146.5146.5146.5146.5 80.1080.1080.1080.10 1148114811481148

122.2122.2122.2122.2 116.3116.3116.3116.3 119.0119.0119.0119.0 113.8113.8113.8113.8 104.2104.2104.2104.2 106.2106.2106.2106.2 102.0102.0102.0102.0 108.5108.5108.5108.5 64.0564.0564.0564.05 1212121212121212

85.2785.2785.2785.27 79.8079.8079.8079.80 82.3682.3682.3682.36 77.2577.2577.2577.25 67.6067.6067.6067.60 70.0670.0670.0670.06 65.9665.9665.9665.96 72.5272.5272.5272.52 46.7446.7446.7446.74 1259125912591259

50.7450.7450.7450.74 46.3746.3746.3746.37 48.2848.2848.2848.28 44.0044.0044.0044.00 35.2535.2535.2535.25 37.3537.3537.3537.35 33.4333.4333.4333.43 39.5439.5439.5439.54 29.2829.2829.2829.28 1288128812881288

22.3222.3222.3222.32 18.8518.8518.8518.85 20.1320.1320.1320.13 17.0317.0317.0317.03 11.1111.1111.1111.11 12.5712.5712.5712.57 9.3849.3849.3849.384 14.0314.0314.0314.03 13.7113.7113.7113.71 1302130213021302

5.8305.8305.8305.830 3.1883.1883.1883.188 5.0105.0105.0105.010 2.4592.4592.4592.459 2.0042.0042.0042.004 3.8263.8263.8263.826 2.1862.1862.1862.186 3.8263.8263.8263.826 3.8523.8523.8523.852 1306130613061306

3.4623.4623.4623.462 2.1862.1862.1862.186 3.4623.4623.4623.462 2.1862.1862.1862.186 2.0952.0952.0952.095 3.3703.3703.3703.370 2.0952.0952.0952.095 3.3703.3703.3703.370 1.5541.5541.5541.554 1307130713071307

3.2793.2793.2793.279 2.1862.1862.1862.186 3.1883.1883.1883.188 2.1862.1862.1862.186 2.1862.1862.1862.186 3.1883.1883.1883.188 2.1862.1862.1862.186 3.1883.1883.1883.188 1.4681.4681.4681.468 1309130913091309

3.1883.1883.1883.188 2.2772.2772.2772.277 3.0973.0973.0973.097 2.2772.2772.2772.277 2.2772.2772.2772.277 3.0973.0973.0973.097 2.2772.2772.2772.277 3.0973.0973.0973.097 1.4391.4391.4391.439 1310131013101310

3.1883.1883.1883.188 2.4592.4592.4592.459 3.0973.0973.0973.097 2.4592.4592.4592.459 2.4592.4592.4592.459 3.0973.0973.0973.097 2.4592.4592.4592.459 3.0973.0973.0973.097 1.4361.4361.4361.436 1312131213121312

3.2793.2793.2793.279 2.5502.5502.5502.550 3.1883.1883.1883.188 2.5502.5502.5502.550 2.6422.6422.6422.642 3.0973.0973.0973.097 2.5502.5502.5502.550 3.0973.0973.0973.097 1.4331.4331.4331.433 1313131313131313

3.2793.2793.2793.279 2.7332.7332.7332.733 3.2793.2793.2793.279 2.7332.7332.7332.733 2.8242.8242.8242.824 3.1883.1883.1883.188 2.7332.7332.7332.733 3.1883.1883.1883.188 1.4261.4261.4261.426 1315131513151315

3.4623.4623.4623.462 2.9152.9152.9152.915 3.3703.3703.3703.370 2.9152.9152.9152.915 3.0063.0063.0063.006 3.2793.2793.2793.279 2.9152.9152.9152.915 3.2793.2793.2793.279 1.4191.4191.4191.419 1316131613161316

3.4623.4623.4623.462 3.0063.0063.0063.006 3.4623.4623.4623.462 3.0973.0973.0973.097 3.0973.0973.0973.097 3.2793.2793.2793.279 3.0973.0973.0973.097 3.3703.3703.3703.370 1.3851.3851.3851.385 1317131713171317

3.6443.6443.6443.644 3.1883.1883.1883.188 3.5533.5533.5533.553 3.1883.1883.1883.188 3.2793.2793.2793.279 3.4623.4623.4623.462 3.1883.1883.1883.188 3.4623.4623.4623.462 1.3381.3381.3381.338 1319131913191319

3.7353.7353.7353.735 3.3703.3703.3703.370 3.7353.7353.7353.735 3.3703.3703.3703.370 3.4623.4623.4623.462 3.5533.5533.5533.553 3.3703.3703.3703.370 3.5533.5533.5533.553 1.2721.2721.2721.272 1320132013201320

3.7353.7353.7353.735 3.4623.4623.4623.462 3.7353.7353.7353.735 3.4623.4623.4623.462 3.6443.6443.6443.644 3.7353.7353.7353.735 3.4623.4623.4623.462 3.6443.6443.6443.644 1.1851.1851.1851.185 1321132113211321

3.9173.9173.9173.917 3.6443.6443.6443.644 3.8263.8263.8263.826 3.6443.6443.6443.644 3.7353.7353.7353.735 3.7353.7353.7353.735 3.6443.6443.6443.644 3.8263.8263.8263.826 1.0821.0821.0821.082 1322132213221322

3.9173.9173.9173.917 3.7353.7353.7353.735 4.0084.0084.0084.008 3.7353.7353.7353.735 3.8263.8263.8263.826 3.8263.8263.8263.826 3.8263.8263.8263.826 3.8263.8263.8263.826 0.9560.9560.9560.956 1323132313231323

4.0994.0994.0994.099 3.8263.8263.8263.826 4.0084.0084.0084.008 3.8263.8263.8263.826 4.0084.0084.0084.008 3.9173.9173.9173.917 3.9173.9173.9173.917 3.9173.9173.9173.917 0.8150.8150.8150.815 1324132413241324

4.0994.0994.0994.099 3.9173.9173.9173.917 4.0994.0994.0994.099 3.9173.9173.9173.917 4.0994.0994.0994.099 4.0084.0084.0084.008 4.0084.0084.0084.008 4.0084.0084.0084.008 0.6550.6550.6550.655 1325132513251325

4.1904.1904.1904.190 3.9173.9173.9173.917 4.0994.0994.0994.099 4.0084.0084.0084.008 4.1904.1904.1904.190 4.0994.0994.0994.099 4.0994.0994.0994.099 4.0084.0084.0084.008 0.4800.4800.4800.480 1325132513251325

4.2824.2824.2824.282 4.0084.0084.0084.008 4.1904.1904.1904.190 4.0084.0084.0084.008 4.2824.2824.2824.282 4.1904.1904.1904.190 4.1904.1904.1904.190 4.0994.0994.0994.099 0.2930.2930.2930.293 1325132513251325

4.2824.2824.2824.282 4.0994.0994.0994.099 4.1904.1904.1904.190 4.0994.0994.0994.099 4.2824.2824.2824.282 4.0994.0994.0994.099 4.1904.1904.1904.190 4.0994.0994.0994.099 0.0990.0990.0990.099 1325132513251325

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:48%Humidity:48%Humidity:48%Humidity:48%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014 Remarks:Remarks:Remarks:Remarks: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000551

NAME: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:48%Humidity:48%Humidity:48%Humidity:48%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014 Remarks:Remarks:Remarks:Remarks: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000551

NAME: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:48%Humidity:48%Humidity:48%Humidity:48%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014 Remarks:Remarks:Remarks:Remarks: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000551

NAME: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 543

5.0 540

10.0 530

15.0 512

20.0 488

25.0 459

30.0 426

35.0 390

40.0 352

45.0 313

50.0 277

55.0 238

60.0 199

65.0 160

70.0 122

75.0 85.2

80.0 50.7

85.0 22.3

90.0 5.83

95.0 3.46

100.0 3.27

105.0 3.18

110.0 3.18

115.0 3.27

120.0 3.27

125.0 3.46

130.0 3.46

135.0 3.64

140.0 3.73

145.0 3.73

150.0 3.91

155.0 3.91

160.0 4.09

165.0 4.09

170.0 4.19

175.0 4.28

180.0 4.28
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542

539

528

510

486

456

423

386

348
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273
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194

156
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80.9

47.1

19.4

3.73

2.09

2.09

2.27

2.36

2.55

2.73

2.91

3.09

3.18

3.37

3.46

3.64

3.82

3.91
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4.00
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4.09

30
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511
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84.6

50.1
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5.55

3.55
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3.18

3.18

3.18

3.18

3.37

3.46

3.55

3.64

3.82

3.91

3.91

4.00

4.09

4.19

4.19

4.19

45

541

538
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347
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79.8
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2.18
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2.45

2.55

2.73

2.91

3.00

3.18
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4.00
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487
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83.3

49.2
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3.55

3.27

3.18

3.18

3.18

3.18

3.27

3.46

3.46

3.55

3.73

3.82

3.91

4.00

4.00

4.09

4.09

4.09

75

541

538

527

509

485

456

422

385

347

310

271

231

191

153

115

78.6

45.3

17.6

3.09

2.00

2.18

2.27

2.36

2.55

2.73

2.91

3.00

3.18

3.37

3.46

3.55

3.73

3.82

3.91

4.00

4.09

4.09

90

541

538

528

510

486

457

424

387

349

310

274

235

195

157

119

82.3

48.2

20.1

5.01

3.46

3.18

3.09

3.09

3.18

3.27

3.37

3.46

3.55

3.73

3.73

3.82

4.00

4.00

4.09

4.09

4.19

4.19

105

541

538

527

509

485

455

421

384

346

310

270

230

191

152

114

77.7

44.5

17.1

2.91

2.18

2.18

2.27

2.45

2.55

2.73

2.91

3.00

3.18

3.46

3.55

3.73

3.82

4.00

4.00

4.09

4.09

4.09

120

541

538

528

510

486

457

423

387

349

310

273

234

195

156

118

81.5

47.5

20.0

4.64

3.55

3.27

3.18

3.18

3.18

3.27

3.37

3.46

3.55

3.64

3.73

3.82

3.91

4.00

4.09

4.09

4.19

4.09
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541

538

526

508

484

454

420

384

345

309

270

230

190

152

114

77.2

44.0

17.0

2.45

2.18

2.18

2.27

2.45

2.55

2.73

2.91

3.09

3.18

3.37

3.46

3.64

3.73

3.82

3.91

4.00

4.00

4.09

150

541
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527
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485

456

423

386
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309
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234

195
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118

81.4

47.2

19.7

4.37

3.46

3.18

3.18

3.09

3.18

3.18

3.37

3.46

3.55

3.64

3.73

3.82

3.91

3.91

4.00

4.00

4.09

4.09

165

541

538

526
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484

454

420

384

346
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270

231

191
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114

77.4

44.0

16.9

2.27

2.09

2.18

2.27

2.45

2.64

2.73

2.91

3.09

3.27

3.37

3.55

3.55

3.73

3.82

4.00

4.00

4.09

4.09
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413
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337
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261

221
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143

104

67.6

35.2

11.1

2.00

2.09

2.18

2.27

2.45

2.64

2.82

3.00

3.09

3.27

3.46

3.64

3.73

3.82

4.00

4.09

4.19

4.28

4.28

195
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524
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415
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185
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71.2

38.0

13.4

3.82

3.27

3.18

3.09
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3.18

3.27

3.37

3.37

3.55

3.55

3.73

3.73
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2.18

2.00

2.18

2.27

2.36

2.55

2.73
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3.00

3.18

3.27

3.46

3.64

3.73

3.73
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:48%Humidity:48%Humidity:48%Humidity:48%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014 Remarks:Remarks:Remarks:Remarks: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000551

NAME: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 TYPE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 541

5.0 537

10.0 524

15.0 505

20.0 479

25.0 449

30.0 414

35.0 377

40.0 338

45.0 299

50.0 263

55.0 223

60.0 183

65.0 144

70.0 106

75.0 70.0

80.0 37.3

85.0 12.5

90.0 3.82

95.0 3.37

100.0 3.18

105.0 3.09

110.0 3.09

115.0 3.09

120.0 3.18

125.0 3.27

130.0 3.27

135.0 3.46

140.0 3.55

145.0 3.73

150.0 3.73

155.0 3.82

160.0 3.91

165.0 4.00

170.0 4.09

175.0 4.19

180.0 4.09

240

541

536

524

504

478

447

412

374

335

298

258

218

178

140

102

65.5

33.6

9.65

2.18

2.00

2.09

2.27

2.36

2.55

2.64

2.91

3.00

3.09

3.27

3.46

3.55

3.73

3.82

3.91

4.00

4.00

4.09

255

541

537

525

506

480

450

415

377

338

299

262

222

183

144

106

69.7

36.5

11.9

3.73

3.37

3.09

3.09

3.09

3.18

3.27

3.27

3.37

3.55

3.64

3.73

3.82

3.91

4.09

4.09

4.19

4.19

4.19

270

541

536

524

505

479

448

413

375

335

299

258

218

178

140

102

65.9

33.4

9.38

2.18

2.09

2.18

2.27

2.45

2.55

2.73

2.91

3.09

3.18

3.37

3.46

3.64

3.82

3.91

4.00

4.09

4.19

4.19

285

541

537

525

506

481

450

416

378

339

299

263

223

183

145

107

70.6

37.3

12.2

3.82

3.37

3.18

3.09

3.09

3.09

3.18

3.27

3.37

3.46

3.55

3.73

3.73

3.91

3.91

4.09

4.09

4.19

4.19

300

541

537

525

505

480

449

413

376

337

300

259

219

180

141

103

67.3

35.1

10.6

2.27

2.09

2.18

2.27

2.36

2.55

2.73

2.91

3.00

3.18

3.37

3.46

3.55

3.73

3.82

3.91

4.00

4.00

4.09

315

541

537

525

506

481

450

416

379

340

300

264

224

185

147

109

72.5

39.5

14.0

3.82

3.37

3.18

3.09

3.09

3.09

3.18

3.27

3.37

3.46

3.55

3.64

3.82

3.82

3.91

4.00

4.00

4.09

4.09

330

541

536

524

504

479

448

413

376

337

301

261

221

182

143

106

69.2

37.0

12.2

2.09

2.00

2.09

2.27

2.36

2.55

2.64

2.82

3.00

3.09

3.27

3.46

3.55

3.73

3.82

3.82

3.91

4.09

4.09

345

541

537

525

506

480

450

416

379

341

302

266

226

187

149

111

74.4

41.0

15.4

3.82

3.37

3.18

3.09

3.18

3.18

3.27

3.37

3.37

3.46

3.55

3.73

3.82

3.91

4.00

4.09

4.09

4.19

4.19

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:48%Humidity:48%Humidity:48%Humidity:48%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014Test Date:10-02-2014 Remarks:Remarks:Remarks:Remarks: CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 CDS1 Z518 CW 120D 25W 220-240VAC 50HZ IP44 
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