Fiberli -

PSL Elektronik

GEEEND

]

ELECTROMNIC

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number:

0000550

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CDS1 Z512 CW 120D 18W 220-240VAC 50H

iZ TPRRE: CROMADOWN

WEIGHT:

SPECIFICATION:CROMADOWN S1

DIMENSION: 220X220X76mm

SERIAL No.:25540499

DATA OF LAMP PHOTOMETRIC DATA
MODEL cps1 Imax (cd) 370.9 S/MH (C0/180) 1.15
NOMINAL POWER (W) 16 EFFICIENCY (%) 100.0 S/MH (C90/270) 1.14
RATED VOLTAGE (V) 220 TOTAL FLUX (1m) 866.97 n UP(C0-180)
NOMINAL FLUX (1lm) 867.0 EFFICIENCY (1m/W) DIRECT n DN(C0-180)
LAMPS QUANTITY 1 n up (%) 2.0 n UP(C180-360)
TEST VOLTAGE (V) 220.8 n down (%) 98.0 n DN(C180-360)
LUMINOUS INTENSITY DISTRIBUTION LUMINOUS INTENSITY DISTRIBUTION
371
CO/1BO ///’\\
3p/21
cep/24D
297 90/27
3_ 223
kel
H
()]
& \
g 148
H
-60 60
UNIT:cd
c0/180
—— C30/210
-30 30 €60/240 74 \
0 —— €90/270
AVERAGE BEAM ANGLE (50%) :95.0 DEG
Vi N
-90 -60 -30 0 30 60 90
ANGLE (DEG)

Test System:LSG-1600
Temperature:27DEG
Operators:FATMA
Test Date:10-02-2014

Test Set: 2.0deg/s
Humidity:47%

Test Distance:9.545 m

Remarks: CDS1 Z512 CW 120D 18W 220-240VAC 5(

C-Gamma (TYPE C)
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Flberll - PSL Elektronlk F“:IEI'“ ELECTROMIC

AVERAGE AND CENTER E Figure

Report number: 0000550

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CDS1 Z512 CW 120D 18W 220-240VAC 50HZ TPRE:CROMADOWN WEIGHT:
SPECIFICATION:CROMADOWN S1 DIMENSION: 220X220X76mnr SERIAL No.:25540499
Height AVR E CENTER E Diameter
65.221x 164.801x 324.49cm
1.50m
36.681x { 5 92.701x 432.66cm
2.00m
9.171x Z{///\\\\}X 23.181x 865.32cm
4.00m
7.251x Z/”’““_—__“““\\X 18.311x 973.48cm
4.50m
4.081x 0.301x 1297.98cm

Angle:94.5deg

Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:27DEG Humidity:47%

Operators:FATMA Test Distance:9.545 m

Test Date:10-02-2014 Remarks: CDS1 Z512 CW 120D 18W 220-240VAC 5(
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Fiberli - PSL Elektronik

ELECTROMIC

ZONAL FLUX DIAGRAM

Report number: 0000550

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CDS1 Z512 CW 120D 18W 220-240VAC 50HZ TPPRE:CROMADOWN WEIGHT:
SPECIFICATION:CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499
v co Cc45 Cc90 C135 C180 C225 C270 C315 v ® zone @ total
5.0 368.9 367.3 366.8 366.0 366.7 366.2 365.2 365.5 0- 5 8.789 8.789

10.0 361.0 358.6 358.5 357.5 356.5 356.7 355.4 356.1 5- 10 25.83 34.61
15.0 347.4 344.6 344.8 343.3 341.1 341.8 340.3 341.5 10- 15 41.37 75.99
20.0 329.1 325.7 326.6 324.5 320.9 322.6 320.7 322.3 15- 20 54,63 130.6
25.0 306.8 306.5 304.4 305.1 300.4 299.3 301.0 299.5 20- 25 65.24 195.8
30.0 281.6 281.1 279.8 279.6 274.0 276.8 275.4 277.3 25- 30 72.717 268.6
35.0 258.0 254.0 256.9 252.4 245.9 249.8 248.2 250.4 30- 35 77.29 345.9
40.0 230.1 226.4 229.6 224.9 217.5 221.9 220.6 222.8 35- 40 78.40 424.3
45.0 202.2 198.8 202.4 197.3 189.7 194.2 193.3 195.3 40- 45 76.79 501.1
50.0 175.1 171.7 176.0 170.2 162.5 167.5 166.3 168.6 45- 50 72.82 573.9
55.0 148.6 145.5 149.7 144.2 136.2 141.3 140.2 142.4 50- 55 66.85 640.8
60.0 123.1 120.1 124.4 118.8 111.1 115.8 114.8 116.9 55- 60 59.21 700.0
65.0 98.57 95.38 99.85 94.29 86.73 91.56 90.10 92.47 60- 65 50.19 750.2
70.0 74.52 71.79 75.80 70.97 63.41 67.69 66.14 68.51 65- 70 40.08 790.3
75.0 51.56 49.01 52.75 48.46 41.36 45.09 43.54 45.64 70- 75 29.30 819.6
80.0 30.52 28.15 31.43 27.78 21.68 24.87 23.14 25.32 75- 80 18.48 838.1
85.0 13.21 11.38 13.66 11.29 6.924 9.292 7.652 9.475 80- 85 8.866 846.9
90.0 3.826 2.459 4.282 2.550 2.004 3.370 1.913 3.279 85- 90 2.775 849.7
95.0 3.006 2.2717 3.279 2.550 2.095 3.279 2.095 3.097 90- 95 1.500 851.2
100.0 2.824 2.186 3.097 2.459 2.095 3.006 2.095 2.824 95-100 1.427 852.6
105.0 2.733 2.186 3.006 2.459 2.004 2.824 2.095 2.733 100-105 1.363 854.0
110.0 2.733 2.277 2.733 2.459 2.186 2.733 2.186 2.733 105-110 1.310 855.3
115.0 2.733 2.2717 2.733 2.550 2.2717 2.824 2.277 2.642 110-115 1.279 856.6
120.0 2.733 2.368 2.824 2.550 2.368 2.824 2.368 2.642 115-120 1.251 857.9
125.0 2.824 2.459 2.824 2.642 2.459 2.824 2.459 2.733 120-125 1.219 859.1
130.0 2.824 2.550 2.915 2.733 2.642 2.915 2.642 2.824 125-130 1.178 860.2
135.0 2.915 2.642 3.006 2.733 2.733 2.915 2.642 2.824 130-135 1.122 861.4
140.0 3.006 2.733 3.006 2.824 2.733 2.915 2.733 2.915 135-140 1.055 862.4
145.0 3.097 2.915 3.097 2.915 2.824 3.006 2.915 3.006 140-145 0.974 863.4
150.0 3.097 2.915 3.097 3.006 3.006 3.006 2.915 3.006 145-150 0.881 864.3
155.0 3.188 3.006 3.188 3.006 3.097 3.097 3.006 3.097 150-155 0.772 865.1
160.0 3.188 3.097 3.279 3.097 3.188 3.188 3.006 3.188 155-160 0.655 865.7
165.0 3.188 3.097 3.279 3.188 3.279 3.188 3.188 3.188 160-165 0.524 866.2
170.0 3.370 3.188 3.279 3.188 3.370 3.279 3.279 3.188 165-170 0.383 866.6
175.0 3.279 3.188 3.370 3.188 3.370 3.279 3.370 3.279 170-175 0.234 866.9
180.0 3.370 3.188 3.370 3.188 3.370 3.279 3.279 3.279 175-180 0.078 866.9
DEG LUMINOUS INTENSITY:cd UNIT:1lm

Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)

Temperature:27DEG Humidity:47%

Operators:FATMA Test Distance:9.545 m

Test Date:10-02-2014 Remarks: CDS1 Z512 CW 120D 18W 220-240VAC 5(
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Fiberli - PSL Elektronik 'EJ l= PSL

ELECTROMIC

ISOCANDELA DIAGRAM

Report number: 0000550

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CDS1 Z512 CW 120D 18

W 220-240VAC 50HZ TPEBRE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN S1

DIMENSION: 220X220X76mq SERIAL No.:25540499

UNIT: cd

20 10%
75 — 20%
60 — 30%
/ \ — 40%
45
i 50%
30 — 60%
/\ \ \ ©
G / / / o)
15 — 70%
i 0 | — 80%
2
& { K K / / / / / ) 208
g -15
=30 S———
—— 7
-45
\\//
_60 —
~1 |
=75
-90
-90 -75 -60 -45 -30 -15 0 15 30 45 60 75 90

HORIZONTAL (DEG)

Test System:LSG-1600
Temperature:27DEG
Operators:FATMA
Test Date:10-02-2014

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:47%

Test Distance:9.545 m

Remarks: CDS1 Z512 CW 120D 18W 220-240VAC
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Fiberli - PSL Elektronik

FE = INSI

ISOLUX DIAGRAM

Report number: 0000550

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CDS1 Z512 CW 120D 18W 220-240VAC 50HZ TPBE:CROMADOWN WEIGHT:

SPECIFICATION:CROMADOWN S1

DIMENSION: 220X220X76mq SERIAL No.:25540499

CO PLANE ISOLUX DIAGRAM (UNIT:1lx)

MH (m)

10

11

PLANAR ISOLUX DIAGRAM (UNIT:1x)

)

IR

]

I

56.00
46.00
37.00
28.00
19.00

N Wbk 9V

.300
.400
.600
.700
.800

10.0

300 — 110

S (m) S 260 S 37.0
220 — 18.0

S 180 S— 11.0

150 3.70

Test System:LSG-1600
Temperature:27DEG

Operators:FATMA

Test Date:10-02-2014

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:47%

Test Distance:9.545 m

Remarks: CDS1 Z512 CW 120D 18W 220-240VAC 5(
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Fiberli - PSL Elektronik

ELECTROMNIC

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000550

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CDS1 Z512 CW 120D 18W 220-240VAC 50HZ TPPRE:CROMADOWN WEIGHT:
SPECIFICATION: CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499
UNIT: cd
C (DEG)
4 (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 371 371 370 370 370 369 369 369 369 369 369 369 371 371 370
5.0 369 368 368 367 367 367 367 366 367 366 367 366 367 367 366
10.0 361 360 360 359 359 358 359 358 358 358 359 358 357 357 356
15.0 347 346 346 345 345 344 345 344 345 343 345 344 341 342 341
20.0 329 327 328 326 327 325 327 325 326 325 326 325 321 323 321
25.0 307 308 306 307 305 306 304 306 304 305 304 305 300 299 300
30.0 282 282 281 281 280 281 280 280 279 280 279 279 274 276 274
35.0 258 255 257 254 257 254 257 254 256 252 255 252 246 249 246
40.0 230 227 229 226 229 227 230 226 229 225 227 224 218 221 218
45.0 202 199 202 199 202 199 202 199 201 197 200 196 190 193 190
50.0 175 171 175 172 176 173 176 172 175 170 173 169 163 166 163
55.0 149 145 148 146 149 147 150 146 148 144 147 143 136 140 137
60.0 123 120 123 120 124 121 124 121 123 119 121 118 111 115 112
65.0 98.5 95.0 98.4 95.3 99.3 96.3 99.8 96.0 98.6 94.2 96.9 93.1 86.7 90.3 87.2
70.0 74.5 71.3 74.5 71.7 75.3 72.6 75.8 72.3 74.7 70.9 73.3 69.8 63.4 66.7 63.7
75.0 51.5 48.5 51.5 49.0 52.2 49.7 52.7 49.5 51.9 48.4 50.7 47.5 41.3 44.3 41.8
80.0 30.5 27.7 30.6 28.1 31.1 28.6 31.4 28.5 30.8 27.7 30.0 27.1 21.6 24.4 21.9
85.0 13.2  11.2 13.2 11.3 13.5 11.6 13.6 11.6 13.3 11.2 12.9 10.8 6.92 9.01  7.19
90.0 3.82  2.36 3.91 2.45 4.09 2.82 4.28 2.82 4.09 2.55 4.00 2.55 2.00 3.37 2.18
95.0 3.00 2.00 3.37 2.27 3.27 2.09 3.27 2.36 3.55 2.55 3.55 2.27 2.09 3.09 2.18
100.0 2.82  2.00 3.00 2.18 3.00 2.09 3.09 2.36 3.27 2.45 3.27 2.18 2.09 2.91 2.09
105.0 2.73 2.00 2.82 2.18 2.91 2.18 3.00 2.36 3.18 2.45 3.00 2.18 2.00 2.73 2.18
110.0 2.73  2.09 2.82 2.27 2.82 2.27 2.73 2.36 3.00 2.45 2.91 2.27 2.18 2.64 2.18
115.0 2.73  2.27 2.73 2.27 2.82 2.27 2.73 2.45 3.00 2.55 2.82 2.27 2.27 2.73 2.18
120.0 2.73 2.36 2.73 2.36 2.82 2.36 2.82 2.55 3.00 2.55 2.91 2.36 2.36 2.64 2.36
125.0 2.82 2.45 2.82 2.45 2.82 2.45 2.82 2.73 3.00 2.64 2.91 2.55 2.45 2.73 2.45
130.0 2.82  2.55 2.91 2.55 2.91 2.55 2.91 2.73 3.00 2.73 3.00 2.64 2.64 2.82 2.55
135.0 2.91 2.64 2.91 2.64 2.91 2.73 3.00 2.82 3.09 2.73 3.00 2.73 2.73 2.91 2.64
140.0 3.00 2.73 2.91 2.73 3.00 2.73 3.00 2.91 3.09 2.82 3.00 2.73 2.73 3.00 2.73
145.0 3.09 2.91 3.00 2.91 3.00 2.82 3.09 3.00 3.18 2.91 3.09 2.82 2.82 3.00 2.82
150.0 3.09 3.00 3.09 2.91 3.09 2.91 3.09 3.00 3.18 3.00 3.09 2.91 3.00 3.09 2.91
155.0 3.18 3.09 3.18 3.00 3.09 2.91 3.18 3.09 3.18 3.00 3.18 3.00 3.09 3.09 3.00
160.0 3.18 3.18 3.18 3.09 3.18 3.09 3.27 3.18 3.27 3.09 3.27 3.09 3.18 3.27 3.09
165.0 3.18 3.18 3.27 3.09 3.27 3.18 3.27 3.27 3.27 3.18 3.18 3.18 3.27 3.27 3.18
170.0 3.37  3.18 3.27 3.18 3.27 3.18 3.27 3.27 3.27 3.18 3.27 3.18 3.37 3.27 3.18
175.0 3.27 3.27 3.27 3.18 3.27 3.27 3.37 3.27 3.37 3.18 3.27 3.18 3.37 3.27 3.27
180.0 3.37 3.27 3.27 3.18 3.27 3.18 3.37 3.27 3.27 3.18 3.27 3.18 3.37 3.37 3.27

Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)

Temperature:27DEG Humidity:47%

Operators:FATMA Test Distance:9.545 m

Test Date:10-02-2014 Remarks: CDS1 Z512 CW 120D 18W 220-240VAC 5(
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Fiberli - PSL Elektronik

ELECTROMNIC

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000550

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CDS1 Z512 CW 120D 18W 220-240VAC 50HZ TPPRE:CROMADOWN WEIGHT:
SPECIFICATION: CROMADOWN S1 DIMENSION: 220X220X76mm SERIAL No.:25540499
UNIT: cd
C (DEG)
; (DEG) 225 240 255 270 285 300 315 330 345
0.0 370 370 369 369 369 369 369 369 369
5.0 366 366 366 365 366 365 366 365 366
10.0 357 356 357 355 356 355 356 355 356
15.0 342 341 342 340 342 340 342 340 342
20.0 323 321 323 321 323 321 322 321 322
25.0 299 301 300 301 300 301 300 300 299
30.0 277 275 278 275 278 275 277 275 277
35.0 250 247 251 248 251 248 250 247 250
40.0 222 219 223 221 224 220 223 219 222
45.0 194 192 196 193 196 193 195 191 194
50.0 168 165 169 166 170 166 169 164 167
55.0 141 139 143 140 144 140 142 138 141
60.0 116 114 118 115 118 114 117 113 116
65.0 91.5 88.8 93.1 90.1 93.5 89.4 92.4 88.3 91.4
70.0 67.6 65.0 69.0 66.1 69.4 65.6 68.5 64.6 67.6
75.0 45.0 42.8 46.1 43.5 46.3 43.1 45.6 42.3  45.0
80.0 24.8 22.5 25.6 23.1 25.6 22.8 25.3 22.3 24.7
85.0 9.29 7.37 9.56 7.65 9.65 7.56 9.47 7.37 9.29
90.0 3.37  2.09 3.27 1.91 3.37 2.00 3.27 2.09 3.27
95.0 3.27 2.27 3.09 2.09 3.00 2.00 3.09 2.09 3.00
100.0 3.00 2.18 2.91 2.09 2.91 2.09 2.82 2.00 2.82
105.0 2.82  2.27 2.82 2.09 2.73 2.09 2.73 2.09 2.64
110.0 2.73  2.27 2.82 2.18 2.64 2.18 2.73 2.09 2.64
115.0 2.82  2.36 2.73 2.27 2.73 2.18 2.64 2.18 2.64
120.0 2.82  2.36 2.82 2.36 2.73 2.27 2.64 2.27 2.73
125.0 2.82 2.55 2.91 2.45 2.73 2.45 2.73 2.36 2.73
130.0 2.91 2.55 2.91 2.64 2.73 2.55 2.82 2.55 2.82
135.0 2.91 2.64 2.91 2.64 2.91 2.64 2.82 2.64 2.82
140.0 2.91 2.73 3.00 2.73 2.91 2.73 2.91 2.73 2.91
145.0 3.00 2.82 3.00 2.91 3.00 2.82 3.00 2.82 3.00
150.0 3.00 2.91 3.09 2.91 3.00 2.91 3.00 2.91 3.09
155.0 3.09 3.00 3.09 3.00 3.09 2.91 3.09 3.00 3.09
160.0 3.18 3.09 3.18 3.00 3.18 3.00 3.18 3.09 3.27
165.0 3.18 3.18 3.27 3.18 3.18 3.00 3.18 3.09 3.18
170.0 3.27 3.18 3.27 3.27 3.27 3.09 3.18 3.18 3.27
175.0 3.27  3.27 3.27 3.37 3.27 3.18 3.27 3.18 3.27
180.0 3.27 3.18 3.27 3.27 3.27 3.18 3.27 3.27 3.27
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:27DEG Humidity:47%
Operators:FATMA Test Distance:9.545 m
Test Date:10-02-2014 Remarks: CDS1 Z512 CW 120D 18W 220-240VAC 5(
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