
Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000311

NAME: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:

SPECIFICATION:CROMA FLOOR 3 DIMENSION: D:206 SERIAL No.:31749401

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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CF3 Z509 WW 10D 12W 220VAC 50HZ IP67
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Test:U:220.6V I:0.104A P:12.10W PF:0.525Test:U:220.6V I:0.104A P:12.10W PF:0.525Test:U:220.6V I:0.104A P:12.10W PF:0.525Test:U:220.6V I:0.104A P:12.10W PF:0.525

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:54%Humidity:54%Humidity:54%Humidity:54%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:03-01-2014Test Date:03-01-2014Test Date:03-01-2014Test Date:03-01-2014 Remarks:Remarks:Remarks:Remarks: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67CF3 Z509 WW 10D 12W 220VAC 50HZ IP67CF3 Z509 WW 10D 12W 220VAC 50HZ IP67CF3 Z509 WW 10D 12W 220VAC 50HZ IP67
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000311

NAME: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:

SPECIFICATION:CROMA FLOOR 3 DIMENSION: D:206 SERIAL No.:31749401

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

8688868886888688 7750775077507750 6437643764376437 5614561456145614 4100410041004100 5073507350735073 6414641464146414 7486748674867486 178.2178.2178.2178.2 178.2178.2178.2178.2

3749374937493749 2334233423342334 1430143014301430 1121112111211121 833.2833.2833.2833.2 1050105010501050 1748174817481748 2413241324132413 233.7233.7233.7233.7 412.0412.0412.0412.0

793.6793.6793.6793.6 643.0643.0643.0643.0 534.4534.4534.4534.4 444.0444.0444.0444.0 384.6384.6384.6384.6 414.9414.9414.9414.9 465.5465.5465.5465.5 599.3599.3599.3599.3 96.5296.5296.5296.52 508.5508.5508.5508.5

387.3387.3387.3387.3 363.1363.1363.1363.1 341.5341.5341.5341.5 306.4306.4306.4306.4 270.9270.9270.9270.9 289.2289.2289.2289.2 292.5292.5292.5292.5 319.6319.6319.6319.6 62.1262.1262.1262.12 570.6570.6570.6570.6

266.6266.6266.6266.6 251.8251.8251.8251.8 239.6239.6239.6239.6 201.0201.0201.0201.0 161.5161.5161.5161.5 167.2167.2167.2167.2 179.6179.6179.6179.6 215.5215.5215.5215.5 52.7752.7752.7752.77 623.4623.4623.4623.4

160.8160.8160.8160.8 149.4149.4149.4149.4 145.4145.4145.4145.4 115.7115.7115.7115.7 85.0985.0985.0985.09 86.0986.0986.0986.09 86.7386.7386.7386.73 115.4115.4115.4115.4 38.0438.0438.0438.04 661.5661.5661.5661.5

85.1885.1885.1885.18 79.8079.8079.8079.80 76.3476.3476.3476.34 56.6656.6656.6656.66 38.2638.2638.2638.26 43.4543.4543.4543.45 38.9038.9038.9038.90 59.2159.2159.2159.21 23.4323.4323.4323.43 684.9684.9684.9684.9

39.4439.4439.4439.44 37.8037.8037.8037.80 38.7238.7238.7238.72 30.3330.3330.3330.33 25.4125.4125.4125.41 29.4229.4229.4229.42 26.0526.0526.0526.05 32.7032.7032.7032.70 13.5313.5313.5313.53 698.4698.4698.4698.4

27.3327.3327.3327.33 23.7723.7723.7723.77 26.0526.0526.0526.05 21.5921.5921.5921.59 19.3119.3119.3119.31 22.9522.9522.9522.95 20.2220.2220.2220.22 24.4124.4124.4124.41 9.7119.7119.7119.711 708.1708.1708.1708.1

20.7720.7720.7720.77 17.4917.4917.4917.49 18.9518.9518.9518.95 15.6715.6715.6715.67 13.4813.4813.4813.48 17.3117.3117.3117.31 15.7615.7615.7615.76 18.8518.8518.8518.85 7.8767.8767.8767.876 716.0716.0716.0716.0

14.1214.1214.1214.12 10.3810.3810.3810.38 11.6611.6611.6611.66 8.7468.7468.7468.746 8.1998.1998.1998.199 11.1111.1111.1111.11 9.6579.6579.6579.657 12.8412.8412.8412.84 5.7755.7755.7755.775 721.8721.8721.8721.8

9.7489.7489.7489.748 7.4707.4707.4707.470 8.9288.9288.9288.928 6.6506.6506.6506.650 6.2866.2866.2866.286 8.3818.3818.3818.381 6.8336.8336.8336.833 9.1109.1109.1109.110 4.0884.0884.0884.088 725.9725.9725.9725.9

7.8357.8357.8357.835 5.9215.9215.9215.921 7.0157.0157.0157.015 5.1015.1015.1015.101 4.9194.9194.9194.919 6.6506.6506.6506.650 5.3755.3755.3755.375 7.3797.3797.3797.379 3.3533.3533.3533.353 729.2729.2729.2729.2

6.1956.1956.1956.195 4.4644.4644.4644.464 5.5575.5575.5575.557 3.8263.8263.8263.826 3.7353.7353.7353.735 5.2845.2845.2845.284 4.0994.0994.0994.099 5.7395.7395.7395.739 2.7272.7272.7272.727 732.0732.0732.0732.0

4.8284.8284.8284.828 3.3703.3703.3703.370 4.3734.3734.3734.373 2.9152.9152.9152.915 2.9152.9152.9152.915 4.1904.1904.1904.190 3.0973.0973.0973.097 4.5554.5554.5554.555 2.1712.1712.1712.171 734.1734.1734.1734.1

3.9173.9173.9173.917 2.7332.7332.7332.733 3.6443.6443.6443.644 2.4592.4592.4592.459 2.4592.4592.4592.459 3.5533.5533.5533.553 2.5502.5502.5502.550 3.7353.7353.7353.735 1.7771.7771.7771.777 735.9735.9735.9735.9

3.3703.3703.3703.370 2.3682.3682.3682.368 3.2793.2793.2793.279 2.1862.1862.1862.186 2.1862.1862.1862.186 3.0973.0973.0973.097 2.1862.1862.1862.186 3.1883.1883.1883.188 1.5581.5581.5581.558 737.5737.5737.5737.5

3.0973.0973.0973.097 2.0952.0952.0952.095 3.0063.0063.0063.006 2.0952.0952.0952.095 2.0952.0952.0952.095 2.9152.9152.9152.915 2.0952.0952.0952.095 3.0063.0063.0063.006 1.4221.4221.4221.422 738.9738.9738.9738.9

2.9152.9152.9152.915 2.0952.0952.0952.095 2.8242.8242.8242.824 2.0952.0952.0952.095 2.0952.0952.0952.095 2.8242.8242.8242.824 2.0952.0952.0952.095 2.8242.8242.8242.824 1.3651.3651.3651.365 740.2740.2740.2740.2

2.8242.8242.8242.824 2.0952.0952.0952.095 2.8242.8242.8242.824 2.0952.0952.0952.095 2.0952.0952.0952.095 2.7332.7332.7332.733 2.1862.1862.1862.186 2.7332.7332.7332.733 1.3321.3321.3321.332 741.6741.6741.6741.6

2.7332.7332.7332.733 2.1862.1862.1862.186 2.7332.7332.7332.733 2.1862.1862.1862.186 2.0952.0952.0952.095 2.7332.7332.7332.733 2.0952.0952.0952.095 2.7332.7332.7332.733 1.2971.2971.2971.297 742.9742.9742.9742.9

2.7332.7332.7332.733 2.1862.1862.1862.186 2.7332.7332.7332.733 2.0952.0952.0952.095 2.0952.0952.0952.095 2.6422.6422.6422.642 2.1862.1862.1862.186 2.6422.6422.6422.642 1.2551.2551.2551.255 744.1744.1744.1744.1

2.6422.6422.6422.642 2.1862.1862.1862.186 2.6422.6422.6422.642 2.1862.1862.1862.186 2.1862.1862.1862.186 2.5502.5502.5502.550 2.1862.1862.1862.186 2.6422.6422.6422.642 1.2141.2141.2141.214 745.3745.3745.3745.3

2.5502.5502.5502.550 2.1862.1862.1862.186 2.5502.5502.5502.550 2.1862.1862.1862.186 2.2772.2772.2772.277 2.6422.6422.6422.642 2.1862.1862.1862.186 2.6422.6422.6422.642 1.1651.1651.1651.165 746.5746.5746.5746.5

2.6422.6422.6422.642 2.1862.1862.1862.186 2.6422.6422.6422.642 2.1862.1862.1862.186 2.1862.1862.1862.186 2.5502.5502.5502.550 2.1862.1862.1862.186 2.5502.5502.5502.550 1.1021.1021.1021.102 747.6747.6747.6747.6

2.5502.5502.5502.550 2.2772.2772.2772.277 2.6422.6422.6422.642 2.2772.2772.2772.277 2.2772.2772.2772.277 2.5502.5502.5502.550 2.1862.1862.1862.186 2.5502.5502.5502.550 1.0421.0421.0421.042 748.7748.7748.7748.7

2.5502.5502.5502.550 2.2772.2772.2772.277 2.5502.5502.5502.550 2.3682.3682.3682.368 2.3682.3682.3682.368 2.6422.6422.6422.642 2.2772.2772.2772.277 2.5502.5502.5502.550 0.9800.9800.9800.980 749.6749.6749.6749.6

2.6422.6422.6422.642 2.3682.3682.3682.368 2.6422.6422.6422.642 2.4592.4592.4592.459 2.4592.4592.4592.459 2.6422.6422.6422.642 2.4592.4592.4592.459 2.6422.6422.6422.642 0.9240.9240.9240.924 750.6750.6750.6750.6

2.7332.7332.7332.733 2.5502.5502.5502.550 2.7332.7332.7332.733 2.6422.6422.6422.642 2.7332.7332.7332.733 2.7332.7332.7332.733 2.5502.5502.5502.550 2.7332.7332.7332.733 0.8680.8680.8680.868 751.4751.4751.4751.4

2.9152.9152.9152.915 2.7332.7332.7332.733 3.0063.0063.0063.006 3.0973.0973.0973.097 3.0973.0973.0973.097 3.0973.0973.0973.097 2.8242.8242.8242.824 2.9152.9152.9152.915 0.8290.8290.8290.829 752.3752.3752.3752.3

3.3703.3703.3703.370 3.6443.6443.6443.644 3.7353.7353.7353.735 4.3734.3734.3734.373 4.0084.0084.0084.008 4.2824.2824.2824.282 3.4623.4623.4623.462 3.6443.6443.6443.644 0.8670.8670.8670.867 753.1753.1753.1753.1

4.3734.3734.3734.373 5.3755.3755.3755.375 4.9194.9194.9194.919 6.1046.1046.1046.104 5.3755.3755.3755.375 6.0136.0136.0136.013 4.6464.6464.6464.646 5.1935.1935.1935.193 0.9880.9880.9880.988 754.1754.1754.1754.1

5.6485.6485.6485.648 6.9246.9246.9246.924 6.0136.0136.0136.013 7.1977.1977.1977.197 6.1956.1956.1956.195 7.0157.0157.0157.015 5.8305.8305.8305.830 6.6506.6506.6506.650 1.0001.0001.0001.000 755.1755.1755.1755.1

6.3776.3776.3776.377 7.0157.0157.0157.015 6.3776.3776.3776.377 6.6506.6506.6506.650 6.1046.1046.1046.104 6.4686.4686.4686.468 6.1956.1956.1956.195 6.7416.7416.7416.741 0.7790.7790.7790.779 755.9755.9755.9755.9

6.1046.1046.1046.104 5.9215.9215.9215.921 5.9215.9215.9215.921 5.3755.3755.3755.375 5.3755.3755.3755.375 5.2845.2845.2845.284 5.5575.5575.5575.557 5.5575.5575.5575.557 0.4320.4320.4320.432 756.3756.3756.3756.3

5.2845.2845.2845.284 4.8284.8284.8284.828 5.2845.2845.2845.284 4.7374.7374.7374.737 5.2845.2845.2845.284 4.9194.9194.9194.919 5.1935.1935.1935.193 4.8284.8284.8284.828 0.1250.1250.1250.125 756.4756.4756.4756.4

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:54%Humidity:54%Humidity:54%Humidity:54%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:03-01-2014Test Date:03-01-2014Test Date:03-01-2014Test Date:03-01-2014 Remarks:Remarks:Remarks:Remarks: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67CF3 Z509 WW 10D 12W 220VAC 50HZ IP67CF3 Z509 WW 10D 12W 220VAC 50HZ IP67CF3 Z509 WW 10D 12W 220VAC 50HZ IP67
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000311

NAME: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:

SPECIFICATION:CROMA FLOOR 3 DIMENSION: D:206 SERIAL No.:31749401

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:54%Humidity:54%Humidity:54%Humidity:54%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:03-01-2014Test Date:03-01-2014Test Date:03-01-2014Test Date:03-01-2014 Remarks:Remarks:Remarks:Remarks: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67CF3 Z509 WW 10D 12W 220VAC 50HZ IP67CF3 Z509 WW 10D 12W 220VAC 50HZ IP67CF3 Z509 WW 10D 12W 220VAC 50HZ IP67
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000311

NAME: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:

SPECIFICATION:CROMA FLOOR 3 DIMENSION: D:206 SERIAL No.:31749401

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000311

NAME: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:

SPECIFICATION:CROMA FLOOR 3 DIMENSION: D:206 SERIAL No.:31749401

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000311

NAME: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:

SPECIFICATION:CROMA FLOOR 3 DIMENSION: D:206 SERIAL No.:31749401

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000311

NAME: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:

SPECIFICATION:CROMA FLOOR 3 DIMENSION: D:206 SERIAL No.:31749401

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000311

NAME: CF3 Z509 WW 10D 12W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:

SPECIFICATION:CROMA FLOOR 3 DIMENSION: D:206 SERIAL No.:31749401

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)
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