
Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000114

NAME: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7877114

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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CG1 Z503 CW 25D 4W 220VAC 50HZ IP65

4
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Test:U:220.6V I:0.040A P:4.410W PF:0.488Test:U:220.6V I:0.040A P:4.410W PF:0.488Test:U:220.6V I:0.040A P:4.410W PF:0.488Test:U:220.6V I:0.040A P:4.410W PF:0.488

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51%Humidity:51%Humidity:51%Humidity:51%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014 Remarks:Remarks:Remarks:Remarks: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65CG1 Z503 CW 25D 4W 220VAC 50HZ IP65CG1 Z503 CW 25D 4W 220VAC 50HZ IP65CG1 Z503 CW 25D 4W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000114

NAME: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7877114

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

1212121212121212 1175117511751175 1239123912391239 1360136013601360 1439143914391439 1470147014701470 1345134513451345 1211121112111211 32.7732.7732.7732.77 32.7732.7732.7732.77

649.5649.5649.5649.5 567.2567.2567.2567.2 689.4689.4689.4689.4 817.5817.5817.5817.5 874.9874.9874.9874.9 998.0998.0998.0998.0 842.7842.7842.7842.7 679.4679.4679.4679.4 69.0469.0469.0469.04 101.8101.8101.8101.8

278.0278.0278.0278.0 242.8242.8242.8242.8 290.4290.4290.4290.4 342.8342.8342.8342.8 366.6366.6366.6366.6 444.1444.1444.1444.1 384.1384.1384.1384.1 289.7289.7289.7289.7 55.7755.7755.7755.77 157.5157.5157.5157.5

114.6114.6114.6114.6 89.7489.7489.7489.74 103.2103.2103.2103.2 126.7126.7126.7126.7 136.2136.2136.2136.2 178.1178.1178.1178.1 147.5147.5147.5147.5 120.4120.4120.4120.4 31.6731.6731.6731.67 189.2189.2189.2189.2

45.4645.4645.4645.46 38.8138.8138.8138.81 43.8243.8243.8243.82 43.9143.9143.9143.91 47.7447.7447.7447.74 60.2260.2260.2260.22 50.9250.9250.9250.92 45.3745.3745.3745.37 14.7114.7114.7114.71 203.9203.9203.9203.9

25.3225.3225.3225.32 25.9625.9625.9625.96 33.2533.2533.2533.25 31.4331.4331.4331.43 23.8723.8723.8723.87 36.8936.8936.8936.89 35.4435.4435.4435.44 36.6236.6236.6236.62 9.8039.8039.8039.803 213.7213.7213.7213.7

24.1424.1424.1424.14 14.3014.3014.3014.30 17.6717.6717.6717.67 16.0316.0316.0316.03 26.8726.8726.8726.87 20.3120.3120.3120.31 16.4916.4916.4916.49 17.6717.6717.6717.67 6.5746.5746.5746.574 220.3220.3220.3220.3

14.3914.3914.3914.39 11.7511.7511.7511.75 17.8517.8517.8517.85 12.1112.1112.1112.11 12.7512.7512.7512.75 14.4814.4814.4814.48 14.8514.8514.8514.85 13.0213.0213.0213.02 5.1685.1685.1685.168 225.5225.5225.5225.5

10.5610.5610.5610.56 9.3849.3849.3849.384 10.8410.8410.8410.84 12.1112.1112.1112.11 9.0199.0199.0199.019 12.3912.3912.3912.39 11.6611.6611.6611.66 12.0212.0212.0212.02 4.5314.5314.5314.531 230.0230.0230.0230.0

9.2019.2019.2019.201 6.4686.4686.4686.468 8.0178.0178.0178.017 7.1067.1067.1067.106 7.8357.8357.8357.835 9.1109.1109.1109.110 7.4707.4707.4707.470 8.4728.4728.4728.472 3.6573.6573.6573.657 233.7233.7233.7233.7

6.9246.9246.9246.924 5.2845.2845.2845.284 7.1977.1977.1977.197 5.6485.6485.6485.648 5.3755.3755.3755.375 7.0157.0157.0157.015 5.4665.4665.4665.466 6.8336.8336.8336.833 2.9272.9272.9272.927 236.6236.6236.6236.6

6.1046.1046.1046.104 4.0994.0994.0994.099 6.0136.0136.0136.013 4.5554.5554.5554.555 4.7374.7374.7374.737 6.1046.1046.1046.104 4.5554.5554.5554.555 5.8305.8305.8305.830 2.5852.5852.5852.585 239.2239.2239.2239.2

4.9194.9194.9194.919 3.5533.5533.5533.553 5.0105.0105.0105.010 3.5533.5533.5533.553 3.9173.9173.9173.917 5.4665.4665.4665.466 3.8263.8263.8263.826 5.1015.1015.1015.101 2.2942.2942.2942.294 241.5241.5241.5241.5

4.4644.4644.4644.464 3.1883.1883.1883.188 4.0994.0994.0994.099 3.1883.1883.1883.188 3.2793.2793.2793.279 4.3734.3734.3734.373 3.2793.2793.2793.279 4.0994.0994.0994.099 2.0212.0212.0212.021 243.5243.5243.5243.5

3.5533.5533.5533.553 2.7332.7332.7332.733 3.1883.1883.1883.188 2.8242.8242.8242.824 2.5502.5502.5502.550 3.7353.7353.7353.735 3.0063.0063.0063.006 3.3703.3703.3703.370 1.7551.7551.7551.755 245.3245.3245.3245.3

3.0063.0063.0063.006 2.1862.1862.1862.186 2.9152.9152.9152.915 2.1862.1862.1862.186 2.2772.2772.2772.277 3.0063.0063.0063.006 2.2772.2772.2772.277 3.0063.0063.0063.006 1.4781.4781.4781.478 246.7246.7246.7246.7

2.8242.8242.8242.824 2.0952.0952.0952.095 2.7332.7332.7332.733 2.0952.0952.0952.095 2.0952.0952.0952.095 2.8242.8242.8242.824 2.0952.0952.0952.095 2.8242.8242.8242.824 1.3601.3601.3601.360 248.1248.1248.1248.1

2.7332.7332.7332.733 2.0042.0042.0042.004 2.6422.6422.6422.642 2.0042.0042.0042.004 2.0952.0952.0952.095 2.7332.7332.7332.733 2.0042.0042.0042.004 2.6422.6422.6422.642 1.3131.3131.3131.313 249.4249.4249.4249.4

2.6422.6422.6422.642 2.0042.0042.0042.004 2.6422.6422.6422.642 2.0952.0952.0952.095 2.0042.0042.0042.004 2.6422.6422.6422.642 2.0042.0042.0042.004 2.6422.6422.6422.642 1.2761.2761.2761.276 250.7250.7250.7250.7

2.5502.5502.5502.550 2.0042.0042.0042.004 2.5502.5502.5502.550 2.0042.0042.0042.004 2.0952.0952.0952.095 2.6422.6422.6422.642 2.0042.0042.0042.004 2.5502.5502.5502.550 1.2501.2501.2501.250 251.9251.9251.9251.9

2.4592.4592.4592.459 2.0952.0952.0952.095 2.5502.5502.5502.550 2.0952.0952.0952.095 2.0952.0952.0952.095 2.5502.5502.5502.550 2.0952.0952.0952.095 2.4592.4592.4592.459 1.2231.2231.2231.223 253.2253.2253.2253.2

2.4592.4592.4592.459 2.0042.0042.0042.004 2.4592.4592.4592.459 2.0952.0952.0952.095 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0952.0952.0952.095 2.4592.4592.4592.459 1.1871.1871.1871.187 254.3254.3254.3254.3

2.4592.4592.4592.459 2.0042.0042.0042.004 2.4592.4592.4592.459 2.0042.0042.0042.004 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0952.0952.0952.095 2.4592.4592.4592.459 1.1411.1411.1411.141 255.5255.5255.5255.5

2.4592.4592.4592.459 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0042.0042.0042.004 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0952.0952.0952.095 2.4592.4592.4592.459 1.0951.0951.0951.095 256.6256.6256.6256.6

2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0952.0952.0952.095 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 1.0381.0381.0381.038 257.6257.6257.6257.6

2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0952.0952.0952.095 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0952.0952.0952.095 2.3682.3682.3682.368 0.9720.9720.9720.972 258.6258.6258.6258.6

2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0952.0952.0952.095 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 0.9030.9030.9030.903 259.5259.5259.5259.5

2.3682.3682.3682.368 2.1862.1862.1862.186 2.2772.2772.2772.277 2.0952.0952.0952.095 2.1862.1862.1862.186 2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 0.8330.8330.8330.833 260.3260.3260.3260.3

2.4592.4592.4592.459 2.2772.2772.2772.277 2.3682.3682.3682.368 2.2772.2772.2772.277 2.2772.2772.2772.277 2.3682.3682.3682.368 2.1862.1862.1862.186 2.4592.4592.4592.459 0.7640.7640.7640.764 261.1261.1261.1261.1

2.5502.5502.5502.550 2.4592.4592.4592.459 2.5502.5502.5502.550 2.3682.3682.3682.368 2.3682.3682.3682.368 2.4592.4592.4592.459 2.2772.2772.2772.277 2.5502.5502.5502.550 0.7070.7070.7070.707 261.8261.8261.8261.8

2.8242.8242.8242.824 2.8242.8242.8242.824 2.8242.8242.8242.824 2.7332.7332.7332.733 2.5502.5502.5502.550 2.7332.7332.7332.733 2.5502.5502.5502.550 2.8242.8242.8242.824 0.6620.6620.6620.662 262.5262.5262.5262.5

3.1883.1883.1883.188 3.1883.1883.1883.188 3.0973.0973.0973.097 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0973.0973.0973.097 2.8242.8242.8242.824 3.1883.1883.1883.188 0.6120.6120.6120.612 263.1263.1263.1263.1

3.4623.4623.4623.462 3.4623.4623.4623.462 3.3703.3703.3703.370 3.3703.3703.3703.370 3.1883.1883.1883.188 3.3703.3703.3703.370 3.1883.1883.1883.188 3.3703.3703.3703.370 0.5310.5310.5310.531 263.6263.6263.6263.6

3.4623.4623.4623.462 3.4623.4623.4623.462 3.4623.4623.4623.462 3.3703.3703.3703.370 3.3703.3703.3703.370 3.3703.3703.3703.370 3.2793.2793.2793.279 3.3703.3703.3703.370 0.4020.4020.4020.402 264.0264.0264.0264.0

3.4623.4623.4623.462 3.2793.2793.2793.279 3.4623.4623.4623.462 3.3703.3703.3703.370 3.4623.4623.4623.462 3.3703.3703.3703.370 3.3703.3703.3703.370 3.2793.2793.2793.279 0.2420.2420.2420.242 264.3264.3264.3264.3

3.3703.3703.3703.370 3.2793.2793.2793.279 3.3703.3703.3703.370 3.2793.2793.2793.279 3.4623.4623.4623.462 3.2793.2793.2793.279 3.3703.3703.3703.370 3.2793.2793.2793.279 0.0800.0800.0800.080 264.3264.3264.3264.3

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51%Humidity:51%Humidity:51%Humidity:51%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014 Remarks:Remarks:Remarks:Remarks: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65CG1 Z503 CW 25D 4W 220VAC 50HZ IP65CG1 Z503 CW 25D 4W 220VAC 50HZ IP65CG1 Z503 CW 25D 4W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000114

NAME: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7877114

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51%Humidity:51%Humidity:51%Humidity:51%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014 Remarks:Remarks:Remarks:Remarks: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65CG1 Z503 CW 25D 4W 220VAC 50HZ IP65CG1 Z503 CW 25D 4W 220VAC 50HZ IP65CG1 Z503 CW 25D 4W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000114

NAME: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7877114

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000114

NAME: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7877114

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000114

NAME: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7877114

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000114

NAME: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7877114

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000114

NAME: CG1 Z503 CW 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7877114

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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