
Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000113

NAME: CG1 Z503 G 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7878175

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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CG1 Z503 G 25D 4W 220VAC 50HZ IP65
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Test:U:220.3V I:0.041A P:4.390W PF:0.480Test:U:220.3V I:0.041A P:4.390W PF:0.480Test:U:220.3V I:0.041A P:4.390W PF:0.480Test:U:220.3V I:0.041A P:4.390W PF:0.480

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEG Humidity:51%Humidity:51%Humidity:51%Humidity:51%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014 Remarks:Remarks:Remarks:Remarks: CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000113

NAME: CG1 Z503 G 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7878175

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

685.1685.1685.1685.1 681.2681.2681.2681.2 729.8729.8729.8729.8 798.7798.7798.7798.7 828.0828.0828.0828.0 804.2804.2804.2804.2 720.2720.2720.2720.2 649.2649.2649.2649.2 18.1418.1418.1418.14 18.1418.1418.1418.14

442.2442.2442.2442.2 424.1424.1424.1424.1 505.3505.3505.3505.3 570.5570.5570.5570.5 568.3568.3568.3568.3 587.2587.2587.2587.2 495.8495.8495.8495.8 428.9428.9428.9428.9 42.2142.2142.2142.21 60.3560.3560.3560.35

275.2275.2275.2275.2 262.9262.9262.9262.9 284.6284.6284.6284.6 326.6326.6326.6326.6 309.9309.9309.9309.9 333.3333.3333.3333.3 307.5307.5307.5307.5 281.1281.1281.1281.1 43.3143.3143.3143.31 103.6103.6103.6103.6

178.6178.6178.6178.6 147.5147.5147.5147.5 150.0150.0150.0150.0 160.4160.4160.4160.4 157.5157.5157.5157.5 180.8180.8180.8180.8 171.3171.3171.3171.3 157.8157.8157.8157.8 35.2035.2035.2035.20 138.8138.8138.8138.8

88.2888.2888.2888.28 74.6174.6174.6174.61 70.4270.4270.4270.42 70.2470.2470.2470.24 64.5064.5064.5064.50 78.1678.1678.1678.16 75.2575.2575.2575.25 83.3683.3683.3683.36 21.5321.5321.5321.53 160.4160.4160.4160.4

44.7344.7344.7344.73 41.5441.5441.5441.54 43.1843.1843.1843.18 40.4540.4540.4540.45 31.2431.2431.2431.24 44.4644.4644.4644.46 50.6550.6550.6550.65 46.1046.1046.1046.10 13.7113.7113.7113.71 174.1174.1174.1174.1

33.0733.0733.0733.07 23.8723.8723.8723.87 24.5924.5924.5924.59 21.0421.0421.0421.04 25.0525.0525.0525.05 24.6924.6924.6924.69 24.6924.6924.6924.69 26.8726.8726.8726.87 8.9458.9458.9458.945 183.0183.0183.0183.0

20.7720.7720.7720.77 17.6717.6717.6717.67 19.0419.0419.0419.04 17.0317.0317.0317.03 15.2115.2115.2115.21 18.4018.4018.4018.40 19.7719.7719.7719.77 18.2218.2218.2218.22 6.8626.8626.8626.862 189.9189.9189.9189.9

14.7514.7514.7514.75 13.3913.3913.3913.39 13.9313.9313.9313.93 13.3013.3013.3013.30 11.4711.4711.4711.47 15.3015.3015.3015.30 14.5714.5714.5714.57 14.6614.6614.6614.66 5.7225.7225.7225.722 195.6195.6195.6195.6

11.8411.8411.8411.84 9.7489.7489.7489.748 10.4710.4710.4710.47 9.5669.5669.5669.566 9.5669.5669.5669.566 11.4711.4711.4711.47 9.8399.8399.8399.839 11.2911.2911.2911.29 4.7224.7224.7224.722 200.3200.3200.3200.3

9.1109.1109.1109.110 7.1067.1067.1067.106 8.6558.6558.6558.655 7.1977.1977.1977.197 7.4707.4707.4707.470 9.0199.0199.0199.019 7.4707.4707.4707.470 9.0199.0199.0199.019 3.8863.8863.8863.886 204.2204.2204.2204.2

7.2887.2887.2887.288 5.5575.5575.5575.557 7.1067.1067.1067.106 5.7395.7395.7395.739 6.1956.1956.1956.195 7.4707.4707.4707.470 5.9215.9215.9215.921 7.3797.3797.3797.379 3.3003.3003.3003.300 207.5207.5207.5207.5

5.9215.9215.9215.921 4.6464.6464.6464.646 6.0136.0136.0136.013 4.6464.6464.6464.646 4.9194.9194.9194.919 6.0136.0136.0136.013 5.1015.1015.1015.101 6.1046.1046.1046.104 2.8422.8422.8422.842 210.4210.4210.4210.4

4.9194.9194.9194.919 3.9173.9173.9173.917 4.9194.9194.9194.919 3.9173.9173.9173.917 4.0084.0084.0084.008 4.8284.8284.8284.828 4.2824.2824.2824.282 4.6464.6464.6464.646 2.4312.4312.4312.431 212.8212.8212.8212.8

3.6443.6443.6443.644 3.1883.1883.1883.188 3.4623.4623.4623.462 3.2793.2793.2793.279 3.0973.0973.0973.097 3.7353.7353.7353.735 3.3703.3703.3703.370 3.5533.5533.5533.553 1.9901.9901.9901.990 214.8214.8214.8214.8

3.0063.0063.0063.006 2.4592.4592.4592.459 3.0063.0063.0063.006 2.4592.4592.4592.459 2.3682.3682.3682.368 3.0973.0973.0973.097 2.4592.4592.4592.459 2.9152.9152.9152.915 1.5911.5911.5911.591 216.4216.4216.4216.4

2.8242.8242.8242.824 2.1862.1862.1862.186 2.7332.7332.7332.733 2.1862.1862.1862.186 2.1862.1862.1862.186 2.8242.8242.8242.824 2.2772.2772.2772.277 2.6422.6422.6422.642 1.3831.3831.3831.383 217.8217.8217.8217.8

2.5502.5502.5502.550 2.0042.0042.0042.004 2.5502.5502.5502.550 2.0042.0042.0042.004 2.0952.0952.0952.095 2.6422.6422.6422.642 2.0952.0952.0952.095 2.5502.5502.5502.550 1.2961.2961.2961.296 219.1219.1219.1219.1

2.5502.5502.5502.550 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0042.0042.0042.004 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0042.0042.0042.004 2.4592.4592.4592.459 1.2421.2421.2421.242 220.3220.3220.3220.3

2.4592.4592.4592.459 2.0042.0042.0042.004 2.4592.4592.4592.459 2.0042.0042.0042.004 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0952.0952.0952.095 2.4592.4592.4592.459 1.2201.2201.2201.220 221.5221.5221.5221.5

2.4592.4592.4592.459 2.0042.0042.0042.004 2.4592.4592.4592.459 2.0042.0042.0042.004 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0042.0042.0042.004 2.4592.4592.4592.459 1.1971.1971.1971.197 222.7222.7222.7222.7

2.4592.4592.4592.459 2.0952.0952.0952.095 2.4592.4592.4592.459 2.0952.0952.0952.095 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0042.0042.0042.004 2.3682.3682.3682.368 1.1611.1611.1611.161 223.9223.9223.9223.9

2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0042.0042.0042.004 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 1.1171.1171.1171.117 225.0225.0225.0225.0

2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0042.0042.0042.004 2.1862.1862.1862.186 2.2772.2772.2772.277 2.0042.0042.0042.004 2.3682.3682.3682.368 1.0761.0761.0761.076 226.1226.1226.1226.1

2.3682.3682.3682.368 2.0042.0042.0042.004 2.3682.3682.3682.368 2.0952.0952.0952.095 2.1862.1862.1862.186 2.3682.3682.3682.368 2.0952.0952.0952.095 2.3682.3682.3682.368 1.0211.0211.0211.021 227.1227.1227.1227.1

2.2772.2772.2772.277 2.0952.0952.0952.095 2.2772.2772.2772.277 2.0952.0952.0952.095 2.1862.1862.1862.186 2.2772.2772.2772.277 2.0952.0952.0952.095 2.2772.2772.2772.277 0.9590.9590.9590.959 228.1228.1228.1228.1

2.2772.2772.2772.277 2.0952.0952.0952.095 2.3682.3682.3682.368 2.0952.0952.0952.095 2.1862.1862.1862.186 2.3682.3682.3682.368 2.0952.0952.0952.095 2.2772.2772.2772.277 0.8930.8930.8930.893 228.9228.9228.9228.9

2.4592.4592.4592.459 2.1862.1862.1862.186 2.3682.3682.3682.368 2.1862.1862.1862.186 2.2772.2772.2772.277 2.3682.3682.3682.368 2.1862.1862.1862.186 2.2772.2772.2772.277 0.8290.8290.8290.829 229.8229.8229.8229.8

2.4592.4592.4592.459 2.2772.2772.2772.277 2.3682.3682.3682.368 2.2772.2772.2772.277 2.2772.2772.2772.277 2.3682.3682.3682.368 2.2772.2772.2772.277 2.3682.3682.3682.368 0.7630.7630.7630.763 230.5230.5230.5230.5

2.5502.5502.5502.550 2.4592.4592.4592.459 2.5502.5502.5502.550 2.3682.3682.3682.368 2.4592.4592.4592.459 2.4592.4592.4592.459 2.3682.3682.3682.368 2.5502.5502.5502.550 0.7030.7030.7030.703 231.2231.2231.2231.2

2.7332.7332.7332.733 2.6422.6422.6422.642 2.6422.6422.6422.642 2.4592.4592.4592.459 2.5502.5502.5502.550 2.6422.6422.6422.642 2.4592.4592.4592.459 2.7332.7332.7332.733 0.6390.6390.6390.639 231.9231.9231.9231.9

2.9152.9152.9152.915 2.8242.8242.8242.824 2.8242.8242.8242.824 2.7332.7332.7332.733 2.7332.7332.7332.733 2.8242.8242.8242.824 2.6422.6422.6422.642 2.9152.9152.9152.915 0.5690.5690.5690.569 232.4232.4232.4232.4

3.0973.0973.0973.097 2.9152.9152.9152.915 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 3.0063.0063.0063.006 2.9152.9152.9152.915 3.0063.0063.0063.006 0.4750.4750.4750.475 232.9232.9232.9232.9

3.0973.0973.0973.097 3.0063.0063.0063.006 3.0973.0973.0973.097 3.0063.0063.0063.006 3.0973.0973.0973.097 3.0973.0973.0973.097 3.0063.0063.0063.006 3.0063.0063.0063.006 0.3570.3570.3570.357 233.3233.3233.3233.3

3.1883.1883.1883.188 3.0063.0063.0063.006 3.1883.1883.1883.188 3.0063.0063.0063.006 3.1883.1883.1883.188 3.0973.0973.0973.097 3.0973.0973.0973.097 3.0063.0063.0063.006 0.2190.2190.2190.219 233.5233.5233.5233.5

3.1883.1883.1883.188 3.0973.0973.0973.097 3.0973.0973.0973.097 3.0063.0063.0063.006 3.2793.2793.2793.279 3.0973.0973.0973.097 3.0973.0973.0973.097 3.0973.0973.0973.097 0.0730.0730.0730.073 233.6233.6233.6233.6

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEG Humidity:51%Humidity:51%Humidity:51%Humidity:51%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014 Remarks:Remarks:Remarks:Remarks: CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000113

NAME: CG1 Z503 G 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7878175

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEG Humidity:51%Humidity:51%Humidity:51%Humidity:51%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014 Remarks:Remarks:Remarks:Remarks: CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000113

NAME: CG1 Z503 G 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7878175

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000113

NAME: CG1 Z503 G 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7878175

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Temperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEG Humidity:51%Humidity:51%Humidity:51%Humidity:51%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014 Remarks:Remarks:Remarks:Remarks: CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000113

NAME: CG1 Z503 G 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7878175

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000113

NAME: CG1 Z503 G 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7878175

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 815

5.0 685

10.0 442

15.0 275

20.0 179

25.0 88.2

30.0 44.7

35.0 33.0

40.0 20.7

45.0 14.7

50.0 11.8

55.0 9.11
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Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000113

NAME: CG1 Z503 G 25D 4W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 1 DIMENSION: 58X130mm 77R SERIAL No.:7878175

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd
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0.0 804

5.0 804

10.0 587

15.0 333

20.0 181

25.0 78.1

30.0 44.4

35.0 24.6

40.0 18.4

45.0 15.3

50.0 11.4

55.0 9.01

60.0 7.47

65.0 6.01

70.0 4.82

75.0 3.73

80.0 3.09

85.0 2.82

90.0 2.64

95.0 2.45

100.0 2.45

105.0 2.45

110.0 2.36

115.0 2.36

120.0 2.27

125.0 2.36

130.0 2.27

135.0 2.36

140.0 2.36

145.0 2.36

150.0 2.45

155.0 2.64

160.0 2.82
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170.0 3.09

175.0 3.09
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2.82
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80.3
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11.8

8.74
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5.83

4.91

4.09

3.09

2.73

2.55
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2.45

2.45

2.36

2.36
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2.36
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2.27
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2.09

2.00

2.00

2.09

2.00

2.09

2.09
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2.18

2.27

2.36

2.45

2.64

2.91

3.00

3.09

3.09
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87.7

46.5

26.4

19.9

15.7

11.6

8.92

6.92

5.64

4.91

4.00

3.09

2.82

2.55

2.45

2.45

2.36

2.36

2.36

2.36

2.27

2.27

2.27

2.27

2.36

2.45

2.55

2.82

2.91

3.00

3.00

3.09
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783

669

437

273

169

76.9

39.4

28.6

17.3

12.3

9.93

7.83

6.37

4.91
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2.36

2.18
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2.00

2.00

2.00

2.00

2.09

2.09

2.09

2.09

2.09

2.18

2.18

2.36

2.55

2.73

2.91

2.91

3.00

3.00

315
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649

429

281

158

83.3

46.1

26.8

18.2

14.6

11.2

9.01

7.37

6.10

4.64

3.55

2.91

2.64

2.55

2.45

2.45

2.45

2.36

2.36

2.36

2.36

2.27

2.27

2.27

2.36

2.55

2.73

2.91
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3.00
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330
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9.65

7.83
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5.28

4.19
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2.18
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2.00

2.00

2.00

2.00

2.00
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2.82
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3.00

3.00
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75.9
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18.4

14.0

10.7

8.74
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4.46

3.37

2.82

2.73

2.55

2.45

2.45
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2.36

2.36

2.36
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEGTemperature:23.4DEG Humidity:51%Humidity:51%Humidity:51%Humidity:51%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014Test Date:01-08-2014 Remarks:Remarks:Remarks:Remarks: CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65CG1 Z503 G 25D 4W 220VAC 50HZ IP65
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