
Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000098

NAME: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:20579745

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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CG3 Z509 WW 25D 12W 220VAC 50HZ IP65
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Test:U:220.6V I:0.098A P:11.39W PF:0.522Test:U:220.6V I:0.098A P:11.39W PF:0.522Test:U:220.6V I:0.098A P:11.39W PF:0.522Test:U:220.6V I:0.098A P:11.39W PF:0.522

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEG Humidity:61%Humidity:61%Humidity:61%Humidity:61%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000098

NAME: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:20579745

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

0000 3095309530953095 3033303330333033 3089308930893089 0000 3041304130413041 3015301530153015 2921292129212921 69.0569.0569.0569.05 69.0569.0569.0569.05

0000 1994199419941994 2009200920092009 2033203320332033 0000 2019201920192019 1995199519951995 1858185818581858 155.5155.5155.5155.5 224.6224.6224.6224.6

0000 978.6978.6978.6978.6 998.9998.9998.9998.9 985.5985.5985.5985.5 0000 1008100810081008 969.5969.5969.5969.5 890.2890.2890.2890.2 142.3142.3142.3142.3 366.9366.9366.9366.9

0000 434.4434.4434.4434.4 444.5444.5444.5444.5 425.1425.1425.1425.1 0000 451.9451.9451.9451.9 430.7430.7430.7430.7 406.2406.2406.2406.2 90.2590.2590.2590.25 457.2457.2457.2457.2

0000 231.7231.7231.7231.7 233.3233.3233.3233.3 221.7221.7221.7221.7 0000 240.0240.0240.0240.0 229.0229.0229.0229.0 229.6229.6229.6229.6 56.4156.4156.4156.41 513.6513.6513.6513.6

0000 145.4145.4145.4145.4 146.1146.1146.1146.1 138.8138.8138.8138.8 0000 153.1153.1153.1153.1 145.6145.6145.6145.6 148.6148.6148.6148.6 40.3240.3240.3240.32 553.9553.9553.9553.9

0000 98.3998.3998.3998.39 98.2198.2198.2198.21 92.7492.7492.7492.74 0000 102.1102.1102.1102.1 97.2197.2197.2197.21 99.6799.6799.6799.67 30.8030.8030.8030.80 584.7584.7584.7584.7

0000 67.0567.0567.0567.05 69.6969.6969.6969.69 63.7763.7763.7763.77 0000 70.0670.0670.0670.06 67.2367.2367.2367.23 69.3369.3369.3369.33 23.8823.8823.8823.88 608.6608.6608.6608.6

0000 47.6447.6447.6447.64 50.0150.0150.0150.01 45.0045.0045.0045.00 0000 49.9249.9249.9249.92 47.2847.2847.2847.28 50.0150.0150.0150.01 18.8818.8818.8818.88 627.5627.5627.5627.5

0000 33.8033.8033.8033.80 36.1636.1636.1636.16 32.6132.6132.6132.61 0000 36.0736.0736.0736.07 33.3433.3433.3433.34 35.7135.7135.7135.71 14.7514.7514.7514.75 642.3642.3642.3642.3

0000 24.7824.7824.7824.78 27.2427.2427.2427.24 23.9623.9623.9623.96 0000 26.8726.8726.8726.87 24.0524.0524.0524.05 26.2326.2326.2326.23 11.5211.5211.5211.52 653.8653.8653.8653.8

0000 18.4918.4918.4918.49 20.5920.5920.5920.59 18.0318.0318.0318.03 0000 20.4020.4020.4020.40 17.8517.8517.8517.85 19.9519.9519.9519.95 9.1529.1529.1529.152 662.9662.9662.9662.9

0000 13.8413.8413.8413.84 15.6715.6715.6715.67 13.5713.5713.5713.57 0000 15.4815.4815.4815.48 13.3913.3913.3913.39 15.1215.1215.1215.12 7.2587.2587.2587.258 670.2670.2670.2670.2

0000 10.2010.2010.2010.20 11.8411.8411.8411.84 10.0210.0210.0210.02 0000 11.5711.5711.5711.57 9.8399.8399.8399.839 11.3811.3811.3811.38 5.6785.6785.6785.678 675.9675.9675.9675.9

0000 7.1977.1977.1977.197 8.7468.7468.7468.746 7.0157.0157.0157.015 0000 8.5648.5648.5648.564 6.7416.7416.7416.741 8.2908.2908.2908.290 4.2984.2984.2984.298 680.2680.2680.2680.2

0000 4.5554.5554.5554.555 5.8305.8305.8305.830 4.6464.6464.6464.646 0000 5.8305.8305.8305.830 4.4644.4644.4644.464 5.6485.6485.6485.648 3.0173.0173.0173.017 683.2683.2683.2683.2

0000 3.0973.0973.0973.097 4.2824.2824.2824.282 3.0063.0063.0063.006 0000 4.2824.2824.2824.282 3.0973.0973.0973.097 4.1904.1904.1904.190 2.0662.0662.0662.066 685.3685.3685.3685.3

0000 2.6422.6422.6422.642 3.6443.6443.6443.644 2.5502.5502.5502.550 0000 3.6443.6443.6443.644 2.5502.5502.5502.550 3.5533.5533.5533.553 1.6521.6521.6521.652 686.9686.9686.9686.9

0000 2.3682.3682.3682.368 3.2793.2793.2793.279 2.3682.3682.3682.368 0000 3.3703.3703.3703.370 2.3682.3682.3682.368 3.2793.2793.2793.279 1.4731.4731.4731.473 688.4688.4688.4688.4

0000 2.3682.3682.3682.368 3.1883.1883.1883.188 2.3682.3682.3682.368 0000 3.1883.1883.1883.188 2.3682.3682.3682.368 3.1883.1883.1883.188 1.4021.4021.4021.402 689.8689.8689.8689.8

0000 2.4592.4592.4592.459 3.0973.0973.0973.097 2.3682.3682.3682.368 0000 3.0973.0973.0973.097 2.3682.3682.3682.368 3.0973.0973.0973.097 1.3651.3651.3651.365 691.2691.2691.2691.2

0000 2.4592.4592.4592.459 3.0973.0973.0973.097 2.3682.3682.3682.368 0000 3.0973.0973.0973.097 2.3682.3682.3682.368 3.0973.0973.0973.097 1.3191.3191.3191.319 692.5692.5692.5692.5

0000 2.4592.4592.4592.459 3.0063.0063.0063.006 2.3682.3682.3682.368 0000 3.0063.0063.0063.006 2.4592.4592.4592.459 3.0063.0063.0063.006 1.2741.2741.2741.274 693.7693.7693.7693.7

0000 2.4592.4592.4592.459 3.0063.0063.0063.006 2.4592.4592.4592.459 0000 3.0063.0063.0063.006 2.4592.4592.4592.459 3.0063.0063.0063.006 1.2211.2211.2211.221 695.0695.0695.0695.0

0000 2.5502.5502.5502.550 3.0063.0063.0063.006 2.4592.4592.4592.459 0000 3.0063.0063.0063.006 2.5502.5502.5502.550 2.9152.9152.9152.915 1.1631.1631.1631.163 696.1696.1696.1696.1

0000 2.5502.5502.5502.550 3.0063.0063.0063.006 2.5502.5502.5502.550 0000 3.0063.0063.0063.006 2.5502.5502.5502.550 2.9152.9152.9152.915 1.1051.1051.1051.105 697.2697.2697.2697.2

0000 2.6422.6422.6422.642 3.0063.0063.0063.006 2.6422.6422.6422.642 0000 3.0063.0063.0063.006 2.6422.6422.6422.642 3.0063.0063.0063.006 1.0411.0411.0411.041 698.3698.3698.3698.3

0000 2.8242.8242.8242.824 3.0973.0973.0973.097 2.7332.7332.7332.733 0000 3.0063.0063.0063.006 2.7332.7332.7332.733 3.0063.0063.0063.006 0.9770.9770.9770.977 699.3699.3699.3699.3

0000 3.0973.0973.0973.097 3.2793.2793.2793.279 3.0063.0063.0063.006 0000 3.1883.1883.1883.188 3.0063.0063.0063.006 3.1883.1883.1883.188 0.9290.9290.9290.929 700.2700.2700.2700.2

0000 3.5533.5533.5533.553 3.6443.6443.6443.644 3.4623.4623.4623.462 0000 3.6443.6443.6443.644 3.2793.2793.2793.279 3.6443.6443.6443.644 0.9020.9020.9020.902 701.1701.1701.1701.1

0000 4.2824.2824.2824.282 4.1904.1904.1904.190 4.1904.1904.1904.190 0000 4.2824.2824.2824.282 3.9173.9173.9173.917 4.2824.2824.2824.282 0.9040.9040.9040.904 702.0702.0702.0702.0

0000 5.1015.1015.1015.101 4.9194.9194.9194.919 5.1015.1015.1015.101 0000 5.1015.1015.1015.101 4.7374.7374.7374.737 5.0105.0105.0105.010 0.8930.8930.8930.893 702.9702.9702.9702.9

0000 5.7395.7395.7395.739 5.6485.6485.6485.648 5.6485.6485.6485.648 0000 5.6485.6485.6485.648 5.3755.3755.3755.375 5.5575.5575.5575.557 0.8080.8080.8080.808 703.7703.7703.7703.7

0000 5.9215.9215.9215.921 6.0136.0136.0136.013 5.9215.9215.9215.921 0000 5.8305.8305.8305.830 5.7395.7395.7395.739 5.6485.6485.6485.648 0.6270.6270.6270.627 704.3704.3704.3704.3

0000 5.7395.7395.7395.739 6.0136.0136.0136.013 5.6485.6485.6485.648 0000 5.7395.7395.7395.739 5.8305.8305.8305.830 5.5575.5575.5575.557 0.3810.3810.3810.381 704.7704.7704.7704.7

0000 5.6485.6485.6485.648 5.9215.9215.9215.921 5.5575.5575.5575.557 0000 5.6485.6485.6485.648 5.8305.8305.8305.830 5.5575.5575.5575.557 0.1250.1250.1250.125 704.8704.8704.8704.8

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEG Humidity:61%Humidity:61%Humidity:61%Humidity:61%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000098

NAME: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:20579745

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEG Humidity:61%Humidity:61%Humidity:61%Humidity:61%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000098

NAME: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:20579745

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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ILLUMINANCE AT MH=10 m,Enadir  = 33.65 lxILLUMINANCE AT MH=10 m,Enadir  = 33.65 lxILLUMINANCE AT MH=10 m,Enadir  = 33.65 lxILLUMINANCE AT MH=10 m,Enadir  = 33.65 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEG Humidity:61%Humidity:61%Humidity:61%Humidity:61%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000098

NAME: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:20579745

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Temperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEGTemperature:20.5DEG Humidity:61%Humidity:61%Humidity:61%Humidity:61%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014Test Date:01-03-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65CG3 Z509 WW 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000098

NAME: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:20579745

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000098

NAME: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:20579745

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000098

NAME: CG3 Z509 WW 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:20579745

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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