
Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000072

NAME: CG3 Z509 G 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:180mm

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:25.12.2012

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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CG3 Z509 G 25D 12W 220VAC 50HZ IP65
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Test:U:220.6V I:0.116A P:13.64W PF:0.532Test:U:220.6V I:0.116A P:13.64W PF:0.532Test:U:220.6V I:0.116A P:13.64W PF:0.532Test:U:220.6V I:0.116A P:13.64W PF:0.532

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEG Humidity:49%Humidity:49%Humidity:49%Humidity:49%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000072

NAME: CG3 Z509 G 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:180mm

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:25.12.2012

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

1211121112111211 1400140014001400 1649164916491649 1767176717671767 1804180418041804 1543154315431543 1153115311531153 949.7949.7949.7949.7 35.6135.6135.6135.61 35.6135.6135.6135.61

572.2572.2572.2572.2 812.0812.0812.0812.0 1336133613361336 1637163716371637 1545154515451545 1007100710071007 548.9548.9548.9548.9 410.6410.6410.6410.6 81.4281.4281.4281.42 117.0117.0117.0117.0

249.6249.6249.6249.6 341.9341.9341.9341.9 707.1707.1707.1707.1 1151115111511151 904.0904.0904.0904.0 468.0468.0468.0468.0 242.3242.3242.3242.3 192.0192.0192.0192.0 82.1582.1582.1582.15 199.1199.1199.1199.1

141.8141.8141.8141.8 167.5167.5167.5167.5 292.9292.9292.9292.9 507.1507.1507.1507.1 379.5379.5379.5379.5 216.8216.8216.8216.8 137.3137.3137.3137.3 116.7116.7116.7116.7 56.2056.2056.2056.20 255.3255.3255.3255.3

89.1989.1989.1989.19 104.7104.7104.7104.7 154.0154.0154.0154.0 214.0214.0214.0214.0 180.4180.4180.4180.4 129.5129.5129.5129.5 88.4688.4688.4688.46 77.3477.3477.3477.34 34.8334.8334.8334.83 290.2290.2290.2290.2

61.4061.4061.4061.40 71.1571.1571.1571.15 97.2197.2197.2197.21 120.4120.4120.4120.4 108.9108.9108.9108.9 85.4585.4585.4585.45 60.2260.2260.2260.22 53.2953.2953.2953.29 24.8224.8224.8224.82 315.0315.0315.0315.0

44.8244.8244.8244.82 49.9249.9249.9249.92 67.1467.1467.1467.14 80.9980.9980.9980.99 72.7972.7972.7972.79 58.7658.7658.7658.76 42.3642.3642.3642.36 38.5338.5338.5338.53 19.3819.3819.3819.38 334.4334.4334.4334.4

32.9832.9832.9832.98 35.8035.8035.8035.80 48.1948.1948.1948.19 56.2156.2156.2156.21 50.2950.2950.2950.29 42.2742.2742.2742.27 31.3431.3431.3431.34 29.2429.2429.2429.24 15.5315.5315.5315.53 349.9349.9349.9349.9

24.9624.9624.9624.96 26.6026.6026.6026.60 35.6235.6235.6235.62 39.8139.8139.8139.81 36.6236.6236.6236.62 31.7931.7931.7931.79 23.5023.5023.5023.50 22.5922.5922.5922.59 12.5912.5912.5912.59 362.5362.5362.5362.5

19.2219.2219.2219.22 19.8619.8619.8619.86 26.9626.9626.9626.96 29.1529.1529.1529.15 27.3327.3327.3327.33 24.2324.2324.2324.23 17.9417.9417.9417.94 17.4917.4917.4917.49 10.2910.2910.2910.29 372.8372.8372.8372.8

14.9414.9414.9414.94 14.9414.9414.9414.94 20.2220.2220.2220.22 21.5021.5021.5021.50 20.3120.3120.3120.31 18.6718.6718.6718.67 13.7513.7513.7513.75 13.7513.7513.7513.75 8.3988.3988.3988.398 381.2381.2381.2381.2

11.5711.5711.5711.57 11.4711.4711.4711.47 15.7615.7615.7615.76 16.3016.3016.3016.30 15.3915.3915.3915.39 14.5714.5714.5714.57 10.5610.5610.5610.56 10.6510.6510.6510.65 6.8326.8326.8326.832 388.0388.0388.0388.0

8.9288.9288.9288.928 8.7468.7468.7468.746 12.2012.2012.2012.20 12.5712.5712.5712.57 11.7511.7511.7511.75 11.2911.2911.2911.29 8.0178.0178.0178.017 8.0178.0178.0178.017 5.5205.5205.5205.520 393.6393.6393.6393.6

6.8336.8336.8336.833 6.5596.5596.5596.559 9.3849.3849.3849.384 9.5669.5669.5669.566 8.9288.9288.9288.928 8.7468.7468.7468.746 5.7395.7395.7395.739 6.1046.1046.1046.104 4.3794.3794.3794.379 397.9397.9397.9397.9

5.1015.1015.1015.101 4.6464.6464.6464.646 7.1977.1977.1977.197 7.2887.2887.2887.288 6.5596.5596.5596.559 6.4686.4686.4686.468 4.0084.0084.0084.008 4.3734.3734.3734.373 3.3933.3933.3933.393 401.3401.3401.3401.3

3.9173.9173.9173.917 3.3703.3703.3703.370 5.2845.2845.2845.284 5.3755.3755.3755.375 4.8284.8284.8284.828 4.6464.6464.6464.646 2.8242.8242.8242.824 3.5533.5533.5533.553 2.5652.5652.5652.565 403.9403.9403.9403.9

3.2793.2793.2793.279 2.6422.6422.6422.642 4.0084.0084.0084.008 3.9173.9173.9173.917 3.3703.3703.3703.370 3.5533.5533.5533.553 2.4592.4592.4592.459 3.0973.0973.0973.097 1.9791.9791.9791.979 405.9405.9405.9405.9

2.9152.9152.9152.915 2.3682.3682.3682.368 3.3703.3703.3703.370 2.8242.8242.8242.824 2.6422.6422.6422.642 3.0973.0973.0973.097 2.2772.2772.2772.277 2.9152.9152.9152.915 1.6281.6281.6281.628 407.5407.5407.5407.5

2.8242.8242.8242.824 2.2772.2772.2772.277 2.9152.9152.9152.915 2.4592.4592.4592.459 2.2772.2772.2772.277 2.9152.9152.9152.915 2.1862.1862.1862.186 2.8242.8242.8242.824 1.4501.4501.4501.450 409.0409.0409.0409.0

2.7332.7332.7332.733 2.1862.1862.1862.186 2.8242.8242.8242.824 2.2772.2772.2772.277 2.2772.2772.2772.277 2.8242.8242.8242.824 2.1862.1862.1862.186 2.8242.8242.8242.824 1.3811.3811.3811.381 410.3410.3410.3410.3

2.7332.7332.7332.733 2.2772.2772.2772.277 2.8242.8242.8242.824 2.2772.2772.2772.277 2.2772.2772.2772.277 2.7332.7332.7332.733 2.2772.2772.2772.277 2.7332.7332.7332.733 1.3431.3431.3431.343 411.7411.7411.7411.7

2.7332.7332.7332.733 2.2772.2772.2772.277 2.7332.7332.7332.733 2.2772.2772.2772.277 2.2772.2772.2772.277 2.7332.7332.7332.733 2.2772.2772.2772.277 2.7332.7332.7332.733 1.3061.3061.3061.306 413.0413.0413.0413.0

2.7332.7332.7332.733 2.2772.2772.2772.277 2.6422.6422.6422.642 2.2772.2772.2772.277 2.2772.2772.2772.277 2.6422.6422.6422.642 2.1862.1862.1862.186 2.7332.7332.7332.733 1.2581.2581.2581.258 414.3414.3414.3414.3

2.6422.6422.6422.642 2.2772.2772.2772.277 2.6422.6422.6422.642 2.2772.2772.2772.277 2.3682.3682.3682.368 2.6422.6422.6422.642 2.2772.2772.2772.277 2.6422.6422.6422.642 1.2061.2061.2061.206 415.5415.5415.5415.5

2.6422.6422.6422.642 2.3682.3682.3682.368 2.6422.6422.6422.642 2.2772.2772.2772.277 2.3682.3682.3682.368 2.6422.6422.6422.642 2.3682.3682.3682.368 2.6422.6422.6422.642 1.1441.1441.1441.144 416.6416.6416.6416.6

2.7332.7332.7332.733 2.3682.3682.3682.368 2.6422.6422.6422.642 2.3682.3682.3682.368 2.3682.3682.3682.368 2.6422.6422.6422.642 2.3682.3682.3682.368 2.6422.6422.6422.642 1.0821.0821.0821.082 417.7417.7417.7417.7

2.7332.7332.7332.733 2.4592.4592.4592.459 2.6422.6422.6422.642 2.3682.3682.3682.368 2.3682.3682.3682.368 2.6422.6422.6422.642 2.4592.4592.4592.459 2.6422.6422.6422.642 1.0121.0121.0121.012 418.7418.7418.7418.7

2.8242.8242.8242.824 2.4592.4592.4592.459 2.6422.6422.6422.642 2.3682.3682.3682.368 2.4592.4592.4592.459 2.6422.6422.6422.642 2.4592.4592.4592.459 2.7332.7332.7332.733 0.9410.9410.9410.941 419.6419.6419.6419.6

2.9152.9152.9152.915 2.5502.5502.5502.550 2.6422.6422.6422.642 2.4592.4592.4592.459 2.5502.5502.5502.550 2.7332.7332.7332.733 2.6422.6422.6422.642 3.0063.0063.0063.006 0.8780.8780.8780.878 420.5420.5420.5420.5

3.1883.1883.1883.188 2.8242.8242.8242.824 2.7332.7332.7332.733 2.5502.5502.5502.550 2.6422.6422.6422.642 2.9152.9152.9152.915 2.9152.9152.9152.915 3.3703.3703.3703.370 0.8230.8230.8230.823 421.3421.3421.3421.3

3.5533.5533.5533.553 3.2793.2793.2793.279 2.9152.9152.9152.915 2.7332.7332.7332.733 2.8242.8242.8242.824 3.1883.1883.1883.188 3.2793.2793.2793.279 3.8263.8263.8263.826 0.7760.7760.7760.776 422.1422.1422.1422.1

4.0084.0084.0084.008 3.6443.6443.6443.644 3.2793.2793.2793.279 3.1883.1883.1883.188 3.1883.1883.1883.188 3.6443.6443.6443.644 3.7353.7353.7353.735 4.0994.0994.0994.099 0.7180.7180.7180.718 422.8422.8422.8422.8

4.1904.1904.1904.190 4.0084.0084.0084.008 3.7353.7353.7353.735 3.6443.6443.6443.644 3.6443.6443.6443.644 3.9173.9173.9173.917 4.0084.0084.0084.008 4.0994.0994.0994.099 0.6190.6190.6190.619 423.5423.5423.5423.5

4.1904.1904.1904.190 4.0994.0994.0994.099 4.0994.0994.0994.099 4.0084.0084.0084.008 4.0084.0084.0084.008 4.0084.0084.0084.008 4.0084.0084.0084.008 4.0084.0084.0084.008 0.4720.4720.4720.472 423.9423.9423.9423.9

4.0994.0994.0994.099 4.0994.0994.0994.099 4.1904.1904.1904.190 4.0994.0994.0994.099 4.1904.1904.1904.190 4.0994.0994.0994.099 4.0084.0084.0084.008 3.9173.9173.9173.917 0.2900.2900.2900.290 424.2424.2424.2424.2

4.0994.0994.0994.099 4.0084.0084.0084.008 4.0994.0994.0994.099 4.0084.0084.0084.008 4.1904.1904.1904.190 4.0994.0994.0994.099 4.0994.0994.0994.099 4.0084.0084.0084.008 0.0970.0970.0970.097 424.3424.3424.3424.3

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEG Humidity:49%Humidity:49%Humidity:49%Humidity:49%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000072

NAME: CG3 Z509 G 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:180mm

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:25.12.2012

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEG Humidity:49%Humidity:49%Humidity:49%Humidity:49%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000072

NAME: CG3 Z509 G 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:180mm

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:25.12.2012

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Temperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEG Humidity:49%Humidity:49%Humidity:49%Humidity:49%
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000072

NAME: CG3 Z509 G 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:180mm

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:25.12.2012

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

30330 60300 90270 C0

γ 0γ 0γ 0γ 0

180

10

170

20

160

30

150

40

140

50

130

60

120

70

110

80

100

90

UNIT:cd

Imax=100%   1813

 5%     91

10%    181

20%    363

30%    544

40%    725

50%    907

60%   1088

70%   1269

80%   1451

90%   1632

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEG Humidity:49%Humidity:49%Humidity:49%Humidity:49%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000072

NAME: CG3 Z509 G 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:180mm

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:25.12.2012

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

C0 C15
C30

C45

C60

C75

C90

C105

C120

C135

C150
C165C180C195

C210

C225

C240

C255

C270

C285

C300

C315

C330
C345

Max @   = 4.0DEGγγγγ

HOUSE SIDE

STREET SIDE

0

400

800

1200

1600

2000

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEG Humidity:49%Humidity:49%Humidity:49%Humidity:49%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000072

NAME: CG3 Z509 G 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:180mm

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:25.12.2012

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 1696

5.0 1211

10.0 572

15.0 250

20.0 142

25.0 89.1

30.0 61.4

35.0 44.8

40.0 32.9

45.0 24.9

50.0 19.2

55.0 14.9

60.0 11.5

65.0 8.92

70.0 6.83

75.0 5.10

80.0 3.91

85.0 3.27

90.0 2.91

95.0 2.82

100.0 2.73

105.0 2.73
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120.0 2.64
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140.0 2.82
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2.18
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5.28
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2.91
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40.0
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Temperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEG Humidity:49%Humidity:49%Humidity:49%Humidity:49%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000072

NAME: CG3 Z509 G 25D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:180mm

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 152R SERIAL No.:25.12.2012

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 1652

5.0 1543

10.0 1007

15.0 468

20.0 217

25.0 130

30.0 85.4

35.0 58.7

40.0 42.2

45.0 31.7

50.0 24.2

55.0 18.6

60.0 14.5

65.0 11.2

70.0 8.74

75.0 6.46

80.0 4.64

85.0 3.55

90.0 3.09

95.0 2.91

100.0 2.82

105.0 2.73

110.0 2.73

115.0 2.64

120.0 2.64

125.0 2.64

130.0 2.64

135.0 2.64

140.0 2.64

145.0 2.73

150.0 2.91

155.0 3.18

160.0 3.64

165.0 3.91

170.0 4.00

175.0 4.09

180.0 4.09

240

1640

1410

797

359

176

107

73.6

50.4

36.3

27.3

20.9

15.9

12.2

9.20

6.83

4.82

3.37

2.73

2.36

2.18

2.18

2.27

2.27

2.27

2.27

2.27

2.36

2.36

2.45

2.55

2.82

3.18

3.64

3.91

4.00

3.91

4.00

255

1620

1277

669

300

162

102

69.4

49.5

35.8

27.6

21.3

16.4

12.8

9.83

7.37

5.46

4.00

3.27

3.00

2.82

2.73

2.73

2.73

2.64

2.64

2.64

2.64

2.64

2.64

2.73

3.00

3.37

3.82

4.09

4.09

4.09

4.09

270

1598

1153

549

242

137

88.4

60.2

42.3

31.3

23.5

17.9

13.7

10.5

8.01

5.73

4.00

2.82

2.45

2.27

2.18

2.18

2.27

2.27

2.18

2.27

2.36

2.36

2.45

2.45

2.64

2.91

3.27

3.73

4.00

4.00

4.00

4.09

285

1581

1060

484

219

131

85.4

59.5

42.7

31.9

24.1

18.6

14.5

11.3

8.74

6.46

4.73

3.64

3.18

2.91

2.82

2.73

2.73

2.73

2.64

2.64

2.64

2.64

2.64

2.73

2.91

3.18

3.55

3.91

4.00

4.00

4.00

4.09

300

1558

983

419

193

115

75.9

52.2

37.4

28.1

21.5

16.3

12.5

9.56

7.19

5.10

3.64

2.82

2.36

2.18

2.18

2.27

2.27

2.27

2.27

2.27

2.36

2.36

2.45

2.55

2.82

3.09

3.55

3.91

3.91

3.91

3.91

4.00

315

1554

950

411

192

117

77.3

53.2

38.5

29.2

22.5

17.4

13.7

10.6

8.01

6.10

4.37

3.55

3.09

2.91

2.82

2.82

2.73

2.73

2.73

2.64

2.64

2.64

2.64

2.73

3.00

3.37

3.82

4.09

4.09

4.00

3.91

4.00

330

1537

918

391

181

108

71.3

48.3

34.7

26.2

20.0

15.3

11.9

9.11

6.83

4.82

3.46

2.64

2.36

2.27

2.18

2.27

2.27

2.27

2.27

2.27

2.27

2.36

2.36

2.55

2.82

3.18

3.64

3.91

4.00

3.91

3.91

4.00

345

1547

939

410

192

113

75.3

52.2

37.8

28.4

22.1

17.2

13.4

10.4

8.01

6.01

4.37

3.46

3.09

2.91

2.73

2.73

2.73

2.73

2.64

2.64

2.73

2.64

2.64

2.73

2.91

3.27

3.64

4.00

4.09

4.00

4.00

4.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEGTemperature:22.1DEG Humidity:49%Humidity:49%Humidity:49%Humidity:49%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013Test Date:12-24-2013 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65CG3 Z509 G 25D 12W 220VAC 50HZ IP65
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