Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000024

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL50 PT60 CW 120D 24W 24V DC IP44D TYPE : ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mq SERIAL No.:
TEST DATA:
MODEL: ERL50 Imax(cd) : 499.6 n street_up(%): 0.0
NOMINAL POWER (W) : 24 MAXIMUM(C, ¥: 0,0.0 n street down (%): 53.9
RATED VOLTAGE (V) : 24 TOTAL FLUX (1m) : 1042 n house_up (%) 0.0
NOMINAL FLUX(1lm) : 1042.1 EFFICIENCY (%) : 100.0 n house_down (%) : 46.1
TEST FLUX(1lm: 1042 n up(%): 0.0
LAMPS QUANTITY: 1 n down(%): 100.0
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Test:U:24.00V I:0.248A P:24.00W PF:0.574
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL50 PT60 CW 120D 24W 24V DC IP44I
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 2016000024

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL50 PT60 CW 120D 24W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:
¥ Co Cc45 C90 Cl135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 491.8 492.1 494.8 492.5 494.5 494.3 494.2 491.8 0- 5 11.83 11.83
10.0 471.8 476.3 484.4 478.2 476.9 480.6 483.4 476.9 5- 10 34.64 46.47
15.0 441.0 451.7 467.5 454.8 448.3 458.3 466.1 453.3 10- 15 55.07 101.5
20.0 401.6 419.8 444 .4 424.1 411.3 428.2 442.5 422.0 15- 20 71.90 173.4
25.0 357.7 382.0 415.6 387.4 368.8 391.9 413.3 384.9 20- 25 84.30 257.7
30.0 313.5 341.0 382.7 347.5 324.7 352.4 379.9 344.8 25- 30 92.03 349.8
35.0 271.3 300.1 346.1 306.9 285.8 311.4 343.2 303.4 30- 35 95.39 445.2
40.0 236.0 262.7 307.4 270.0 246.0 271.0 304.4 264.2 35- 40 95.19 540.3
45.0 201.4 224.3 268.5 231.5 210.1 236.5 268.0 228.8 40- 45 91.87 632.2
50.0 170.1 189.4 232.7 196.2 178.2 200.6 228.7 193.5 45- 50 85.77 718.0
55.0 141.9 156.9 194.6 163.3 148.9 167.3 190.5 160.8 50- 55 77.53 795.5
60.0 116.2 127.1 158.7 133.0 122.1 137.0 154.4 131.1 55- 60 67.87 863.4
65.0 92.20 100.0 124.7 105.3 97.57 108.7 120.8 103.3 60- 65 57.14 920.5
70.0 69.87 74.61 93.02 79.44 74.61 82.54 89.46 77.62 65- 70 45.76 966.3
75.0 49.56 51.65 64.50 55.84 53.57 58.76 61.04 54.48 70- 75 34.22 1001
80.0 31.34 31.70 39.44 35.25 34.98 37.53 36.62 33.98 75- 80 23.10 1024
85.0 15.76 15.21 19.40 18.03 19.04 19.77 16.94 16.85 80- 85 13.16 1037
90.0 5.557 4.190 4.190 6.013 8.108 6.924 3.097 5.193 85- 90 5.285 1042
95.0 90- 95
100.0 95-100
105.0 100-105
110.0 105-110
115.0 110-115
120.0 115-120
125.0 120-125
130.0 125-130
135.0 130-135
140.0 135-140
145.0 140-145
150.0 145-150
155.0 150-155
160.0 155-160
165.0 160-165
170.0 165-170
175.0 170-175
180.0 175-180
DEG LUMINOUS INTENSITY:cd UNIT:1m
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL50 PT60 CW 120D 24W 24V DC IP44]
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000024

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL50 PT60 CW 120D 24W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mm SERIAL No.:
UNIT: cd
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HORIZONTAL (DEG)

Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:02-09-2016

Test Set: 2.0deg/s
Humidity:65.0%
Test Distance:9.545 m

Remarks: ERL50 PT60 CW 120D 24W 24V DC

C-Gamma (TYPE C)
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number:

2016000024

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL50 PT60 CW 120D 24W 24V DC IP44D

TYPE:ERL

WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR

SERIAL No.:

DIMENSION: 1020x61x47mq

ILLUMINANCE AT

MH=10 m,Enadir = 4.98 1lx

STREET SIDE D/MH HOUSE SIDE
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Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:02-09-2016

Test Set: 2.0deg/s
Humidity:65.0%
Test Distance:9.545 m

Remarks: ERL50 PT60 CW 120D 24W 24V DC IP44]

C-Gamma (TYPE C)
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000024

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL50 PT60 CW 120D 24W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mn SERIAL No.:
180 170
160
150
140
130
UNIT:cd
120
5% 25
110 __ 10% 50
20% 100
100 308 150
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__ 50% 250
___ 60% 300
_ 70% 350
___ 80% 400
20% 450
Imax=100% 500
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL50 PT60 CW 120D 24W 24V DC IP44I
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000024
MANUF. URER: FIBERL ONIK ANTALYA
NAME: ERL50 0C WEIGHT
PECI ENDL RE LINEAR DIMENSION AL No.:

: 1020x61x47m SERI

Max @ Yy = 0.0DEG

STREET SIDE

Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:02-09-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)

Humidity:65.0%
Test Distance:9.545 m

Remarks: ERL50 PT60 CW 120D 24W 24V DC IP44l

Page 6 Of 8




Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000024

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL50 PT60 CW 120D 24W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mn SERIAL No.:
UNIT: cd
C (DEG)

4 (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 500 499 499 498 498 498 498 498 498 497 497 497 500 499 499
5.0 492 491 492 492 494 494 495 494 494 493 492 491 495 494 494
10.0 472 471 475 476 481 483 484 483 482 478 476 473 477 478 478
15.0 441 440 447 452 460 464 468 465 462 455 451 445 448 451 452
20.0 402 402 412 420 433 439 444 441 435 424 417 408 411 415 418
25.0 358 359 371 382 399 409 416 411 403 387 378 366 369 373 378
30.0 314 314 328 341 362 374 383 376 366 348 336 323 325 330 336
35.0 271 276 286 300 323 337 346 339 327 307 294 284 286 288 298
40.0 236 236 250 263 283 298 307 300 287 270 258 245 246 252 257
45.0 201 201 213 224 247 261 269 263 252 232 221 209 210 216 220
50.0 170 169 180 189 209 222 233 224 214 196 188 177 178 183 186
55.0 142 141 150 157 174 184 195 187 179 163 157 148 149 153 155
60.0 116 115 123 127 142 149 159 152 146 133 129 121 122 126 127
65.0 92.2  90.5 96.8 100 112 117 125 119 116 105 103 96.5 97.5 101 101
70.0 69.8 68.0 73.1 74.6 83.4 86.5 93.0 88.4 87.0 79.4 78.5 73.5 74.6 77.3 76.4
75.0 49.5 47.6 51.6 51.6 58.1 59.0 64.5 60.8 61.4 55.8 56.4 52.4 53.5 56.0 54.2
80.0 31.3 29.7 32.5 31.7 35.8 35.6 39.4 37.0 38.5 35.2 36.5 33.8 34.9 36.7 34.8
85.0 15.7 14.3 16.3 15.2 17.6 16.6 19.4 17.7 19.7 18.0 19.6 17.9 19.0 20.0 18.2
90.0 5.55 4.55 5.46 4.19 5.01 3.46 4.19 4.00 6.10 6.01 7.65 6.92 8.10 8.19 6.74
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL50 PT60 CW 120D 24W 24V DC IP44I
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000024

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL50 PT60 CW 120D 24W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x61x47mn SERIAL No.:
UNIT: cd
C (DEG)
; (DEG) 225 240 255 270 285 300 315 330 345
0.0 498 498 498 498 498 498 497 497 497
5.0 494 494 495 494 494 493 492 491 490
10.0 481 482 484 483 483 480 477 473 472
15.0 458 462 467 466 465 459 453 445 443
20.0 428 435 443 443 441 431 422 410 405
25.0 392 402 413 413 410 397 385 369 362
30.0 352 365 379 380 376 360 345 326 318
35.0 311 326 341 343 339 320 303 287 276
40.0 271 289 302 304 300 283 264 247 240
45.0 237 249 264 268 264 244 229 211 205
50.0 201 211 228 229 225 206 194 178 173
55.0 167 176 190 191 188 171 161 147 145
60.0 137 143 155 154 153 138 131 120 118
65.0 109 112 122 121 120 108 103 94.3  93.9
70.0 82.5 83.9 91.2 89.4 89.4 80.4 77.6 70.7 71.1
75.0 58.7 58.3 63.6 61.0 62.0 55.2 54.4 49.3  50.5
80.0 37.5 36.0 39.2 36.6 37.8 33.5 33.9 30.7 32.0
85.0 19.7 17.6 19.3 16.9 18.2 15.7 16.8 14.7 16.2
90.0 6.92 4.91 4.91 3.09 4.46 3.82 5.19 4.55 5.73
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-09-2016 Remarks: ERL50 PT60 CW 120D 24W 24V DC IP44I
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