
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000063

NAME: LLB33 T30 CW 120D 2.4W 220V AC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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2.4

220

207.4

207.3

1

54.02

100.0

207.3
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13.7

86.3

6.9

45.5

6.8

40.8

Test:U:220.8V I:0.076A P:2.400W PF:0.446Test:U:220.8V I:0.076A P:2.400W PF:0.446Test:U:220.8V I:0.076A P:2.400W PF:0.446Test:U:220.8V I:0.076A P:2.400W PF:0.446

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000063

NAME: LLB33 T30 CW 120D 2.4W 220V AC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

53.5753.5753.5753.57 53.5753.5753.5753.57 53.7553.7553.7553.75 53.8453.8453.8453.84 53.9353.9353.9353.93 53.8453.8453.8453.84 53.5753.5753.5753.57 53.5753.5753.5753.57 1.2861.2861.2861.286 1.2861.2861.2861.286

52.7552.7552.7552.75 52.5652.5652.5652.56 52.8452.8452.8452.84 53.1153.1153.1153.11 53.4753.4753.4753.47 53.2953.2953.2953.29 52.5652.5652.5652.56 52.6552.6552.6552.65 3.8083.8083.8083.808 5.0945.0945.0945.094

51.6551.6551.6551.65 51.1151.1151.1151.11 51.3851.3851.3851.38 51.9351.9351.9351.93 52.6552.6552.6552.65 52.1152.1152.1152.11 50.9250.9250.9250.92 51.2951.2951.2951.29 6.1876.1876.1876.187 11.2811.2811.2811.28

50.2950.2950.2950.29 49.2849.2849.2849.28 49.2849.2849.2849.28 50.1950.1950.1950.19 51.4751.4751.4751.47 50.6550.6550.6550.65 48.7448.7448.7448.74 49.4749.4749.4749.47 8.3438.3438.3438.343 19.6219.6219.6219.62

48.5648.5648.5648.56 47.1047.1047.1047.10 46.8246.8246.8246.82 48.0148.0148.0148.01 49.9249.9249.9249.92 48.6548.6548.6548.65 46.0046.0046.0046.00 47.2847.2847.2847.28 10.2010.2010.2010.20 29.8329.8329.8329.83

46.6446.6446.6446.64 44.6444.6444.6444.64 43.8243.8243.8243.82 45.5545.5545.5545.55 48.1048.1048.1048.10 46.3746.3746.3746.37 43.0043.0043.0043.00 44.8244.8244.8244.82 11.7211.7211.7211.72 41.5641.5641.5641.56

44.5544.5544.5544.55 41.9041.9041.9041.90 40.5440.5440.5440.54 42.7242.7242.7242.72 46.0046.0046.0046.00 43.7343.7343.7343.73 39.6339.6339.6339.63 42.0942.0942.0942.09 12.8712.8712.8712.87 54.4354.4354.4354.43

42.1842.1842.1842.18 38.9038.9038.9038.90 36.8936.8936.8936.89 39.6339.6339.6339.63 43.6443.6443.6443.64 40.9040.9040.9040.90 36.0736.0736.0736.07 39.1739.1739.1739.17 13.6313.6313.6313.63 68.0768.0768.0768.07

39.6339.6339.6339.63 35.8935.8935.8935.89 33.1633.1633.1633.16 36.5336.5336.5336.53 41.0841.0841.0841.08 37.8037.8037.8037.80 32.2532.2532.2532.25 36.1636.1636.1636.16 13.9913.9913.9913.99 82.0782.0782.0782.07

36.9836.9836.9836.98 32.7932.7932.7932.79 29.2429.2429.2429.24 33.2533.2533.2533.25 38.3538.3538.3538.35 34.8034.8034.8034.80 28.4228.4228.4228.42 33.0733.0733.0733.07 13.9813.9813.9813.98 96.0696.0696.0696.06

34.2534.2534.2534.25 29.7029.7029.7029.70 25.3225.3225.3225.32 29.9729.9729.9729.97 35.3435.3435.3435.34 31.6131.6131.6131.61 24.5024.5024.5024.50 29.9729.9729.9729.97 13.6313.6313.6313.63 109.6109.6109.6109.6

31.4331.4331.4331.43 26.6926.6926.6926.69 21.4121.4121.4121.41 26.8726.8726.8726.87 32.4332.4332.4332.43 28.4228.4228.4228.42 20.5920.5920.5920.59 26.9626.9626.9626.96 12.9912.9912.9912.99 122.6122.6122.6122.6

28.6928.6928.6928.69 23.7723.7723.7723.77 17.4917.4917.4917.49 23.7723.7723.7723.77 29.5129.5129.5129.51 25.4125.4125.4125.41 16.7616.7616.7616.76 24.0524.0524.0524.05 12.1212.1212.1212.12 134.8134.8134.8134.8

26.1426.1426.1426.14 20.9520.9520.9520.95 13.6613.6613.6613.66 20.8620.8620.8620.86 26.7826.7826.7826.78 22.5922.5922.5922.59 13.0213.0213.0213.02 21.2221.2221.2221.22 11.0811.0811.0811.08 145.9145.9145.9145.9

23.6823.6823.6823.68 18.4918.4918.4918.49 10.2910.2910.2910.29 18.3118.3118.3118.31 24.2324.2324.2324.23 19.8619.8619.8619.86 9.5669.5669.5669.566 18.6718.6718.6718.67 9.9629.9629.9629.962 155.8155.8155.8155.8

21.3121.3121.3121.31 16.2116.2116.2116.21 7.1067.1067.1067.106 15.9415.9415.9415.94 21.7721.7721.7721.77 17.5817.5817.5817.58 6.4686.4686.4686.468 16.3916.3916.3916.39 8.8068.8068.8068.806 164.6164.6164.6164.6

19.2219.2219.2219.22 14.0314.0314.0314.03 4.4644.4644.4644.464 13.9313.9313.9313.93 19.5819.5819.5819.58 15.3915.3915.3915.39 3.9173.9173.9173.917 14.3014.3014.3014.30 7.6857.6857.6857.685 172.3172.3172.3172.3

17.1217.1217.1217.12 12.2012.2012.2012.20 2.5502.5502.5502.550 12.0212.0212.0212.02 17.4917.4917.4917.49 13.3913.3913.3913.39 2.0042.0042.0042.004 12.3912.3912.3912.39 6.6416.6416.6416.641 179.0179.0179.0179.0

15.2115.2115.2115.21 10.4710.4710.4710.47 2.1862.1862.1862.186 10.2910.2910.2910.29 15.5715.5715.5715.57 11.5711.5711.5711.57 1.8221.8221.8221.822 10.6510.6510.6510.65 5.7195.7195.7195.719 184.7184.7184.7184.7

13.4813.4813.4813.48 8.9288.9288.9288.928 2.1862.1862.1862.186 8.6558.6558.6558.655 13.7513.7513.7513.75 9.9309.9309.9309.930 1.9131.9131.9131.913 8.9288.9288.9288.928 4.8784.8784.8784.878 189.5189.5189.5189.5

11.3811.3811.3811.38 6.9246.9246.9246.924 2.0952.0952.0952.095 6.8336.8336.8336.833 11.6611.6611.6611.66 7.7447.7447.7447.744 1.9131.9131.9131.913 7.0157.0157.0157.015 4.0194.0194.0194.019 193.6193.6193.6193.6

9.2019.2019.2019.201 5.4665.4665.4665.466 2.0952.0952.0952.095 5.6485.6485.6485.648 9.4759.4759.4759.475 6.2866.2866.2866.286 1.9131.9131.9131.913 5.7395.7395.7395.739 3.0793.0793.0793.079 196.6196.6196.6196.6

8.0178.0178.0178.017 4.7374.7374.7374.737 2.0952.0952.0952.095 4.6464.6464.6464.646 8.2908.2908.2908.290 5.2845.2845.2845.284 1.9131.9131.9131.913 4.7374.7374.7374.737 2.5792.5792.5792.579 199.2199.2199.2199.2

7.0157.0157.0157.015 4.0994.0994.0994.099 2.0952.0952.0952.095 4.0994.0994.0994.099 7.2887.2887.2887.288 4.6464.6464.6464.646 2.0042.0042.0042.004 4.1904.1904.1904.190 2.2072.2072.2072.207 201.4201.4201.4201.4

6.1046.1046.1046.104 3.7353.7353.7353.735 2.0952.0952.0952.095 3.7353.7353.7353.735 6.3776.3776.3776.377 4.1904.1904.1904.190 1.9131.9131.9131.913 3.7353.7353.7353.735 1.8911.8911.8911.891 203.3203.3203.3203.3

5.1935.1935.1935.193 3.3703.3703.3703.370 2.0952.0952.0952.095 3.3703.3703.3703.370 5.4665.4665.4665.466 3.7353.7353.7353.735 2.0042.0042.0042.004 3.3703.3703.3703.370 1.5991.5991.5991.599 204.9204.9204.9204.9

4.4644.4644.4644.464 2.9152.9152.9152.915 2.0952.0952.0952.095 3.0063.0063.0063.006 4.7374.7374.7374.737 3.2793.2793.2793.279 2.0042.0042.0042.004 2.9152.9152.9152.915 1.3281.3281.3281.328 206.3206.3206.3206.3

3.7353.7353.7353.735 2.5502.5502.5502.550 2.0042.0042.0042.004 2.6422.6422.6422.642 4.0084.0084.0084.008 2.8242.8242.8242.824 2.0952.0952.0952.095 2.5502.5502.5502.550 1.0831.0831.0831.083 207.3207.3207.3207.3

0000 0000 0000 0000 0000 0000 0000 0000 0000 207.3207.3207.3207.3

0000 0000 0000 0000 0000 0000 0000 0000 0000 207.3207.3207.3207.3

0000 0000 0000 0000 0000 0000 0000 0000 0000 207.3207.3207.3207.3

0000 0000 0000 0000 0000 0000 0000 0000 0000 207.3207.3207.3207.3

0000 0000 0000 0000 0000 0000 0000 0000 0000 207.3207.3207.3207.3

0000 0000 0000 0000 0000 0000 0000 0000 0000 207.3207.3207.3207.3

0000 0000 0000 0000 0000 0000 0000 0000 0000 207.3207.3207.3207.3

0000 0000 0000 0000 0000 0000 0000 0000 0000 207.3207.3207.3207.3

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000063

NAME: LLB33 T30 CW 120D 2.4W 220V AC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000063

NAME: LLB33 T30 CW 120D 2.4W 220V AC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0030.0030.0030.003 0.0050.0050.0050.005 0.0160.0160.0160.016 0.0270.0270.0270.027 0.0540.0540.0540.054

0.1600.1600.1600.160 0.2200.2200.2200.220 0.2700.2700.2700.270 0.3200.3200.3200.320 0.4300.4300.4300.430

ILLUMINANCE AT MH=10 m,Enadir  = 0.54 lxILLUMINANCE AT MH=10 m,Enadir  = 0.54 lxILLUMINANCE AT MH=10 m,Enadir  = 0.54 lxILLUMINANCE AT MH=10 m,Enadir  = 0.54 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000063

NAME: LLB33 T30 CW 120D 2.4W 220V AC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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70%     38
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90%     49
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000063

NAME: LLB33 T30 CW 120D 2.4W 220V AC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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C30

C45
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Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000063

NAME: LLB33 T30 CW 120D 2.4W 220V AC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 54.0

5.0 53.5

10.0 52.7

15.0 51.6

20.0 50.2

25.0 48.5

30.0 46.6

35.0 44.5

40.0 42.1

45.0 39.6

50.0 36.9

55.0 34.2

60.0 31.4

65.0 28.6

70.0 26.1

75.0 23.6

80.0 21.3

85.0 19.2

90.0 17.1

95.0 15.2

100.0 13.4

105.0 11.3

110.0 9.20

115.0 8.01

120.0 7.01

125.0 6.10

130.0 5.19

135.0 4.46

140.0 3.73

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

53.9

53.4

52.5

51.3

49.8

48.1

46.1

43.8

41.2

38.7

35.9

33.1

30.3

27.6

25.0

22.5

20.3

18.1

16.2

14.3

12.5

10.3

7.83

7.01

6.28

5.55

4.82

4.19

3.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

54.0

53.5

52.8

51.5

50.0

48.1

46.0

43.5

40.9

38.1

35.3

32.4

29.6

26.7

24.1

21.6

19.4

17.2

15.2

13.3

11.6

8.10

7.10

6.19

5.55

5.01

4.28

3.73

3.18

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

53.9

53.5

52.5

51.1

49.2

47.1

44.6

41.9

38.9

35.8

32.7

29.7

26.6

23.7

20.9

18.4

16.2

14.0

12.2

10.4

8.92

6.92

5.46

4.73

4.09

3.73

3.37

2.91

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

53.9

53.6

52.7

51.3

49.3

47.0

44.3

41.3

38.0

34.8

31.4

27.9

24.6

21.5

18.4

15.7

13.3

11.2

9.47

7.92

5.83

5.10

4.00

3.46

3.18

2.91

2.64

2.36

2.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

53.9

53.5

52.5

50.9

48.8

46.1

43.2

39.9

36.4

32.7

28.9

25.2

21.5

18.0

14.6

11.6

9.01

6.83

5.19

4.09

3.18

2.73

2.45

2.18

2.09

2.00

2.00

2.00

2.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

53.9

53.7

52.8

51.3

49.2

46.8

43.8

40.5

36.8

33.1

29.2

25.3

21.4

17.4

13.6

10.2

7.10

4.46

2.55

2.18

2.18

2.09

2.09

2.09

2.09

2.09

2.09

2.09

2.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

53.9

53.6

52.7

51.2

49.1

46.5

43.5

40.2

36.6

32.8

29.0

25.1

21.4

17.6

14.2

11.0

8.29

6.10

4.55

3.55

2.91

2.55

2.27

2.00

2.00

2.00

2.00

2.00

2.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

53.9

53.8

53.1

51.9

50.0

47.7

45.0

41.9

38.6

35.1

31.6

27.9

24.5

21.2

18.1

15.3

12.7

10.6

8.92

7.37

5.55

4.82

3.91

3.46

3.18

2.82

2.55

2.36

2.18

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

53.9

53.8

53.1

51.9

50.1

48.0

45.5

42.7

39.6

36.5

33.2

29.9

26.8

23.7

20.8

18.3

15.9

13.9

12.0

10.2

8.65

6.83

5.64

4.64

4.09

3.73

3.37

3.00

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

53.9

53.9

53.4

52.4

51.2

49.2

47.1

44.7

42.0

39.2

36.2

33.1

30.2

27.2

24.4

21.9

19.5

17.4

15.3

13.4

11.8

8.83

7.28

6.46

5.64

5.10

4.46

3.91

3.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

54.0

53.9

53.3

52.4

51.2

49.5

47.6

45.3

42.9

40.1

37.2

34.3

31.4

28.5

25.7

23.3

20.8

18.6

16.6

14.7

13.0

10.7

8.01

7.19

6.46

5.73

5.01

4.37

3.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

54.0

53.9

53.4

52.6

51.4

49.9

48.1

46.0

43.6

41.0

38.3

35.3

32.4

29.5

26.7

24.2

21.7

19.5

17.4

15.5

13.7

11.6

9.47

8.29

7.28

6.37

5.46

4.73

4.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

53.9

53.9

53.5

52.7

51.6

50.1

48.2

46.1

43.8

41.2

38.5

35.6

32.6

29.7

26.9

24.4

21.9

19.6

17.5

15.5

13.7

11.5

8.65

7.83

7.01

6.19

5.37

4.55

3.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

54.0

53.8

53.2

52.2

50.9

49.1

47.1

44.7

42.0

39.2

36.3

33.3

30.3

27.4

24.6

22.1

19.7

17.5

15.4

13.5

11.8

9.11

7.19

6.28

5.64

5.10

4.55

3.82

3.46

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000063

NAME: LLB33 T30 CW 120D 2.4W 220V AC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE BOLD 33 DIMENSION: 1010x45x33 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 53.9

5.0 53.8

10.0 53.2

15.0 52.1

20.0 50.6

25.0 48.6

30.0 46.3

35.0 43.7

40.0 40.9

45.0 37.8

50.0 34.8

55.0 31.6

60.0 28.4

65.0 25.4

70.0 22.5

75.0 19.8

80.0 17.5

85.0 15.3

90.0 13.3

95.0 11.5

100.0 9.93

105.0 7.74

110.0 6.28

115.0 5.28

120.0 4.64

125.0 4.19

130.0 3.73

135.0 3.27

140.0 2.82

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

53.9

53.7

52.8

51.4

49.6

47.2

44.5

41.5

38.2

34.8

31.5

28.0

24.6

21.5

18.4

15.6

13.2

11.1

9.29

7.74

5.64

5.10

4.09

3.46

3.09

2.82

2.64

2.36

2.18

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

53.9

53.6

52.9

51.4

49.4

47.1

44.1

40.9

37.5

33.8

30.2

26.4

22.6

19.0

15.6

12.4

9.74

7.47

5.83

4.55

3.64

3.18

2.73

2.45

2.27

2.09

2.09

2.09

2.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

53.9

53.5

52.5

50.9

48.7

46.0

43.0

39.6

36.0

32.2

28.4

24.5

20.5

16.7

13.0

9.56

6.46

3.91

2.00

1.82

1.91

1.91

1.91

1.91

2.00

1.91

2.00

2.00

2.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

53.9

53.6

52.6

51.1

49.1

46.4

43.5

40.3

36.8

33.1

29.4

25.6

21.9

18.4

14.9

11.7

9.01

6.74

5.01

3.91

3.09

2.82

2.45

2.18

2.18

2.09

2.09

2.09

2.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

53.9

53.4

52.3

50.8

48.7

46.1

43.4

40.2

36.9

33.6

30.1

26.7

23.4

20.2

17.3

14.5

12.1

10.1

8.38

6.83

5.01

4.37

3.46

3.18

2.82

2.55

2.27

2.09

2.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

53.9

53.5

52.6

51.2

49.4

47.2

44.8

42.0

39.1

36.1

33.0

29.9

26.9

24.0

21.2

18.6

16.3

14.3

12.3

10.6

8.92

7.01

5.73

4.73

4.19

3.73

3.37

2.91

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

53.9

53.4

52.5

51.2

49.5

47.5

45.2

42.8

40.1

37.4

34.5

31.7

28.7

25.9

23.3

20.9

18.5

16.4

14.4

12.6

11.0

8.01

6.65

5.83

5.10

4.55

4.00

3.55

3.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

54.0

53.6

52.8

51.7

50.2

48.5

46.5

44.3

42.0

39.4

36.7

33.8

31.1

28.3

25.7

23.3

20.9

18.7

16.7

14.8

13.0

10.7

8.10

7.19

6.46

5.64

4.91

4.19

3.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016Test Date:03-03-2016 Remarks:Remarks:Remarks:Remarks: LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44LLB33 T30 CW 120D 2.4W 220V AC IP44
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