
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000113

NAME: LLET 120 CW 29W 220V AC IP66 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1240X94X80mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:220.6V I:0.132A P:28.41W PF:0.948Test:U:220.6V I:0.132A P:28.41W PF:0.948Test:U:220.6V I:0.132A P:28.41W PF:0.948Test:U:220.6V I:0.132A P:28.41W PF:0.948

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016 Remarks:Remarks:Remarks:Remarks: LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D 
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000113

NAME: LLET 120 CW 29W 220V AC IP66 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1240X94X80mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

750.5750.5750.5750.5 747.8747.8747.8747.8 748.1748.1748.1748.1 748.5748.5748.5748.5 753.3753.3753.3753.3 751.1751.1751.1751.1 748.8748.8748.8748.8 748.1748.1748.1748.1 17.9417.9417.9417.94 17.9417.9417.9417.94

738.8738.8738.8738.8 735.4735.4735.4735.4 735.5735.5735.5735.5 737.3737.3737.3737.3 744.7744.7744.7744.7 741.2741.2741.2741.2 736.6736.6736.6736.6 736.6736.6736.6736.6 53.1153.1153.1153.11 71.0671.0671.0671.06

720.3720.3720.3720.3 715.7715.7715.7715.7 715.1715.1715.1715.1 718.6718.6718.6718.6 729.2729.2729.2729.2 724.5724.5724.5724.5 716.5716.5716.5716.5 717.4717.4717.4717.4 86.2286.2286.2286.22 157.2157.2157.2157.2

695.8695.8695.8695.8 689.7689.7689.7689.7 687.5687.5687.5687.5 693.4693.4693.4693.4 707.2707.2707.2707.2 700.8700.8700.8700.8 689.3689.3689.3689.3 691.5691.5691.5691.5 116.0116.0116.0116.0 273.3273.3273.3273.3

665.6665.6665.6665.6 657.2657.2657.2657.2 653.6653.6653.6653.6 661.4661.4661.4661.4 679.4679.4679.4679.4 671.0671.0671.0671.0 655.7655.7655.7655.7 659.1659.1659.1659.1 141.6141.6141.6141.6 414.9414.9414.9414.9

629.6629.6629.6629.6 619.5619.5619.5619.5 614.1614.1614.1614.1 624.3624.3624.3624.3 646.4646.4646.4646.4 635.8635.8635.8635.8 616.0616.0616.0616.0 621.3621.3621.3621.3 162.0162.0162.0162.0 577.0577.0577.0577.0

589.0589.0589.0589.0 577.4577.4577.4577.4 569.7569.7569.7569.7 582.8582.8582.8582.8 607.7607.7607.7607.7 595.4595.4595.4595.4 571.4571.4571.4571.4 578.6578.6578.6578.6 176.8176.8176.8176.8 753.8753.8753.8753.8

544.6544.6544.6544.6 530.9530.9530.9530.9 522.1522.1522.1522.1 536.8536.8536.8536.8 565.3565.3565.3565.3 550.8550.8550.8550.8 523.2523.2523.2523.2 531.7531.7531.7531.7 185.5185.5185.5185.5 939.4939.4939.4939.4

496.8496.8496.8496.8 481.4481.4481.4481.4 470.9470.9470.9470.9 487.5487.5487.5487.5 519.0519.0519.0519.0 503.2503.2503.2503.2 471.3471.3471.3471.3 482.3482.3482.3482.3 188.2188.2188.2188.2 1128112811281128

446.6446.6446.6446.6 430.0430.0430.0430.0 417.2417.2417.2417.2 436.0436.0436.0436.0 469.8469.8469.8469.8 452.5452.5452.5452.5 416.9416.9416.9416.9 429.7429.7429.7429.7 184.9184.9184.9184.9 1313131313131313

395.5395.5395.5395.5 376.5376.5376.5376.5 361.9361.9361.9361.9 382.3382.3382.3382.3 419.0419.0419.0419.0 399.4399.4399.4399.4 360.7360.7360.7360.7 375.4375.4375.4375.4 176.0176.0176.0176.0 1489148914891489

344.1344.1344.1344.1 322.7322.7322.7322.7 304.7304.7304.7304.7 327.7327.7327.7327.7 366.9366.9366.9366.9 346.2346.2346.2346.2 302.9302.9302.9302.9 320.8320.8320.8320.8 162.2162.2162.2162.2 1651165116511651

294.0294.0294.0294.0 273.3273.3273.3273.3 250.0250.0250.0250.0 276.6276.6276.6276.6 316.0316.0316.0316.0 292.4292.4292.4292.4 246.8246.8246.8246.8 266.2266.2266.2266.2 144.5144.5144.5144.5 1795179517951795

250.5250.5250.5250.5 222.2222.2222.2222.2 192.3192.3192.3192.3 222.8222.8222.8222.8 271.1271.1271.1271.1 243.8243.8243.8243.8 188.0188.0188.0188.0 215.9215.9215.9215.9 124.3124.3124.3124.3 1920192019201920

206.5206.5206.5206.5 175.4175.4175.4175.4 136.2136.2136.2136.2 173.1173.1173.1173.1 225.7225.7225.7225.7 196.2196.2196.2196.2 131.1131.1131.1131.1 166.8166.8166.8166.8 102.2102.2102.2102.2 2022202220222022

166.8166.8166.8166.8 134.7134.7134.7134.7 85.4585.4585.4585.45 129.7129.7129.7129.7 184.7184.7184.7184.7 153.5153.5153.5153.5 80.0880.0880.0880.08 123.3123.3123.3123.3 79.9479.9479.9479.94 2102210221022102

132.3132.3132.3132.3 99.9499.9499.9499.94 42.7242.7242.7242.72 93.5693.5693.5693.56 149.0149.0149.0149.0 117.1117.1117.1117.1 38.1738.1738.1738.17 87.1887.1887.1887.18 59.4359.4359.4359.43 2162216221622162

102.4102.4102.4102.4 71.7071.7071.7071.70 11.3811.3811.3811.38 65.2365.2365.2365.23 118.1118.1118.1118.1 87.5587.5587.5587.55 8.3818.3818.3818.381 59.3159.3159.3159.31 42.1642.1642.1642.16 2204220422042204

77.9877.9877.9877.98 50.3850.3850.3850.38 5.2845.2845.2845.284 44.4644.4644.4644.46 92.1092.1092.1092.10 64.1364.1364.1364.13 3.2793.2793.2793.279 39.0839.0839.0839.08 29.5229.5229.5229.52 2233223322332233

57.7657.7657.7657.76 32.4332.4332.4332.43 4.7374.7374.7374.737 27.1427.1427.1427.14 70.0670.0670.0670.06 43.0043.0043.0043.00 3.1883.1883.1883.188 23.1423.1423.1423.14 20.6220.6220.6220.62 2254225422542254

40.3640.3640.3640.36 19.4019.4019.4019.40 4.4644.4644.4644.464 18.9518.9518.9518.95 50.0150.0150.0150.01 28.5128.5128.5128.51 3.2793.2793.2793.279 16.1216.1216.1216.12 14.0214.0214.0214.02 2268226822682268

28.9728.9728.9728.97 14.9414.9414.9414.94 4.4644.4644.4644.464 13.5713.5713.5713.57 36.4436.4436.4436.44 21.2221.2221.2221.22 3.4623.4623.4623.462 12.0212.0212.0212.02 9.5529.5529.5529.552 2277227722772277

22.8622.8622.8622.86 12.4812.4812.4812.48 4.5554.5554.5554.555 11.1111.1111.1111.11 28.9728.9728.9728.97 17.4017.4017.4017.40 3.6443.6443.6443.644 10.2910.2910.2910.29 7.4947.4947.4947.494 2285228522852285

19.0419.0419.0419.04 11.2911.2911.2911.29 4.6464.6464.6464.646 10.5610.5610.5610.56 23.8723.8723.8723.87 15.1215.1215.1215.12 3.8263.8263.8263.826 9.6579.6579.6579.657 6.1956.1956.1956.195 2291229122912291

16.8516.8516.8516.85 10.2910.2910.2910.29 4.7374.7374.7374.737 9.9309.9309.9309.930 20.4020.4020.4020.40 13.9313.9313.9313.93 4.0084.0084.0084.008 8.9288.9288.9288.928 5.3165.3165.3165.316 2296229622962296

14.6614.6614.6614.66 9.3849.3849.3849.384 4.8284.8284.8284.828 9.1109.1109.1109.110 17.8517.8517.8517.85 12.6612.6612.6612.66 4.1904.1904.1904.190 8.1088.1088.1088.108 4.5484.5484.5484.548 2301230123012301

12.8412.8412.8412.84 8.1998.1998.1998.199 4.9194.9194.9194.919 8.2908.2908.2908.290 15.5715.5715.5715.57 11.2911.2911.2911.29 4.4644.4644.4644.464 7.1977.1977.1977.197 3.8223.8223.8223.822 2305230523052305

11.0211.0211.0211.02 7.1067.1067.1067.106 5.0105.0105.0105.010 7.5617.5617.5617.561 13.2113.2113.2113.21 9.9309.9309.9309.930 4.6464.6464.6464.646 6.4686.4686.4686.468 3.1503.1503.1503.150 2308230823082308

9.2929.2929.2929.292 6.2866.2866.2866.286 5.1015.1015.1015.101 6.9246.9246.9246.924 11.2911.2911.2911.29 8.8378.8378.8378.837 4.7374.7374.7374.737 6.1046.1046.1046.104 2.5482.5482.5482.548 2310231023102310

8.0178.0178.0178.017 5.8305.8305.8305.830 5.1935.1935.1935.193 6.3776.3776.3776.377 9.6579.6579.6579.657 7.8357.8357.8357.835 4.9194.9194.9194.919 5.8305.8305.8305.830 2.0482.0482.0482.048 2313231323132313

6.9246.9246.9246.924 5.5575.5575.5575.557 5.2845.2845.2845.284 5.9215.9215.9215.921 8.1998.1998.1998.199 7.0157.0157.0157.015 5.0105.0105.0105.010 5.6485.6485.6485.648 1.6171.6171.6171.617 2314231423142314

6.2866.2866.2866.286 5.3755.3755.3755.375 5.3755.3755.3755.375 5.5575.5575.5575.557 7.1067.1067.1067.106 6.2866.2866.2866.286 5.1015.1015.1015.101 5.5575.5575.5575.557 1.2501.2501.2501.250 2315231523152315

5.9215.9215.9215.921 5.3755.3755.3755.375 5.3755.3755.3755.375 5.3755.3755.3755.375 6.2866.2866.2866.286 5.7395.7395.7395.739 5.2845.2845.2845.284 5.5575.5575.5575.557 0.9370.9370.9370.937 2316231623162316

5.7395.7395.7395.739 5.2845.2845.2845.284 5.4665.4665.4665.466 5.3755.3755.3755.375 5.7395.7395.7395.739 5.6485.6485.6485.648 5.2845.2845.2845.284 5.4665.4665.4665.466 0.6560.6560.6560.656 2317231723172317

5.6485.6485.6485.648 5.3755.3755.3755.375 5.4665.4665.4665.466 5.2845.2845.2845.284 5.6485.6485.6485.648 5.5575.5575.5575.557 5.3755.3755.3755.375 5.4665.4665.4665.466 0.3900.3900.3900.390 2317231723172317

5.5575.5575.5575.557 5.2845.2845.2845.284 5.4665.4665.4665.466 5.2845.2845.2845.284 5.5575.5575.5575.557 5.4665.4665.4665.466 5.3755.3755.3755.375 5.3755.3755.3755.375 0.1290.1290.1290.129 2318231823182318

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016 Remarks:Remarks:Remarks:Remarks: LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000113

NAME: LLET 120 CW 29W 220V AC IP66 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1240X94X80mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016 Remarks:Remarks:Remarks:Remarks: LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D 
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000113

NAME: LLET 120 CW 29W 220V AC IP66 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1240X94X80mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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ILLUMINANCE AT MH=10 m,Enadir  = 7.53 lxILLUMINANCE AT MH=10 m,Enadir  = 7.53 lxILLUMINANCE AT MH=10 m,Enadir  = 7.53 lxILLUMINANCE AT MH=10 m,Enadir  = 7.53 lx
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Temperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000113

NAME: LLET 120 CW 29W 220V AC IP66 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1240X94X80mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000113

NAME: LLET 120 CW 29W 220V AC IP66 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1240X94X80mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Temperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000113

NAME: LLET 120 CW 29W 220V AC IP66 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1240X94X80mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 756

5.0 751

10.0 739

15.0 720

20.0 696

25.0 666

30.0 630

35.0 589

40.0 545

45.0 497

50.0 447

55.0 396

60.0 344

65.0 294

70.0 251

75.0 207

80.0 167

85.0 132

90.0 102

95.0 77.9

100.0 57.7

105.0 40.3

110.0 28.9

115.0 22.8

120.0 19.0

125.0 16.8

130.0 14.6

135.0 12.8

140.0 11.0

145.0 9.29

150.0 8.01

155.0 6.92

160.0 6.28

165.0 5.92

170.0 5.73

175.0 5.64

180.0 5.55
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749

737

718
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663
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493

443

391
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97.6

73.6

54.1

37.1

26.0

20.6

17.3

15.3

13.5

11.7

10.0

8.56

7.37

6.55

5.92

5.64

5.46

5.37

5.37
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662

626

585
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441

389

337

286
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196
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121
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68.4

49.0

29.3

22.5

18.0
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12.8
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9.74
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118

81.7
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10.7
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6.65
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5.37

75

753

748
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469
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92.1

53.7

27.7
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7.37

5.83

5.28

5.28

5.10

4.91

4.82

4.82

4.82

4.91

5.01

5.10

5.10

5.28

5.28

5.28

5.28

90

753

748

736

715

688

654

614

570

522

471

417

362

305

250

192

136

85.4

42.7

11.3

5.28

4.73

4.46

4.46

4.55

4.64

4.73

4.82

4.91

5.01

5.10

5.19

5.28

5.37

5.37

5.46

5.46

5.46

105

752

748

735

715

687

653

614

570

521

470

417

361

303

249

190

135

85.0

43.0

14.5

5.01

4.09

3.91

3.91

4.00

4.09

4.28

4.46

4.55

4.73

4.91

5.10

5.10

5.19

5.19

5.28

5.28

5.28

120

752

748

737

718

691

659

621

578

531

481

429

374

319

262

210

157

109

70.2

42.1

23.3

13.7

10.2

8.29

7.92

7.56

7.19

6.83

6.37

6.19

5.92

5.83

5.64

5.64

5.55

5.46

5.37

5.37

135

752

749

737

719

693

661

624

583

537

488

436

382

328

277

223

173

130

93.5

65.2

44.4

27.1

18.9

13.5

11.1

10.5

9.93

9.11

8.29

7.56

6.92

6.37

5.92

5.55

5.37

5.37

5.28

5.28

150

752

749

739

722

698

668

633

593

549

501

451

400

346

294

247

200

158

123

92.9

69.2

48.1

30.6

23.5

19.1

16.5

15.0

13.5

12.1

10.5

9.38

8.29

7.28

6.55

5.92

5.73

5.46

5.46

165

752

749

739

722

699

670

636

597

553

506

457

406

354

303

258

212

172

137

107

82.0

60.6

42.4

29.1

23.3

19.8

17.6

15.6

13.8

11.9

10.2

8.74

7.56

6.55

5.92

5.46

5.37

5.28

180

756

753

745

729

707

679

646

608

565

519

470

419

367

316

271

226

185

149

118

92.1

70.0

50.0

36.4

28.9

23.8

20.4

17.8

15.5

13.2

11.2

9.65

8.19

7.10

6.28

5.73

5.64

5.55

195

754

753

744

729

707

679

647

609

566

520

471

420

369

318

269

228

187

151

120

93.7

71.3

51.3

36.5

29.4

24.4

21.0

18.4

16.1

13.7

11.7

10.0

8.56

7.28

6.46

5.83

5.73

5.55

210

754

752

742

726

704

675

641

601

558

511

460

409

356

304

258

211

170

134

104

79.0

57.7

37.0

27.1

21.7

18.8

16.8

15.0

13.3

11.4

9.93

8.56

7.37

6.46

5.83

5.46

5.37

5.28

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016 Remarks:Remarks:Remarks:Remarks: LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D 
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000113

NAME: LLET 120 CW 29W 220V AC IP66 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE ET DIMENSION: 1240X94X80mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 753

5.0 751

10.0 741

15.0 725

20.0 701

25.0 671

30.0 636

35.0 595

40.0 551

45.0 503

50.0 453

55.0 399

60.0 346

65.0 292

70.0 244

75.0 196

80.0 154

85.0 117

90.0 87.5

95.0 64.1

100.0 43.0

105.0 28.5

110.0 21.2

115.0 17.4

120.0 15.1

125.0 13.9

130.0 12.6

135.0 11.2

140.0 9.93

145.0 8.83

150.0 7.83

155.0 7.01

160.0 6.28

165.0 5.73

170.0 5.64

175.0 5.55

180.0 5.46

240

753

750

739

721

696

664

627

584

538

489

436

382

326

273

219

167

123

86.2

58.2

37.9

22.4

16.2

11.4

9.83

9.47

9.01

8.19

7.56

7.01

6.46

6.10

5.73

5.37

5.28

5.37

5.28

5.28

255

753

749

738

720

694

661

623

579

532

482

429

373

317

260

206

152

102

62.2

34.8

16.4

10.5

8.29

7.28

7.01

6.55

6.28

6.10

5.83

5.73

5.55

5.46

5.46

5.46

5.55

5.46

5.37

5.37

270

753

749

737

717

689

656

616

571

523

471

417

361

303

247

188

131

80.0

38.1

8.38

3.27

3.18

3.27

3.46

3.64

3.82

4.00

4.19

4.46

4.64

4.73

4.91

5.01

5.10

5.28

5.28

5.37

5.37

285

752

749

736

717

690

656

617

573

524

473

419

363

306

251

193

137

86.0

42.8

15.0

6.37

5.28

4.91

4.64

4.64

4.64

4.73

4.82

4.91

5.01

5.10

5.19

5.19

5.28

5.28

5.37

5.37

5.37

300

752

748

736

716

688

655

616

572

524

472

418

363

306

252

196

143

95.7

58.5

32.5

16.1

9.20

7.19

5.92

5.83

5.64

5.37

5.10

5.01

4.91

5.01

5.01

5.19

5.19

5.19

5.19

5.28

5.28

315

752

748

737

717

692

659

621

579

532

482

430

375

321

266

216

167

123

87.1

59.3

39.0

23.1

16.1

12.0

10.2

9.65

8.92

8.10

7.19

6.46

6.10

5.83

5.64

5.55

5.55

5.46

5.46

5.37

330

752

748

736

717

692

661

623

581

536

486

434

381

328

278

228

181

140

105

76.7

54.4

36.3

21.5

16.4

13.5

12.2

11.1

10.0

8.92

7.65

6.65

6.01

5.64

5.37

5.37

5.28

5.28

5.28

345

752

748

737

719

695

665

629

589

544

496

446

394

342

291

246

201

161

126

96.2

71.9

52.2

33.4

24.0

19.2

16.6

15.0

13.3

11.7

10.0

8.65

7.65

6.65

6.01

5.73

5.64

5.46

5.37

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEGTemperature:24.4DEG Humidity:56.0%Humidity:56.0%Humidity:56.0%Humidity:56.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016Test Date:04-11-2016 Remarks:Remarks:Remarks:Remarks: LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D LLET 120 CW 29W 220V AC 50HZ  IP66D 
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