
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000039

NAME: LLG PT60 CW 120D 24W 24V DC IP44D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:24.00V I:0A P:24.00W PF:0Test:U:24.00V I:0A P:24.00W PF:0Test:U:24.00V I:0A P:24.00W PF:0Test:U:24.00V I:0A P:24.00W PF:0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016 Remarks:Remarks:Remarks:Remarks: LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D 
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000039

NAME: LLG PT60 CW 120D 24W 24V DC IP44D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

481.2481.2481.2481.2 479.8479.8479.8479.8 478.7478.7478.7478.7 475.9475.9475.9475.9 476.7476.7476.7476.7 477.0477.0477.0477.0 478.4478.4478.4478.4 479.7479.7479.7479.7 11.4611.4611.4611.46 11.4611.4611.4611.46

472.4472.4472.4472.4 471.5471.5471.5471.5 470.1470.1470.1470.1 464.5464.5464.5464.5 464.2464.2464.2464.2 466.2466.2466.2466.2 469.2469.2469.2469.2 471.7471.7471.7471.7 33.7933.7933.7933.79 45.2645.2645.2645.26

456.6456.6456.6456.6 456.7456.7456.7456.7 455.8455.8455.8455.8 447.1447.1447.1447.1 445.6445.6445.6445.6 449.6449.6449.6449.6 454.8454.8454.8454.8 457.5457.5457.5457.5 54.4654.4654.4654.46 99.7299.7299.7299.72

434.3434.3434.3434.3 435.9435.9435.9435.9 436.3436.3436.3436.3 424.4424.4424.4424.4 421.2421.2421.2421.2 427.6427.6427.6427.6 434.9434.9434.9434.9 437.1437.1437.1437.1 72.4972.4972.4972.49 172.2172.2172.2172.2

406.3406.3406.3406.3 410.0410.0410.0410.0 412.0412.0412.0412.0 397.4397.4397.4397.4 392.6392.6392.6392.6 401.5401.5401.5401.5 410.4410.4410.4410.4 411.8411.8411.8411.8 87.1687.1687.1687.16 259.3259.3259.3259.3

374.2374.2374.2374.2 379.9379.9379.9379.9 383.8383.8383.8383.8 366.9366.9366.9366.9 361.4361.4361.4361.4 371.8371.8371.8371.8 382.3382.3382.3382.3 382.2382.2382.2382.2 97.9597.9597.9597.95 357.3357.3357.3357.3

340.4340.4340.4340.4 346.7346.7346.7346.7 352.8352.8352.8352.8 334.2334.2334.2334.2 327.8327.8327.8327.8 339.8339.8339.8339.8 350.8350.8350.8350.8 349.5349.5349.5349.5 104.6104.6104.6104.6 462.0462.0462.0462.0

305.2305.2305.2305.2 312.0312.0312.0312.0 319.3319.3319.3319.3 300.5300.5300.5300.5 297.2297.2297.2297.2 306.5306.5306.5306.5 317.2317.2317.2317.2 315.2315.2315.2315.2 107.4107.4107.4107.4 569.4569.4569.4569.4

270.1270.1270.1270.1 279.4279.4279.4279.4 284.3284.3284.3284.3 268.6268.6268.6268.6 263.2263.2263.2263.2 272.3272.3272.3272.3 285.6285.6285.6285.6 279.9279.9279.9279.9 106.9106.9106.9106.9 676.4676.4676.4676.4

238.8238.8238.8238.8 243.0243.0243.0243.0 251.9251.9251.9251.9 233.5233.5233.5233.5 229.1229.1229.1229.1 240.8240.8240.8240.8 249.4249.4249.4249.4 247.6247.6247.6247.6 103.1103.1103.1103.1 779.5779.5779.5779.5

204.5204.5204.5204.5 207.4207.4207.4207.4 215.4215.4215.4215.4 199.2199.2199.2199.2 195.5195.5195.5195.5 206.5206.5206.5206.5 213.0213.0213.0213.0 212.3212.3212.3212.3 95.9195.9195.9195.91 875.4875.4875.4875.4

170.8170.8170.8170.8 172.1172.1172.1172.1 179.2179.2179.2179.2 164.9164.9164.9164.9 162.6162.6162.6162.6 172.1172.1172.1172.1 177.3177.3177.3177.3 177.2177.2177.2177.2 85.8785.8785.8785.87 961.3961.3961.3961.3

138.2138.2138.2138.2 137.6137.6137.6137.6 143.7143.7143.7143.7 131.3131.3131.3131.3 130.0130.0130.0130.0 138.3138.3138.3138.3 141.5141.5141.5141.5 142.8142.8142.8142.8 73.6273.6273.6273.62 1035103510351035

106.0106.0106.0106.0 104.4104.4104.4104.4 108.6108.6108.6108.6 98.9498.9498.9498.94 98.3998.3998.3998.39 105.4105.4105.4105.4 106.7106.7106.7106.7 109.5109.5109.5109.5 59.6759.6759.6759.67 1095109510951095

75.3475.3475.3475.34 72.7072.7072.7072.70 75.2575.2575.2575.25 68.0568.0568.0568.05 68.6968.6968.6968.69 73.7973.7973.7973.79 73.9773.9773.9773.97 77.4477.4477.4477.44 44.7144.7144.7144.71 1139113911391139

47.2847.2847.2847.28 43.9143.9143.9143.91 45.3745.3745.3745.37 40.0840.0840.0840.08 41.2741.2741.2741.27 44.9144.9144.9144.91 44.0944.0944.0944.09 48.0148.0148.0148.01 29.7129.7129.7129.71 1169116911691169

22.5022.5022.5022.50 19.6719.6719.6719.67 20.3120.3120.3120.31 16.8516.8516.8516.85 17.9417.9417.9417.94 20.5920.5920.5920.59 19.4019.4019.4019.40 22.9522.9522.9522.95 15.9015.9015.9015.90 1185118511851185

4.8284.8284.8284.828 3.0973.0973.0973.097 3.9173.9173.9173.917 2.7332.7332.7332.733 3.6443.6443.6443.644 4.0084.0084.0084.008 2.7332.7332.7332.733 4.7374.7374.7374.737 4.9474.9474.9474.947 1190119011901190

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016 Remarks:Remarks:Remarks:Remarks: LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000039

NAME: LLG PT60 CW 120D 24W 24V DC IP44D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016 Remarks:Remarks:Remarks:Remarks: LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D 
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000039

NAME: LLG PT60 CW 120D 24W 24V DC IP44D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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0.0240.0240.0240.024 0.0480.0480.0480.048 0.1400.1400.1400.140 0.2400.2400.2400.240 0.4800.4800.4800.480

1.41.41.41.4 1.91.91.91.9 2.42.42.42.4 2.92.92.92.9 3.93.93.93.9

ILLUMINANCE AT MH=10 m,Enadir  = 4.82 lxILLUMINANCE AT MH=10 m,Enadir  = 4.82 lxILLUMINANCE AT MH=10 m,Enadir  = 4.82 lxILLUMINANCE AT MH=10 m,Enadir  = 4.82 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016 Remarks:Remarks:Remarks:Remarks: LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D 

Page 4 Of 8Page 4 Of 8Page 4 Of 8Page 4 Of 8



Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000039

NAME: LLG PT60 CW 120D 24W 24V DC IP44D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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UNIT:cd

Imax=100%    483

 5%     24

10%     48

20%     97

30%    145

40%    193

50%    241

60%    290

70%    338

80%    386

90%    434

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016 Remarks:Remarks:Remarks:Remarks: LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000039

NAME: LLG PT60 CW 120D 24W 24V DC IP44D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016 Remarks:Remarks:Remarks:Remarks: LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D 
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000039

NAME: LLG PT60 CW 120D 24W 24V DC IP44D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 483

5.0 481

10.0 472

15.0 457

20.0 434

25.0 406

30.0 374

35.0 340

40.0 305

45.0 270

50.0 239

55.0 205

60.0 171

65.0 138

70.0 106

75.0 75.3

80.0 47.2

85.0 22.5

90.0 4.82

15

482

480

472

456

433

405

373

339

304

272

236

202

168

135

103

72.3

44.2

20.3

3.55

30

482

480

472

457

436

409

378

345

310

274

242

207

173

139

107

75.4

46.9

22.0

4.55

45

482

480

472

457

436

410

380

347

312

279

243

207

172

138

104

72.7

43.9

19.6

3.09

60

482

480

472

458

438

414

384

353

319

283

251

214

178

143

109

76.1

46.6

21.3

4.19

75

482

479

470

456

437

412

384

352

318

286

249

213

177

141

106

73.0

43.1

18.8

2.73

90

482

479

470

456

436

412

384

353

319

284

252

215

179

144

109

75.2

45.3

20.3

3.91

105

481

477

468

452

432

407

378

346

313

281

245

209

173

138

104

70.9

41.5

17.7

2.73

120

481

477

467

451

430

404

375

343

309

274

243

208

172

138

105

72.4

43.6

19.2

3.82

135

481

476

465

447

424

397

367

334

301

269

234

199

165

131

98.9

68.0

40.0

16.8

2.73

150

481

476

464

446

422

395

364

331

297

265

232

198

165

132

100

69.9

42.3

18.4

3.82

165

481

474

462

443

418

390

358

325

295

260

226

193

160

127

96.2

66.4

39.3

16.4

2.64

180

483

477

464

446

421

393

361

328

297

263

229

196

163

130

98.3

68.6

41.2

17.9

3.64

195

482

477

465

447

423

395

364

331

298

265

233

200

167

134

102

71.7

43.7

19.8

4.00

210

482

476

464

447

423

396

365

333

299

268

233

199

166

132

100

69.6

41.6

17.9

2.82

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016 Remarks:Remarks:Remarks:Remarks: LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D 
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000039

NAME: LLG PT60 CW 120D 24W 24V DC IP44D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 482

5.0 477

10.0 466

15.0 450

20.0 428

25.0 402

30.0 372

35.0 340

40.0 307

45.0 272

50.0 241

55.0 207

60.0 172

65.0 138

70.0 105

75.0 73.7

80.0 44.9

85.0 20.5

90.0 4.00

240

482

477

467

451

429

404

375

343

309

278

243

207

172

138

104

72.0

42.9

18.6

2.82

255

482

478

469

454

434

409

381

350

317

282

250

215

179

144

109

76.3

46.3

21.3

4.00

270

482

478

469

455

435

410

382

351

317

286

249

213

177

142

107

73.9

44.0

19.4

2.73

285

481

479

471

457

437

414

385

354

321

286

253

217

181

146

111

77.8

47.4

22.1

4.19

300

481

479

471

456

436

411

383

351

317

285

248

212

177

141

107

74.6

45.0

20.2

3.27

315

481

480

472

458

437

412

382

350

315

280

248

212

177

143

110

77.4

48.0

22.9

4.73

330

481

480

471

456

435

408

377

343

308

276

241

206

172

138

105

74.0

45.4

20.8

3.73

345

481

480

472

457

435

408

377

343

308

273

241

207

173

140

108

76.8

48.2

23.5

5.19

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016Test Date:02-17-2016 Remarks:Remarks:Remarks:Remarks: LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D LLG PT60 CW 120D 24W 24V DC IP44D 
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