
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000001

NAME: LLK T30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:24.00V I:0.075A P:2.400W PF:0.439Test:U:24.00V I:0.075A P:2.400W PF:0.439Test:U:24.00V I:0.075A P:2.400W PF:0.439Test:U:24.00V I:0.075A P:2.400W PF:0.439

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016 Remarks:Remarks:Remarks:Remarks: LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000001

NAME: LLK T30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

95.6695.6695.6695.66 95.5795.5795.5795.57 95.8495.8495.8495.84 95.7595.7595.7595.75 95.8495.8495.8495.84 95.8495.8495.8495.84 95.5795.5795.5795.57 95.5795.5795.5795.57 2.2902.2902.2902.290 2.2902.2902.2902.290

94.5694.5694.5694.56 94.6694.6694.6694.66 94.9394.9394.9394.93 94.8494.8494.8494.84 95.0295.0295.0295.02 95.0295.0295.0295.02 94.4794.4794.4794.47 94.5694.5694.5694.56 6.8056.8056.8056.805 9.0959.0959.0959.095

92.9292.9292.9292.92 92.7492.7492.7492.74 93.3893.3893.3893.38 93.2993.2993.2993.29 93.4793.4793.4793.47 93.4793.4793.4793.47 92.6592.6592.6592.65 92.9292.9292.9292.92 11.1211.1211.1211.12 20.2120.2120.2120.21

90.3790.3790.3790.37 90.2890.2890.2890.28 91.1091.1091.1091.10 90.9290.9290.9290.92 91.1091.1091.1091.10 91.1991.1991.1991.19 90.0190.0190.0190.01 90.5690.5690.5690.56 15.1015.1015.1015.10 35.3235.3235.3235.32

87.1887.1887.1887.18 87.0987.0987.0987.09 88.1988.1988.1988.19 87.9187.9187.9187.91 88.1088.1088.1088.10 88.1988.1988.1988.19 86.8286.8286.8286.82 87.2887.2887.2887.28 18.6318.6318.6318.63 53.9653.9653.9653.96

83.2783.2783.2783.27 83.0883.0883.0883.08 84.4584.4584.4584.45 84.0984.0984.0984.09 84.3684.3684.3684.36 84.5484.5484.5484.54 82.9082.9082.9082.90 83.4583.4583.4583.45 21.5921.5921.5921.59 75.5575.5575.5575.55

78.5378.5378.5378.53 78.4478.4478.4478.44 80.0880.0880.0880.08 79.7179.7179.7179.71 79.9079.9079.9079.90 80.0880.0880.0880.08 78.2678.2678.2678.26 78.8078.8078.8078.80 23.8623.8623.8623.86 99.4299.4299.4299.42

73.2573.2573.2573.25 73.0673.0673.0673.06 74.8874.8874.8874.88 74.5274.5274.5274.52 74.7074.7074.7074.70 74.8874.8874.8874.88 72.8872.8872.8872.88 73.5273.5273.5273.52 25.3825.3825.3825.38 124.8124.8124.8124.8

67.2367.2367.2367.23 67.0567.0567.0567.05 69.0569.0569.0569.05 68.6068.6068.6068.60 68.8768.8768.8768.87 69.0569.0569.0569.05 66.7866.7866.7866.78 67.6067.6067.6067.60 26.0726.0726.0726.07 150.8150.8150.8150.8

60.6760.6760.6760.67 60.4960.4960.4960.49 62.4962.4962.4962.49 62.1362.1362.1362.13 62.3162.3162.3162.31 62.6862.6862.6862.68 60.0360.0360.0360.03 60.9560.9560.9560.95 25.9025.9025.9025.90 176.7176.7176.7176.7

53.7553.7553.7553.75 53.3853.3853.3853.38 55.3955.3955.3955.39 55.1155.1155.1155.11 55.3955.3955.3955.39 55.6655.6655.6655.66 52.7552.7552.7552.75 53.7553.7553.7553.75 24.8824.8824.8824.88 201.6201.6201.6201.6

46.3746.3746.3746.37 45.9145.9145.9145.91 47.6447.6447.6447.64 47.6447.6447.6447.64 47.9247.9247.9247.92 48.3748.3748.3748.37 44.8244.8244.8244.82 46.2846.2846.2846.28 23.0523.0523.0523.05 224.7224.7224.7224.7

31.2431.2431.2431.24 38.0838.0838.0838.08 39.5439.5439.5439.54 39.9039.9039.9039.90 31.6131.6131.6131.61 40.6340.6340.6340.63 36.8036.8036.8036.80 38.4438.4438.4438.44 20.2820.2820.2820.28 245.0245.0245.0245.0

6.6506.6506.6506.650 17.4917.4917.4917.49 31.2431.2431.2431.24 31.7931.7931.7931.79 5.4665.4665.4665.466 20.4920.4920.4920.49 28.4228.4228.4228.42 30.4230.4230.4230.42 13.5813.5813.5813.58 258.5258.5258.5258.5

6.3776.3776.3776.377 4.5554.5554.5554.555 22.7722.7722.7722.77 13.0213.0213.0213.02 5.6485.6485.6485.648 5.3755.3755.3755.375 20.0420.0420.0420.04 15.3915.3915.3915.39 7.9447.9447.9447.944 266.5266.5266.5266.5

5.7395.7395.7395.739 4.3734.3734.3734.373 14.3014.3014.3014.30 3.6443.6443.6443.644 5.4665.4665.4665.466 4.9194.9194.9194.919 11.6611.6611.6611.66 4.3734.3734.3734.373 4.7234.7234.7234.723 271.2271.2271.2271.2

3.7353.7353.7353.735 3.2793.2793.2793.279 7.2887.2887.2887.288 3.2793.2793.2793.279 4.0084.0084.0084.008 4.0084.0084.0084.008 5.7395.7395.7395.739 3.7353.7353.7353.735 2.6552.6552.6552.655 273.9273.9273.9273.9

2.3682.3682.3682.368 2.0952.0952.0952.095 2.6422.6422.6422.642 2.1862.1862.1862.186 2.4592.4592.4592.459 2.4592.4592.4592.459 2.0952.0952.0952.095 2.4592.4592.4592.459 1.5461.5461.5461.546 275.4275.4275.4275.4

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016 Remarks:Remarks:Remarks:Remarks: LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000001

NAME: LLK T30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016 Remarks:Remarks:Remarks:Remarks: LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000001

NAME: LLK T30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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0.0050.0050.0050.005 0.0100.0100.0100.010 0.0290.0290.0290.029 0.0480.0480.0480.048 0.0960.0960.0960.096

0.2900.2900.2900.290 0.3800.3800.3800.380 0.4800.4800.4800.480 0.5800.5800.5800.580 0.7700.7700.7700.770

ILLUMINANCE AT MH=10 m,Enadir  = 0.96 lxILLUMINANCE AT MH=10 m,Enadir  = 0.96 lxILLUMINANCE AT MH=10 m,Enadir  = 0.96 lxILLUMINANCE AT MH=10 m,Enadir  = 0.96 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016 Remarks:Remarks:Remarks:Remarks: LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000001

NAME: LLK T30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Imax=100%     96

 5%      5

10%     10

20%     19

30%     29

40%     38

50%     48
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80%     77

90%     86

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016 Remarks:Remarks:Remarks:Remarks: LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20

Page 5 Of 8Page 5 Of 8Page 5 Of 8Page 5 Of 8



Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000001

NAME: LLK T30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016 Remarks:Remarks:Remarks:Remarks: LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000001

NAME: LLK T30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 95.9

5.0 95.6

10.0 94.5

15.0 92.9

20.0 90.3

25.0 87.1

30.0 83.2

35.0 78.5

40.0 73.2

45.0 67.2

50.0 60.6

55.0 53.7

60.0 46.3

65.0 31.2

70.0 6.65

75.0 6.37

80.0 5.73

85.0 3.73

90.0 2.36

15

95.9

95.4

94.3

92.5

89.9

86.5

82.5

77.8

72.3

66.2

59.6

52.4

44.9

28.6

5.46

5.55

5.19

3.27

2.00

30

95.9

95.6

94.7

93.0

90.6

87.4

83.6

78.9

73.7

67.8

61.3

54.3

47.0

38.2

6.46

6.10

5.46

3.73

2.36

45

95.9

95.5

94.6

92.7

90.2

87.0

83.0

78.4

73.0

67.0

60.4

53.3

45.9

38.0

17.4

4.55

4.37

3.27

2.09

60

96.0

95.7

94.8

93.2

90.9

88.0

84.1

79.7

74.5

68.6

62.0

55.0

47.6

39.8

31.7

9.38

4.55

3.82

2.45

75

96.0

95.6

94.6

92.9

90.5

87.4

83.5

79.0

73.7

67.7

61.1

53.9

46.2

38.4

30.3

22.1

7.10

3.09

2.09

90

96.0

95.8

94.9

93.3

91.1

88.1

84.4

80.0

74.8

69.0

62.4

55.3

47.6

39.5

31.2

22.7

14.3

7.28

2.64

105

96.0

95.7

94.7

93.1

90.7

87.6

83.8

79.3

74.1

68.1

61.5

54.2

46.5

38.5

30.1

21.5

13.3

6.37

2.18

120

95.9

95.8

95.0

93.5

91.3

88.4

84.9

80.4

75.4

69.6

63.1

56.1

48.4

40.5

32.5

24.1

14.3

3.64

2.64

135

95.9

95.7

94.8

93.2

90.9

87.9

84.0

79.7

74.5

68.6

62.1

55.1

47.6

39.9

31.7

13.0

3.64

3.27

2.18

150

95.9

95.8

95.1

93.5

91.4

88.5

84.9

80.5

75.4

69.6

63.3

56.4

49.1

41.5

24.2

5.37

4.91

4.00

2.45

165

95.9

95.6

94.8

93.2

90.8

87.7

83.9

79.4

74.2

68.3

61.9

54.9

47.5

39.0

5.10

5.01

4.73

3.64

2.09

180

95.9

95.8

95.0

93.4

91.1

88.1

84.3

79.9

74.7

68.8

62.3

55.3

47.9

31.6

5.46

5.64

5.46

4.00

2.45

195

95.9

95.8

95.1

93.7

91.5

88.5

84.9

80.5

75.4

69.6

63.4

56.4

49.1

32.9

6.46

6.28

5.92

4.37

2.45

210

95.9

95.7

94.8

93.2

90.8

87.7

83.9

79.3

74.1

68.2

61.6

54.6

47.2

38.7

5.10

4.91

4.73

3.55

2.09

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016 Remarks:Remarks:Remarks:Remarks: LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000001

NAME: LLK T30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 95.9

5.0 95.8

10.0 95.0

15.0 93.4

20.0 91.1

25.0 88.1

30.0 84.5

35.0 80.0

40.0 74.8

45.0 69.0

50.0 62.6

55.0 55.6

60.0 48.3

65.0 40.6

70.0 20.4

75.0 5.37

80.0 4.91

85.0 4.00

90.0 2.45

240

96.0

95.6

94.6

93.0

90.5

87.3

83.5

78.8

73.6

67.6

60.9

53.7

46.2

38.4

30.3

8.29

3.55

3.27

2.09

255

96.0

95.7

94.8

93.2

90.8

87.8

84.0

79.5

74.2

68.4

61.7

54.4

46.9

38.9

30.7

22.5

9.01

3.46

2.55

270

96.0

95.5

94.4

92.6

90.0

86.8

82.9

78.2

72.8

66.7

60.0

52.7

44.8

36.8

28.4

20.0

11.6

5.73

2.09

285

96.0

95.6

94.6

92.9

90.4

87.3

83.5

78.8

73.6

67.6

60.9

53.6

45.8

37.6

29.2

20.8

12.2

6.28

2.55

300

95.9

95.4

94.3

92.4

89.9

86.7

82.7

77.9

72.6

66.5

59.7

52.3

44.6

36.6

28.6

20.3

11.5

2.91

2.09

315

95.9

95.5

94.5

92.9

90.5

87.2

83.4

78.8

73.5

67.6

60.9

53.7

46.2

38.4

30.4

15.3

4.37

3.73

2.45

330

95.9

95.4

94.3

92.4

89.9

86.7

82.7

77.8

72.5

66.4

59.7

52.6

45.0

37.3

22.9

4.37

4.28

3.18

2.09

345

95.9

95.5

94.6

92.9

90.4

87.3

83.5

78.8

73.5

67.6

61.1

54.1

46.8

38.6

6.55

5.92

5.37

3.73

2.36

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016Test Date:01-21-2016 Remarks:Remarks:Remarks:Remarks: LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20LLK T30 CW 120D 24V DC IP20
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