
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000005

NAME: LLK PT30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:24.00V I:0.156A P:12.00W PF:0.536Test:U:24.00V I:0.156A P:12.00W PF:0.536Test:U:24.00V I:0.156A P:12.00W PF:0.536Test:U:24.00V I:0.156A P:12.00W PF:0.536

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000005

NAME: LLK PT30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

351.7351.7351.7351.7 351.7351.7351.7351.7 352.1352.1352.1352.1 352.4352.4352.4352.4 352.0352.0352.0352.0 351.6351.6351.6351.6 351.3351.3351.3351.3 352.2352.2352.2352.2 8.4188.4188.4188.418 8.4188.4188.4188.418

349.9349.9349.9349.9 349.7349.7349.7349.7 349.9349.9349.9349.9 350.5350.5350.5350.5 350.3350.3350.3350.3 349.4349.4349.4349.4 348.3348.3348.3348.3 349.9349.9349.9349.9 25.0825.0825.0825.08 33.5033.5033.5033.50

345.5345.5345.5345.5 345.5345.5345.5345.5 345.7345.7345.7345.7 346.4346.4346.4346.4 346.2346.2346.2346.2 345.2345.2345.2345.2 343.2343.2343.2343.2 345.4345.4345.4345.4 41.1941.1941.1941.19 74.7074.7074.7074.70

339.0339.0339.0339.0 339.0339.0339.0339.0 339.1339.1339.1339.1 340.0340.0340.0340.0 340.1340.1340.1340.1 338.7338.7338.7338.7 335.8335.8335.8335.8 338.6338.6338.6338.6 56.2956.2956.2956.29 130.9130.9130.9130.9

329.8329.8329.8329.8 329.8329.8329.8329.8 330.1330.1330.1330.1 330.9330.9330.9330.9 331.7331.7331.7331.7 329.5329.5329.5329.5 325.8325.8325.8325.8 329.1329.1329.1329.1 69.9369.9369.9369.93 200.9200.9200.9200.9

318.1318.1318.1318.1 317.9317.9317.9317.9 318.6318.6318.6318.6 319.5319.5319.5319.5 320.6320.6320.6320.6 318.1318.1318.1318.1 313.2313.2313.2313.2 317.2317.2317.2317.2 81.6881.6881.6881.68 282.6282.6282.6282.6

303.7303.7303.7303.7 303.6303.6303.6303.6 304.1304.1304.1304.1 305.4305.4305.4305.4 306.6306.6306.6306.6 303.8303.8303.8303.8 298.0298.0298.0298.0 302.4302.4302.4302.4 91.1191.1191.1191.11 373.7373.7373.7373.7

286.5286.5286.5286.5 289.3289.3289.3289.3 286.8286.8286.8286.8 291.4291.4291.4291.4 293.4293.4293.4293.4 286.6286.6286.6286.6 282.7282.7282.7282.7 284.7284.7284.7284.7 98.2098.2098.2098.20 471.9471.9471.9471.9

266.3266.3266.3266.3 268.5268.5268.5268.5 266.3266.3266.3266.3 270.9270.9270.9270.9 273.4273.4273.4273.4 266.3266.3266.3266.3 261.0261.0261.0261.0 266.4266.4266.4266.4 102.0102.0102.0102.0 573.9573.9573.9573.9

246.0246.0246.0246.0 244.8244.8244.8244.8 245.8245.8245.8245.8 247.5247.5247.5247.5 249.9249.9249.9249.9 246.1246.1246.1246.1 236.0236.0236.0236.0 243.2243.2243.2243.2 102.8102.8102.8102.8 676.8676.8676.8676.8

219.2219.2219.2219.2 217.4217.4217.4217.4 218.9218.9218.9218.9 220.7220.7220.7220.7 223.4223.4223.4223.4 219.4219.4219.4219.4 208.2208.2208.2208.2 216.1216.1216.1216.1 99.5799.5799.5799.57 776.4776.4776.4776.4

151.2151.2151.2151.2 187.2187.2187.2187.2 188.8188.8188.8188.8 190.9190.9190.9190.9 178.2178.2178.2178.2 190.0190.0190.0190.0 177.2177.2177.2177.2 186.3186.3186.3186.3 91.7091.7091.7091.70 868.1868.1868.1868.1

46.9246.9246.9246.92 148.6148.6148.6148.6 156.0156.0156.0156.0 158.5158.5158.5158.5 65.9665.9665.9665.96 156.0156.0156.0156.0 143.9143.9143.9143.9 153.5153.5153.5153.5 72.0772.0772.0772.07 940.2940.2940.2940.2

21.7721.7721.7721.77 48.6548.6548.6548.65 121.4121.4121.4121.4 99.5799.5799.5799.57 21.7721.7721.7721.77 62.3162.3162.3162.31 109.1109.1109.1109.1 75.4375.4375.4375.43 45.4045.4045.4045.40 985.6985.6985.6985.6

21.6821.6821.6821.68 13.0213.0213.0213.02 85.7385.7385.7385.73 16.8516.8516.8516.85 22.2322.2322.2322.23 16.1216.1216.1216.12 71.0671.0671.0671.06 14.3014.3014.3014.30 26.9826.9826.9826.98 1013101310131013

18.9518.9518.9518.95 12.4812.4812.4812.48 51.3851.3851.3851.38 12.2912.2912.2912.29 20.4920.4920.4920.49 14.5714.5714.5714.57 39.3539.3539.3539.35 12.9312.9312.9312.93 15.4415.4415.4415.44 1028102810281028

9.6579.6579.6579.657 8.1088.1088.1088.108 22.3222.3222.3222.32 9.2019.2019.2019.201 11.5711.5711.5711.57 9.9309.9309.9309.930 12.0212.0212.0212.02 8.6558.6558.6558.655 7.8487.8487.8487.848 1036103610361036

3.0063.0063.0063.006 2.3682.3682.3682.368 4.3734.3734.3734.373 2.8242.8242.8242.824 3.0973.0973.0973.097 3.1883.1883.1883.188 2.5502.5502.5502.550 3.1883.1883.1883.188 2.8362.8362.8362.836 1039103910391039

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 

Page 2 Of 8Page 2 Of 8Page 2 Of 8Page 2 Of 8



Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000005

NAME: LLK PT30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000005

NAME: LLK PT30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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0.0180.0180.0180.018 0.0350.0350.0350.035 0.1100.1100.1100.110 0.1800.1800.1800.180 0.3500.3500.3500.350

1.11.11.11.1 1.41.41.41.4 1.81.81.81.8 2.12.12.12.1 2.82.82.82.8

ILLUMINANCE AT MH=10 m,Enadir  = 3.53 lxILLUMINANCE AT MH=10 m,Enadir  = 3.53 lxILLUMINANCE AT MH=10 m,Enadir  = 3.53 lxILLUMINANCE AT MH=10 m,Enadir  = 3.53 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000005

NAME: LLK PT30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0

γ 0γ 0γ 0γ 0

180

10

170

20

160

30

150

40

140

50

130

60

120

70

110

80

100

90

UNIT:cd

Imax=100%    353

 5%     18

10%     35

20%     71

30%    106

40%    141

50%    176

60%    212

70%    247

80%    282

90%    318

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 

Page 5 Of 8Page 5 Of 8Page 5 Of 8Page 5 Of 8



Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000005

NAME: LLK PT30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000005

NAME: LLK PT30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 352

5.0 352

10.0 350

15.0 346

20.0 339

25.0 330

30.0 318

35.0 304

40.0 287

45.0 266

50.0 246

55.0 219

60.0 151

65.0 46.9

70.0 21.7

75.0 21.6

80.0 18.9

85.0 9.65

90.0 3.00

15

352

351

349

345

338

329

317

303

288

268

244

216

157

50.0

18.8

19.1

16.5

8.19

2.27

30

352

352

350

346

340

331

319

305

288

268

247

221

188

90.5

21.0

18.4

16.4

9.56

3.09

45

352

352

350

346

339

330

318

304

289

269

245

217

187

149

48.6

13.0

12.4

8.10

2.36

60

352

352

350

346

340

331

319

305

288

268

247

221

191

159

125

43.9

11.5

9.38

3.55

75

353

352

350

346

339

330

318

303

289

268

244

217

187

154

119

84.1

46.9

6.28

2.73

90

353

352

350

346

339

330

319

304

287

266

246

219

189

156

121

85.7

51.3

22.3

4.37

105

353

352

350

346

339

330

318

304

289

268

245

217

187

155

120

84.6

51.4

9.83

3.18

120

353

352

351

347

340

332

320

306

289

269

249

222

193

161

127

87.8

13.6

9.74

4.09

135

353

352

351

346

340

331

320

305

291

271

248

221

191

159

99.5

16.8

12.2

9.20

2.82

150

352

352

351

347

341

332

321

307

291

271

251

225

196

139

38.5

18.7

17.1

11.1

3.37

165

352

352

350

346

340

331

319

306

292

272

248

222

184

78.0

20.2

20.0

18.0

10.1

2.55

180

352

352

350

346

340

332

321

307

293

273

250

223

178

65.9

21.7

22.2

20.4

11.5

3.09

195

352

352

350

346

340

332

321

307

290

271

251

225

186

74.9

23.2

22.5

20.1

11.4

3.18

210

352

351

349

345

338

330

318

304

290

269

245

219

188

104

22.5

17.4

15.9

9.29

2.36

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 

Page 7 Of 8Page 7 Of 8Page 7 Of 8Page 7 Of 8



Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000005

NAME: LLK PT30 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 352

5.0 352

10.0 349

15.0 345

20.0 339

25.0 330

30.0 318

35.0 304

40.0 287

45.0 266

50.0 246

55.0 219

60.0 190

65.0 156

70.0 62.3

75.0 16.1

80.0 14.5

85.0 9.93

90.0 3.18

240

352

351

349

344

337

328

315

300

286

265

240

213

183

150

115

39.0

9.47

7.56

2.45

255

353

352

349

344

337

328

316

301

283

265

241

214

184

151

116

81.7

43.0

7.74

3.55

270

353

351

348

343

336

326

313

298

283

261

236

208

177

144

109

71.0

39.3

12.0

2.55

285

353

352

349

344

337

327

315

300

282

264

240

212

182

149

114

78.5

44.8

6.83

3.64

300

353

352

349

344

337

327

315

300

285

263

238

211

180

148

113

61.8

8.01

6.74

2.55

315

353

352

350

345

339

329

317

302

285

266

243

216

186

154

75.4

14.3

12.9

8.65

3.18

330

352

352

350

345

338

329

317

302

287

266

242

214

183

103

21.2

15.1

13.8

7.65

2.36

345

352

352

350

346

340

331

319

305

287

267

247

220

175

62.7

20.5

20.1

17.5

9.38

3.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 LLK PT30 CW 120D 24V DC IP20 
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