Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number:

2016000007

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK PT60 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 100x18.6x14mm SERIAL No.:
TEST DATA:
MODEL: PT60 Imax(cd) : 695.3 n street_up(%): 0.0
NOMINAL POWER (W) : 24 MAXIMUM(C, ¥: 120,1.0 n street down (%): 54.
RATED VOLTAGE (V) : 24 TOTAL FLUX (1m) : 2023 n house_up (%) 0.0
NOMINAL FLUX (1lm) : 2023.3 EFFICIENCY (%) : 100.0 n house down(%): 45 .
TEST FLUX(1lm: 2023 n up(%): 0.0
LAMPS QUANTITY: 1 n down(%): 100.0
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Test System:LSG-1600
Temperature:25.1DEG

Operators:REGAIP DASTAN

Test Date:01-21-2016

Test Set: 2.0deg/s

Humidity:65.0%

Remarks:
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Test Distance:9.545 m
LLK PT60 CW 120D 24V DC IP20

C-Gamma (TYPE C)
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ZONAL FLUX DIAGRAM

Report number: 2016000007

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK PT60 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 100x18.6x14qm SERIAL No.:
¥ Co Cc45 C90 Cl135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 692.3 692.5 694.1 694.5 692.7 691.8 692.5 693.6 0- 5 16.57 16.57

10.0 688.6 688.9 689.9 690.9 689.2 687.4 686.4 689.2 5- 10 49.41 65.99
15.0 680.4 681.2 681.6 682.8 681.2 678.6 676.1 680.2 10- 15 81.13 147.1
20.0 667.9 668.5 668.8 669.8 668.9 664.8 661.2 666.8 15- 20 110.8 257.9
25.0 650.5 651.0 650.8 651.9 651.5 646.4 641.3 648.3 20- 25 137.7 395.7
30.0 628.0 628.6 627.6 629.0 629.1 623.0 616.4 624.7 25- 30 160.8 556.5
35.0 600.3 600.7 599.3 600.7 601.0 594.1 585.8 595.7 30- 35 179.3 735.8
40.0 567.2 567.4 564.9 566.5 567.2 559.6 549.2 561.4 35- 40 192.5 928.4
45.0 528.4 527.7 524.5 526.3 527.7 519.1 507.2 521.3 40- 45 199.6 1128
50.0 484.0 482.0 478.4 479.7 481.3 472.5 458.8 475.0 45- 50 200.2 1328
55.0 433.0 430.6 425.5 427.4 428.1 420.4 404.1 423.2 50- 55 193.7 1522
60.0 308.8 372.5 367.0 368.8 325.2 362.2 344.3 365.3 55- 60 178.6 1701
65.0 97.66 306.7 303.6 304.3 98.39 294.0 281.1 301.8 60- 65 138.1 1839
70.0 42.72 103.1 238.2 177.1 39.99 93.02 210.1 142.7 65- 70 86.07 1925
75.0 42.45 25.05 164.6 23.41 40.99 28.33 138.2 25.87 70- 75 51.01 1976
80.0 38.08 23.59 97.21 21.86 35.98 25.78 74.70 23.32 75- 80 28.75 2005
85.0 20.31 16.21 40.36 15.12 17.12 15.03 21.77 15.85 80- 85 14.22 2019
90.0 3.826 3.279 5.921 3.097 3.462 3.826 3.097 4.008 85- 90 4.365 2023
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DEG LUMINOUS INTENSITY:cd UNIT:1lm

Test System:LSG-1600
Temperature:25.1DEG

Operators:REGAIP DASTAN

Test Date:01-21-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)

Humidity:65.0%
Test Distance:9.545 m

Remarks: LLK PT60 CW 120D 24V DC IP20
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ISOCANDELA DIAGRAM

Report number: 2016000007

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLK PT60 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 100x18.6x14mm SERIAL No.:
UNIT: cd
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.1DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:01-21-2016 Remarks: LLK PT60 CW 120D 24V DC IP20
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ISOLUX DIAGRAM

Report number: 2016000007

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLK PT60 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 100x18.6x14n‘Fn SERIAL No.:

ILLUMINANCE AT MH=10 m,Enadir = 6.95 1lx

STREET SIDE D/MH HOUSE SIDE
=

RATIO OF DISTANCE TO MOUNTING HEIGHT

0.035 o 0.069 0.210 o 0.350 0.690
T 2.1 T 2.8 3.5 4.2 5.6
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.1DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:01-21-2016 Remarks: LLK PT60 CW 120D 24V DC IP20
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ISOCANDELA DIAGRAM

Report number: 2016000007

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK PT60 CW 120D 24V DC IP20

TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K

DIMENSION: 100x18.6x14qm SERIAL No.:
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Test System:LSG-1600
Temperature:25.1DEG
Operators:REGAIP DASTAN
Test Date:01-21-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:65.0%
Test Distance:9.545 m

Remarks: LLK PT60 CW 120D 24V DC IP20
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ISOCANDELA DIAGRAM

Report number: 2016000007

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME : WE
PECI ME 100x18.6x14qm AL

C180 C165 HOUSE SIDE
C150

C195

C345 C15
Max @ y = 1.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.1DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:01-21-2016 Remarks: LLK PT60 CW 120D 24V DC IP20
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LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000007

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK PT60 CW 120D 24V DC IP20

TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K

DIMENSION: 100x18.6x14qm SERIAL No.:

UNIT: cd
C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 693 692 692 693 694 694 695 695 695 695 695 694 693 692 692
5.0 692 692 692 693 693 694 694 694 695 695 694 693 693 692 692
10.0 689 688 689 689 690 690 690 690 691 691 691 690 689 688 687
15.0 680 680 681 681 682 681 682 682 683 683 683 681 681 680 679
20.0 668 668 669 669 670 669 669 669 671 670 670 668 669 668 665
25.0 651 650 652 651 653 651 651 651 653 652 653 651 652 650 647
30.0 628 628 630 629 630 628 628 628 630 629 630 628 629 628 624
35.0 600 600 603 601 602 599 599 599 602 601 602 599 601 600 595
40.0 567 567 570 567 569 565 565 564 568 567 569 566 567 566 560
45.0 528 527 531 528 529 525 525 524 528 526 529 525 528 527 520
50.0 484 482 487 482 484 478 478 477 482 480 484 479 481 482 473
55.0 433 430 436 431 433 426 426 424 430 427 432 426 428 430 420
60.0 309 327 377 373 375 368 367 365 372 369 374 347 325 342 359
65.0 97.6 103 181 307 313 304 304 302 309 304 247 120 98.3 113 162
70.0 42.7 37.9 37.7 103 249 239 238 235 244 177 52.6 36.6 39.9 41.4 32.6
75.0 42.4 38.1 34.9 25.0 88.0 167 165 162 165 23.4 33.2 36.9 40.9 40.9 32.3
80.0 38.0 33.8 31.7 23.5 20.4 92.8 97.2 95.7 19.4 21.8 30.1 31.8 35.9 34.9 28.2
85.0 20.3 17.8 19.1 16.2 16.7 11.0 40.3 15.8 15.9 15.1 17.4 15.3 17.1 17.1 13.6
90.0 3.82 2.82 4.09 3.27 5.37 4.28 5.92 4.09 4.82 3.09 3.82 2.73 3.46 3.64 2.73

Test System:LSG-1600
Temperature:25.1DEG

Operators:REGAIP DASTAN

Test Date:01-21-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)

Humidity:65.0%
Test Distance:9.545 m

Remarks: LLK PT60 CW 120D 24V DC IP20
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LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000007

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK PT60 CW 120D 24V DC IP20

TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K

DIMENSION: 100x18.6x14qm SERIAL No.:

UNIT: cd
C (DEG)

y (DEG) 225 240 255 270 285 300 315 330 345
0.0 693 694 694 695 695 695 695 695 694
5.0 692 692 693 693 693 693 694 694 693
10.0 687 687 687 686 688 688 689 689 690
15.0 679 6717 677 676 678 679 680 681 682
20.0 665 663 663 661 663 664 667 667 669
25.0 646 644 644 641 644 645 648 649 652
30.0 623 620 619 616 620 621 625 626 629
35.0 594 590 589 586 590 591 596 597 602
40.0 560 554 554 549 554 555 561 563 569
45.0 519 513 512 507 513 514 521 523 530
50.0 473 465 465 459 465 467 475 477 485
55.0 420 411 412 404 412 413 423 424 434
60.0 362 352 353 344 353 354 365 365 349
65.0 294 290 288 281 287 291 302 206 126
70.0 93.0 218 222 210 220 220 143 38.8 39.8
75.0 28.3 56.4 150 138 150 122 25.8 29.3 38.7
80.0 25.7 17.1 72.5 74.7 86.3 14.7 23.3 26.7 34.2
85.0 15.0 12.1 12.6 21.7 11.2 12.0 15.8 15.2 18.8
90.0 3.82 2.91 4.46 3.09 4.64 3.00 4.00 2.82 3.82

Test System:LSG-1600
Temperature:25.1DEG

Operators:REGAIP DASTAN

Test Date:01-21-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:65.0%

Test Distance:9.545 m

Remarks: LLK PT60 CW 120D 24V DC IP20
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