
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000006

NAME: LLK PT45 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:24.00V I:0.191A P:18.00W PF:0.554Test:U:24.00V I:0.191A P:18.00W PF:0.554Test:U:24.00V I:0.191A P:18.00W PF:0.554Test:U:24.00V I:0.191A P:18.00W PF:0.554

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000006

NAME: LLK PT45 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

481.9481.9481.9481.9 482.0482.0482.0482.0 483.1483.1483.1483.1 483.5483.5483.5483.5 482.2482.2482.2482.2 482.4482.4482.4482.4 483.1483.1483.1483.1 483.5483.5483.5483.5 11.5411.5411.5411.54 11.5411.5411.5411.54

478.9478.9478.9478.9 478.9478.9478.9478.9 479.6479.6479.6479.6 480.5480.5480.5480.5 479.8479.8479.8479.8 479.8479.8479.8479.8 479.4479.4479.4479.4 480.7480.7480.7480.7 34.4234.4234.4234.42 45.9745.9745.9745.97

473.1473.1473.1473.1 472.7472.7472.7472.7 473.1473.1473.1473.1 474.5474.5474.5474.5 474.5474.5474.5474.5 474.4474.4474.4474.4 473.1473.1473.1473.1 475.0475.0475.0475.0 56.5156.5156.5156.51 102.4102.4102.4102.4

463.9463.9463.9463.9 463.0463.0463.0463.0 463.5463.5463.5463.5 465.1465.1465.1465.1 466.3466.3466.3466.3 465.7465.7465.7465.7 463.4463.4463.4463.4 465.8465.8465.8465.8 77.2177.2177.2177.21 179.7179.7179.7179.7

451.2451.2451.2451.2 449.9449.9449.9449.9 450.4450.4450.4450.4 452.6452.6452.6452.6 454.8454.8454.8454.8 453.8453.8453.8453.8 450.3450.3450.3450.3 453.1453.1453.1453.1 95.9395.9395.9395.93 275.6275.6275.6275.6

434.8434.8434.8434.8 433.2433.2433.2433.2 433.5433.5433.5433.5 436.6436.6436.6436.6 439.9439.9439.9439.9 438.6438.6438.6438.6 433.8433.8433.8433.8 436.9436.9436.9436.9 112.0112.0112.0112.0 387.6387.6387.6387.6

414.9414.9414.9414.9 412.7412.7412.7412.7 413.1413.1413.1413.1 416.8416.8416.8416.8 421.0421.0421.0421.0 419.7419.7419.7419.7 413.4413.4413.4413.4 417.0417.0417.0417.0 124.9124.9124.9124.9 512.6512.6512.6512.6

391.0391.0391.0391.0 388.2388.2388.2388.2 388.5388.5388.5388.5 393.1393.1393.1393.1 398.3398.3398.3398.3 396.7396.7396.7396.7 388.7388.7388.7388.7 393.2393.2393.2393.2 134.1134.1134.1134.1 646.8646.8646.8646.8

362.9362.9362.9362.9 359.4359.4359.4359.4 359.5359.5359.5359.5 365.0365.0365.0365.0 371.8371.8371.8371.8 369.6369.6369.6369.6 360.4360.4360.4360.4 365.1365.1365.1365.1 139.1139.1139.1139.1 785.9785.9785.9785.9

331.1331.1331.1331.1 326.4326.4326.4326.4 326.5326.5326.5326.5 332.7332.7332.7332.7 340.4340.4340.4340.4 338.3338.3338.3338.3 327.3327.3327.3327.3 332.9332.9332.9332.9 139.5139.5139.5139.5 925.4925.4925.4925.4

294.7294.7294.7294.7 292.5292.5292.5292.5 289.1289.1289.1289.1 299.1299.1299.1299.1 304.5304.5304.5304.5 303.2303.2303.2303.2 293.4293.4293.4293.4 296.5296.5296.5296.5 135.1135.1135.1135.1 1061106110611061

218.7218.7218.7218.7 250.4250.4250.4250.4 250.5250.5250.5250.5 258.3258.3258.3258.3 243.5243.5243.5243.5 264.9264.9264.9264.9 252.0252.0252.0252.0 259.4259.4259.4259.4 125.6125.6125.6125.6 1186118611861186

65.9665.9665.9665.96 200.8200.8200.8200.8 205.2205.2205.2205.2 212.8212.8212.8212.8 84.0984.0984.0984.09 222.4222.4222.4222.4 206.6206.6206.6206.6 214.8214.8214.8214.8 99.2699.2699.2699.26 1286128612861286

29.7029.7029.7029.70 62.1362.1362.1362.13 156.7156.7156.7156.7 119.4119.4119.4119.4 27.8727.8727.8727.87 96.2096.2096.2096.20 158.5158.5158.5158.5 125.2125.2125.2125.2 62.2262.2262.2262.22 1348134813481348

29.6029.6029.6029.60 17.3117.3117.3117.31 107.7107.7107.7107.7 17.0317.0317.0317.03 28.5128.5128.5128.51 20.4920.4920.4920.49 110.1110.1110.1110.1 19.2219.2219.2219.22 36.7936.7936.7936.79 1385138513851385

25.4125.4125.4125.41 16.3016.3016.3016.30 61.4961.4961.4961.49 15.1215.1215.1215.12 26.6026.6026.6026.60 18.5818.5818.5818.58 63.5063.5063.5063.50 17.3117.3117.3117.31 20.7120.7120.7120.71 1405140514051405

11.8411.8411.8411.84 9.3849.3849.3849.384 22.4122.4122.4122.41 10.8410.8410.8410.84 15.2115.2115.2115.21 13.4813.4813.4813.48 23.3223.3223.3223.32 11.9311.9311.9311.93 10.3210.3210.3210.32 141614161416

3.2793.2793.2793.279 2.5502.5502.5502.550 4.2824.2824.2824.282 2.7332.7332.7332.733 3.6443.6443.6443.644 4.0084.0084.0084.008 2.9152.9152.9152.915 3.5533.5533.5533.553 3.4003.4003.4003.400 1518

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000006

NAME: LLK PT45 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000006

NAME: LLK PT45 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA
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0.0240.0240.0240.024 0.0480.0480.0480.048 0.1500.1500.1500.150 0.2400.2400.2400.240 0.4800.4800.4800.480

1.51.51.51.5 1.91.91.91.9 2.42.42.42.4 2.92.92.92.9 3.93.93.93.9

ILLUMINANCE AT MH=10 m,Enadir  = 4.84 lxILLUMINANCE AT MH=10 m,Enadir  = 4.84 lxILLUMINANCE AT MH=10 m,Enadir  = 4.84 lxILLUMINANCE AT MH=10 m,Enadir  = 4.84 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000006

NAME: LLK PT45 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA
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Imax=100%    484

 5%     24

10%     48

20%     97

30%    145

40%    194
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80%    388

90%    436

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000006

NAME: LLK PT45 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000006

NAME: LLK PT45 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 482

5.0 482

10.0 479

15.0 473

20.0 464

25.0 451

30.0 435

35.0 415

40.0 391

45.0 363

50.0 331

55.0 295

60.0 219

65.0 65.9

70.0 29.7

75.0 29.6

80.0 25.4

85.0 11.8

90.0 3.27

15

482

482

478

472

463

450

433

413

389

360

327

293

225

67.6

25.8

26.1

21.7

9.74

2.45

30

482

482

479

473

464

451

435

415

391

362

330

294

255

119

25.7

24.5

21.3

10.9

3.27

45

483

482

479

473

463

450

433

413

388

359

326

293

250

201

62.1

17.3

16.3

9.38

2.55

60

483

483

479

473

464

451

434

414

390

361

329

292

254

209

161

49.3

14.7

10.9

3.64

75

484

483

479

473

463

450

433

412

388

358

325

291

249

203

155

107

53.2

7.74

2.73

90

484

483

480

473

464

450

434

413

389

360

327

289

251

205

157

108

61.4

22.4

4.28

105

484

483

480

473

464

451

434

413

388

360

326

292

250

205

157

108

62.6

6.74

2.91

120

484

484

481

475

466

453

437

417

393

364

332

296

258

214

166

107

13.9

11.2

3.82

135

484

484

481

475

465

453

437

417

393

365

333

299

258

213

119

17.0

15.1

10.8

2.73

150

484

484

481

475

466

454

439

420

397

370

339

303

265

178

42.9

23.4

21.2

13.3

3.64

165

483

483

480

474

466

454

438

419

396

369

337

301

251

95.8

25.5

25.5

22.8

12.7

2.73

180

482

482

480

475

466

455

440

421

398

372

340

305

244

84.0

27.8

28.5

26.6

15.2

3.64

195

482

482

480

475

467

455

441

422

400

373

343

308

259

101

29.5

28.6

26.0

15.4

3.91

210

482

482

479

474

465

453

438

419

396

369

338

302

264

153

31.6

22.2

20.6

12.8

2.91

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000006

NAME: LLK PT45 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 483

5.0 482

10.0 480

15.0 474

20.0 466

25.0 454

30.0 439

35.0 420

40.0 397

45.0 370

50.0 338

55.0 303

60.0 265

65.0 222

70.0 96.2

75.0 20.4

80.0 18.5

85.0 13.4

90.0 4.00

240

483

483

479

473

465

452

436

416

393

365

333

299

260

215

167

70.1

12.1

10.2

3.00

255

484

483

480

474

465

453

436

417

393

365

333

297

260

215

168

119

70.6

9.93

4.37

270

484

483

479

473

463

450

434

413

389

360

327

293

252

207

159

110

63.5

23.3

2.91

285

484

484

480

474

465

452

436

416

392

363

331

294

257

212

164

116

68.5

10.5

4.19

300

484

484

480

474

465

452

436

415

390

362

329

296

255

209

161

105

11.0

9.47

2.73

315

484

484

481

475

466

453

437

417

393

365

333

297

259

215

125

19.2

17.3

11.9

3.55

330

484

484

481

475

465

453

436

416

392

364

331

297

255

164

31.9

20.6

19.0

10.3

2.55

345

483

483

480

475

466

454

438

418

394

366

334

298

250

91.3

27.9

27.3

23.5

12.2

3.27

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016Test Date:01-20-2016 Remarks:Remarks:Remarks:Remarks: LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 LLK PT45 CW 120D 24V DC IP20 
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