
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000008

NAME: LLK PT15 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA 
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:24.00V I:0.096A P:6.000W PF:0.483Test:U:24.00V I:0.096A P:6.000W PF:0.483Test:U:24.00V I:0.096A P:6.000W PF:0.483Test:U:24.00V I:0.096A P:6.000W PF:0.483

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016 Remarks:Remarks:Remarks:Remarks: LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000008

NAME: LLK PT15 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA 

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

147.9147.9147.9147.9 147.6147.6147.6147.6 147.8147.8147.8147.8 147.7147.7147.7147.7 147.7147.7147.7147.7 147.7147.7147.7147.7 147.5147.5147.5147.5 147.8147.8147.8147.8 3.5343.5343.5343.534 3.5343.5343.5343.534

147.2147.2147.2147.2 146.8146.8146.8146.8 146.9146.9146.9146.9 146.7146.7146.7146.7 146.9146.9146.9146.9 146.8146.8146.8146.8 146.3146.3146.3146.3 147.0147.0147.0147.0 10.5310.5310.5310.53 14.0614.0614.0614.06

145.5145.5145.5145.5 145.0145.0145.0145.0 145.0145.0145.0145.0 144.8144.8144.8144.8 145.1145.1145.1145.1 145.1145.1145.1145.1 144.2144.2144.2144.2 145.3145.3145.3145.3 17.2917.2917.2917.29 31.3631.3631.3631.36

143.0143.0143.0143.0 142.2142.2142.2142.2 142.3142.3142.3142.3 141.9141.9141.9141.9 142.3142.3142.3142.3 142.3142.3142.3142.3 141.1141.1141.1141.1 142.5142.5142.5142.5 23.6323.6323.6323.63 54.9954.9954.9954.99

139.4139.4139.4139.4 138.4138.4138.4138.4 138.4138.4138.4138.4 137.9137.9137.9137.9 138.4138.4138.4138.4 138.4138.4138.4138.4 137.0137.0137.0137.0 138.8138.8138.8138.8 29.3529.3529.3529.35 84.3584.3584.3584.35

134.7134.7134.7134.7 133.5133.5133.5133.5 133.5133.5133.5133.5 132.9132.9132.9132.9 133.5133.5133.5133.5 133.5133.5133.5133.5 131.7131.7131.7131.7 134.0134.0134.0134.0 34.2934.2934.2934.29 118.6118.6118.6118.6

129.0129.0129.0129.0 127.5127.5127.5127.5 127.4127.4127.4127.4 126.6126.6126.6126.6 127.4127.4127.4127.4 127.6127.6127.6127.6 125.3125.3125.3125.3 128.0128.0128.0128.0 38.2438.2438.2438.24 156.8156.8156.8156.8

121.9121.9121.9121.9 120.3120.3120.3120.3 120.1120.1120.1120.1 119.3119.3119.3119.3 120.1120.1120.1120.1 120.4120.4120.4120.4 117.7117.7117.7117.7 120.9120.9120.9120.9 41.0741.0741.0741.07 197.9197.9197.9197.9

113.8113.8113.8113.8 111.7111.7111.7111.7 111.6111.6111.6111.6 110.6110.6110.6110.6 111.6111.6111.6111.6 111.8111.8111.8111.8 108.9108.9108.9108.9 112.6112.6112.6112.6 42.6142.6142.6142.61 240.5240.5240.5240.5

104.5104.5104.5104.5 102.0102.0102.0102.0 101.7101.7101.7101.7 100.6100.6100.6100.6 101.6101.6101.6101.6 102.1102.1102.1102.1 98.8598.8598.8598.85 102.9102.9102.9102.9 42.7542.7542.7542.75 283.3283.3283.3283.3

93.9393.9393.9393.93 91.1091.1091.1091.10 90.5690.5690.5690.56 89.4689.4689.4689.46 90.2890.2890.2890.28 91.1991.1991.1991.19 87.4687.4687.4687.46 92.2092.2092.2092.20 41.4241.4241.4241.42 324.7324.7324.7324.7

79.3579.3579.3579.35 78.8078.8078.8078.80 78.0778.0778.0778.07 76.9876.9876.9876.98 66.3266.3266.3266.32 78.8978.8978.8978.89 75.0775.0775.0775.07 80.0880.0880.0880.08 38.3938.3938.3938.39 363.1363.1363.1363.1

33.0733.0733.0733.07 65.3265.3265.3265.32 64.7764.7764.7764.77 63.4163.4163.4163.41 20.9520.9520.9520.95 63.5963.5963.5963.59 61.5861.5861.5861.58 66.9666.9666.9666.96 30.9330.9330.9330.93 394.0394.0394.0394.0

11.6611.6611.6611.66 28.2428.2428.2428.24 50.3850.3850.3850.38 37.8037.8037.8037.80 9.1109.1109.1109.110 21.5021.5021.5021.50 47.2847.2847.2847.28 50.1050.1050.1050.10 19.9219.9219.9219.92 414.0414.0414.0414.0

11.2911.2911.2911.29 7.0157.0157.0157.015 35.7135.7135.7135.71 6.1046.1046.1046.104 9.3849.3849.3849.384 7.9267.9267.9267.926 32.9832.9832.9832.98 11.9311.9311.9311.93 12.0512.0512.0512.05 426.0426.0426.0426.0

10.2910.2910.2910.29 6.7416.7416.7416.741 21.8621.8621.8621.86 5.7395.7395.7395.739 8.7468.7468.7468.746 7.2887.2887.2887.288 19.4019.4019.4019.40 7.2887.2887.2887.288 7.2737.2737.2737.273 433.3433.3433.3433.3

6.4686.4686.4686.468 5.1015.1015.1015.101 10.1110.1110.1110.11 4.5554.5554.5554.555 5.3755.3755.3755.375 5.3755.3755.3755.375 7.4707.4707.4707.470 5.8305.8305.8305.830 4.0764.0764.0764.076 437.4437.4437.4437.4

2.9152.9152.9152.915 2.3682.3682.3682.368 3.1883.1883.1883.188 2.4592.4592.4592.459 2.7332.7332.7332.733 2.9152.9152.9152.915 2.4592.4592.4592.459 3.0063.0063.0063.006 1.9871.9871.987 527.0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016 Remarks:Remarks:Remarks:Remarks: LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000008

NAME: LLK PT15 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA 
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016 Remarks:Remarks:Remarks:Remarks: LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000008

NAME: LLK PT15 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA 

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0070.0070.0070.007 0.0150.0150.0150.015 0.0440.0440.0440.044 0.0740.0740.0740.074 0.1500.1500.1500.150

0.4400.4400.4400.440 0.5900.5900.5900.590 0.7400.7400.7400.740 0.8900.8900.8900.890 1.21.21.21.2

ILLUMINANCE AT MH=10 m,Enadir  = 1.48 lxILLUMINANCE AT MH=10 m,Enadir  = 1.48 lxILLUMINANCE AT MH=10 m,Enadir  = 1.48 lxILLUMINANCE AT MH=10 m,Enadir  = 1.48 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016 Remarks:Remarks:Remarks:Remarks: LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000008

NAME: LLK PT15 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA 

30330 60300 90270 C0
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Imax=100%    148

 5%      7

10%     15

20%     30

30%     44

40%     59

50%     74

60%     89

70%    104

80%    118

90%    133

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016 Remarks:Remarks:Remarks:Remarks: LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 

Page 5 Of 8Page 5 Of 8Page 5 Of 8Page 5 Of 8



Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000008

NAME: LLK PT15 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA 
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Max @   = 0.0DEGγγγγ
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016 Remarks:Remarks:Remarks:Remarks: LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000008

NAME: LLK PT15 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 148

5.0 148

10.0 147

15.0 146

20.0 143

25.0 139

30.0 135

35.0 129

40.0 122

45.0 114

50.0 105

55.0 93.9

60.0 79.3

65.0 33.0

70.0 11.6

75.0 11.2

80.0 10.2

85.0 6.46

90.0 2.91

15

148

148

147

145

142

139

134

128

121

112

103

91.7

77.7

32.6

9.74

9.74

8.92

5.46

2.36

30

148

148

147

146

143

139

135

129

122

114

104

93.6

81.7

53.5

14.0

9.83

9.01

6.10

2.82

45

148

148

147

145

142

138

134

128

120

112

102

91.1

78.8

65.3

28.2

7.01

6.74

5.10

2.36

60

148

148

147

145

143

139

134

128

121

113

103

92.3

80.1

67.1

53.0

22.2

6.74

5.64

3.00

75

148

148

147

145

142

138

133

127

119

111

101

89.6

77.2

63.8

49.9

35.5

19.9

4.00

2.45

90

148

148

147

145

142

138

134

127

120

112

102

90.5

78.0

64.7

50.3

35.7

21.8

10.1

3.18

105

148

148

147

145

142

138

133

126

119

110

100

88.8

76.3

62.8

48.6

34.2

20.6

5.01

2.55

120

148

148

147

145

142

139

134

128

120

112

102

91.0

78.7

65.4

51.2

35.4

6.10

5.19

3.00

135

148

148

147

145

142

138

133

127

119

111

101

89.4

76.9

63.4

37.8

6.10

5.73

4.55

2.45

150

148

148

147

145

143

139

134

128

121

112

103

91.7

79.4

52.5

13.2

8.38

7.74

5.37

2.82

165

148

148

147

145

142

138

133

127

119

111

101

89.5

71.9

25.7

8.19

8.38

7.65

4.64

2.36

180

148

148

147

145

142

138

134

127

120

112

102

90.2

66.3

20.9

9.11

9.38

8.74

5.37

2.73

195

148

148

147

145

143

139

134

128

121

113

103

92.4

71.9

25.5

10.2

10.0

9.01

5.73

2.82

210

148

148

147

145

142

138

133

127

119

111

101

89.3

75.8

34.1

7.92

7.83

7.28

4.64

2.36

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016 Remarks:Remarks:Remarks:Remarks: LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000008

NAME: LLK PT15 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONĐK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 148

5.0 148

10.0 147

15.0 145

20.0 142

25.0 138

30.0 134

35.0 128

40.0 120

45.0 112

50.0 102

55.0 91.1

60.0 78.8

65.0 63.5

70.0 21.5

75.0 7.92

80.0 7.28

85.0 5.37

90.0 2.91

240

148

148

147

144

141

137

132

126

118

110

99.7

88.4

76.1

62.7

48.1

13.5

5.10

4.37

2.45

255

148

148

147

145

142

138

133

127

119

111

101

89.9

77.6

64.3

50.1

35.8

17.5

4.82

3.00

270

148

148

146

144

141

137

132

125

118

109

98.8

87.4

75.0

61.5

47.2

32.9

19.4

7.47

2.45

285

148

148

147

145

142

138

133

127

120

111

101

90.0

77.7

64.4

50.1

35.8

22.3

7.19

3.18

300

148

148

147

145

142

138

133

126

119

110

100

89.1

76.8

63.5

49.4

35.3

6.46

4.46

2.55

315

148

148

147

145

143

139

134

128

121

113

103

92.2

80.0

66.9

50.1

11.9

7.28

5.83

3.00

330

148

148

147

145

142

138

133

127

120

112

102

91.0

78.9

62.2

19.1

7.83

7.37

5.10

2.36

345

148

148

147

146

143

140

135

129

122

114

105

94.1

82.0

44.7

12.2

10.4

9.47

6.19

2.91

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016Test Date:01-22-2016 Remarks:Remarks:Remarks:Remarks: LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 LLK PT15 CW 120D 24V DC IP20 
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