Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number:

2016000004

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK T180 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

TEST DATA:

MODEL: T 180 Imax(cd) : 547.9 n street_up(%): 0.0
NOMINAL POWER (W) : 14.4 MAXIMUM(C, ¥: 270,1.0 n street down (%) : 53.
RATED VOLTAGE (V) : 24 TOTAL FLUX (1m) : 1590 n house_up (%) 0.0
NOMINAL FLUX (1lm) : 1590.0 EFFICIENCY (%) : 100.0 n house down(%): 46.
TEST FLUX(1lm: 1590 n up(%): 0.0

LAMPS QUANTITY: 1 n down(%): 100.0

INTENSITY DISTRIBUTION DIAGRAM
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Test System:LSG-1600
Temperature:25.3DEG

Operators:REGAIP DASTAN

Test Date:01-21-2016

Test Set: 2.0deg/s

Humidity:65.0%

R
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emarks:

Of 8

C-Gamma (TYPE C)

Test Distance:9.545 m
LLK T180 CW 120D 24V DC IP20




Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number:

2016000004

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK T180 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:
¥ co Cc45 C90 C135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 544.0 544.0 545.0 545.3 545.8 546.8 546.8 546.0 0- 5 13.05 13.05
10.0 538.4 537.5 538.0 539.6 541.5 542.9 541.4 541.1 5- 10 38.79 51.85
15.0 528.6 526.7 526.8 529.6 533.4 534.9 532.1 531.9 10- 15 63.39 115.2
20.0 514.8 511.9 511.8 515.1 521.0 522.6 518.3 518.3 15- 20 86.09 201.3
25.0 497.1 492.9 492.1 496.8 504.7 506.3 500.1 500.6 20- 25 106.1 307.5
30.0 475.2 469.8 468.1 474.1 484.4 485.6 4717.7 478.5 25- 30 122.9 430.4
35.0 449.7 442.8 440.4 447.1 459.9 460.9 450.7 452.3 30- 35 135.7 566.2
40.0 419.8 411.8 408.3 416.4 431.2 432.0 419.2 422.0 35- 40 144.2 710.4
45.0 385.9 376.8 372.6 381.6 398.5 399.0 384.3 387.7 40- 45 147.9 858.4
50.0 348.7 338.0 334.0 343.4 361.5 362.0 345.3 350.0 45- 50 146.7 1005
55.0 307.4 299.3 291.9 302.8 320.4 321.7 303.2 308.7 50- 55 140.5 1146
60.0 264.6 255.0 250.7 261.8 278.9 278.6 260.6 264.9 55- 60 130.2 1276
65.0 135.9 207.7 203.9 215.1 164.9 236.2 212.1 222.5 60- 65 112.9 1389
70.0 25.96 75.80 154.6 166.4 23.68 132.9 161.8 174.2 65- 70 73.55 1463
75.0 25.23 16.49 107.5 51.65 23.23 19.77 112.6 73.06 70- 75 40.31 1503
80.0 23.77 15.76 69.51 11.93 21.86 17.85 72.33 14.85 75- 80 22.28 1525
85.0 13.66 10.02 32.61 9.292 12.75 12.93 35.80 12.11 80- 85 11.05 1536
90.0 3.462 2.733 4.555 2.824 3.370 3.735 3.370 4.008 85- 90 3.712 1590
95.0 90- 95

100.0 95-100
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DEG LUMINOUS INTENSITY:cd UNIT:1lm

Test System:LSG-1600
Temperature:25.3DEG

Operators:REGAIP DASTAN

Test Date:01-21-2016

Test Set: 2.0deg/s

Humidity:65.0%
Test Distance:9.545 m

Remarks:
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C-Gamma (TYPE C)

LLK T180 CW 120D 24V DC IP20




Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000004

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLK T180 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:
UNIT: cd
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Operators:REGAIP DASTAN Test Distance:9.545 m

Test Date:01-21-2016 Remarks: LLK T180 CW 120D 24V DC IP20
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 2016000004

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLK T180 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:

ILLUMINANCE AT MH=10 m,Enadir = 5.48 1lx

STREET SIDE D/MH HOUSE SIDE
=

RATIO OF DISTANCE TO MOUNTING HEIGHT

0.027 o 0.055 0.160 o 0.270 0.550
T 1.6 T 2.2 2.7 3.3 4.4
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:01-21-2016 Remarks: LLK T180 CwW 120D 24V DC IP20

Page 4 Of 8



Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000004

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK T180 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:
180 170
160
150
140
130
UNIT:cd
120
5% 27
110 __ 10% 55
20% 110
100 _ 30% 164
40% 219
__ 50% 274
__ 60% 329
__ 70% 384
_ 80% 438
90% 493
Imax=100% 548

Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:01-21-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)

Humidity:65.0%
Test Distance:9.545 m

Remarks: LLK T180 CW 120D 24V DC IP20
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000004

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

NAME: LLK T180 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:

DIMENSION: 1000x18.6x14 SERIAL No.:

C345

C15

Max @ y = 1.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:01-21-2016 Remarks: LLK T180 CW 120D 24V DC IP20
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Fiberli

PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number:

2016000004

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK T180 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:
UNIT: cd
C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 546 546 547 547 547 547 548 548 548 547 547 547 546 546 547
5.0 544 544 544 544 545 544 545 545 545 545 546 546 546 546 546
10.0 538 538 538 538 538 537 538 538 539 540 541 541 542 542 542
15.0 529 527 528 527 527 526 527 527 529 530 531 532 533 534 534
20.0 515 513 514 512 512 511 512 511 514 515 518 518 521 523 522
25.0 497 495 495 493 493 491 492 492 495 497 501 501 505 507 506
30.0 475 473 473 470 470 467 468 468 472 474 479 480 484 487 485
35.0 450 446 447 443 443 439 440 440 445 447 453 455 460 463 461
40.0 420 416 417 412 412 407 408 408 414 416 424 425 431 435 432
45.0 386 382 383 377 377 371 373 372 379 382 390 392 399 403 399
50.0 349 343 345 338 339 332 334 332 341 343 353 354 362 366 362
55.0 307 302 303 299 297 294 292 294 299 303 312 313 320 326 320
60.0 265 259 262 255 257 250 251 248 259 262 269 272 279 282 279
65.0 136 122 193 208 212 203 204 201 213 215 227 205 165 183 220
70.0 25.9 22.4 30.4 75.8 164 155 155 152 164 166 106 31.0 23.6 28.0 39.3
75.0 25.2 22.8 22.8 16.4 43.7 107 108 104 115 51.6 19.4 20.0 23.2 25.5 20.2
80.0 23.7 21.5 21.0 15.7 14.7 28.6 69.5 66.2 47.7 11.9 17.4 18.4 21.8 23.5 18.8
85.0 13.6 11.6 12.2 10.0 11.2 8.19 32.6 29.9 10.1 9.29 11.7 10.7 12.7 14.3 11.7
90.0 3.46 2.64 3.55 2.73 3.82 2.91 4.55 3.18 4.19 2.82 3.64 2.64 3.37 3.55 2.64

Test System:LSG-1600

Temperature:25.3DEG
Operators:REGAIP DASTAN

Test Date:01-21-2016
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Test Set: 2.0deg/s

Humidity:65.0%

C-Gamma (TYPE C)

Test Distance:9.545 m

Remarks:

LLK T180 CW 120D 24V DC IP20




Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000004

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLK T180 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14 SERIAL No.:
UNIT: cd
C (DEG)
; (DEG) 225 240 255 270 285 300 315 330 345
0.0 547 547 547 548 548 548 547 547 547
5.0 547 547 547 547 547 546 546 546 545
10.0 543 542 542 541 542 541 541 540 540
15.0 535 534 534 532 532 531 532 531 531
20.0 523 521 520 518 518 517 518 517 517
25.0 506 504 503 500 501 499 501 499 500
30.0 486 482 481 478 478 477 479 4717 479
35.0 461 456 455 451 451 450 452 451 453
40.0 432 426 425 419 420 419 422 421 424
45.0 399 392 391 384 385 384 388 386 390
50.0 362 355 353 345 347 345 350 348 352
55.0 322 313 312 303 305 303 309 306 311
60.0 279 273 268 261 263 262 265 265 267
65.0 236 226 224 212 215 214 223 217 211
70.0 133 176 175 162 165 165 174 106 39.9
75.0 19.7 72.3 124 113 116 116  73.0 16.3 22.9
80.0 17.8 12.0 68.6 72.3 75.1 59.9 14.8 15.9 21.3
85.0 12.9 10.0 10.3 35.8 38.8 8.19 12.1 11.2 13.5
90.0 3.73  2.91 4.46 3.37 4.91 3.18 4.00 2.73 3.55
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:01-21-2016 Remarks: LLK T180 CW 120D 24V DC IP20
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