Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number:

2016000009

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK PT90 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:

TEST DATA:

MODEL: PT90 Imax(cd) : 820.4 n street_up(%): 0.0
NOMINAL POWER (W) : 36 MAXIMUM(C, ¥: 120,2.0 n street down (%) : 54.
RATED VOLTAGE (V) : 24 TOTAL FLUX (1m) : 2858 n house_up (%) 0.0
NOMINAL FLUX (1lm) : 2858.0 EFFICIENCY (%) : 100.0 n house down(%): 45,
TEST FLUX(1lm: 2858 n up(%): 0.0

LAMPS QUANTITY: 1 n down(%): 100.0
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Test:U:24.00V I:0.278A P:36.00W PF:0.585
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Test System:LSG-1600
Temperature:25.3DEG

Operators:REGAIP DASTAN

Test Date:01-22-2016

Test Set: 2.0deg/s

Humidity:65.0%

Remarks:
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C-Gamma (TYPE C)

Test Distance:9.545 m
LLK PT90 CW 120D 24V DC IP20




Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 2016000009

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK PT90 CW 120D 24V DC IP20

TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K

DIMENSION: 1000x18.6x14mmSERIAL No.:

¥ co Cc45 C90 C135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 814.4 815.7 818.9 819.8 815.4 815.3 817.1 818.5 0- 5 19.54 19.54

10.0 809.8 811.4 814.1 815.9 811.7 810.5 810.0 812.8 5- 10 58.24 77.78
15.0 799.7 801.9 804.1 806.6 803.0 800.5 798.0 802.0 10- 15 95.65 173.4
20.0 784.6 786.6 788.8 791.9 789.0 784.7 780.5 785.5 15- 20 130.6 304.1
25.0 763.6 765.6 767.5 771.2 769.4 763.8 757.0 763.3 20- 25 162.3 466.4
30.0 736.5 738.7 740.1 744.6 743.7 736.7 727.7 735.2 25- 30 189.6 656.1
35.0 703.5 705.4 706.7 711.5 711.6 703.2 691.6 700.6 30- 35 211.4 867.5
40.0 663.8 665.6 665.9 671.9 672.7 663.1 648.7 659.6 35- 40 227.0 1095
45.0 617.7 618.3 618.1 624.8 627.0 616.0 599.3 611.4 40- 45 235.4 1330
50.0 564.8 563.9 563.4 570.5 573.2 561.7 541.9 556.2 45- 50 236.1 1566
55.0 504.0 502.8 501.0 509.1 511.0 500.7 477.4 494.5 50- 55 228.4 1795
60.0 349.6 433.8 431.4 440.1 373.1 432.3 406.3 425.4 55- 60 209.9 2005
65.0 108.6 344.7 355.4 364.0 112.6 339.3 328.3 349.6 60- 65 161.1 2166
70.0 52.56 106.4 274.4 236.2 45.64 99.57 249.9 168.7 65- 70 100.1 2266
75.0 52.29 31.06 195.2 32.52 46.92 32.61 169.1 30.24 70- 75 59.87 2326
80.0 45.37 29.06 116.7 25.05 42.27 29.97 92.83 27.24 75- 80 34.45 2360
85.0 22.13 18.67 48.46 18.13 21.22 17.85 26.87 17.85 80- 85 16.77 2377
90.0 4.190 3.188 6.650 3.370 3.826 4.190 3.462 4.282 85- 90 4.962 2858
95.0 90- 95
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DEG LUMINOUS INTENSITY:cd UNIT:1lm

Test System:LSG-1600
Temperature:25.3DEG

Operators:REGAIP DASTAN

Test Date:01-22-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:65.0%

Test Distance:9.545 m

Remarks: LLK PT90 Cw 120D 24V DC IP20
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000009

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLK PT90 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No. :
UNIT: cd
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Operators:REGAIP DASTAN Test Distance:9.545 m

Test Date:01-22-2016 Remarks: LLK PT90 CW 120D 24V DC IP20
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Fiberli

PSL Elektronik

ISOLUX DIAGRAM

Report number:

2016000009

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK

ANTALYA

NAME: LLK PT90 CW 120D 24V DC IP20

TYPE:LED LINE

WEIGHT:

SPECIFICATION:LED LINE K

DIMENSION: 1000x18.6x14

mmSERIAL No.:

STREET SIDE D/MH HOUSE SIDE
=

RATIO OF DISTANCE TO MOUNTING HEIGHT
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Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:01-22-2016

Test Set: 2.0deg/s
Humidity:65.0%

Test Distance:9.545 m
Remarks:
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Cc-

Gamma (TYPE C)

LLK PTS0 CW 120D 24V DC IP20
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ISOCANDELA DIAGRAM

Report number: 2016000009

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK

ANTALYA

NAME: LLK PT90 CW 120D 24V DC IP20

TYPE:LED LINE

WEIGHT:

SPECIFICATION:LED LINE K

DIMENSION: 1000x18.6x14

mmSERIAL No.:
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Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:01-22-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)

Humidity:65.0%
Test Distance:9.545 m

Remarks: LLK PT90 CW 120D 24V DC IP20
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ISOCANDELA DIAGRAM

Report number: 2016000009

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME : WE
PECI ME 1000x18.6x14mm AL

v
N NS

C330 850 C30
C345 co C15
Max @ y = 2.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:01-22-2016 Remarks: LLK PT90 CW 120D 24V DC IP20

Page 6 Of 8
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LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000009

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLK PT90 CW 120D 24V DC IP20

TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE K

DIMENSION: 1000x18.6x14mmSERIAL No.:

UNIT: cd
C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 815 814 815 816 818 819 820 820 820 820 819 818 815 814 815
5.0 814 813 814 816 817 818 819 819 820 820 819 818 815 814 814
10.0 810 809 810 811 813 813 814 814 816 816 816 814 812 810 810
15.0 800 799 801 802 804 803 804 805 807 807 807 805 803 801 800
20.0 785 784 786 787 789 788 789 789 792 792 792 790 789 787 785
25.0 764 763 766 766 768 767 768 768 771 771 772 771 769 767 764
30.0 737 736 739 739 741 739 740 741 744 745 746 744 744 742 737
35.0 704 703 707 705 708 706 707 707 711 712 714 711 712 709 704
40.0 664 663 667 666 668 665 666 666 671 672 675 672 673 671 664
45.0 618 616 621 618 621 617 618 618 624 625 629 626 627 625 617
50.0 565 562 568 564 568 562 563 563 570 571 576 572 573 572 563
55.0 504 500 508 503 506 500 501 501 509 509 515 511 511 513 501
60.0 350 370 434 434 438 430 431 431 440 440 448 421 373 393 423
65.0 109 114 195 345 364 354 355 353 366 364 313 154 113 129 179
70.0 52.5 47.1 45.3 106 283 277 274 276 285 236 74.4 42.2 45.6 47.2 37.9
75.0 52.2 47.2 42.9 31.0 86.8 195 195 194 203 32.5 37.9 42.7 46.9 47.1 37.5
80.0 45.3 40.6 38.2 29.0 24.6 97.1 117 116 28.3 25.0 34.9 37.8 42.2 41.2 33.3
85.0 22.1 19.7 21.5 18.6 19.7 12.9 48.4 29.2 18.4 18.1 21.1 19.3 21.2 21.0 16.7
90.0 4.19 2.91 4.19 3.18 5.19 4.19 6.65 4.46 5.46 3.37 4.28 3.00 3.82 4.00 2.91

Test System:LSG-1600
Temperature:25.3DEG

Operators:REGAIP DASTAN

Test Date:01-22-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)

Humidity:65.0%
Test Distance:9.545 m

Remarks: LLK PT90 CW 120D 24V DC IP20
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LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000009

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLK PT90 CW 120D 24V DC IP20 TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE K DIMENSION: 1000x18.6x14mmSERIAL No.:
UNIT: cd
C (DEG)
; (DEG) 225 240 255 270 285 300 315 330 345
0.0 816 818 819 820 820 820 820 819 818
5.0 815 816 817 817 818 818 819 818 817
10.0 811 810 810 810 811 812 813 813 813
15.0 801 799 799 798 800 800 802 802 803
20.0 785 783 783 781 782 783 786 786 787
25.0 764 761 760 757 759 760 763 764 767
30.0 737 732 732 728 730 731 735 736 739
35.0 703 698 697 692 695 696 701 702 706
40.0 663 656 655 649 653 653 660 661 666
45.0 616 608 606 599 603 604 611 613 620
50.0 562 552 550 542 547 548 556 558 566
55.0 501 489 488 4717 484 484 495 495 506
60.0 432 420 417 406 413 414 425 424 397
65.0 339 343 341 328 336 337 350 233 136
70.0 99.5 257 262 250 260 257 169  43.3  47.5
75.0 32.6 56.3 182 169 179 151  30.2 34.8 46.2
80.0 29.9 20.1 67.2 92.8 103 17.2 27.2 31.4 39.8
85.0 17.8 14.3 14.9 26.8 12.6 14.0 17.8 16.7  20.5
90.0 4.19 3.00 4.82 3.46 5.10 3.37 4.28 3.00 4.00
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:01-22-2016 Remarks: LLK PT90 CW 120D 24V DC IP20
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