
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 201600057

NAME: LLW1 BT60 CW 120D 14.4W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55 SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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LLW1

14.4

220

624.7

624.7

1

118.7

100.0

624.7

0,0.0

11.9

88.1

5.7

46.6

6.2

41.4

Test:U:220.8V I:0.117A P:14.40W PF:0.527Test:U:220.8V I:0.117A P:14.40W PF:0.527Test:U:220.8V I:0.117A P:14.40W PF:0.527Test:U:220.8V I:0.117A P:14.40W PF:0.527

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44D
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 201600057

NAME: LLW1 BT60 CW 120D 14.4W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55 SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

118.5118.5118.5118.5 117.9117.9117.9117.9 117.8117.8117.8117.8 117.9117.9117.9117.9 118.6118.6118.6118.6 118.3118.3118.3118.3 117.8117.8117.8117.8 118.2118.2118.2118.2 2.8282.8282.8282.828 2.8282.8282.8282.828

117.5117.5117.5117.5 116.5116.5116.5116.5 116.3116.3116.3116.3 116.7116.7116.7116.7 117.9117.9117.9117.9 117.5117.5117.5117.5 116.3116.3116.3116.3 117.0117.0117.0117.0 8.4058.4058.4058.405 11.2311.2311.2311.23

115.7115.7115.7115.7 114.0114.0114.0114.0 113.6113.6113.6113.6 114.6114.6114.6114.6 116.4116.4116.4116.4 115.6115.6115.6115.6 113.6113.6113.6113.6 115.0115.0115.0115.0 13.7213.7213.7213.72 24.9624.9624.9624.96

113.4113.4113.4113.4 110.8110.8110.8110.8 109.9109.9109.9109.9 111.4111.4111.4111.4 114.0114.0114.0114.0 112.8112.8112.8112.8 109.8109.8109.8109.8 111.9111.9111.9111.9 18.6218.6218.6218.62 43.5943.5943.5943.59

110.4110.4110.4110.4 106.8106.8106.8106.8 105.3105.3105.3105.3 107.5107.5107.5107.5 111.1111.1111.1111.1 109.2109.2109.2109.2 105.1105.1105.1105.1 108.2108.2108.2108.2 22.9722.9722.9722.97 66.5666.5666.5666.56

106.9106.9106.9106.9 102.2102.2102.2102.2 99.7699.7699.7699.76 102.9102.9102.9102.9 107.6107.6107.6107.6 104.8104.8104.8104.8 99.4899.4899.4899.48 103.7103.7103.7103.7 26.6426.6426.6426.64 93.2093.2093.2093.20

103.1103.1103.1103.1 97.1297.1297.1297.12 93.3893.3893.3893.38 97.6697.6697.6697.66 103.7103.7103.7103.7 99.8599.8599.8599.85 93.0293.0293.0293.02 98.7698.7698.7698.76 29.5629.5629.5629.56 122.7122.7122.7122.7

98.8598.8598.8598.85 91.4791.4791.4791.47 86.3686.3686.3686.36 92.1092.1092.1092.10 99.5799.5799.5799.57 94.3894.3894.3894.38 85.8285.8285.8285.82 93.2093.2093.2093.20 31.6831.6831.6831.68 154.4154.4154.4154.4

94.2994.2994.2994.29 85.4585.4585.4585.45 78.6278.6278.6278.62 86.0086.0086.0086.00 94.9394.9394.9394.93 88.4688.4688.4688.46 77.8077.8077.8077.80 87.2887.2887.2887.28 32.9632.9632.9632.96 187.4187.4187.4187.4

89.3789.3789.3789.37 79.3579.3579.3579.35 70.3370.3370.3370.33 79.6279.6279.6279.62 90.1090.1090.1090.10 82.2682.2682.2682.26 69.2469.2469.2469.24 80.9980.9980.9980.99 33.4333.4333.4333.43 220.8220.8220.8220.8

84.2784.2784.2784.27 72.8872.8872.8872.88 61.5861.5861.5861.58 73.2573.2573.2573.25 85.0985.0985.0985.09 75.8975.8975.8975.89 60.1360.1360.1360.13 74.6174.6174.6174.61 33.1033.1033.1033.10 253.9253.9253.9253.9

78.9878.9878.9878.98 66.4166.4166.4166.41 52.3852.3852.3852.38 66.7866.7866.7866.78 79.8079.8079.8079.80 69.4269.4269.4269.42 50.5650.5650.5650.56 67.9667.9667.9667.96 32.0432.0432.0432.04 286.0286.0286.0286.0

73.6173.6173.6173.61 59.9459.9459.9459.94 42.8242.8242.8242.82 60.2260.2260.2260.22 74.4374.4374.4374.43 62.8662.8662.8662.86 40.7240.7240.7240.72 61.4061.4061.4061.40 30.3330.3330.3330.33 316.3316.3316.3316.3

68.1468.1468.1468.14 53.7553.7553.7553.75 33.3433.3433.3433.34 53.9353.9353.9353.93 69.0569.0569.0569.05 56.5756.5756.5756.57 30.8830.8830.8830.88 55.0255.0255.0255.02 28.1028.1028.1028.10 344.4344.4344.4344.4

62.6862.6862.6862.68 47.5547.5547.5547.55 23.7723.7723.7723.77 47.9247.9247.9247.92 63.6863.6863.6863.68 50.4750.4750.4750.47 21.2221.2221.2221.22 48.7448.7448.7448.74 25.4925.4925.4925.49 369.9369.9369.9369.9

57.3957.3957.3957.39 41.9041.9041.9041.90 14.9414.9414.9414.94 42.1842.1842.1842.18 58.3058.3058.3058.30 44.6444.6444.6444.64 12.3912.3912.3912.39 42.8242.8242.8242.82 22.6722.6722.6722.67 392.6392.6392.6392.6

52.2052.2052.2052.20 36.6236.6236.6236.62 7.6527.6527.6527.652 36.8036.8036.8036.80 53.1153.1153.1153.11 39.2639.2639.2639.26 5.3755.3755.3755.375 37.4437.4437.4437.44 19.8119.8119.8119.81 412.4412.4412.4412.4

47.0147.0147.0147.01 31.5231.5231.5231.52 3.3703.3703.3703.370 31.7931.7931.7931.79 48.0148.0148.0148.01 34.1634.1634.1634.16 2.0952.0952.0952.095 32.2532.2532.2532.25 17.1217.1217.1217.12 429.5429.5429.5429.5

39.0839.0839.0839.08 22.7722.7722.7722.77 2.8242.8242.8242.824 23.5023.5023.5023.50 40.9940.9940.9940.99 26.7826.7826.7826.78 2.0952.0952.0952.095 24.5924.5924.5924.59 14.1514.1514.1514.15 443.7443.7443.7443.7

33.1633.1633.1633.16 18.6718.6718.6718.67 2.8242.8242.8242.824 19.6719.6719.6719.67 34.8034.8034.8034.80 22.5022.5022.5022.50 2.1862.1862.1862.186 20.4020.4020.4020.40 11.1311.1311.1311.13 454.8454.8454.8454.8

26.6926.6926.6926.69 14.2114.2114.2114.21 2.7332.7332.7332.733 15.9415.9415.9415.94 29.2429.2429.2429.24 18.3118.3118.3118.31 2.1862.1862.1862.186 15.7615.7615.7615.76 8.8498.8498.8498.849 463.7463.7463.7463.7

23.3223.3223.3223.32 9.4759.4759.4759.475 2.6422.6422.6422.642 10.4710.4710.4710.47 25.5025.5025.5025.50 13.4813.4813.4813.48 2.1862.1862.1862.186 11.3811.3811.3811.38 6.6216.6216.6216.621 470.3470.3470.3470.3

19.3119.3119.3119.31 7.3797.3797.3797.379 2.6422.6422.6422.642 8.4728.4728.4728.472 21.5921.5921.5921.59 10.8410.8410.8410.84 2.2772.2772.2772.277 8.7468.7468.7468.746 5.3225.3225.3225.322 475.6475.6475.6475.6

15.5715.5715.5715.57 5.1015.1015.1015.101 2.6422.6422.6422.642 7.0157.0157.0157.015 18.0318.0318.0318.03 8.6558.6558.6558.655 2.3682.3682.3682.368 5.5575.5575.5575.557 4.2214.2214.2214.221 479.8479.8479.8479.8

11.6611.6611.6611.66 2.6422.6422.6422.642 2.6422.6422.6422.642 4.6464.6464.6464.646 14.5714.5714.5714.57 5.5575.5575.5575.557 2.3682.3682.3682.368 3.0063.0063.0063.006 3.1833.1833.1833.183 483.0483.0483.0483.0

6.6506.6506.6506.650 2.5502.5502.5502.550 2.6422.6422.6422.642 2.5502.5502.5502.550 10.8410.8410.8410.84 2.9152.9152.9152.915 2.3682.3682.3682.368 2.9152.9152.9152.915 2.1852.1852.1852.185 485.2485.2485.2485.2

3.0973.0973.0973.097 2.5502.5502.5502.550 2.5502.5502.5502.550 2.5502.5502.5502.550 6.4686.4686.4686.468 2.8242.8242.8242.824 2.4592.4592.4592.459 2.8242.8242.8242.824 1.4171.4171.4171.417 486.6486.6486.6486.6

3.0063.0063.0063.006 2.6422.6422.6422.642 2.6422.6422.6422.642 2.5502.5502.5502.550 3.0063.0063.0063.006 2.7332.7332.7332.733 2.4592.4592.4592.459 2.7332.7332.7332.733 1.0381.0381.038

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 201600057

NAME: LLW1 BT60 CW 120D 14.4W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55 SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 201600057

NAME: LLW1 BT60 CW 120D 14.4W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55 SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444

3333
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0.0060.0060.0060.006 0.0120.0120.0120.012 0.0360.0360.0360.036 0.0590.0590.0590.059 0.1200.1200.1200.120

0.3600.3600.3600.360 0.4700.4700.4700.470 0.5900.5900.5900.590 0.7100.7100.7100.710 0.9500.9500.9500.950

ILLUMINANCE AT MH=10 m,Enadir  = 1.18 lxILLUMINANCE AT MH=10 m,Enadir  = 1.18 lxILLUMINANCE AT MH=10 m,Enadir  = 1.18 lxILLUMINANCE AT MH=10 m,Enadir  = 1.18 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 201600057

NAME: LLW1 BT60 CW 120D 14.4W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55 SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0

γ 0γ 0γ 0γ 0

180
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UNIT:cd

Imax=100%    119

 5%      6

10%     12

20%     24

30%     36

40%     47

50%     59

60%     71

70%     83

80%     95

90%    107

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 201600057

NAME: LLW1 BT60 CW 120D 14.4W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55 SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 201600057

NAME: LLW1 BT60 CW 120D 14.4W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55 SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 119

5.0 119

10.0 118

15.0 116

20.0 113

25.0 110

30.0 107

35.0 103

40.0 98.8

45.0 94.2

50.0 89.3

55.0 84.2

60.0 78.9

65.0 73.6

70.0 68.1

75.0 62.6

80.0 57.3

85.0 52.2

90.0 47.0

95.0 39.0

100.0 33.1

105.0 26.6

110.0 23.3

115.0 19.3

120.0 15.5

125.0 11.6

130.0 6.65

135.0 3.09

140.0 3.00

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

119

118

117

115

113

109

106

101

97.0

92.2

87.0

81.9

76.4

70.9

65.4

59.9

54.6

49.3

44.0

36.2

30.4

20.3

18.9

16.2

13.3

9.65

5.19

2.64

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

119

118

117

115

112

109

105

101

95.7

90.5

85.0

79.4

73.6

67.8

62.1

56.4

51.0

45.8

40.5

32.2

27.0

18.4

15.3

12.6

10.2

6.83

3.37

3.00

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

118

118

117

114

111

107

102

97.1

91.4

85.4

79.3

72.8

66.4

59.9

53.7

47.5

41.9

36.6

31.5

22.7

18.6

14.2

9.47

7.37

5.10

2.64

2.55

2.55

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

119

118

117

114

111

106

101

95.6

89.5

82.7

75.7

68.4

61.0

53.6

46.5

39.6

33.3

27.7

22.7

15.0

11.7

8.83

5.55

3.64

2.91

2.82

2.73

2.73

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

118

118

116

113

109

104

98.9

92.6

85.7

78.1

70.2

61.8

53.2

44.7

36.2

28.1

20.9

14.9

10.4

6.55

4.19

2.36

2.27

2.36

2.36

2.45

2.45

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

118

118

116

114

110

105

99.7

93.3

86.3

78.6

70.3

61.5

52.3

42.8

33.3

23.7

14.9

7.65

3.37

2.82

2.82

2.73

2.64

2.64

2.64

2.64

2.64

2.55

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

118

118

116

113

110

105

99.3

92.9

86.0

78.4

70.4

61.8

53.2

44.4

35.7

27.5

20.2

14.1

9.74

6.10

4.09

2.64

2.27

2.36

2.36

2.45

2.45

2.45

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

118

118

117

114

111

107

102

96.2

89.8

82.9

75.8

68.5

60.9

53.4

46.1

39.2

32.9

27.3

22.4

15.0

11.9

9.29

6.28

4.82

2.91

2.82

2.73

2.73

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

118

118

117

115

111

108

103

97.6

92.1

86.0

79.6

73.2

66.7

60.2

53.9

47.9

42.1

36.8

31.7

23.5

19.6

15.9

10.4

8.47

7.01

4.64

2.55

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

118

118

117

116

113

110

106

101

96.3

91.1

85.7

80.0

74.3

68.6

62.9

57.3

51.9

46.6

41.5

33.8

28.6

19.9

16.8

14.2

12.2

9.83

6.55

3.18

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

118

118

118

116

113

110

107

102

97.9

93.1

88.1

82.9

77.5

72.1

66.6

61.3

56.0

50.6

45.6

38.5

32.6

21.9

20.4

18.2

15.5

12.7

9.38

5.10

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

119

119

118

116

114

111

108

104

99.5

94.9

90.1

85.0

79.8

74.4

69.0

63.6

58.3

53.1

48.0

40.9

34.8

29.2

25.5

21.5

18.0

14.5

10.8

6.46

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

119

119

118

117

114

111

108

104

99.7

95.0

90.0

85.0

79.6

74.1

68.7

63.4

58.0

52.6

47.6

40.3

34.4

25.6

23.2

20.3

17.1

14.0

10.2

5.73

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

119

118

118

116

113

110

106

101

96.5

91.2

85.8

80.1

74.4

68.5

62.8

57.2

51.7

46.3

41.2

33.5

28.7

21.5

18.2

15.1

12.5

9.83

6.28

2.73

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 201600057

NAME: LLW1 BT60 CW 120D 14.4W 220V AC IP44D TYPE:LED LINE WEIGHT:--

SPECIFICATION:LED LINE W1 DIMENSION: 1010x65x55 SERIAL No.:--

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 118

5.0 118

10.0 118

15.0 116

20.0 113

25.0 109

30.0 105

35.0 99.8

40.0 94.3

45.0 88.4

50.0 82.2

55.0 75.8

60.0 69.4

65.0 62.8

70.0 56.5

75.0 50.4

80.0 44.6

85.0 39.2

90.0 34.1

95.0 26.7

100.0 22.5

105.0 18.3

110.0 13.4

115.0 10.8

120.0 8.65

125.0 5.55

130.0 2.91

135.0 2.82

140.0 2.73

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

119

118

117

115

111

107

102

96.1

89.8

82.9

75.6

68.2

60.6

53.1

45.9

38.9

32.6

27.0

22.2

15.8

12.5

9.65

6.74

4.73

2.55

2.45

2.45

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

118

118

117

115

111

107

101

95.3

88.5

80.9

72.8

64.4

55.4

46.5

37.8

29.4

21.9

15.9

11.2

7.47

5.19

3.46

2.73

2.73

2.64

2.64

2.64

2.64

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

118

118

116

114

110

105

99.4

93.0

85.8

77.8

69.2

60.1

50.5

40.7

30.8

21.2

12.3

5.37

2.09

2.09

2.18

2.18

2.18

2.27

2.36

2.36

2.36

2.45

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

118

118

117

114

111

106

101

94.8

87.9

80.3

72.2

63.7

54.8

45.8

36.8

28.4

20.8

14.7

10.1

6.37

4.09

2.82

2.73

2.73

2.64

2.64

2.64

2.55

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

118

118

117

114

111

106

101

95.2

88.8

81.8

74.5

66.9

59.4

51.7

44.3

37.3

30.9

25.3

20.3

13.9

10.6

7.47

4.82

2.45

2.36

2.36

2.45

2.45

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

118

118

117

115

112

108

104

98.7

93.2

87.2

80.9

74.6

67.9

61.4

55.0

48.7

42.8

37.4

32.2

24.5

20.4

15.7

11.3

8.74

5.55

3.00

2.91

2.82

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

118

118

117

115

112

109

105

100

95.2

90.0

84.4

78.7

72.7

66.8

61.0

55.3

49.7

44.4

39.1

30.9

26.2

19.2

15.8

12.6

9.93

6.10

2.55

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

118

118

118

116

113

110

107

103

98.4

93.7

88.7

83.5

78.0

72.5

66.9

61.4

56.1

50.9

45.5

37.6

31.7

23.5

20.7

17.5

14.3

10.4

5.73

3.09

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:58.0%Humidity:58.0%Humidity:58.0%Humidity:58.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016Test Date:02-25-2016 Remarks:Remarks:Remarks:Remarks: LLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44DLLW1 BT60 CW 120D 14.4W 220V AC IP44D
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