
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000050

NAME: LMRA80 PT90 CW 120D 34W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE LMRA DIMENSION: 810x140x85mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd

C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):123.2 DEG

0

116

232

349

465

581

INTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAM

IN C PLANSIN C PLANSIN C PLANSIN C PLANS

INTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAMINTENSITY DISTRIBUTION DIAGRAM

IN C PLANSIN C PLANSIN C PLANSIN C PLANS

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

116

232

349

465

581

I
N
T
E
N
S
I
T
Y
(
c
d
)

C0/180

C30/210

C60/240

C90/270

TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:220.8V I:0.261A P:34.02W PF:0.588Test:U:220.8V I:0.261A P:34.02W PF:0.588Test:U:220.8V I:0.261A P:34.02W PF:0.588Test:U:220.8V I:0.261A P:34.02W PF:0.588

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016 Remarks:Remarks:Remarks:Remarks: LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000050

NAME: LMRA80 PT90 CW 120D 34W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE LMRA DIMENSION: 810x140x85mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

578.1578.1578.1578.1 576.3576.3576.3576.3 576.7576.7576.7576.7 576.7576.7576.7576.7 579.5579.5579.5579.5 577.2577.2577.2577.2 575.7575.7575.7575.7 576.4576.4576.4576.4 13.8213.8213.8213.82 13.8213.8213.8213.82

569.6569.6569.6569.6 566.5566.5566.5566.5 566.5566.5566.5566.5 568.1568.1568.1568.1 573.7573.7573.7573.7 568.6568.6568.6568.6 564.5564.5564.5564.5 566.8566.8566.8566.8 40.8940.8940.8940.89 54.7154.7154.7154.71

555.2555.2555.2555.2 550.9550.9550.9550.9 550.0550.0550.0550.0 554.0554.0554.0554.0 562.8562.8562.8562.8 554.8554.8554.8554.8 547.1547.1547.1547.1 551.8551.8551.8551.8 66.3266.3266.3266.32 121.0121.0121.0121.0

536.4536.4536.4536.4 530.6530.6530.6530.6 527.7527.7527.7527.7 535.5535.5535.5535.5 547.1547.1547.1547.1 536.2536.2536.2536.2 524.2524.2524.2524.2 531.6531.6531.6531.6 89.2289.2289.2289.22 210.2210.2210.2210.2

514.9514.9514.9514.9 506.3506.3506.3506.3 500.9500.9500.9500.9 513.2513.2513.2513.2 527.8527.8527.8527.8 514.1514.1514.1514.1 496.7496.7496.7496.7 507.8507.8507.8507.8 108.9108.9108.9108.9 319.2319.2319.2319.2

490.8490.8490.8490.8 479.3479.3479.3479.3 470.0470.0470.0470.0 487.7487.7487.7487.7 505.6505.6505.6505.6 488.8488.8488.8488.8 465.0465.0465.0465.0 481.5481.5481.5481.5 125.0125.0125.0125.0 444.2444.2444.2444.2

463.4463.4463.4463.4 450.0450.0450.0450.0 435.4435.4435.4435.4 459.9459.9459.9459.9 479.3479.3479.3479.3 460.8460.8460.8460.8 429.8429.8429.8429.8 452.1452.1452.1452.1 137.1137.1137.1137.1 581.3581.3581.3581.3

437.3437.3437.3437.3 418.2418.2418.2418.2 398.3398.3398.3398.3 429.2429.2429.2429.2 453.8453.8453.8453.8 430.2430.2430.2430.2 392.1392.1392.1392.1 420.9420.9420.9420.9 145.0145.0145.0145.0 726.4726.4726.4726.4

410.8410.8410.8410.8 384.0384.0384.0384.0 358.5358.5358.5358.5 396.3396.3396.3396.3 427.3427.3427.3427.3 397.4397.4397.4397.4 351.7351.7351.7351.7 387.2387.2387.2387.2 149.0149.0149.0149.0 875.5875.5875.5875.5

383.2383.2383.2383.2 350.3350.3350.3350.3 317.0317.0317.0317.0 364.0364.0364.0364.0 399.8399.8399.8399.8 364.7364.7364.7364.7 310.0310.0310.0310.0 353.9353.9353.9353.9 149.2149.2149.2149.2 1025102510251025

358.5358.5358.5358.5 316.3316.3316.3316.3 274.1274.1274.1274.1 330.7330.7330.7330.7 372.0372.0372.0372.0 331.2331.2331.2331.2 269.9269.9269.9269.9 320.4320.4320.4320.4 145.9145.9145.9145.9 1171117111711171

334.8334.8334.8334.8 285.7285.7285.7285.7 232.8232.8232.8232.8 300.4300.4300.4300.4 347.7347.7347.7347.7 297.2297.2297.2297.2 224.6224.6224.6224.6 287.0287.0287.0287.0 139.8139.8139.8139.8 1311131113111311

312.5312.5312.5312.5 255.1255.1255.1255.1 187.1187.1187.1187.1 266.8266.8266.8266.8 322.1322.1322.1322.1 267.2267.2267.2267.2 178.5178.5178.5178.5 261.2261.2261.2261.2 131.3131.3131.3131.3 1442144214421442

274.3274.3274.3274.3 225.7225.7225.7225.7 141.5141.5141.5141.5 238.2238.2238.2238.2 300.1300.1300.1300.1 237.9237.9237.9237.9 133.0133.0133.0133.0 233.0233.0233.0233.0 120.7120.7120.7120.7 1563156315631563

172.9172.9172.9172.9 195.7195.7195.7195.7 96.8496.8496.8496.84 211.2211.2211.2211.2 235.5235.5235.5235.5 211.7211.7211.7211.7 88.8288.8288.8288.82 199.9199.9199.9199.9 103.6103.6103.6103.6 1666166616661666

66.8766.8766.8766.87 109.6109.6109.6109.6 55.7555.7555.7555.75 147.7147.7147.7147.7 124.8124.8124.8124.8 151.8151.8151.8151.8 49.3849.3849.3849.38 107.0107.0107.0107.0 72.1572.1572.1572.15 1739173917391739

11.4711.4711.4711.47 18.0318.0318.0318.03 22.9522.9522.9522.95 48.7448.7448.7448.74 22.3222.3222.3222.32 51.9351.9351.9351.93 18.2218.2218.2218.22 18.3118.3118.3118.31 32.9032.9032.9032.90 1771177117711771

5.0105.0105.0105.010 10.1110.1110.1110.11 5.6485.6485.6485.648 12.0212.0212.0212.02 7.7447.7447.7447.744 14.0314.0314.0314.03 4.0084.0084.0084.008 11.2911.2911.2911.29 8.4738.4738.4738.473 1780178017801780

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016 Remarks:Remarks:Remarks:Remarks: LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000050

NAME: LMRA80 PT90 CW 120D 34W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE LMRA DIMENSION: 810x140x85mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016 Remarks:Remarks:Remarks:Remarks: LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000050

NAME: LMRA80 PT90 CW 120D 34W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE LMRA DIMENSION: 810x140x85mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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0.0290.0290.0290.029 0.0580.0580.0580.058 0.1700.1700.1700.170 0.2900.2900.2900.290 0.5800.5800.5800.580

1.71.71.71.7 2.32.32.32.3 2.92.92.92.9 3.53.53.53.5 4.64.64.64.6

ILLUMINANCE AT MH=10 m,Enadir  = 5.80 lxILLUMINANCE AT MH=10 m,Enadir  = 5.80 lxILLUMINANCE AT MH=10 m,Enadir  = 5.80 lxILLUMINANCE AT MH=10 m,Enadir  = 5.80 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016 Remarks:Remarks:Remarks:Remarks: LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000050

NAME: LMRA80 PT90 CW 120D 34W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE LMRA DIMENSION: 810x140x85mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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10%     58

20%    116
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016 Remarks:Remarks:Remarks:Remarks: LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  

Page 5 Of 8Page 5 Of 8Page 5 Of 8Page 5 Of 8



Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000050

NAME: LMRA80 PT90 CW 120D 34W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE LMRA DIMENSION: 810x140x85mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016 Remarks:Remarks:Remarks:Remarks: LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000050

NAME: LMRA80 PT90 CW 120D 34W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE LMRA DIMENSION: 810x140x85mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 581

5.0 578

10.0 570

15.0 555

20.0 536

25.0 515

30.0 491

35.0 463

40.0 437

45.0 411

50.0 383

55.0 359

60.0 335

65.0 313

70.0 274

75.0 173

80.0 66.8

85.0 11.4

90.0 5.01

15

581

577

569

554

535

513

489

461

433

406

377

349

325

302

271

173

69.2

9.93

4.73

30

580

577

568

553

534

512

486

459

429

399

368

338

310

283

264

196

92.5

15.6

8.92

45

580

576

567

551

531

506

479

450

418

384

350

316

286

255

226

196

110

18.0

10.1

60

579

576

566

550

529

504

475

444

410

374

338

299

265

228

192

161

129

46.6

13.7

75

580

577

566

549

528

501

470

436

400

361

321

284

242

200

157

117

81.9

53.8

12.0

90

580

577

567

550

528

501

470

435

398

359

317

274

233

187

142

96.8

55.7

22.9

5.64

105

580

576

566

550

528

501

471

438

402

364

325

289

247

206

164

125

88.4

60.9

12.8

120

580

577

568

553

532

508

481

450

418

384

348

311

274

240

203

171

143

69.2

15.4

135

579

577

568

554

536

513

488

460

429

396

364

331

300

267

238

211

148

48.7

12.0

150

579

577

570

557

541

520

496

470

441

413

383

352

322

296

271

239

142

39.2

11.3

165

579

577

570

558

542

522

499

472

446

419

391

362

336

311

292

231

125

23.0

6.92

180

581

580

574

563

547

528

506

479

454

427

400

372

348

322

300

236

125

22.3

7.74

195

581

579

573

562

546

526

504

478

451

425

396

368

341

316

294

243

134

29.4

9.56

210

580

578

570

558

541

520

496

470

440

411

381

350

319

296

269

233

136

34.0

10.0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016 Remarks:Remarks:Remarks:Remarks: LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000050

NAME: LMRA80 PT90 CW 120D 34W 220V AC IP44D  TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE LMRA DIMENSION: 810x140x85mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 580

5.0 577

10.0 569

15.0 555

20.0 536

25.0 514

30.0 489

35.0 461

40.0 430

45.0 397

50.0 365

55.0 331

60.0 297

65.0 267

70.0 238

75.0 212

80.0 152

85.0 51.9

90.0 14.0

240

579

576

566

550

530

505

477

446

413

378

342

304

270

232

195

162

134

60.0

13.1

255

580

576

566

549

527

501

470

437

401

363

324

283

246

204

162

122

85.2

57.5

13.6

270

580

576

565

547

524

497

465

430

392

352

310

270

225

179

133

88.8

49.3

18.2

4.00

285

580

576

566

549

527

500

469

436

399

362

322

281

244

202

160

121

86.6

52.7

12.7

300

580

576

566

549

527

502

473

441

407

371

334

300

262

224

190

159

120

32.6

11.3

315

579

576

567

552

532

508

482

452

421

387

354

320

287

261

233

200

107

18.3

11.2

330

579

576

568

553

534

511

486

458

428

398

368

337

311

287

263

184

81.0

12.4

7.19

345

579

577

569

555

537

515

492

464

437

410

382

354

331

308

275

180

73.3

12.4

6.10

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:65.0%Humidity:65.0%Humidity:65.0%Humidity:65.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016Test Date:02-22-2016 Remarks:Remarks:Remarks:Remarks: LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  LMRA80 PT90 CW 120D 34W 220V AC IP44D  
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