
Fiberli - PSL Elektronik 

PHOTOMETRIC TEST REPORT

Report number: 0001341 

NAME: WH9 MP108 CW 30D 32W 220V AC IP66  TYPE:WALL WASHER WEIGHT:5.3 

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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32
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3875.0

3875

1

5880

100.0

3875

180,1.0

0.5

99.5

0.3

54.2

0.2

45.2

Test:U:220.6V I:0.149A P:31.88W PF:0.962Test:U:220.6V I:0.149A P:31.88W PF:0.962Test:U:220.6V I:0.149A P:31.88W PF:0.962Test:U:220.6V I:0.149A P:31.88W PF:0.962

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEG Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 0001341 

NAME: WH9 MP108 CW 30D 32W 220V AC IP66  TYPE:WALL WASHER WEIGHT:5.3 

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

5682568256825682 5662566256625662 5690569056905690 5657565756575657 5729572957295729 5693569356935693 5697569756975697 5659565956595659 137.5137.5137.5137.5 137.5137.5137.5137.5

5070507050705070 4980498049804980 4907490749074907 4888488848884888 5010501050105010 4928492849284928 4967496749674967 5022502250225022 375.6375.6375.6375.6 513.1513.1513.1513.1

4051405140514051 3955395539553955 3888388838883888 3873387338733873 3898389838983898 3943394339433943 3929392939293929 4024402440244024 513.3513.3513.3513.3 1027102710271027

2963296329632963 2945294529452945 2866286628662866 2847284728472847 2924292429242924 2911291129112911 2913291329132913 2963296329632963 542.9542.9542.9542.9 1569156915691569

2133213321332133 2104210421042104 2037203720372037 2046204620462046 2112211221122112 2099209920992099 2051205120512051 2127212721272127 501.2501.2501.2501.2 2071207120712071

1528152815281528 1489148914891489 1415141514151415 1438143814381438 1463146314631463 1482148214821482 1424142414241424 1508150815081508 429.9429.9429.9429.9 2501250125012501

1017101710171017 995.7995.7995.7995.7 953.8953.8953.8953.8 958.0958.0958.0958.0 971.7971.7971.7971.7 998.7998.7998.7998.7 961.5961.5961.5961.5 1020102010201020 340.9340.9340.9340.9 2842284228422842

677.5677.5677.5677.5 675.7675.7675.7675.7 635.7635.7635.7635.7 648.5648.5648.5648.5 654.5654.5654.5654.5 681.3681.3681.3681.3 641.0641.0641.0641.0 689.4689.4689.4689.4 258.3258.3258.3258.3 3100310031003100

471.1471.1471.1471.1 470.2470.2470.2470.2 441.5441.5441.5441.5 449.5449.5449.5449.5 451.3451.3451.3451.3 478.9478.9478.9478.9 445.9445.9445.9445.9 481.9481.9481.9481.9 197.3197.3197.3197.3 3297329732973297

335.0335.0335.0335.0 335.0335.0335.0335.0 318.3318.3318.3318.3 320.6320.6320.6320.6 318.5318.5318.5318.5 344.5344.5344.5344.5 320.9320.9320.9320.9 344.3344.3344.3344.3 152.1152.1152.1152.1 3449344934493449

254.7254.7254.7254.7 249.0249.0249.0249.0 245.4245.4245.4245.4 241.7241.7241.7241.7 242.8242.8242.8242.8 257.1257.1257.1257.1 243.2243.2243.2243.2 257.6257.6257.6257.6 120.8120.8120.8120.8 3570357035703570

191.7191.7191.7191.7 183.1183.1183.1183.1 182.6182.6182.6182.6 179.7179.7179.7179.7 184.5184.5184.5184.5 190.7190.7190.7190.7 180.3180.3180.3180.3 192.1192.1192.1192.1 97.0597.0597.0597.05 3667366736673667

135.2135.2135.2135.2 126.5126.5126.5126.5 132.4132.4132.4132.4 124.7124.7124.7124.7 129.1129.1129.1129.1 135.2135.2135.2135.2 130.4130.4130.4130.4 136.2136.2136.2136.2 73.8173.8173.8173.81 3741374137413741

88.6488.6488.6488.64 81.4481.4481.4481.44 88.2888.2888.2888.28 80.1780.1780.1780.17 83.1883.1883.1883.18 90.0190.0190.0190.01 87.2887.2887.2887.28 90.6590.6590.6590.65 52.3552.3552.3552.35 3794379437943794

52.5652.5652.5652.56 46.6446.6446.6446.64 52.2952.2952.2952.29 46.1046.1046.1046.10 47.7447.7447.7447.74 53.7553.7553.7553.75 51.9351.9351.9351.93 53.8453.8453.8453.84 33.4933.4933.4933.49 3827382738273827

24.8724.8724.8724.87 20.4920.4920.4920.49 24.4124.4124.4124.41 20.3120.3120.3120.31 21.5021.5021.5021.50 26.4226.4226.4226.42 24.5024.5024.5024.50 26.2326.2326.2326.23 17.9117.9117.9117.91 3845384538453845

8.4728.4728.4728.472 5.7395.7395.7395.739 8.0178.0178.0178.017 5.7395.7395.7395.739 5.9215.9215.9215.921 8.9288.9288.9288.928 7.3797.3797.3797.379 8.9288.9288.9288.928 6.9536.9536.9536.953 3852385238523852

4.3734.3734.3734.373 2.6422.6422.6422.642 4.3734.3734.3734.373 2.6422.6422.6422.642 2.7332.7332.7332.733 4.4644.4644.4644.464 2.6422.6422.6422.642 4.3734.3734.3734.373 2.3752.3752.3752.375 3854385438543854

4.1904.1904.1904.190 2.7332.7332.7332.733 4.0994.0994.0994.099 2.7332.7332.7332.733 2.8242.8242.8242.824 4.0994.0994.0994.099 2.7332.7332.7332.733 4.0994.0994.0994.099 1.8951.8951.8951.895 3856385638563856

4.0084.0084.0084.008 2.9152.9152.9152.915 4.0084.0084.0084.008 2.9152.9152.9152.915 2.9152.9152.9152.915 4.0084.0084.0084.008 2.9152.9152.9152.915 4.0084.0084.0084.008 1.8691.8691.8691.869 3858385838583858

4.0084.0084.0084.008 3.0973.0973.0973.097 4.0084.0084.0084.008 3.0973.0973.0973.097 3.1883.1883.1883.188 4.0084.0084.0084.008 3.0063.0063.0063.006 3.9173.9173.9173.917 1.8691.8691.8691.869 3860386038603860

4.0084.0084.0084.008 3.2793.2793.2793.279 4.0084.0084.0084.008 3.2793.2793.2793.279 3.3703.3703.3703.370 4.0994.0994.0994.099 3.2793.2793.2793.279 4.0084.0084.0084.008 1.8841.8841.8841.884 3862386238623862

4.2824.2824.2824.282 3.6443.6443.6443.644 4.1904.1904.1904.190 3.6443.6443.6443.644 3.6443.6443.6443.644 4.1904.1904.1904.190 3.5533.5533.5533.553 4.0994.0994.0994.099 1.9171.9171.9171.917 3864386438643864

4.4644.4644.4644.464 4.0084.0084.0084.008 4.4644.4644.4644.464 4.0084.0084.0084.008 4.0994.0994.0994.099 4.4644.4644.4644.464 4.0084.0084.0084.008 4.3734.3734.3734.373 1.9791.9791.9791.979 3866386638663866

4.9194.9194.9194.919 4.5554.5554.5554.555 4.8284.8284.8284.828 4.4644.4644.4644.464 4.6464.6464.6464.646 4.9194.9194.9194.919 4.4644.4644.4644.464 4.8284.8284.8284.828 2.0732.0732.0732.073 3868386838683868

5.6485.6485.6485.648 5.2845.2845.2845.284 5.4665.4665.4665.466 5.2845.2845.2845.284 5.3755.3755.3755.375 5.6485.6485.6485.648 5.2845.2845.2845.284 5.4665.4665.4665.466 2.2192.2192.2192.219 3870387038703870

6.6506.6506.6506.650 6.2866.2866.2866.286 6.4686.4686.4686.468 6.2866.2866.2866.286 6.2866.2866.2866.286 6.4686.4686.4686.468 6.2866.2866.2866.286 6.3776.3776.3776.377 2.4132.4132.4132.413 3872387238723872

7.9267.9267.9267.926 7.6527.6527.6527.652 7.6527.6527.6527.652 7.6527.6527.6527.652 7.6527.6527.6527.652 7.7447.7447.7447.744 7.6527.6527.6527.652 7.5617.5617.5617.561 2.6392.6392.6392.639 3875387538753875

0000 0000 0000 0000 0000 0000 0000 0000 0000 3875387538753875

0000 0000 0000 0000 0000 0000 0000 0000 0000 3875387538753875

0000 0000 0000 0000 0000 0000 0000 0000 0000 3875387538753875

0000 0000 0000 0000 0000 0000 0000 0000 0000 3875387538753875

0000 0000 0000 0000 0000 0000 0000 0000 0000 3875387538753875

0000 0000 0000 0000 0000 0000 0000 0000 0000 3875387538753875

0000 0000 0000 0000 0000 0000 0000 0000 0000 3875387538753875

0000 0000 0000 0000 0000 0000 0000 0000 0000 3875387538753875

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEG Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 0001341 

NAME: WH9 MP108 CW 30D 32W 220V AC IP66  TYPE:WALL WASHER WEIGHT:5.3 

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEG Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 0001341 

NAME: WH9 MP108 CW 30D 32W 220V AC IP66  TYPE:WALL WASHER WEIGHT:5.3 

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444

3333

2222

1111

0000

1111

2222
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0.2900.2900.2900.290 0.5800.5800.5800.580 1.81.81.81.8 2.92.92.92.9 5.85.85.85.8

18181818 23232323 29292929 35353535 47474747

ILLUMINANCE AT MH=10 m,Enadir  = 58.42 lxILLUMINANCE AT MH=10 m,Enadir  = 58.42 lxILLUMINANCE AT MH=10 m,Enadir  = 58.42 lxILLUMINANCE AT MH=10 m,Enadir  = 58.42 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEG Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 0001341 

NAME: WH9 MP108 CW 30D 32W 220V AC IP66  TYPE:WALL WASHER WEIGHT:5.3 

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

30330 60300 90270 C0

γ 0γ 0γ 0γ 0
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UNIT:cd

Imax=100%   5880

 5%    294

10%    588

20%   1176

30%   1764

40%   2352

50%   2940

60%   3528

70%   4116

80%   4704

90%   5292

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEG Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 0001341 

NAME: WH9 MP108 CW 30D 32W 220V AC IP66  TYPE:WALL WASHER WEIGHT:5.3 

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEG Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0001341 

NAME: WH9 MP108 CW 30D 32W 220V AC IP66  TYPE:WALL WASHER WEIGHT:5.3 

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 5876

5.0 5682

10.0 5070

15.0 4051

20.0 2963

25.0 2133

30.0 1528

35.0 1017

40.0 678

45.0 471

50.0 335

55.0 255

60.0 192

65.0 135

70.0 88.6

75.0 52.5

80.0 24.8

85.0 8.47

90.0 4.37

95.0 4.19

100.0 4.00

105.0 4.00

110.0 4.00

115.0 4.28

120.0 4.46

125.0 4.91

130.0 5.64

135.0 6.65

140.0 7.92

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

5869

5664

4981

4001

2998

2106

1490

998

665

461

330

249

187

129

83.6

48.3

21.3

5.92

2.64

2.73

2.91

3.09

3.37

3.55

4.00

4.55

5.37

6.46

7.74

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

5861

5666

4958

3985

2980

2126

1490

1020

685

476

341

259

192

134

88.3

52.0

24.2

8.29

4.37

4.19

4.09

4.00

4.09

4.19

4.46

4.91

5.55

6.55

7.83

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

5856

5662

4980

3955

2945

2104

1489

996

676

470

335

249

183

127

81.4

46.6

20.4

5.73

2.64

2.73

2.91

3.09

3.27

3.64

4.00

4.55

5.28

6.28

7.65

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

5852

5670

4981

3940

2908

2109

1513

989

671

474

337

250

185

131

86.4

50.4

23.5

8.01

4.37

4.09

4.00

4.00

4.00

4.19

4.46

4.91

5.55

6.46

7.74

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

5847

5669

4904

3901

2891

2046

1449

950

641

445

318

241

178

125

81.3

46.2

20.4

5.64

2.64

2.73

2.91

3.09

3.27

3.55

4.00

4.46

5.19

6.28

7.56

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

5842

5690

4907

3888

2866

2037

1415

954

636

442

318

245

183

132

88.2

52.2

24.4

8.01

4.37

4.09

4.00

4.00

4.00

4.19

4.46

4.82

5.46

6.46

7.65

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

5839

5698

4932

3857

2865

2025

1413

923

622

430

310

236

177

126

81.1

46.6

20.4

5.55

2.64

2.73

2.91

3.09

3.27

3.55

4.00

4.55

5.28

6.28

7.65

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

5834

5694

4957

3851

2854

2071

1460

954

644

450

320

243

184

131

85.5

49.9

23.2

7.92

4.37

4.09

4.00

3.91

4.00

4.19

4.37

4.91

5.46

6.46

7.74

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

5832

5657

4888

3873

2847

2046

1438

958

649

450

321

242

180

125

80.1

46.1

20.3

5.73

2.64

2.73

2.91

3.09

3.27

3.64

4.00

4.46

5.28

6.28

7.65

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

5830

5658

4872

3889

2841

2063

1454

979

660

460

331

252

186

131

86.8

51.3

24.0

8.29

4.37

4.09

4.09

4.00

4.09

4.19

4.46

4.91

5.55

6.55

7.83

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

5827

5659

4892

3877

2878

2066

1429

951

644

447

321

243

182

127

82.4

47.7

21.2

5.92

2.64

2.73

2.91

3.09

3.27

3.64

4.00

4.55

5.37

6.37

7.83

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

5876

5729

5010

3898

2924

2112

1463

972

655

451

319

243

185

129

83.1

47.7

21.5

5.92

2.73

2.82

2.91

3.18

3.37

3.64

4.09

4.64

5.37

6.28

7.65

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

5869

5734

5000

3922

2929

2113

1474

985

665

463

332

253

192

136

90.0

53.4

25.6

8.56

4.46

4.19

4.00

4.00

4.00

4.19

4.46

4.91

5.55

6.46

7.74

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

5861

5702

4920

3909

2899

2088

1464

993

668

463

331

250

185

130

85.2

49.7

22.5

6.19

2.64

2.73

2.91

3.09

3.27

3.55

3.91

4.55

5.28

6.37

7.65

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEG Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0001341 

NAME: WH9 MP108 CW 30D 32W 220V AC IP66  TYPE:WALL WASHER WEIGHT:5.3 

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 5856

5.0 5693

10.0 4928

15.0 3943

20.0 2911

25.0 2099

30.0 1482

35.0 999

40.0 681

45.0 479

50.0 345

55.0 257

60.0 191

65.0 135

70.0 90.0

75.0 53.7

80.0 26.4

85.0 8.92

90.0 4.46

95.0 4.09

100.0 4.00

105.0 4.00

110.0 4.09

115.0 4.19

120.0 4.46

125.0 4.91

130.0 5.64

135.0 6.46

140.0 7.74

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

5852

5694

4968

3908

2905

2086

1483

973

665

471

333

244

181

129

85.2

49.7

23.1

6.83

2.64

2.73

2.91

3.09

3.27

3.55

3.91

4.55

5.28

6.37

7.65

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

5847

5712

5018

3932

2923

2081

1474

972

660

463

332

250

187

135

91.1

54.6

27.1

9.65

4.46

4.19

4.00

4.00

4.00

4.19

4.46

4.82

5.55

6.46

7.74

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

5842

5697

4967

3929

2913

2051

1424

962

641

446

321

243

180

130

87.2

51.9

24.5

7.37

2.64

2.73

2.91

3.00

3.27

3.55

4.00

4.46

5.28

6.28

7.65

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

5839

5687

4979

3977

2947

2075

1464

974

654

456

330

250

188

136

91.7

55.1

27.4

9.74

4.46

4.19

4.00

4.00

4.00

4.19

4.46

4.82

5.55

6.46

7.65

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

5834

5668

5007

3978

2926

2101

1506

985

659

463

330

245

182

130

86.0

50.0

23.1

6.83

2.64

2.73

2.82

3.00

3.27

3.55

3.91

4.46

5.19

6.19

7.47

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

5832

5659

5022

4024

2963

2127

1508

1020

689

482

344

258

192

136

90.6

53.8

26.2

8.92

4.37

4.09

4.00

3.91

4.00

4.09

4.37

4.82

5.46

6.37

7.56

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

5830

5645

4971

3986

2983

2111

1481

1014

685

473

338

253

186

130

85.0

49.1

22.1

6.10

2.64

2.73

2.82

3.00

3.27

3.46

3.91

4.46

5.19

6.19

7.47

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

5827

5645

5019

4027

3012

2132

1495

1017

685

475

341

257

193

136

89.5

53.1

25.2

8.38

4.46

4.09

4.00

3.91

4.00

4.19

4.37

4.82

5.46

6.28

7.56

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEGTemperature:23.2DEG Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %Humidity:50.0 %

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017Test Date:02-20-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   WH9 MP108 CW 30D 32W 220V AC IP66   
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