
Fiberli - PSL Elektronik 

PHOTOMETRIC TEST REPORT

Report number: 0001354

NAME: WH9 MP108 CW 120D 60W 220V AC IP66 TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):

ηηηη

ηηηη

ηηηη

ηηηη

ηηηη

ηηηη

γγγγ

WH9

60

220

8412.7

8413

1

3051

100.0

8413

60,6.0

0.5

99.5

0.3

56.4

0.2

43.1

Test:U:220.8V I:0.275A P:59.49W PF:0.978Test:U:220.8V I:0.275A P:59.49W PF:0.978Test:U:220.8V I:0.275A P:59.49W PF:0.978Test:U:220.8V I:0.275A P:59.49W PF:0.978

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 0001354

NAME: WH9 MP108 CW 120D 60W 220V AC IP66 TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

3044304430443044 3042304230423042 3033303330333033 3004300430043004 3004300430043004 2977297729772977 2983298329832983 3003300330033003 72.0672.0672.0672.06 72.0672.0672.0672.06

3032303230323032 3050305030503050 3030303030303030 2976297629762976 2955295529552955 2915291529152915 2927292729272927 2967296729672967 214.0214.0214.0214.0 286.1286.1286.1286.1

2997299729972997 3028302830283028 2997299729972997 2930293029302930 2888288828882888 2831283128312831 2850285028502850 2912291229122912 349.8349.8349.8349.8 635.9635.9635.9635.9

2941294129412941 2979297929792979 2940294029402940 2855285528552855 2797279727972797 2727272727272727 2746274627462746 2830283028302830 474.9474.9474.9474.9 1111111111111111

2856285628562856 2909290929092909 2866286628662866 2760276027602760 2683268326832683 2609260926092609 2629262926292629 2732273227322732 585.8585.8585.8585.8 1697169716971697

2748274827482748 2813281328132813 2765276527652765 2641264126412641 2551255125512551 2464246424642464 2489248924892489 2609260926092609 678.6678.6678.6678.6 2375237523752375

2613261326132613 2696269626962696 2639263926392639 2501250125012501 2388238823882388 2296229622962296 2317231723172317 2461246124612461 749.6749.6749.6749.6 3125312531253125

2452245224522452 2545254525452545 2490249024902490 2333233323332333 2207220722072207 2102210221022102 2125212521252125 2286228622862286 795.7795.7795.7795.7 3921392139213921

2265226522652265 2370237023702370 2316231623162316 2145214521452145 1998199819981998 1886188618861886 1912191219121912 2082208220822082 814.4814.4814.4814.4 4735473547354735

2049204920492049 2156215621562156 2111211121112111 1929192919291929 1755175517551755 1646164616461646 1673167316731673 1847184718471847 802.8802.8802.8802.8 5538553855385538

1810181018101810 1918191819181918 1877187718771877 1678167816781678 1501150115011501 1382138213821382 1395139513951395 1590159015901590 759.6759.6759.6759.6 6298629862986298

1519151915191519 1655165516551655 1603160316031603 1401140114011401 1205120512051205 1094109410941094 1025102510251025 1319131913191319 678.3678.3678.3678.3 6976697669766976

1157115711571157 1350135013501350 1221122112211221 1086108610861086 856.6856.6856.6856.6 744.7744.7744.7744.7 745.1745.1745.1745.1 976.7976.7976.7976.7 561.5561.5561.5561.5 7538753875387538

799.0799.0799.0799.0 989.9989.9989.9989.9 912.0912.0912.0912.0 727.8727.8727.8727.8 552.8552.8552.8552.8 440.9440.9440.9440.9 433.3433.3433.3433.3 617.9617.9617.9617.9 410.5410.5410.5410.5 7948794879487948

457.7457.7457.7457.7 583.1583.1583.1583.1 566.6566.6566.6566.6 400.6400.6400.6400.6 272.2272.2272.2272.2 194.9194.9194.9194.9 176.3176.3176.3176.3 298.6298.6298.6298.6 257.0257.0257.0257.0 8205820582058205

193.1193.1193.1193.1 274.5274.5274.5274.5 271.7271.7271.7271.7 150.9150.9150.9150.9 79.2679.2679.2679.26 43.0943.0943.0943.09 39.9939.9939.9939.99 95.5795.5795.5795.57 121.8121.8121.8121.8 8327832783278327

35.2535.2535.2535.25 71.0671.0671.0671.06 80.6280.6280.6280.62 27.8727.8727.8727.87 8.9288.9288.9288.928 9.2929.2929.2929.292 5.4665.4665.4665.466 15.3015.3015.3015.30 36.4236.4236.4236.42 8363836383638363

8.1088.1088.1088.108 8.4728.4728.4728.472 11.5711.5711.5711.57 4.3734.3734.3734.373 4.0084.0084.0084.008 6.7416.7416.7416.741 4.1904.1904.1904.190 6.8336.8336.8336.833 6.6566.6566.6566.656 8370837083708370

6.6506.6506.6506.650 3.9173.9173.9173.917 6.6506.6506.6506.650 4.2824.2824.2824.282 4.8284.8284.8284.828 7.1067.1067.1067.106 5.1015.1015.1015.101 6.7416.7416.7416.741 3.1313.1313.1313.131 8373837383738373

6.9246.9246.9246.924 4.6464.6464.6464.646 6.6506.6506.6506.650 5.1935.1935.1935.193 5.7395.7395.7395.739 7.7447.7447.7447.744 6.1956.1956.1956.195 7.1977.1977.1977.197 3.2623.2623.2623.262 8376837683768376

7.4707.4707.4707.470 5.4665.4665.4665.466 7.0157.0157.0157.015 6.1956.1956.1956.195 6.9246.9246.9246.924 8.6558.6558.6558.655 7.3797.3797.3797.379 7.9267.9267.9267.926 3.6193.6193.6193.619 8380838083808380

8.2908.2908.2908.290 6.4686.4686.4686.468 7.7447.7447.7447.744 7.1977.1977.1977.197 8.1088.1088.1088.108 9.5669.5669.5669.566 8.5648.5648.5648.564 8.6558.6558.6558.655 4.0134.0134.0134.013 8384838483848384

9.1109.1109.1109.110 7.4707.4707.4707.470 8.5648.5648.5648.564 8.2908.2908.2908.290 9.2019.2019.2019.201 10.3810.3810.3810.38 9.7489.7489.7489.748 9.4759.4759.4759.475 4.3734.3734.3734.373 8389838983898389

10.0210.0210.0210.02 8.4728.4728.4728.472 9.3849.3849.3849.384 9.2929.2929.2929.292 10.2910.2910.2910.29 11.2011.2011.2011.20 10.8410.8410.8410.84 10.2910.2910.2910.29 4.6614.6614.6614.661 8393839383938393

10.8410.8410.8410.84 9.3849.3849.3849.384 10.3810.3810.3810.38 10.2910.2910.2910.29 11.2911.2911.2911.29 12.1112.1112.1112.11 11.8411.8411.8411.84 11.1111.1111.1111.11 4.8544.8544.8544.854 8398839883988398

11.6611.6611.6611.66 10.3810.3810.3810.38 11.2011.2011.2011.20 11.2011.2011.2011.20 12.2012.2012.2012.20 12.8412.8412.8412.84 12.7512.7512.7512.75 11.8411.8411.8411.84 4.9504.9504.9504.950 8403840384038403

12.3912.3912.3912.39 11.2911.2911.2911.29 11.9311.9311.9311.93 12.0212.0212.0212.02 13.0213.0213.0213.02 13.4813.4813.4813.48 13.4813.4813.4813.48 12.6612.6612.6612.66 4.9284.9284.9284.928 8408840884088408

13.1113.1113.1113.11 12.1112.1112.1112.11 12.6612.6612.6612.66 12.8412.8412.8412.84 13.8413.8413.8413.84 14.1214.1214.1214.12 14.1214.1214.1214.12 13.2113.2113.2113.21 4.7884.7884.7884.788 8413841384138413

0000 0000 0000 0000 0000 0000 0000 0000 0000 8413841384138413

0000 0000 0000 0000 0000 0000 0000 0000 0000 8413841384138413

0000 0000 0000 0000 0000 0000 0000 0000 0000 8413841384138413

0000 0000 0000 0000 0000 0000 0000 0000 0000 8413841384138413

0000 0000 0000 0000 0000 0000 0000 0000 0000 8413841384138413

0000 0000 0000 0000 0000 0000 0000 0000 0000 8413841384138413

0000 0000 0000 0000 0000 0000 0000 0000 0000 8413841384138413

0000 0000 0000 0000 0000 0000 0000 0000 0000 8413841384138413

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 0001354

NAME: WH9 MP108 CW 120D 60W 220V AC IP66 TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 0001354

NAME: WH9 MP108 CW 120D 60W 220V AC IP66 TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444

3333

2222

1111

0000

1111

2222
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0.1500.1500.1500.150 0.3000.3000.3000.300 0.9100.9100.9100.910 1.51.51.51.5 3.03.03.03.0

9.19.19.19.1 12121212 15151515 18181818 24242424

ILLUMINANCE AT MH=10 m,Enadir  = 30.17 lxILLUMINANCE AT MH=10 m,Enadir  = 30.17 lxILLUMINANCE AT MH=10 m,Enadir  = 30.17 lxILLUMINANCE AT MH=10 m,Enadir  = 30.17 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 0001354

NAME: WH9 MP108 CW 120D 60W 220V AC IP66 TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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UNIT:cd

Imax=100%   3051

 5%    153

10%    305

20%    610

30%    915

40%   1220

50%   1525

60%   1830
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80%   2440

90%   2745

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 0001354

NAME: WH9 MP108 CW 120D 60W 220V AC IP66 TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0001354

NAME: WH9 MP108 CW 120D 60W 220V AC IP66 TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 3037

5.0 3044

10.0 3032

15.0 2997

20.0 2941

25.0 2856

30.0 2748

35.0 2613

40.0 2452

45.0 2265

50.0 2049

55.0 1810

60.0 1519

65.0 1157

70.0 799

75.0 458

80.0 193

85.0 35.2

90.0 8.10

95.0 6.65

100.0 6.92

105.0 7.47

110.0 8.29

115.0 9.11

120.0 10.0

125.0 10.8

130.0 11.6

135.0 12.3

140.0 13.1

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

3033

3046

3042

3013

2956

2879

2778

2656

2498

2315

2109

1863

1576

1222

841

505

216

43.0

5.92

4.09

4.82

5.83

6.92

7.92

8.92

9.93

10.9

11.7

12.6

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

3031

3049

3048

3025

2974

2902

2806

2683

2531

2349

2139

1908

1634

1301

939

584

250

66.2

11.4

6.65

6.74

7.19

7.83

8.65

9.38

10.2

11.1

11.8

12.5

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

3019

3042

3050

3028

2979

2909

2813

2696

2545

2370

2156

1918

1655

1350

990

583

275

71.0

8.47

3.91

4.64

5.46

6.46

7.47

8.47

9.38

10.3

11.2

12.1

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

3024

3048

3040

3016

2970

2900

2803

2692

2546

2371

2163

1930

1657

1353

969

637

283

83.0

13.1

6.74

6.65

7.01

7.65

8.38

9.20

10.0

10.7

11.5

12.2

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

3021

3042

3042

3011

2965

2893

2798

2675

2527

2352

2149

1911

1632

1283

933

575

287

77.9

8.38

3.82

4.55

5.37

6.37

7.47

8.47

9.47

10.3

11.3

12.2

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

3017

3033

3030

2997

2940

2866

2765

2639

2490

2316

2111

1877

1603

1221

912

567

272

80.6

11.5

6.65

6.65

7.01

7.74

8.56

9.38

10.3

11.2

11.9

12.6

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

3015

3023

3013

2976

2915

2835

2723

2593

2438

2259

2051

1811

1534

1169

854

519

234

53.2

6.74

3.91

4.73

5.64

6.74

7.74

8.83

9.83

10.8

11.7

12.6

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

3014

3013

2996

2956

2890

2799

2684

2550

2390

2209

1997

1754

1484

1174

811

472

203

46.1

9.29

6.65

6.83

7.37

8.10

8.92

9.74

10.5

11.3

12.2

12.9

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

3013

3004

2976

2930

2855

2760

2641

2501

2333

2145

1929

1678

1401

1086

728

401

151

27.8

4.37

4.28

5.19

6.19

7.19

8.29

9.29

10.2

11.2

12.0

12.8

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

3013

2994

2957

2901

2825

2723

2597

2446

2279

2086

1861

1605

1326

1012

666

363

129

22.8

6.92

6.74

7.19

7.83

8.65

9.47

10.2

11.2

11.8

12.6

13.2

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

3012

2983

2939

2875

2793

2685

2553

2398

2224

2019

1788

1536

1232

911

584

302

99.5

10.2

3.91

4.73

5.64

6.83

7.92

9.11

10.1

11.0

11.9

12.6

13.3

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

3037

3004

2955

2888

2797

2683

2551

2388

2207

1998

1755

1501

1205

857

553

272

79.2

8.92

4.00

4.82

5.73

6.92

8.10

9.20

10.2

11.2

12.2

13.0

13.8

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

3033

2996

2943

2872

2774

2656

2513

2349

2164

1955

1711

1460

1170

832

527

254

67.8

11.2

6.74

6.92

7.47

8.29

9.20

10.1

11.0

11.8

12.5

13.3

13.8

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

3031

2990

2932

2851

2749

2629

2484

2314

2125

1912

1672

1404

1120

791

468

200

43.4

6.10

4.28

5.10

6.19

7.28

8.47

9.56

10.5

11.5

12.3

13.2

13.8

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0001354

NAME: WH9 MP108 CW 120D 60W 220V AC IP66 TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 3019

5.0 2977

10.0 2915

15.0 2831

20.0 2727

25.0 2609

30.0 2464

35.0 2296

40.0 2102

45.0 1886

50.0 1646

55.0 1382

60.0 1094

65.0 745

70.0 441

75.0 195

80.0 43.0

85.0 9.29

90.0 6.74

95.0 7.10

100.0 7.74

105.0 8.65

110.0 9.56

115.0 10.3

120.0 11.2

125.0 12.1

130.0 12.8

135.0 13.4

140.0 14.1

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

3024

2982

2919

2833

2729

2603

2455

2284

2091

1872

1635

1368

1016

709

409

167

33.8

5.10

4.37

5.19

6.37

7.56

8.65

9.74

10.7

11.7

12.6

13.3

14.1

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

3021

2981

2922

2839

2736

2616

2465

2294

2101

1883

1649

1384

1011

739

429

174

43.1

8.74

6.83

7.10

7.74

8.65

9.65

10.5

11.4

12.2

13.1

13.8

14.4

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

3017

2983

2927

2850

2746

2629

2489

2317

2125

1912

1673

1395

1025

745

433

176

39.9

5.46

4.19

5.10

6.19

7.37

8.56

9.74

10.8

11.8

12.7

13.4

14.1

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

3015

2989

2938

2867

2772

2660

2525

2359

2172

1961

1727

1463

1085

800

478

228

60.0

10.2

6.74

6.92

7.47

8.38

9.20

10.2

11.1

11.9

12.6

13.3

13.8

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

3014

2995

2951

2887

2801

2692

2558

2401

2223

2014

1777

1517

1192

847

523

245

67.3

7.92

4.00

4.82

5.73

6.83

7.92

9.01

10.0

10.9

11.8

12.5

13.3

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

3013

3003

2967

2912

2830

2732

2609

2461

2286

2082

1847

1590

1319

977

618

299

95.5

15.3

6.83

6.74

7.19

7.92

8.65

9.47

10.2

11.1

11.8

12.6

13.2

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

3013

3010

2984

2935

2864

2771

2654

2510

2342

2145

1922

1665

1384

1057

686

349

114

14.5

3.73

4.37

5.28

6.28

7.28

8.29

9.29

10.2

11.2

12.0

12.8

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

3012

3016

3000

2961

2898

2811

2704

2562

2401

2211

1998

1754

1476

1128

755

433

174

26.8

7.37

6.74

6.92

7.47

8.19

9.01

9.83

10.6

11.3

12.2

12.9

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEGTemperature:23.1DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66WH9 MP108 CW 120D 60W 220V AC IP66
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