
Fiberli - PSL Elektronik 

PHOTOMETRIC TEST REPORT

Report number: 0001355

NAME: WH9 MP108 CW 90x120D 60W 220V AC TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:221.0V I:0.275A P:59.63W PF:0.978Test:U:221.0V I:0.275A P:59.63W PF:0.978Test:U:221.0V I:0.275A P:59.63W PF:0.978Test:U:221.0V I:0.275A P:59.63W PF:0.978

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 0001355

NAME: WH9 MP108 CW 90x120D 60W 220V AC TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

2020202020202020 2149214921492149 2184218421842184 2104210421042104 1991199119911991 1841184118411841 1777177717771777 1836183618361836 47.4647.4647.4647.46 47.4647.4647.4647.46

2016201620162016 2289228922892289 2361236123612361 2226222622262226 1964196419641964 1686168616861686 1604160416041604 1702170217021702 141.5141.5141.5141.5 189.0189.0189.0189.0

2001200120012001 2412241224122412 2504250425042504 2336233623362336 1954195419541954 1549154915491549 1477147714771477 1579157915791579 234.1234.1234.1234.1 423.2423.2423.2423.2

1978197819781978 2516251625162516 2591259125912591 2440244024402440 1963196319631963 1446144614461446 1390139013901390 1480148014801480 324.9324.9324.9324.9 748.1748.1748.1748.1

1946194619461946 2604260426042604 2599259925992599 2548254825482548 1990199019901990 1364136413641364 1340134013401340 1399139913991399 413.5413.5413.5413.5 1162116211621162

1917191719171917 2664266426642664 2545254525452545 2638263826382638 2055205520552055 1308130813081308 1318131813181318 1332133213321332 497.9497.9497.9497.9 1660166016601660

1903190319031903 2700270027002700 2493249324932493 2718271827182718 2122212221222122 1255125512551255 1289128912891289 1267126712671267 578.1578.1578.1578.1 2238223822382238

1894189418941894 2691269126912691 2491249124912491 2763276327632763 2181218121812181 1208120812081208 1223122312231223 1205120512051205 654.1654.1654.1654.1 2892289228922892

1892189218921892 2705270527052705 2453245324532453 2844284428442844 2196219621962196 1151115111511151 1158115811581158 1138113811381138 722.9722.9722.9722.9 3615361536153615

1876187618761876 2842284228422842 2255225522552255 3073307330733073 2181218121812181 1077107710771077 1057105710571057 1064106410641064 779.2779.2779.2779.2 4394439443944394

1847184718471847 2949294929492949 1821182118211821 3316331633163316 2125212521252125 935.1935.1935.1935.1 853.3853.3853.3853.3 968.9968.9968.9968.9 803.9803.9803.9803.9 5198519851985198

1783178317831783 2820282028202820 1121112111211121 3228322832283228 2021202120212021 675.1675.1675.1675.1 586.4586.4586.4586.4 799.8799.8799.8799.8 776.4776.4776.4776.4 5974597459745974

1632163216321632 2391239123912391 601.2601.2601.2601.2 2621262126212621 1798179817981798 373.9373.9373.9373.9 311.1311.1311.1311.1 534.9534.9534.9534.9 689.3689.3689.3689.3 6664666466646664

1394139413941394 823.8823.8823.8823.8 242.9242.9242.9242.9 495.8495.8495.8495.8 1471147114711471 162.2162.2162.2162.2 150.2150.2150.2150.2 252.1252.1252.1252.1 534.0534.0534.0534.0 7198719871987198

1130113011301130 215.9215.9215.9215.9 161.7161.7161.7161.7 162.5162.5162.5162.5 864.5864.5864.5864.5 67.3267.3267.3267.32 66.4166.4166.4166.41 101.4101.4101.4101.4 350.5350.5350.5350.5 7548754875487548

531.7531.7531.7531.7 120.6120.6120.6120.6 92.5692.5692.5692.56 74.5274.5274.5274.52 124.9124.9124.9124.9 22.9522.9522.9522.95 20.6820.6820.6820.68 39.6339.6339.6339.63 158.4158.4158.4158.4 7707770777077707

51.5651.5651.5651.56 40.4540.4540.4540.45 38.8138.8138.8138.81 21.7721.7721.7721.77 14.3914.3914.3914.39 7.8357.8357.8357.835 4.0994.0994.0994.099 11.7511.7511.7511.75 33.3933.3933.3933.39 7740774077407740

11.3811.3811.3811.38 9.0199.0199.0199.019 8.5648.5648.5648.564 4.1904.1904.1904.190 5.4665.4665.4665.466 7.1977.1977.1977.197 3.2793.2793.2793.279 7.0157.0157.0157.015 6.6726.6726.6726.672 7747774777477747

9.0199.0199.0199.019 3.3703.3703.3703.370 5.3755.3755.3755.375 3.5533.5533.5533.553 6.5596.5596.5596.559 8.3818.3818.3818.381 3.8263.8263.8263.826 8.1088.1088.1088.108 3.3193.3193.3193.319 7750775077507750

9.7489.7489.7489.748 3.8263.8263.8263.826 5.1935.1935.1935.193 4.0994.0994.0994.099 7.8357.8357.8357.835 9.8399.8399.8399.839 4.6464.6464.6464.646 9.6579.6579.6579.657 3.5243.5243.5243.524 7754775477547754

10.6510.6510.6510.65 4.4644.4644.4644.464 5.3755.3755.3755.375 4.6464.6464.6464.646 9.0199.0199.0199.019 11.2911.2911.2911.29 5.9215.9215.9215.921 11.2011.2011.2011.20 3.9423.9423.9423.942 7758775877587758

11.4711.4711.4711.47 5.1935.1935.1935.193 5.7395.7395.7395.739 5.3755.3755.3755.375 9.9309.9309.9309.930 12.2912.2912.2912.29 7.4707.4707.4707.470 12.3912.3912.3912.39 4.3334.3334.3334.333 7762776277627762

12.1112.1112.1112.11 5.9215.9215.9215.921 6.2866.2866.2866.286 6.0136.0136.0136.013 10.6510.6510.6510.65 12.8412.8412.8412.84 9.0199.0199.0199.019 13.1113.1113.1113.11 4.6134.6134.6134.613 7767776777677767

12.5712.5712.5712.57 6.5596.5596.5596.559 6.8336.8336.8336.833 6.5596.5596.5596.559 11.2011.2011.2011.20 13.2113.2113.2113.21 10.3810.3810.3810.38 13.5713.5713.5713.57 4.7734.7734.7734.773 7771777177717771

12.9312.9312.9312.93 7.1067.1067.1067.106 7.2887.2887.2887.288 7.1067.1067.1067.106 11.6611.6611.6611.66 13.3913.3913.3913.39 11.4711.4711.4711.47 14.0314.0314.0314.03 4.8094.8094.8094.809 7776777677767776

13.1113.1113.1113.11 7.6527.6527.6527.652 7.6527.6527.6527.652 7.5617.5617.5617.561 11.8411.8411.8411.84 13.7513.7513.7513.75 12.2912.2912.2912.29 14.3914.3914.3914.39 4.7284.7284.7284.728 7781778177817781

12.9312.9312.9312.93 8.1998.1998.1998.199 7.9267.9267.9267.926 8.0178.0178.0178.017 11.9311.9311.9311.93 14.1214.1214.1214.12 13.0213.0213.0213.02 14.6614.6614.6614.66 4.5404.5404.5404.540 7786778677867786

12.7512.7512.7512.75 8.7468.7468.7468.746 8.2908.2908.2908.290 8.4728.4728.4728.472 12.0212.0212.0212.02 14.3014.3014.3014.30 13.6613.6613.6613.66 14.7514.7514.7514.75 4.2594.2594.2594.259 7790779077907790

0000 0000 0000 0000 0000 0000 0000 0000 0000 7790779077907790

0000 0000 0000 0000 0000 0000 0000 0000 0000 7790779077907790

0000 0000 0000 0000 0000 0000 0000 0000 0000 7790779077907790

0000 0000 0000 0000 0000 0000 0000 0000 0000 7790779077907790

0000 0000 0000 0000 0000 0000 0000 0000 0000 7790779077907790

0000 0000 0000 0000 0000 0000 0000 0000 0000 7790779077907790

0000 0000 0000 0000 0000 0000 0000 0000 0000 7790779077907790

0000 0000 0000 0000 0000 0000 0000 0000 0000 7790779077907790

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 0001355

NAME: WH9 MP108 CW 90x120D 60W 220V AC TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 0001355

NAME: WH9 MP108 CW 90x120D 60W 220V AC TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.1100.1100.1100.110 0.2300.2300.2300.230 0.6800.6800.6800.680 1.11.11.11.1 2.32.32.32.3

6.86.86.86.8 9.19.19.19.1 11111111 14141414 18181818

ILLUMINANCE AT MH=10 m,Enadir  = 19.84 lxILLUMINANCE AT MH=10 m,Enadir  = 19.84 lxILLUMINANCE AT MH=10 m,Enadir  = 19.84 lxILLUMINANCE AT MH=10 m,Enadir  = 19.84 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 0001355

NAME: WH9 MP108 CW 90x120D 60W 220V AC TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Imax=100%   4448

 5%    222

10%    445

20%    890

30%   1335

40%   1779

50%   2224
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70%   3114
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90%   4004

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 0001355

NAME: WH9 MP108 CW 90x120D 60W 220V AC TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN Operators:REGAIP DASTAN 
Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017Test Date:02-24-2017 Remarks:Remarks:Remarks:Remarks: WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66WH9 MP108 CW 90x120D 60W 220V AC IP66
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0001355

NAME: WH9 MP108 CW 90x120D 60W 220V AC TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd
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2070
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2238
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2445
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2450
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86.1

10.9

4.73
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6.74
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9.29

9.83
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10.6
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0.00
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2214
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2389
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2544

2618

2685
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3793
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7.10
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5.92
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2190

2363

2503

2599

2622
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1250
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290
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79.4

27.3

6.19

3.09

3.55

4.00

4.64

5.37

6.01

6.65

7.10

7.56

8.01

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00
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2184
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2504

2591
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2545
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2491

2453
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601

243
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92.5

38.8

8.56

5.37

5.19

5.37

5.73

6.28

6.83

7.28

7.65

7.92

8.29

0.00

0.00
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0.00

0.00

0.00

0.00
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2338

2479

2570

2591

2540
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2511
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21.1
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7.74
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0.00

0.00

0.00

120

1976

2139
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0.00
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3073
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21.7
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7.56
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8.47

0.00
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4374
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7.01

7.37
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1680
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275
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0001355

NAME: WH9 MP108 CW 90x120D 60W 220V AC TYPE:WALL WASHER WEIGHT:5.3

SPECIFICATION:WALL WASHER H9 DIMENSION: 475x310x70 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA 

  (DEG)γ

C(DEG)

UNIT: cd
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1524

1432

1376

1334

1306
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1172

1083
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679

397
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26.6

5.83

3.46

4.55

6.19

7.92

9.74

11.2

12.2

12.7

13.3

13.7

14.1

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00
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1836

1702

1579

1480

1399

1332

1267

1205

1138

1064

969

800

535

252

101

39.6

11.7

7.01

8.10
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1234
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724

416
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11.0
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0.00
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0.00
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14.3
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0.00
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Temperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEGTemperature:23.6DEG Humidity:51.0%Humidity:51.0%Humidity:51.0%Humidity:51.0%
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